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TITLE  5— ADMINISTRATIVE 
PERSONNEL 

Chapter  I — Civil  Service  Commission 

Part  6 — Exceptions  Prom  the 
Competitive  Service 

DEPARTMENT  OF  AGRICULTURE 

Effective  upon  publication  in  tiie  Fed¬ 
eral  Register,  subparagraphs  (7)  and 
(8)  of  §  6.111  (i)  are  revoked,  and  para¬ 
graph  (q)  (1)  and  (2)  is  added  to 
56.111  as  set  out  below. 

§6.111  Department  of  Agricul¬ 
ture.  •  *  • 

(q)  Agricultural  Marketing  Service. 
(1)  Milk  Market  Administrators. 

(2)  All  positions  on  the  staffs  of  Milk 
Market  Administrators. 

(R.  S.  1753,  sec.  2,  22  Stat.  403;  5  U.  S.  C.  631, 
633;  E.  O.  10440,  18  P.  R.  1823;  3  CFR,  1953 
6upp.) 

United  States  Civil  Serv¬ 
ice  Commission, 

[seal]  Wm.  C.  Hull, 

Executive  Assistant. 

IP.  R.  Doc.  64-6001;  Piled,  Aug.  5,  1954; 
8:52  a.  m.] 


Part  6 — Exceptions  From  the 
Competitive  Service 

DEPARTMENT  OF  COMMERCE 

Effective  upon  publication  in  the  Fed- 
i»AL  Register,  paragraphs  (a)  (3)  and 
(7),  (e)  (3),  (f)  (1).  (2)  and  (3),  (h) 

(1) ,  and  (i)  (3),  of  §  6.112  are  revoked, 
and  paragraphs  (a)  (4)  and  (6),  (c) 

(2) ,  and  (e)  (1),  of  §  6.112  are  amended 
as  set  out  below. 

§6.112  Department  of  Commerce. 

♦  *  • 

(а)  General.  *  *  * 

(4)  Caretakers  and  light  attendants 
employed  on  emergency  fields  and  other 
air  navigation  facilities,  who  are  paid 
on  a  fee  basis. 

*  *  •  *  • 

(б)  Employment  of  individuals,  firms 
or  corporations  for  not  to  exceed  one 
year  for  special  statistical  studies  and 
statistical  compilations,  other  than  Per¬ 
sonal  Census  Records  Service,  the  com¬ 
pensation  for  which  is  derived  from 
lunds  deposited  with  the  United  States 
binder  the  act  of  May  27,  1935  (49  Stat. 


292) :  Provided,  That  such  emplosunents 
may,  with  the  approval  of  the  Commis¬ 
sion,  be  extended  for  not  to  exceed  an 
additional  year. 

•  *  •  «  # 

(c)  Coast  and  Geodetic  Survey.  *  *  • 
(2)  Temporary  positions  required  in 
connection  with  the  surveying  opera¬ 
tions  of  the  field  service  of  the  Coast 
and  Geodetic  Survey.  Appointment  to 
such  positions  shall  not  exceed  8  months 
in  any  one  calendar  year. 

***** 

(e)  Bureau  of  the  Census.  (1)  Super¬ 
visors,  assistant  supervisors  and  super¬ 
visor’s  clerks  and  enumerators  in  the 
field  service  for  temporary,  part-time  or 
intermittent  employment  for  not  to  ex¬ 
ceed  one  year:  Provided,  That  such  ap¬ 
pointment  of  supervisor’s  clerks  and 
enumerators  may  be  extended  for  addi¬ 
tional  periods  of  not  to  exceed  one  year 
each.  This  subparagraph  shall  not  be 
authority  for  employment  in  full  time 
positions  for  longer  than  one  year. 

(R.  S.  1753,  sec.  2,‘22  Stat.  403;  5  U.  S.  C.  631, 
633;  E.  O.  10440,  18  P.  R.  1823;  3  C7PR,  1953 
Supp.) 

United  States  Civil  Serv¬ 
ice  Commission, 

[seal]  Wm.  C.  Hull, 

Executive  Assistant. 

[P,  R.  Doc.  54-6057;  Piled.  Aug.  5,  1954; 

8:59  a.  m.] 


TITLE  46— SHIPPING 

Chapter  I — Coast  Guard,  Department 
of  the  Treasury 

[CGFR  54-16] 

Miscellaneous  Amendments  to  Chapter 

A  notice  regarding  proposed  changes 
in  the  navigation  and  vessel  inspection 
rules  and  regulations  was  published  in 
the  Federal  Register  dated  February  25, 
1954,  19  F.  R.  1056-1059,  as  Items  I  to 
XI,  inclusive,  on  the  Agenda  to  be  con¬ 
sidered  by  the  Merchant  Marine  Council, 
and  a  public  hearing  was  held  on  March 
23.  1954,  at  Washington,  D.  C. 

The  amendments  to  46  CFR  50.01-15 
(d)  and  55.07-5  (d)  will  permit  the  use 
of  ultrasonic  or  other  nondestructive 
methods  for  determining  the  thickness 
of  the  outer  walls  of  pipe  bends  after 
fabrication.  These  changes  provide  an 
((X>ntinued  on  p.  4921) 
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alternate  method  for  determining  pipe 
wall  thicknesses  and  will  require  a  non¬ 
destructive  method  of  examination  of 
pipe  wall  thicknesses  where  the  design 
temperatures  of  the  piping  will  exceed 
750“  F.  These  amendments  are  based 
on  Item  II  in  the  Agenda. 

The  amendments  to  46  CFR  52.01-55 
(a)  and  61.20-15  (f),  regarding  maxi¬ 
mum  allowable  pressures  for  boilers 
constructed  before  November  19,  1952, 
provide  that  the  maximum  allowable 
pressure  of  a  boiler  may  be  recalculated 
on  the  basis  of  the  regulations  in  effect 
at  the  time  such  boiler  was  contracted 
for  or  built,  but  in  no  event  will  the  max¬ 
imum  allowable  pressure  be  changed  to 
permit  a  boiler  to  operate  with  a  factor 
of  safety  of  less  than  four  and  a  half. 
These  changes  remove  inequities  and  re¬ 
strictions  in  those  cases  where  the 
original  installations  required  the  maxi¬ 
mum  allowable  pressures  of  boilers  to  be 
set  below  the  approved  design  pressures 
because  of  engine  design  limitations. 
These  amendments  are  based  on  Item  I 
in  the  Agenda. 

The  new  regulation  designated  46  CFR 
52.65-15  (f)  will  require  direct  drains 
from  boiler  safety  valves  on  new  boilers 
or  on  replacements  of  existing  safety 
valves.  The  drain  is  intended  to  elim¬ 
inate  corrosive  condensate  from  being 
entrapped  within  the  safety  valve  body. 
This  corrosive  condensate  is  considered 
to  be  one  of  the  reasons  for  certain  safety 
valve  failures.  This  new  regulation  is 
based  on  Item  I  in  the  Agenda. 

The  amendment  to  46  CFR  52.70-10 
(a)  covers  certain  detail  requirements  for 
boiler  nozzles,  mountings  and  attach¬ 
ments.  There  are  no  limitations  on 
butt-welded  flanges.  However,  various 
restrictions  are  placed  on  boiler  nozzles, 
mountings  and  attachments  with  flanged 
or  welding  or  screwed  ends.  Slip-on 
flanges  and  socket-welded  connections 
may  be  used  under  certain  conditions. 
This  amendment  is  based  on  comments 
and  data  submitted  in  connection  with 
the  proposed  regulation  in  Item  I  in  the 
Agenda. 

The  amendment  to  46  CFR  55.10-1  (g) , 
J^garding  relief  valves  in  exhaust  pipe, 
clarifies  the  intent  of  the  regulation  re¬ 
quirements  for  the  exhaust  lines  of  ma¬ 
chinery  when  designed  at  the  same  pres¬ 
sure  as  the  inlet  pressure.  Where  the 
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piping  on  the  exhaust  side  of  machinery 
is  designed  to  the  same  pressure  as  the  ■ 
inlet  steam  pressure,  relief  valves  on  the 
exhaust  side  are  not  considered  nec¬ 
essary  and  will  no  longer  be  required. 
This  amendment  is  based  on  Item  11  in 
the  Agenda. 

The  new  regulation  designated  46  CFR 
55.10-1  (h)  will  restrict  certain  installa¬ 
tions,  such  as  control  and  instrument 
piping  in  superheated  steam  lines,  to 
minimize  the  possibility  of  cracking  due 
to  thermal  shock.  The  new  regulation 
is  based  on  Item  II  in  the  Agenda. 

The  amendment  to  46  CFR  55.10-25, 
regarding  bilge  and  ballast  piping,  re¬ 
vises  paragraphs  (i)  and  (j)  and  adds  a 
new  paragraph  (k).  These  changes  are 
intended  to  clarify  the  requirements  and 
to  provide  for  the  proper  draining  of 
bilges  when  pumps  are  used  for  combina¬ 
tion  service.  This  amendment  is  based 
on  Item  II  in  the  Agenda. 

The  amendment  to  46  CFR  57.10-5  (d) 
(3)  removes  the  specific  prohibition 
against  the  use  of  90“  elbows  or  bends 
of  less  than  five  diameters  in  the  exhaust 
piping  of  all  internal  combustion  engine 
installations  on  board  motor  vessels.  Ex¬ 
haust  piping  will  still  have  to  be  led  to 
the  point  of  escape  without  traps  and  a 
minimum  number  of  bends  or  elbows  to 
prevent  back  pressure.  This  amendment 
is  based  on  Item  III  in  the  Agenda. 

The  new  regulations  designated  46 
CFR  70.05-10  and  90.05-10  describe  the 
intent  and  application  of  the  phrase 
“vessels  on  an  international  voyage,”  as 
used  in  the  Coast  Guard  rules  and  regu¬ 
lations.  For  passenger  vessels  it  means 
requirements  anplicable  only  to  mechan¬ 
ically  propelled  vessels  on  an  interna¬ 
tional  voyage  w'hich  are  certificated  to 
carry  more  than  twelve  passengers.  For 
cargo  vessels  it  means  mechanically  pro¬ 
pelled  vessels  «pf  500  gross  tons  and  over 
on  an  international  voyage  other  than 
yachts  and  fishing  vessels.  These 
amendments  are  based  on  Item  TV  in  the 
Agenda. 

The  amendments  to  46  CFR  71.25-20 
(a)  (1),  71.25-20  (a)  (2),  91.25-20  (a) 
(1),  and  91.25-20  (a)  (2),  add  r^uire- 
ments  regarding  testing  and  marking  for 
CO^  cylinders  used  in  hand  portable  fire 
extinguishers,  and  semiportable  and  fixed 
fire  extinguishing  systems.  These  re¬ 
quirements  were  inadvertently  omitted 
when  the  rules  and  regulations  govern¬ 
ing  passenger,  cargo,  and  miscellaneous 
vessels  were  revised  in  1952.  Theso 
amendments  are  based  on  Item  VIII  in 
the  Agenda. 

The  amendments  to  46  CFR  72.05-5 
(h)  and  72.05-10  (b),  regarding  struc¬ 
tural  fire  protection  of  passenger  vessels, 
72.05-50  (g),  regarding  ventilation  of 
auxiliary  machinery  spaces,  and  72.05-55 
(c),  regarding  furniture  and  furnishings 
in  passageways  and  stairway  enclosures 
on  passenger  vessels,  clarify  the  require¬ 
ments.  The  term  “main  vertical  zone” 
is  redefined.  The  omission  of  automatic 
dampers  in  ducts  from  auxiliary  machin¬ 
ery  spaces  is  authorized  under  certain 
conditions.  The  upholstery  and  padding 
o^  furniture  and  furnishings  used  in  pas¬ 
sageways  on  passenger  vessels  are  re¬ 
quired  to  be  of  approved  fire  retardant 
materials.  These  amendments  are  based 
on  Item  V  in  the  Agenda. 
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The  amendments  to  46  CFR  72.40-5 

(a)  and  (b)  and  92.25-5  (a)  will  require 
on  new  passenger,  cargo  and  miscellane¬ 
ous  vessels  contracted  for  on  or  after 
January  1,  1955,  that  the  maximum  dis¬ 
tance  between  courses  of  rails  in  guard 
rails  shall  be  18  inches.  These  amend¬ 
ments  are  based  on  Item  VII  in  the 
Agenda. 

The  amendments  to  46  CFR  75.10-15 

(b) ,  regarding  lifesaving  equipment  for 
passenger  motor  vessels  of  less  than  300 
gross  tons  in  the  coastwise  service, 
94.01-1  (a),  regarding  application  of 
lifesaving  equipment  requirements  to 
cargo  and  miscellaneous  vessels,  75.15-90 
and  94.15-90,  regarding  application  of 
stowage  and  marking  requirements  for 
lifeboats  and  life  rafts,  75.43-10  (a)  and 
94.43-10  (a),  regarding  the  number  of 
ring  life  buoys  and  water  lights  required, 
94.45-1  (a)  and  94.45-10  (a),  regarding 
line-throwing  appliances  on  cargo  and 
miscellaneous  vessels,  94.50-10  (a),  re¬ 
garding  illumination  for  lifeboat  launch¬ 
ing  operations  on  cargo  and  miscellane¬ 
ous  vessels,  and  94.55-1  (a),  regarding 
portable  radio  apparatus  on  cargo  and 
miscellaneous  vessels,  clarify  the  appli¬ 
cation  of  such  regulations.  The  amend¬ 
ments  modify  the  application  of  certain 
requirements  to  vessels  but  do  not 
change  the  requirements  for  such  life¬ 
saving  items.  These  amendments  are 
'based  on  Item  IV  of  the  Agenda. 

The  amendments  to  46  CFR  76.05-1, 
regarding  fire  detecting  and  extinguish¬ 
ing  equipment,  76.05-5  (a),  regarding 
manual  alarm  system,  76.05-10  (a),  re¬ 
garding  the  supervised  patrol  or  watch¬ 
man  system,  and  95.05-10,  regarding 
fixed  fire  extinguishing  systems  required, 
eliminate  the  application  of  certain  fire 
prevention  requirements  to  motorboats 
and  clarify  the  application  of  the  regu¬ 
lations.  The  amendments  to  46  CFR 
76.50-10  and  95.50-10  clarify  the  require¬ 
ments  r^arding  hand  portable  fire 
extinguishers,  semiportable  fire  extin¬ 
guishing  systems  and  exclude  motor- 
boats  from  certain  requirements  with 
respect  thereto.  These  amendments  are 
based  on  Item  IV  in  the  Agenda. 

The  amendment  to  46  CFR  78.30-10 
(a) ,  regarding  supervised  patrols  on  pas¬ 
senger  vessels,  eliminates  the  application 
of  this  requirement  to  motorboats.  The 
amendment  to  46  CFR  93.01-1  (a),  re¬ 
garding  stability  regulations,  makes  these 
requirements  apply  only  to  vessels  on  an 
international  voyage,  which  are  con¬ 
tracted  for  on  or  after  November  19, 
1952.  These  amendments  are  based  on 
Item  IV  in  the  Agenda. 

The  miscellaneous  amendments  to  46 
CFR  Part  146  revise  and  bring  up  to  date 
certain  requirements  governing  water 
transportation  of  certain  commodities  so 
that  they  will  be  as  nearly  parallel  as 
practicable  to  the  Interstate  Commerce 
Commission  regulations  governing  land 
transportation  of  the  same  commodities. 
These  amendments  also  include  certain 
new  articles  of  commerce,  authorize  ad¬ 
ditional  shipping  containers  for  certain 
commodities,  and  revise  certain  marking 
and  labeling  requirements.  The  amend¬ 
ments  affect  46  CFR  146.04-5,  regarding 
list  of  explosives  and  other  dangerous 
articles  and  combustible  liquids;  146.20-3 
(q),  regarding  shipment  of  new  explo- 
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sives;  146.20-7  (k),  regarding  explosive 
projectiles;  146.20-9  (a)  and  (d)  (1), 
regarding  class  B  explosives;  146.20-55, 
regarding  electric  lanterns  or  flashlights; 
146.20-100,  regarding  class  A,  dangerous 
explosives;  146.20-200,  regarding  class 
B,  less  dangerous  explosives;  146.20-300, 
regarding  class  C,  relatively  safe  explo¬ 
sives;  146.21-65  (c),  regarding  limited 
quantity  shipments  of  inflammable  liq¬ 
uids;  146.21-100,  regarding  transporta¬ 
tion  of  inflammable  liquids;  146.22-25 

(b),  regarding  lithium,  aluminum  hy¬ 
dride;  146.22-100,  regarding  transporta¬ 
tion  of  inflammable  solids  and  oxidizing 
materials;  146.23-100,  regarding  trans¬ 
portation  of  corrosive  liquids;  146.24-100, 
regarding  transportation  of  compressed 
gases;  146.25-200,  regarding  transporta¬ 
tion  of  poisonous  articles;  146.26-100,  re¬ 
garding  transportation  of  combustible 
liquids;  146.27-100,  regarding  transpor¬ 
tation  of  hazardous  articles;  and  146.25- 
55  (b)  (1)  and  (2) ,  regarding  exemptions 
for  class  B,  poisonous  solids.  These 
amendments  are  based  on  Item  EX  in  the 
Agenda. 

The  new  regulation  designated  46  CFR 
147.04-5  and  amendment  to  46  CFR 
147.05-100  add  new  requirements  regard¬ 
ing  liquefied  carbon  dioxide  for  perma¬ 
nently  installed  fire  extinguishing  sys¬ 
tems  and  requirements  regarding  engine 
starting  fluid.  These  amendments  are 
based  on  Item  IX  in  the  Agenda. 

The  specifications  for  various  pyro¬ 
technic  distress  signals  have  been  re¬ 
vised  and  brought  up  to  date.  The 
changes  in  the  revised  specifications 
published  in  this  document  deal  pri¬ 
marily  with  the  requirements  regarding 
construction,  performance,  sampling, 
inspections,  conditioning,  and  tests  for 
such  signals.  These  amendments  are 
based  on  Item  X  in  the  Agenda.  The 
specifications  have  been  republished  in 
their  entirety  in  order  to  incorporate 
certain  editorial  changes  required. 

The  specification  Subpart  160.021,  re- 
frarding  hand  red  flare  distress  sig¬ 
nals.  contains  amendments  to  46  CFR 
160.021-1  (c).  160.021-3,  and  160.021-4, 
which  revise  and  bring  the  specification 
up  to  date. 

The  specification  Subpart  160.022.  re¬ 
garding  floating  orange  smoke  distress 
signals,  contains  amendments  to  46  CFR 
160.022-1  (b),  160.022-3,  and  160.022-4, 
which  revise  and  bring  the  specification 
up  to  date. 

The  specification  Subpart  160.024,  re¬ 
garding  pistol-projected  parachute  red 
flare  distress  signals,  contains  amend¬ 
ments  to  46  CFR  160.024-1  (c) ,  160.024-3, 
and  160.024-4,  which  revise  and  bring 
the  specification  up  to  date. 

The  specification  Subpart  160.036,  re¬ 
garding  hand-held  rocket-propelled  par¬ 
achute  red  flare  distress  signals,  contains 
amendments  to  46  CFR  160.036-1  (b), 
160.036-3,  and  160.036—4,  which  revise 
and  bring  the  specification  up  to  date. 

The  specification  Subpart  160.037,  re¬ 
garding  hand  orange  smoke  distress  sig¬ 
nals.  contains  amendments  to  46  CFR 
160.037-1  (c),  160.037-3,  and  160.037-4, 
which  revise  and  bring  the  specification 
up  to  date. 

The  amendment  to  46  CFR  160.040-5 

(c),  regarding  representative  production 


tests  of  all  rockets,  was  revised  in  ac¬ 
cordance  with  the  proposed  amendment 
described  in  Item  XI  in  the  Agenda.  The 
change  requires  representative  produc¬ 
tion  check  tests  on  all  rockets  supplied, 
either  with  new  appliances  or  as  replace¬ 
ments  for  sp>ent  rockets.  The  specifica¬ 
tion  Subpart  160.040,  regarding  impulse- 
projected  rocket  type  (and  equipment) 
line-throwing  appliances  for  merchant 
vessels,  has  been  also  editorially  revised 
and  brought  up  to  date.  Editorial 
changes  have  been  made  to  bring  the 
terminology  and  text  up  to  date  and  in 
the  same  language  as  used  in  other  speci-' 
fications  regarding  signals. 

By  virtue  of  the  authority  vested  in  me 
as  Commandant,  United  States  Coast 
Guard,  by  Treasury  Department  Order 
No.  120,  dated  July  31,  1950  (15  F.  R. 
6521),  to  promulgate  regulations  in  ac¬ 
cordance  with  the  statutes  cited  with 
the  regulations  below,  the  following 
amendments  to  the  regulations  are  pre¬ 
scribed  which  shall  become  effective  90 
days  after  the  date  of  publication  of  this 
document  in  the  Federal  Register,  ex¬ 
cept  as  otherwise  indicated  in  the 
regulations: 


Subchapter  F — Marine  Engineering 

Part  50 — General  Provisions 
subpart  50.01 — BASIS  AND  PURPOSE 

Section  50.01-15  is  amended  by  revis¬ 
ing  paragraph  (d)  and  by  adding  a  new 
paragraph  (e),  reading  as  follows: 

§  50.01-15  Application  of  regula¬ 
tions.  •  *  * 

(d)  Where  existing  vessels  are  re- 
boilered,  the  mountings  and  attachments 
shall  be  renewed  in  accordance  with  the 
regulations  in  this  subchapter  in  effect 
at  the  time  such  work  is  contracted  for. 
The  existing  steam  piping  shall  be  ex¬ 
amined  as  provided  for  in  §  55.07-5,  and 
if  found  to  be  in  good  condition  and  com¬ 
plying  with  the  minimum  thickness  re¬ 
quired  for  the  pressure  and  temperature 
design  conditions  at  the  time  of  installa¬ 
tion  of  the  new  boiler,  the  piping  may 
be  continued  in  service. 

(e)  Items  of  equipment  previously  ap¬ 
proved  by  the  Commandant  but  not 
complying  with  the  latest  specifications 
and  which  are  in  good  and  serviceable 
condition  may  be  continued  in  use  imtil 
replacement  is  necessary. 

(R.  S.  4403,  as  amended,  and  4462,  as 
amended;  46  U.  S.  C.  375,  416.  Interprets  or 
applies  R.  S.  4399,  4400,  4417,  4417a,  4418, 
4421,  4426-4431.  4433,  4434,  4453,  4491.  as 
amended,  sec.  14.  29  Stat.  690,  41  Stat.  305, 
Bees.  1  and  2.  49  Stat.  1544,  sec.  17.  54  Stat. 
166,  sec.  3,  54  Stat.  346,  sec.  2.  54  Stat.  1028, 
sec.  5.  55  Stat.  244,  245,  as  amended;  46 
U.  S.  C.  361,  362,  391a.  392,  399,  404-409.  411, 
412.  435,  489,  366,  363,  367,  526p,  1333.  463a. 
50  U.  S.  C.  App.  1275;  and  E.  O,  10402,  17 
F.  R.  9917;  3  CFR.  1952  Supp.) 


Part  52 — Construction 

SUBPART  52.01 — PROCEDURE  AND  GENERAL 
REQUIREMENTS 

Section  52.01-55  (a)  is  amended  to 
read  as  follows: 

§  52.01-55  Request  for  increase  in 
pressure,  (a)  When  the  maximum  al¬ 
lowable  pressure  of  a  boiler  has  been 


established,  an  increase  In  pressure  shall 
not  be  granted  unless  the  boiler  design 
meets  the  requirements  of  this  subchap¬ 
ter  in  effect  at  the  time  the  boiler  was 
contracted  for  or  built;  but  in  no  case 
will  a  pressure  increase  be  authorized  for 
boilers  constructed  prior  to  the  effective 
date  of  the  regulations  dated  November 
19, 1952,  if  the  minimum  thickness  found 
by  actual  measurements  shows  that  the 
boiler  will  have  a  factor  of  safety  of  less 
than  4^2.  The  piping  system,  machin¬ 
ery,  and  appurtenances  shall  meet  the 
present  requirements  of  this  subchapter 
for  the  maximum  allowable  pressure  re¬ 
quested.  An  increase  in  pressure  shall 
be  granted  only  by  the  Commandant 
upon  presentation  of  data  or  drawings 
proving  that  the  requested  increase  in 
pressure  is  justified. 

SUBPART  52.65 — SAFETY  VALVES 

Section  52.65-15  is  amended  by  adding 
a  new  paragraph  (f) ,  reading  as  follows: 

§  52.65-15  Installation.  *  *  • 

(f)  An  independent  open  drain  of  a 
diameter  not  less  than  the  required 
tapped  drain  opening  in  the  valve  body 
shall  be  run  as  directly  as  possible  from 
the  body  of  each  boiler  safety  valve,  or 
the  drain  from  each  boiler  safety  valve 
may  be  led  to  an  independent  header 
common  only  to  boiler  safety  valve 
drains.  The  leakoff  from  drains  or  drain 
headers  shall  be  led  to  suitable  locations 
to  avoid  hazard  to  personneL 

SUBPART  52.70 — BOILER  MOUNTINGS  AND 
ATTACHMENTS 

Section  52.70-10  (a)  is  amended  to 
read  as  follows; 

§  52.70-10  Detail  requirements,  (a) 
Boiler  nozzles,  mountings,  and  attach¬ 
ments  having  diameters  over  IV4  inches 
shall  be  fitted  with  flanged  or  welding 
ends.  Screwed  ends  shall  not  be  used  for 
pressures  exceeding  600  p.  s.  i.  and  shall 
be  limited  to  %-inch  pipe  size  for  pres¬ 
sures  exceeding  150  p.  s.  i.  Slip-on 
flanges  and  socket-welded  connections 
may  be  used  for  sizes  not  exceeding  2 
inches  in  diameter.  Butt-welded  flanges 

may  be  used  without  diameter  limitatioa  | 

i 

(R.  S.  4405,  as  amended,  and  4462,  as 
amended;  46  U.  S.  C.  375,  416.  Interpret  or 
apply  R.  S.  4399.  4400,  4417,  4417a.  4418,  4421. 
4426-4431,  4433,  4434,  4453,  4491,  as  amended, 
sec.  14.  29  Stat.  690,  41  Stat.  305,  secs.  1 
and  2,  49  Stat.  1544,  sec.  17,  54  Stat.  166,  sec. 

3.  54  Stat.  346,  sec.  2.  54  Stat.  1028,  sec.  5, 

55  Stat.  244,  245,  as  amended;  46  U.  S.  C.  361, 
362,  391a.  392,  399,  404-409,  411,  412,  435,  489. 
366,  363,  367,  526p,  1333,  463a,  50  U.  S.  C.  App. 
1275;  and  E.  O.  10402,  17  F.  R.  9917;  3  CFR, 
1952  Supp.) 


Part  55 — Piping 

The  heading  for  Part  55  is  changed 
from  “Part  55 — Piping  Systems.  Pumps. 
Refrigeration  Machinery  and  Fuel 
Tanks”  to  “Part  55 — Piping.” 

SUBPART  55.07 — DETAIL  REQUIREMENTS 

section  55.07-5  (d)  is  amended  to  read 
as  follows; 

§  55.07-5  Design  pressures  and  thick¬ 
ness  of  pipes.  *  *  * 

(d)  The  outer  walls  of  pipe  bends  after 
fabrication  shall  have  a  thickness  of  not 
less  than  that  required  by  paragraph  (a) 
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of  this  section.  If  doubt  exists  as  to  the 
wall  thickness  being  adequate,  Class  I 
piping  having  diameters  exceeding  4 
inches  shall  be  drilled,  gaged,  and  fitted 
with  a  screwed  plug  extending  outside 
the  pipe  covering.  Alternatively,  a 
method  of  nondestructive  examination 
such  as  the  use  of  ultrasonic  or  other 
acceptable  method  may  be  used.  The 
latter  method  of  test  shall  be  employed 
where  the  design  temperature  exceeds 
750“  F.  Prior  to  the  use  of  nondestruc¬ 
tive  methods  of  examination  by  the  above 
procedure,  it  shall  be  demonstrated  by 
the  user,  in  the  presence  of  a  marine  in¬ 
spector  on  specimens  similar  to  those  to 
be  examined,  that  consistent  results, 
having  an  accuracy  of  plus  or  minus  4 
percent  of  the  measurements  secured  by 
micrometers,  are  obtainable. 

SUBPART  55.10 — PUMPING  ARRANGEMENTS 
AND  PIPING  SYSTEMS 

1.  Section  55.10-1  is  amended  by  re¬ 
vising  paragraph  (g.)  and  by  adding  par¬ 
agraph  (h),  reading  as  follows: 

§  55.10-1  Steam  and  exhaust  piping. 

•  *  • 

(g)  Where  shut-off  valves  are  fitted  in 
exhaust  lines  of  machinery,  unless  the 
exhaust  side  up  to  and  including  the 
shut-off  valve  is  designed  for  inlet  pres¬ 
sure,  a  relief  valve  shall  be  fitted  between 
the  turbine  or  steam  engine  and  the 
shut-off  valves  to  warn  of  excess  pressure 
should  the  exhaust  valve  be  closed  when 
the  unit  is  started. 

(h)  Control  and  instrument  piping  led 
from  superheated  steam  lines  shall  be  so 
arranged  as  to  preclude  an  appreciable 
amount  of  condensate  from  entering  the 
superheated  steam  line  in  order  to  mini¬ 
mize  the  likelihood  of  cracking  due  to 
thermal  shock. 

2.  Section  55.10-25  is  amended  by  re¬ 
vising  paragraphs  (i)  and  (j)  and  by 
adding  a  new  paragraph  (k) ,  reading  as 
follows: 

§  55.10-25  Bilge  and  ballast  piping. 

•  *  « 

(i)  Pipes  for  draining  cargo  or  ma¬ 
chinery  spaces  shall  be  separate  from 
pipes  which  are  used  for  filling  or  empty¬ 
ing  spaces  where  water  or  oil  is  carried. 
Bilge  and  ballast  pumping  systems  shall 
be  so  arranged  as  to  prevent  oil  or  water 
from  the  sea  or  ballast  spaces  from  pass¬ 
ing  into  cargo  or  machinery  spaces,  or 
from  passing  from  one  compartment  to 
another,  whether  from  the  sea,  water 
ballast  or  oil  tanks.  The  bilge  and  bal¬ 
last  mains  shall  be  fitted  with  separate 
control  valves  at  the  pumps.  The  re¬ 
quirements  of  this  paragraph  dd  not 
apply  to  bilge  and  ballast  systems  on 
Great  Lakes  cargo  vessels  which  may 
employ  a  common  line  for  the  bilge  and 
ballast  system  for  the  cargo  spaces. 

(j)  When  cargo  is  to  be  carried  in 
deep  tanks,  arrangements  shall  be  made 
for  disconnecting  or  blanking-off  the  oil 
and  ballast  lines,  and  the  bilge  suctions 
shall  be  disconnected  or  blanked-off 
when  oil  or  ballast  is  carried.  Blind 
flanges  or  reversible  pipe  fittings  may  be 
employed  for  this  purpose. 

(k)  When  bilge  pumps  are  utilized  for 
other  services,  the  piping  shall  be  so 
arranged  that  under  any  condition  at 


least  one  pump  will  be  available  for 
drainage  of  the  vessel  through  an  over¬ 
board  discharge,  while  the  other  pump(s) 
are  being  used  for  a  different  service. 

(R.  S.  4405,  as  amended,  4462,  as  amended, 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4399,  4400,  4417,  4417a,  4418,  4421,  4426-4431, 
4433,  4434,  4453,  4491,  as  amended,  sec.  14. 
29  Stat.  690,  41  Stat.  305,  secs.  1  and  2,  49 
Stat.  1544,  sec.  17,  54  Stat.  166,  sec.  3,  54  Stat. 
346,  sec.  2,  54  Stat.  1028,  sec.  5,  55  Stat.  244, 
245,  as  amended;  46  U.  S.  C.  361,  362,  391a, 
392,  399,  404-409,  411,  412,  435,  489,  366,  363, 
367,  526p,  1333,  463a,  50  U,  S.  C.  App.  1275; 
and  E.  O.  10402,  17  F.  R.  9917;  3  CFR,  1952 
Supp.) 


Part  57 — Main  and  Auxiliary  Machinery 

SUBPART  57.10 — INTERNAL  COMBUSTION 
ENGINE  INSTALLATION 

Section  57.10-5  (d)  (3)  is  amended  to 
read  as  follows: 

§  57.10-5  Gasoline  engine  installa¬ 
tions.  *  •  * 

(d)  •  •  • 

(3)  Where  exhaust  lines  pass  through 
watertight  bulkheads,  noncombustible 
packings  shall  be  installed.  Exhaust  pip¬ 
ing  shall  be  led  to  the  point  of  escape 
without  traps  and  with  a  minimum  num¬ 
ber  of  bends  or  elbows  in  order  to  reduce 
the  effect  of  back  pressure. 

(R.  S.  4405,  as  amended,  and  4462,  as 
amended:  46  U.  S.  C.  375,  416.  Interprets  or 
applies  R.  S.  4399,  4400,  4417,  4417a,  4418, 
4421,  4426-4431,  4433,  4434,  4453,  4491,  as 
amended,  sec.  14,  29  Stat.  690,  41  Stat.  305, 
^ecs.  1  and  2,  49  Stat.  1544,  sec.  17,  54  Stat.  166, 
sec.  3,  54  Stat.  346,  sec.  2,  54  Stat.  1028,  sec. 
5,  55  Stat.  244,  245,  as  amended;  46  U.  S.  C. 
361,  362,  391a,  392,  399,  404-409,  411,  412,  435, 
489,  366,  363,  367,  526p,  1333,  463a.  50  U.  S.  C. 
App.  1275;  and  E.  O.  10402,  17  F.  R.  9917;  3 
CFR,  1952  Supp.) 


Part  61 — Installations,  Tests,  Inspec¬ 
tions,  Markings,  and  Official  Forms 

SUBPART  61.20 - TESTS  AND  INSPECTION  OF 

BOILERS 

Section  61.20-15  (f )  is  amended  to  read 
as  follows: 

§  61.20-15  Boilers  in  service.  •  •  * 

(f)  The  marine  inspector  may  require 
any  boiler  to  be  drilled  or  gaged  to  de¬ 
termine  the  actual  thickness  at  any  time 
if  doubt  exists  as  to  its  safety.  At  the 
first  annual  inspection  after  a  Scotch, 
Western  River,  or  other  fire  tube  or  flue 
boiler  has  been  installed  for  10  years, 
and  at  such  other  times  as  the  inspector 
shall  deem  necessary,  such  boilers  shall 
be  drilled  or  gaged  at  or  near  the  water¬ 
line  and  bottom,  and  at  such  other  places 
as  the  marine  inspector  considers  nec¬ 
essary,  for  the  purpose  of  gaging  the 
shell  to  determine  the  extent  of  de¬ 
terioration.  Alternatively,  a  method  of 
nondestructive  examination  such  as  the 
use  of  ultrasonic  or  other  acceptable 
means  may  be  used.  Prior  to  the  use  of 
nondestructive  methods  of  examination 
by  the  above  procedure,  it  shall  be  dem¬ 
onstrated  by  the  user,  in  the  presence  of 
a  marine  inspector  on  specimens  similar 
to  those  to  be  examined,  that  consistent 
results  having  an  accuracy  of  plus  or 
minus  4  percent  of  the  measurements 
secured  by  micrometers,  are  obtainable. 
If  the  thickness  found  by  actual  meas¬ 
urement  is  less  than  the  original  thick¬ 


ness,  the  maximum  allowable  pressure 
shall  be  recalculated  using  the  thinnest 
portion  of  the  shell  or  head  material  as 
the  minimum  thickness  to  be  used  in  the 
calculations,  and  the  maximum  allow¬ 
able  pressure  thus  determined  shall  not 
exceed  the  pressure  permitted  by  the 
application  of  the  boiler  design  formulas. 

For  the  purpose  of  such  recalculations, 
the  design  formulas  specified  in  this  sub¬ 
chapter  in  effect  at  the  time  the  boilers 
were  originally  contracted  for  or  built 
shall  be  used.  The  design  formulas 
specified  in  Subchapter  G  (Marine  En¬ 
gineering  Installations  Contracted  for 
Prior  to  July  1,  1935),  of  this  chapter 
may  be  used  for  boilers  made  or  con¬ 
tracted  for  prior  to  July  1,  1935,  or  al¬ 
ternatively,  the  design  formulas  given  in 
this  subchapter  may  be  used. 

(R.  S.  4405,  as  amended,  and  4462,  as  amend¬ 
ed:  46  U.  S.  C.  375,  416.  Interprets  or  applies 
R.  S.  4399,  4400,  4417,  4417a,  4418,  4421, 
4426-4431,  4433,  4434,  4453,  4491,  as  amended, 
sec.  14,  29  Stat.  690,  41  Stat.  305,  secs.  1  and 
2,  49  Stat.  1544,  sec.  17,  54  Stat.  166,  sec.  3. 

54  Stat.  346,  sec,  2,  54  Stat.  1028,  sec.  5,  55 
Stat.  244,  245,  as  amended;  46  U.  S.  C.  361, 

362,  391a,  392,  399,  404-409,  411,  412,  435,  489, 

366,  363,  367,  526p.  1333,  463a.  50  U.  S.  C.  App. 

1275;  and  E.  O,  10402,  17  F,  R.  9917;  3  CFR,  | 

1952  Supp.)  I 


Subchapter  H — Passenger  Vessels 
Part  70 — General  Provisions 

SUBPART  70.05 — APPLICATION 

Part  70  is  amended  by  adding  a  new 
§  70.05-10,  reading  as  follows: 

§  70.05-10  Application  to  vessels  on 
an  international  voyage,  (a)  Where,  in 
various  places  or  portions  of  this  sub¬ 
chapter,  requirements  are  stipulated  spe¬ 
cifically  for  “vessels  on  an  international 
voyage”,  it  is  intended  that  these  require¬ 
ments  apply  only  to  mechanically  pro¬ 
pelled  vessels  on  an  international  voyage 
as  defined  in  §  70.10-21  which  are  cer¬ 
tificated  to  carry  more  than  12  passen¬ 
gers. 

(b)  The  Commandant  may  permit 
vessels  operating  on  lakes,  bays  and 
sounds  routes  which  are  international 
voyages  as  defined  in  §  70.10-21,  to  dis¬ 
pense  with  those  requirements  having 
their  origin  in  Chapters  n  and  III  of 
the  International  Convention  for  Safety 
of  Life  at  Sea,  1948,  in  all  cases  where 
this  Convention  permits  such  dispensa¬ 
tion. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interprets  or  applies 
R.  S.  4426,  as  amended,  sec.  5,  49  Stat.  1384. 
as  amended,  secs.  1,  2,  49  Stat.  1544,  as 
amended,  sec.  17,  54  Stat.  166,  as  amended, 
sec.  3,  54  Stat.  346,  as  amended,  sec.  2,  54 
Stat.  1028,  as  amended,  sec.  5,  55  Stat.  244, 
245,  as  amended;  46  U.  S.  C.  404,  369,  367, 
526,  1333,  463a,  50  U.  S.  C.  App.  1275;  E.  O. 
10402,  17  F.  R.  9917;  3  CFR,  1952  Supp.) 


Part  71 — Inspection  and  Certification 

SUBPART  71.25 — ANNUAL  INSPECTION 

1.  Table  71.25-20  (a)  (1)  in  §  71.25-20 
is  amended  by  adding  a  footnote  1  at  the 
end  of  the  description  of  the  test  in  col¬ 
umn  2  for  “carbon  dioxide”  and  this  foot¬ 
note  reads  as  follows: 


4924 


RULES  AND  REGULATIONS 


5  71.25-20  Fire  detecting  and  extin¬ 
guishing  equipment.  •  •  • 


Table  71.25-20  (a)  (1) 


7'ype  unit 

Test 

•  • 

. 

Weigh  cylinders.  Recharge  If 
weight  loss  exoewls  10  iMToenl 
of  weight  of  charge.  InsiK<‘t 
hose  and  nozxlc  to  be  sure  they 
are  clear.> 

'  Cylinders  sliall  be  tested  and  marked  in  acoordanoe 
with  tile  reEiilatiuns  of  the  Interstate  Coinmeree  Com- 
niUsion,  a.s  noted  in  J  147.04-1  of  SulKjhapter  N  (Rxpio* 
sives  or  other  Dangerous  Articles  or  Substances  and 
Combustible  Liquids  on  Board  Vcssi*ls)  of  this  ctiapter. 

2.  Table  71.25-20  (a)  (2)  in  §  71.25- 
20  (a)  is  amended  by  adding  a  footnote 
1  at  the  end  of  the  description  of  the 
test  in  column  2  opposite  “carbon  diox¬ 
ide”  and  this  footnote  reads  as  follows: 


Table  71.25-20  (a)  (2) 


Type  system  ! 

!  Test 

•  • 

Carbon  dioxide...... 

•  •  • 

Weigh  cylinders.  Recharge  If 
weight  loss  exceeds  10  percent 
of  weight  of  charge.* 

'  Cylinders  shall  be  tested  and  marked  in  accordance 
with  the  regulations  of  the  Interstate  Commerce  Coin- 
niis.sion,  as  noted  in  $  147.04-1  of  Subeturpter  N  (Kxplo- 
sives  or  Other  Dangerous  Articles  or  Substances  and 
Combustible  Liquids  on  Board  Vessels)  of  this  chapter. 

(R.  S.  4405.  as  amended,  and  4462.  as 
amended;  46  U.  S.  C.  375.  416.  Interpret  or 
apply  R.  S.  4417.  4418.  4426.  4470.  4471.  4477. 
4479.  4483.  as  amended.  49  Stat.  1544,  sec.  17. 
54  Stat.  166.  sec.  3.  54  Stat.  346,  sec.  2.  54 
Stat.  1028,  and  sec.  5,  55  Stat.  244.  245,  as 
amended;  46  U.  S.  C.  391,  392,  404,  463,  464, 
470.  472.  476,  367.  626p.  1333,  463a,  50  U.  S.  C. 
App.  1275;  and  E.  O,  10402,  17  F.  R.  9917;  3 
CFR.  1952  Supp.) 


Part  72 — Construction  and 
Arrangement 

SUBPART  72.05 — STRUCTURAL  FIRE 
PROTECTION 

1.  Section  72.05-5  (h)  is  amended  to 
read  as  follows: 

§  72.05-5  Definitions.  •  •  • 

(h)  “Main  vertical  zones”  are  those 
sections,  the  mean  length  of  which  does 
not,  in  general,  exceed  131  feet  on  any 
one  deck,  into  which  the  hull,  super¬ 
structure,  and  deck  houses  are  required 
to  be  divided  by  fire-resisting  bulkheads. 

2,  Section  72.05-10  (b)  is  amended  to 
read  as  follows: 

§  72.05-10  Type,  location,  and  con- 
struction  of  fire  control  bulkheads  and 
decks.  *  *  * 

(b)  The  hull,  superstructure,  and  deck 
houses  shall  be  subdivided  by  suitable 
structural  steel  or  other  equivalent  metal 
bulkheads  into  main  vertical  zones,  the 
mean  length  of  which  shall  not,  in  gen¬ 
eral.  exceed  131  feet  on  any  one  deck. 
However,  on  vessels  designed  for  special 
purposes,  such  as  automobile  or  railroad 
car  ferries,  where  the  installation  of  such 
bulkheads  would  defeat  the  purpose  for 
which  the  vessel  is  intended,  equivalent 
means  for  controlling  and  limiting  a  fire 
may  be  substituted  if  specifically  ap¬ 
proved  by  the  Commandant. 


3.  Section  72.05-50  (g)  is  amended  to 
read  as  follows: 

§  72.05-50  Ventilation.  •  •  • 

(g)  Ventilation  ducts  serving  cargo  or 
main  machinery  spaces  which  pass 
through  accommodation  spaces  or  safety 
areas  shall  be  fitted  with  an  automatic 
fire  damper  adjacent  to  the  point  of 
entry.  Between  the  bulkhead  or  deck 
and  the  damper,  and  in  addition,  on  ver¬ 
tical  ducts  for  a  distance  of  6  feet  above 
the  damper,  the  duct  shall  meet  the 
applicable  bulkhead  requirements. 

4.  Section  72.05-55  (c)  is  amended  to 
read  as  follows: 

§  72.05-55  Furniture  and  furnish¬ 
ings.  *  *  * 

(c)  Passageways  and  stairway  enclo¬ 
sures  shall  contain  only  fire  resistant 
furnishings.  In  addition,  all  upholstery 
and  padding  of  sofas,  chairs,  etc.,  in  these 
areas,  shall  be  of  approved  fire  retardant 
materials. 

SUBPART  72.40 — RAILS  AND  GUARDS 

Section  72.40-5  is  amended  by»revising 
paragraph  (a)  and  the  introductory 
phrase  of  paragraph  (b) ,  reading  as  fol¬ 
lows: 

§  72.40-5  Where  rails  required,  (a) 
Rails  or  equivalent  protection  shall  be 
installed  near  the  periphery  of  all 
weather  decks  accessible  to  passengers 
or  crew.  The  height  and  construction  of 
such  rails  shall  be  as  required  by  this 
section.  The  courses  of  the  rails  shall  be 
approximately  evenly  spaced,  and  on  ves¬ 
sels  contracted  for  on  or  after  Janu¬ 
ary  1, 1955,  the  space  between  rail  courses 
shall  not  exceed  18  inches. 

(b)  Such  rails  on  decks  accessible  to 
passengers  shall  be  in  at  least  three 
courses  and  shall  be  at  least*  42  inches 
high,  except:  •  *  • 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  D.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4490,  as  amended,  sec.  3, 
24  Stat.  129,  41  Stat.  305,  sec.  5,  49  Stat.  1384, 
secs.  1.  2,  49  Stat.  1544,  sec.  3.  54  Stat.  346, 
sec.  2,  54  Stat.  1028,  and  sec.  5,  55  Stat.  244, 
245,  as  amended;  46  U.  S.  C.  391,  392,  404, 
482,  483,  363,  369,  367,  1333,  463a.  50  U.  S.  C. 
App.  1275;  E.  O.  10402,  17  P.  R.  9917;  3  CFR, 
1952  Supp.) 


Part  75 — Lifesaving  Equipment 

SUBPART  75.10 — LIFEBOATS,  LIFE  RAFTS, 
LIFE  FLOATS  AND  BUOYANT  APPARATUS 

Section  75.10-15  (b)  is  amended  to 
read  as  follows: 

§  75.10-15  Requirements  for  vessels  in 
coastwise  service.  *  *  * 


(b)  In  the  case  of  motor  vessels  of 
less  than  300  gross  tons  and,  if  in  the 
opinion  of  the  Commandant  it  is  unrea¬ 
sonable  or  impracticable  to  meet  the  re¬ 
quirements  of  paragraph  (a)  of  this  sec¬ 
tion,  due  to  the  size  and  arrangement  of 
the  vessel  and  its  intended  service,  the 
Commandant  may  prescribe  the  size,  ca¬ 
pacity,  and  number  of  lifeboats,  or  other 
boats  of  suitable  design  and  construction, 
life  rafts,  life  floats  and/or  buoyant  ap¬ 
paratus  to  be  carried  as  in  his  opinion  is 
reasonable  and  practicable.  In  any  case, 
there  shall  be  sufficient  total  capacity  for 
all  persons  on  board. 

SUBPART  75.15 — STOWAGE  AND  MARKING  OF 

LIFEBOATS,  LIFE  RAFTS,  LIFE  FLOATS  AND 

BUOYANT  APPARATUS 

Section  75.15-90  (a)  is  amended  to 
read  as  follows: 

§  75.15-90  Vessels  contracted  for  prior 
to  November  19,  1952.  (a)  Vessels  con¬ 
tracted  for  prior  to  November  19,  1952, 
shall  meet  the  following  requirements: 

(1)  The  provisions  of  §§  75.15-5 
through  75.15-15  shall  be  met  except  as 
further  set  forth  in  this  paragraph. 

(2)  The  requirements  of  §  75.15-10 
(b)  (5)  need  only  apply  if,  in  the  opinion 
of  the  Officer  in  Charge,  Marine  Inspec¬ 
tion,  the  arrangements  or  construction 
of  the  vessel  is  such  that  overhanging 
decks,  openings,  or  other  similar  obstruc- 

.  tions  make  the  use  of  skates  or  similar 
"  appliances  necessary. 

(3)  The  requirements  of  §  75.15-10  (b) 
(7)  need  only  apply  if  it  is  deemed  rea¬ 
sonable  and  practicable  by  the  Officer  in 
Charge,  Marine  Inspection. 

SUBPART  75.43 — RING  LIFE  BUOYS  AND 
WATER  LIGHTS 

Table  75.43-10  (a)  in  §  75.43-10  Is 
amended  by  deleting  footnote  1  appear¬ 
ing  after  the  heading  “all  services  other 
than  ocean.” 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4481,  4482,  4483,  4491.  as 
amended,  secs.  1,  2,  49  Stat.  1544,  sec.  17,  54 
Stat.  166,  sec.  3,  54  Stat.  346,  sec.  5,  55  Stat. 
244,  245,  as  amended;  4t  U.  S.  C.  391,  392,  404, 
474,  475,  481,  489,  367,  526p,  1333,  50  U.  S.  C. 
App.  1275;  E.  O.  10402,  17  F.  R.  9917;  3  CFR, 
1952  Supp.) 


Part  76 — Fire  Protection  Equipment 

SUBPART  76.05 — FIRE  DETECTING  AND  EXTIN¬ 
GUISHING  EQUIPMENT  WHERE  REQUIRED 

1.  Table  76.05-1  (a)  in  §  76.05-1  is 
amended  to  read  as  follows: 

§  76.05-1  Fire  detecting  systems.  •  •  • 


Table  7C.05-1  (a) 


Space 

Detecting  systems 

Fixed  extinguishing 
systems 

Safeiy  areat 

Wheelhonse  or  fire-control  room _ 

None  required,* 

Do.* 

Do.* 

Do. 

Do.* 

Do.* 

Do.* 

Stairway  aiui  elevat4)r enclo.siires  . . 

Uonimunication  airridors . . 

Lifeboat  embarkation  and  k)wering  stations  ,  _ _ 

Radio  room _ _ _  .  1 _  _ 

do  1 

1 

Accommodation* 

Staterooms,  toilet  spaces,  isolated  pantries,  etc  . . 

. do.i . 

Ollicx'.s,  lockers,  and  isolated  .storen>otiis _ 

Electric,  pneumatic,  or  au¬ 
tomatic  sprinkling,* 

See  footnotes  at  end  of  table. 


Friday,  August  6,  1954 
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RULES  AND  REGULATIONS 


Table  76.50-10  (a) — Continued 


Space 

Hand  portable  fire  extinguisher  and  semi-portable  flr« 
extinguishing  systems 

Cla-ssiflcatlon 
(see  i  76.S&-5) 

Quantity  and  location 

Cargo  tpaces 

InaccoR-iiblc  during  voyage,  fnchiding  trunks 
(excluding  tank.s). 

None  required. 

1  for  each  1^200  square  feet  or  fraction  thereof  * 

1,  plus  1  for  each  6,000  square  feet  or  fraction  thereof.'* 

1,  plus  1  for  each  1,500  square  feet  or  fraction  thereof.'* 

None  required. 

A-II . 

V'ebicular  siMices  (covered  by  sprinkler  sys¬ 
tem). 

Vehicular  spaces  (not  covered  by  sprinkler 
sy.stem). 

B-ll . 

B-II 

«  In  any  caite,  on  vessoLs  of  l.W  feet  in  lenf^th,  and  over,  there  shall  be  at  least  2  A-II  units  on  eaeh  pa.ssenKer  deck. 

•  For  motorboats,  the  total  number  of  hand  i>orUble  fire  extinnuishers  required  for  safety  areas,  aeoommo<lation 
spaees,  and  serviw  spaces  shall  be  1  B-1 1  for  motorboats  of  less  than  50  prass  tons  and  2  B-II  for  motorboats  of  SO  gross 
tons  ami  over.  2  B-I  hand  por-*ble  fire  extinguLshers  may  be  substituted  for  1  B-11. 

»  For  ve8S«  ls  on  an  intemation»l  voyage,  substitute  1  C-II  in  vicinity  of  exit.  * 

«  Vessels  of  less  than  1,000  grass  tons  and  not  on  an  international  voyage,  require  1. 

•  Ves.s<*ls  of  le.ss  than  1,000  grass  tons  and  not  on  an  international  voyage  may  substitute  1  B-IV. 

•  Only  1  required  for  motorboats  except  those  on  an  international  voyage. 

’  If  oil  burning  donkey  boiler  fitted  in  space,  the  B-V  previously  required  for  the  protection  of  the  boiler  room 
may  tte  substitute<l.  Not  required  on  vessels  of  less  than  300  gross  tons  if  fuel  has  flash  {mint  of  110°  F.  or  lower  except 
thos<>  on  an  international  voyage. 

•  Not  reqiiired  on  vessels  of  less  than  300  gross  tons  if  fuel  has  flash  point  higher  than  110*  F. 

•  Not  rt'quired  on  motorboats. 

I*  2  B-1  units  may  be  substituted  for  1  B-II  unit. 


Part  78 — Operations 

StTBPART  78.30 — LOOKOUTS,  PILOTHOUSE 
WATCH,  PATROLMEN,  AND  WATCHMEN 

Section  78.30-10  (a)  is  amended  to 
read  as  follows; 

§  78.30-10  Supervised  patrol,  (a) 
The  provisions  of  this  section  shall  apply 
to  all  vessels  on  an  international  voyage, 
and  to  all  other  vessels  other  than  motor- 
boats,  having  berthed  or  stateroom 
accommodations  for  passengers.  This 
section  shall  be  applicable  at  all  times 
when  passengers  are  on  board. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  n.  S.  C.  375,  416.  Interprets  or  applies 
R.  S.  4417,  4418,  4426,  4453,  as  amended,  secs. 
1,  2.  49  Stat.  1544,  sec.  17,  54  Stat.  166,  sec. 
8,  54  SUt.  346,  sec.  5.  55  Stat.  244,  245.  as 
•mended;  46  U.  S.  C.  391,  392.  404,  435.  367, 
626p,  133.  50  U.  S.  C.  App.  1275;  E.  O.  10402, 
17  F.  R.  9917;  3  CFR,  1952  Supp.) 


Subchopler  I — Cargo  and  Miscellanoous  Vessels 
Part  90 — General  Provisions 

SUBPART  90.05 — APPLICATION 

Part  90  is  amended  by  adding  a  new 
S  90.05-10,  reading  as  follows: 

S  90.05-10  Application  to  vessels  on  an 
international  voyage,  (a)  Where,  in  var¬ 
ious  places  or  portions  of  this  subchap¬ 
ter,  requirements  are  stipulated  specifi¬ 
cally  for  “vessels  on  an  international 
voyage”,  it  is  intended  that  these  re¬ 
quirements  apply  only  to  mechanically 
propelled  vessels  of  500  gross  tons  and 
over  on  an  international  voyage,  as  de¬ 
fined  in  §  90.10-17,  other  than  yachts 
and  fishing  vessels. 

(b)  The  Commandant  may  permit 
vessels  operating  on  lakes,  bays  and 
sounds  routes  which  are  international 
voyages  as  defined  in  §  90.10-17,  to  dis¬ 
pense  with  those  requirements  having 
their  origin  in  Chapters  11  and  III  of  the 
International  Convention  for  Safety  of 
Life  at  Sea,  1948,  in  all  cases  where  this 
Convention  peimits  such  dispensation. 


Part  91 — Inspection  and  Certification 

SUBPART  91.25 — ^ANNUAL  INSPECTION 

1.  Table  91.25—20  (a)  (1)  in  §  91.25-20 
(a)  is  amended  by  adding  a  footnote  1 
at  the  end  of  the  description  of  the  test 
in  column  2  opposite  the  type  unit  “car¬ 
bon  dioxide”,  reading  as  follows; 


§  91.25-20  Fire  extinguishing  equip¬ 
ment.  *  *  * 

Table  91.25-20  (a)  (1) 


Type  unit 

Test 

•  • 

Carbon  dioxide...,,.. 

•  •  • 

Weigh  cylinders.  Recharge  if 
weight  loss  exceeds  10  i>ercent 
of  weight  of  charge.  Ins|tect 
base  and  nozzle  to  be  sure  they 
are  clear.' 

•  Cylinders  shall  be  tested  and  marked  in  accordance 
with  the  regulations  of  the  Interstate  Commerce  Com- 
niLssion,  as  noted  in  §  147.04-1  of  Subchapter  N  (Explo¬ 
sives  or  Other  Dangeroas  Articles  or  Substances  and 
Combustible  Liquids  on  Board  Vessels)  of  this  chapter. 

2.  Table  91.25-20  (a)  (2)  in  §  91.25- 
20  (a)  is  amended  by  adding  a  footnote 
at  the  end  of  the  description  of  the  test 
in  column  2  opposite  the  type  system 


“carbon  dioxide”,  reading  as  follows: 

Table  91.26-20  (a)  (2) 

Type  system 

Test 

•  • 

Carbon  dioxide _ 

•  •  • 

Weigh  cylinders.  Recharge  if 
weight  loss  exceeds  10  percent 
of  weight  of  charge.' 

•  Cylinders  shall  be  tested  and  maiked  in  accordance 
with  the  regulations  of  the  Interstate  C'ommerce  Com- 
niLssion,  as  noted  in  {  147.04-1  of  Subctiapter  N  (Ex¬ 
plosives  or  Other  Dangerous  Articles  or  Substances  and 
Combustible  Liquids  on  Board  Vessels)  of  this  chapter. 

(R.  S.  4405,  as  amended.  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4399,  4400,  4417,  4418,  4421,  4423,  4426-4431, 
4433,  4434,  4453,  as  amended,  sec.  14,  29  Stat. 
690,  secs.  10.  11.  35  Stat.  428.  41  Stat.  305, 
49  Stat.  1544,  1935,  sec.  5,  55  Stat.  244,  245, 
as  amended;  46  U.  S.  C.  361,  362,  391,  392, 
399,  400,  404-409,  411,  412,  435,  366.  395,  396, 
363,  367,  660a,  50  U.  S.  C.  App.  1275;  E.  O. 
10402,  17  F.  R.  9917;  3  CFR.  1952  Supp.) 


Part  92 — Construction  and 
Arrangement 

SUBPART  92.25 — RAILS  AND  GUARDS 

Section  92.25-5  (a)  is  amended  to  read 
as  follows: 

§  92.25-5  Where  rails  required,  (a) 
Rails  or  equivalent  protection  shall  be 
installed  near  the  periphery  of  all 
weather  decks  accessible  to  persons  on 
board.  Such  rails  shall  be  in  at  least  2 
courses  and  shall  be  at  least  36  inches 
high  unless  it  can  be  shown  to  the  satis¬ 
faction  of  the  Olflcer  in  Charge,  Marine 
Inspection,  that  the  installation  of  rails 
of  such  height  would  be  unreasonable 
and  impracticable,  having  regard  to  the 
business  of  the  vessel.  On  vessels  con¬ 
tracted  for  on  or  after  January  1,  1955, 
the  clear  space  between  rails  shall  not 
exceed  18  inches. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interprets  or  applies 
R.  S.  4417,  4418,  4426,  4490,  as  amended, 
41  Stat.  305,  secs.  1,  2,  49  Stat.  1544,  sec.  2, 
54  Stat.  1028,  sec.  5,  55  Stat.  244,  245,  as 
amended;  46  U.  S.  C.  391,  392,  404,  482,  483, 
363,  367,  463a,  50  U.  S.  C.  App.  1275;  E.  O. 
10402,  17  F.  R.  9917;  3  CFR.  1952  Supp.) 


Part  93 — Stability 

SUBPART  93.01 — APPLICATION 

Section  93.01-1  is  amended  to  read  as 
follows: 

^  93.01-1  General,  (a)  The  provi¬ 
sions  of  this  part  shall  apply  to  the  fol¬ 
lowing  vessels: 

(1)  All  vessels  contracted  for  on  or 
after  November  19.  1952,  on  an  interna¬ 
tional  voyage. 

(2)  Any  other  vessel  whose  stability  is 
questioned  by  the  Commandant  or  the 
Officer  in  Charge,  Marine  Inspection. 

(R.  S.  4405,  as  amended,  and  4462,  as 
amended;  46  U.  S.  C.  375.  416.  Interprets  or 
applies  R.  S.  4417,  4418,  4426,  4470,  4471, 
4477,  4479,  4483,  as  amended,  49  Stat.  1544, 
sec.  17,  54  Stat.  166,  sec.  3,  54  Stat.  346,  sec. 
2,  54  Stat.  1028,  and  sec.  5.  55  Stat.  244,  245,  as 
amended;  46  U.  S.  C.  391.  392,  404,  463,  464. 
470,  472,  476,  367,  526p.  1333,  463a,  50  U.  S.  C. 
App.  1275;  and  E.  O.  10402,  17  P.  R.  9917;  3 
CFR,  1952  Supp.) 


Part  94 — ^Lifesaving  Appliances 

SUBPART  94.01 — APPLICATION 

Section  94.01-1  is  amended  to  read  as 
follows: 

§  94.01-1  Details  of  application,  (a) 
Except  as  specifically  noted,  the  provi¬ 
sions  of  this  part  shall  apply  to  all  vessels 
other  than  motorboats.  Motorboats 
shall  meet  the  requirements  of  Subparts 
94.01,  94.05,  and  94.40. 

SUBPART  94.15 — STOWAGE  AND  MARKING  OP 
LIFEBOATS  AND  LIFE  RAFTS 

Section  94.15-90  is  amended  to  read  as 
follows: 

§  94.15-90  Vessels  contracted  for  prior 
to  November  19,  1952.  (a)  Vessels  con¬ 

tracted  for  prior  to  November  19,  1952, 
shall  meet  the  following  requirements: 

(1)  The  provisions  of  §§94.15-5 
through  94.15-15  shall  be  met  except  as 
further  set  forth  in  this  paragraph. 
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(2)  The  requirements  of  §  94.15-10 
(b)  (5)  need  only  apply  if,  in  the  opinion 
of  the  Officer  in  Charge,  Marine  Inspec¬ 
tion,  the  arrangement  or  construction 
of  the  vessel  is  such  that  overhanging 
decks,  openings,  or  other  similar  obstruc¬ 
tions  make  the  use  of  skates  or  similar 
appliances  necessary. 

(3)  The  requirements  of  §  94.15-10  (b) 
(6)  need  only  apply  if  it  is  deemed  rea¬ 
sonable  and  practicable  by  the  Officer 
in  Charge,  Marine  Inspection. 

SUBPART  94.43 — RING  LIFE  BUOYS  AND 
WATER  LIGHTS 

Table  94.43-10  (a)  in  §  94.43-10  is 
amended  by  deleting  the  footnote  1  after 
the  heading  “all  services  other  than 
ocean”  over  columns  4  and  5  and  by  add¬ 
ing  a  footnote  1  after  the.  center  heading 
“ocean”  over  columns  2  and  3,  reading  as 
follows: 

§  94.43-10  Number  required,  •  •  • 

Table  94.43-10  (a) 

«  •  •  •  • 

‘  Manned  seagoing  barges  shall  be  equipped 
with  1  ring  life  buoy  at  each  end  of  the 
vessel. 

STJBPART  94.45 — LINE-THROWING 

appliances 

1.  Section  94.45-1  is  amended  to  read 
as  follows: 

§  94.45-1  Application,  (a)  The  pro¬ 
visions  of  this  subpart,  with  the  excep¬ 
tion  of  §  94.45-90,  shall  apply  to  all  me¬ 
chanically  propelled  vessels  of  150  gross 
tons  and  over  in  ocean  or  coastwise  serv¬ 
ice.  Such  vessels  contracted  for  prior  to 
November  19,  1952,  shall  meet  the  re¬ 
quirements  of  §  94.45-90. 

2.  Section  94.45-10  is  amended  to  read 
as  follows: 

§94.45-10  Type  required,  (a)  All  ves¬ 
sels  shall  be  fitted  with  an  approved  line¬ 
throwing  appliance  of  the  impulse- 
projected  rocket  type.  However,  vessels 
of  less  than  500  gross  tons  may  substitute 
a  line-throwing  appliance  of  the 
shoulder-gun  type. 

SUBPART  94.50 — EMBARKATION  AIDS 

Section  94.50-10  is  amended  to  read 
as  follows: 

§  94.50-10  Illumination  for  lifeboat 
launching  operations,  (a)  Provisions 
shall  be  made  on  all  vessels  on  an  inter¬ 
national  voyage  and  all  other  vessels 
where  the  lifeboat  deck  is  more  than  30 
feet  above  the  light  water  line,  for  readily 
and  continuously  available  illumination 
from  the  vessel  of  lifeboats  when  along¬ 
side  and  in  process  of  or  immediately 
after  being  launched.  Details  of  the 
illuminating  system  shall  be  in  accord¬ 
ance  with  Subchapter  J  (Electrical 
Engineering)  of  this  chapter. 

SUBPART  94.55 — PORTABLE  RADIO  APPARATUS 

Section  94.55-1  is  amended  to  read  as 
follows: 

§  94.55-1  Required  on  international 
voyage,  (a)  All  vessels  on  an  interna¬ 
tional  voyage  carrying  less  than  20  life¬ 
boats  shall  be  provided  with  a  portable 
radio  apparatus  complying  with  the  re¬ 
quirements  of  the  Federal  Communica- 

No.  152 - 2 


tions  Commission  unless  at  least  one  life¬ 
boat  on  each  side  of  the  vessel  is  fitted 
with  a  fixed  radio  installation.  Such 
portable  radio  shall  be  kept  in  the  radio 
room,  chart  room,  or  other  suitable  loca¬ 
tion  ready  to  be  moved  to  one  or  other  of 
the  lifeboats  in  the  event  of  an 
emergency. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4470,  4471,  4477,  4479,  and 
4483,  as  amended,  secs.  1,  2,  49  Stat.  1544, 
sec.  17,  54  Stat.  166,  sec.  2,  54  Stat.  1028, 
sec.  5,  55  Stat.  244,  245,  as  amended;  46 
tJ.  8.  C.  391,  392,  404,  463,  464,  470,  472,  476, 
367,  526p,  463a,  50  U.  S.  C.  App.  1275;  E.  O. 
10402,  17  P.  R.  9917;  3  CPR,  1952  Supp.) 


Part  95 — Fire  Protection  Equipment 

SUBPART  95.05 — FIRE  DETECTING  AND  EX¬ 
TINGUISHING  EQUIPMENT,  WHERE  RE¬ 
QUIRED 

Section  95.05-10  is  amended  to  read 
as  follows: 

§  95.0&-10  Fixed  fire  extinguishing 
systems,  (a)  Approved  fixed  fire  extin¬ 
guishing  systems  shall  be  installed  on  all 
vessels  other  than  yachts,  fishing  vessels, 
and  barges  in  the  following  locations: 

(1)  A  fixed  carbon  dioxide  or  steam 
smothering  system  shall  be  installed  in 
all  cargo  compartments  and  tanks  for 
combustible  cargo,  except  that  vessels 
engaged  exclusively  in  the  carriage  of 
coal  or  grain  in  bulk  need  not  be  fitted 
with  such  system.  The  provisions  of  this 
subparagraph  shall  not  apply  to  motor- 
boats  contracted  for  prior  to  November 
19,  1952.  In  lieu  of  the  carbon  dioxide 
or  steam  smothering  systems,  the  fol¬ 
lowing  systems  may  be  used  or  required 
in  special  cases; 

<i)  A  fixed  foam  system  may  be  used 
In  cargo  tanks. 


(ii)  In  cases  where  a  cargo  compart¬ 
ment  is  normally  accessible  and  is  con¬ 
sidered  to  be  a  part  of  the  working  or 
living  quarters,  a  water  sprinkling  sys¬ 
tem  may  be  required,  and  the  details  of 
such  system  will  be  subject  to  special 
approval. 

(2)  On  vessels  other  than  motorboats 
a  fixed  carbon  dioxide  or  steam  smother¬ 
ing  system  shall  be  installed  in  all  lamp 
and  paint  lockers,  oil  rooms,  and  similar 
spaces. 

(3)  On  vessels  of  1,000  gross  tons  and 
over,  contracted  for  on  or  after  Novem¬ 
ber  19,  1952,  or  where  conversion  from 
coal  to  oil  is  contracted  for  on  or  after 
November  19,  1952,  a  fixed  carbon  di¬ 
oxide,  foam,  or  water  spray  system  shall 
be  installed  in  all  spaces  containing  oil 
fired  boilers,  either  main  or  auxiliary,  or 
their  fuel  oil  units,  valves,  or  manifolds 
in  the  line  between  the  settling  tanks  and 
the  boilers. 

(4)  If  a  fixed  fire  extinguishing  system 
is  installed  to  protect  an  internal  com¬ 
bustion  propelling  machinery  installa¬ 
tion,  the  system  shall  be  of  the  carbon 
dioxide  type. 

(5)  On  vessels  contracted  for  on  or 
after  November  19,  1952,  where  an  en¬ 
closed  ventilating  system  is  installed  for 
electric  propulsion  motors  or  generators, 
a  fixed  carbon  dioxide  extinguishing 
system  shall  be  installed  in  such  system. 

(b)  The  arrangements  and  details  of 
the  fixed  fire  extinguishing  systems  shall 
be  as  set  forth  in  Subparts  95.13  through 
95.20. 

SUBPART  95.50 — HAND  PORTABLE  FIRE  EX¬ 
TINGUISHERS  AND  SEMIPORTABLE  FIRE 

EXTINGUISHING  SYSTEMS,  ARRANGEMENTS, 

AND  DETAILS 

Table  95.50-10  (a)  In  §  95.50-10  is 
amended  to  read  as  follows: 


Tabl*  95.50-10  (a)— Rand  Portable  Fire  Extinouisher  and  Seuiportable  Fire-Extinouishino  Ststemb 


Space 


Cla.'wification 
(see  i  95.60-5) 


Quantity  and  location 


Safely  areas  > 

Wheclhousc  or  fire  control  room.. 
Stairway  and  elevator  enclosures., 
Communicating  corridors . . 


A-II. 


T.irehoat  embarkation  and  lowering  stations. 
Radio  room . . 


C-I  >. 


Accommodations  > 

Staterooms,  toilet  spaces,  public  spaces,  offices,  lock¬ 
ers,  isolated  storerooms,  and  pantries,  open  decks, 
etc. 

Service  spaces  • 

Galleys . . . . . 


B-IIor  C-II.. 


Paint  and  lamp  rooms . 

Accessible  baggage,  mail,  and  specie  rooms,  and  store¬ 
rooms. 

Carpenter  shop  and  similar  spaces . . . 


B-II. 

A-II. 


A-II. 


None  required. 

Do. 

1  in  each  main  corridor  not  more  than  150 
feet  apart.  (May  bo  located  in  stair¬ 
ways.) 

None  r^uired. 

2  in  vicinity  of  exit.* 


None  required. 


1  for  each  2,.500  square  feet  or  fraction 
thereof  suitable  for  hazards  involved. 

1  outside  space  in  vicinity  of  exit. 

1  for  each  2,500  square  feet  or  fraction  thereof 
located  in  vicinity  of  exits,  either  inside 
or  outside  the  spaces. 

1  outside  the  space  in  vicinity  of  exit. 


Machiriery  spaces 

Coal-fired  boilers:  Bunker  and  boiler  space . . . .  None  required. 

Oil-fired  boilers:  Spares  containing  oil-fired  fillers,  fB-II _  2  required.* 

either  main  or  auxiliary,  or  their  fuel-oil  units.  \B-V _ _  1  required.* 

(B-II .  1  for  each  1,000  brake  horsepower,  but  not 

Internal  combustion  or  gas  turbme  propelhng  ma-  I  than  2  nor  more  than  6.* 

chinery  spaces.  [B-III .  1  reejuired.* » 

*  For  motorboats,  the  total  number  of  hand  portable  fire  extinguishers  requirerl  for  safety  areas,  accommodation 
spaces,  and  service  spaces  sliall  be  1  B-II  for  motorboats  of  less  than  .50  gross  tons  and  2  B-II  for  motorboats  of  60 
gross  tons  and  over.  Two  B-I  hand  portable  fire  extinguishers  may  be  substituted  for  1  B-II. 

>  For  vessels  on  an  international  voyage,  substitute  1  C-Il  in  vicinity  of  exit. 

*  Vessels  of  less  than  1,000  gross  tons  require  1. 

*  Vessels  of  less  than  1,000  gross  tons  may  substitute  1  B-IV. 

*  Only  1  required  for  motorboats. 

*  If  oil  burning  donkey  boiler  fitted  in  space,  the  B-V  previously  required  for  the  protection  of  the  boiler  may  be 
substituted.  Not  required  where  a  fixed  carbon  dioxide  system  is  installerl. 

’  Not  required  on  vessels  of  less  than  300  gross  tons  if  fuel  has  a  flash  point  higher  than  110°  F. 
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FEDERAL  REGISTER 


26.  Delete  '^Torpedoes,  toy,  railway  or  track.  (See:  Fireworks,  special.)”,  and 
Insert  in  lieu  thereof  the  following: 

Torpedoes,  railway  or  track.  See:  Railway  torpedoes. 

27.  After  “Toy  caps,  Expl.  C.”,  insert  the  following : 

Toy  torpedoes.  See:  Fireworks,  special. 

28.  Delete  “'Truck  flares.  (See:  Fireworks,  common.)” 

29.  Delete  “Zirconium,  metallic,  dry”,  and  insert  in  lieu  thereof  the  following: 
Ziiconlum  metal  powder  or  sponge,  dry. 

30.  Delete  “Zirconium,  metallic,  wet  or  sludge”,  and  insert  in  lieu  thereof  the 
following: 

Zirconium  metal  powder,  wet  or  sludge. 


SUBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  EXPLOSIVES 

1.  Section  146.20-3  is  amended  by  add¬ 
ing  a  new  paragraph  (q),  reading  as 
follows: 

§  146.20-3  Prohibited  or  not  per¬ 
mitted  explosives.  •  •  • 

(q)  New  explosives  (except  samples 
for  laboratory  examination  (see  §  146.20- 
13))  until  approved  for  transportation 
by  the  Bureau  of  Explosives. 

2.  Section  146.20-7  (k)  is  amended  to 
read  as  follows: 

§  146.20-7  Class  A  explosives.  •  *  • 
(k)  Explosive  projectiles.  Explosive 
projectiles  are  shells,  projectiles  or  rocket 
I  heads  loaded  with  explosives  or  bursting 
charges,  with  or  without  other  materials, 
for  use  in  cannons,  guns,  mortars,  or 
rocket  launching  devices. 

3.  Section  146.20-9  is  amended  by  re¬ 
vising  paragraph  (a)  and  by  adding  sub- 
paragraph  (d)  (1),  as  follows: 

§  146.20-9  Class  B  explosives.  •  •  • 
(a)  Ammunition  for  cannon  with 
empty  projectiles,  inert-loaded  projec¬ 
tiles,  solid  projectiles  or  without  pro¬ 
jectiles,  or  shell,  and  catapult  charges 
exceeding  2  inches  in  diameter,  is  fixed 
ammunition  assembled  in  a  unit  consist¬ 
ing  of  the  cartridge  case  containing  the 
propelling  charge  and  primer  with  empty, 
inert-loaded,  or  solid  projectiles,  or  with¬ 
out  projectiles,  which  is  fired  from  a 
cannon,  mortar,  gun,  howitzer  or  recoil¬ 
less  rifle. 

*  •  •  *  • 

(d)  *  •  • 

(1)  Igniters,  jet  thrust,  are  devices 
used  to  ignite  the  propelling  charge  of 
jet  thrust  units. 

4.  Section  146.20-55  is  amended  by  re¬ 
vising  the  last  sentence  to  read  as 
follows: 

§  146.20-55  Lighting  in  stowage  com¬ 
partments.  *  *  * 

Non-sparking  battery  supplied,  self- 
contained,  unit  electric  lanterns  or  non¬ 
sparking  hand  flashlights  are  the  only 
means  of  artificial  light  permitted  in 
such  storage  compartments. 

5.  Section  146.20-100  Table  A — Classi¬ 
fication:  Class  A;  dangerous  explosives 
is  amended  by  changing  various  items  as 
follows: 

a.  Amend  the  item  headed  “Elxplosive 
projectiles”  as  follows: 

In  column  2,  Characteristic  properties, 
etc.,  amend  to  read  as  follows:  “Shells, 
projectiles,  or  rocket  heads  loaded  with 
explosives  or  bursting  charges,  with  or 


without  other  materials,  for  use  in  can¬ 
nons,  guns,  mortars,  or  rocket  launching 
devices.” 

b.  Amend  the  item  headed  “High  ex¬ 
plosives  (in  dry  condition)"  as  follows: 

Amend  column  1,  Descriptive  name  of 
article,  to  read  as  follows: 

High  explosives  (in  dry  condition)  includ¬ 
ing: 

Ammonium  picrdte. 
Cyclotrimethylenetrinitramine.  ' 
Dipicrylamine. 

Dipicryl  sulfide. 

Dinitrophenylhydrazine. 

Nitroguanidine. 

Nitroureau. 

Pentolite. 

Picramide. 

Picric  acid. 

Pier y I  chloride. 

Tetryl. 

Trinitroanisole. 

Trinitrobemene. 

Trinitrobenzoic  acid. 

Trinitro-m-cresol. 

Trinitronaphthalene. 

Trinitroresorcinol. 

Trinitrotoluene. 

Urea  nitrate. 

Note:  Some  of  the  above  substances  may 
be  shipped  as  “Drugs,  chemicals,  medicine 
or  cosmetics”  in  securely  closed  glass  of 
quantity  not  exceeding  4  oz.  in  one  outside 
package. 

c.  Amend  the  item  headed  “Jet  thrust 
units  (jato)  Class  A”  as  follows: 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  delete 
“Outside  containers:  Strong  wooden 
containers”  and  substitute  in  lieu  thereof 
“Outside  containers:  Wooden  boxes  or 
wooden  boxes,  fiberboard  lined  (ICC-14, 
15A,  15E,  or  16A).  The  gross  weight  of 
the  outside  package  must  not  exceed  500 
lbs.  Jet  thrust  units  (jato),  class  A, 
packed  in  any  other  manner  must  be  in 
containers  of  a  type  approved  by  the 
Bureau  of  Explosives.” 

6.  Section  146.20-200  Table  B — Classi¬ 
fication:  Class  B;  less  dangerous  explo¬ 
sives  is  amended  by  changing  various 
items  as  follows: 

a.  Amend  the  item  headed  "Ammuni¬ 
tion  for  cannon  with  empty  projectile”  as 
follows: 

In  column  2,  Characteristic  properties, 
etc.,  amend  to  read  as  follows: 

Ammunition  for  cannon  with  empty  projec¬ 
tiles,  inert-loaded  projectiles,  solid  projec¬ 
tiles  or  without  projectiles,  or  shell,  and 
catapult  charges  exceeding  2  inches  in 
diameter,  is  fixed  ammunition  •  •  • 

b.  Delete  item  headed  “Fireworks  spe¬ 
cial  (railway  torpedoes,  track  torpe¬ 
does)  ”  and  all  printed  material  opposite 
in  columns  2, 3, 4, 5. 6  and  7,  and  insert  in 
lieu  thereof  the  following: 
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In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Fireworks,  special  (ship  distress  signal). 

In  column  3,  Label  required,  insert  the 
following : 

Special  fireworks. 

In  columns  4  and  5,  Required  condi¬ 
tions  for  transportation,  insert  the  fol¬ 
lowing: 

Stowage : 

"On  deck  under  cover.” 

“Tween  decks  readily  accessible.” 

Outside  containers: 

Wooden  boxes  (ICC-15A.  15B.  16A,  19A)  not 
over  150  lb.  gr.  wt. 

Fiberboard  boxes  (ICC-12B)  WIMC,  not 
over  95  lb.  gr.  wt. 

In  column  6,  Required  conditions  for 
transportation — Ferry  vessel,  passenger 
or  vehicle,  insert  the  following: 

Perry  stowage  (AA). 

Outside  containers: 

Wooden  boxes  (ICC^-15A,  15B,  16A,  19A) 
not  over  150  lb.  gr.  wt. 

Fiberboard  boxes  (ICC-12B),  WIMC,  not 
over  95  lb.  gr.  wt. 

'  In  column  7,  Required  conditions  for 
transportation — R.  R.  car  ferry,  passen¬ 
ger  or  vehicle,  insert  the  following: 

Perry  stowage  (BB). 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A)  not 
over  150  lb.  gr.  wt. 

Fiberboard  boxes  (ICC-12B)  WIMC,  not 
over  95  lb.  gr.  wt. 

c.  Insert  the  following  item  after  item 
headed  “Fireworks,  special  (Toy  torpe¬ 
does)”: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Igniters,  jet  thrust. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Devices  used  to  ignite  the  propelling  charge 
of  jet  thrust  unit.  Must  not  be  shipped 
assembled  in  the  unit  unless  shipped  by, 
for,  or  to  the  Department  of  the  Army, 
Navy,  or  Air  Force  of  the  U.  S.  Government. 
Each  outside  package  must  be  plainly 
marked  "Igniters,  Jet  Thrust.” 

In  column  3,  Label  required,  insert  the 
following: 

No  label  required. 

In  column  4,  Required  conditions  for 
transportation— Cargo  vessel,  insert  the 
following: 
stowage: 

“On  deck  under  cover.” 

•'Tween  decks  readily  accessible.** 

“Under  deck  away  from  heat.” 

Outside  containers: 

Wooden  boxes  or  wooden  boxes,  fiberboard 
lined  (ICC-14.  15A,  15B.  15E,  or  16A)  not 
over  150  lb.  gr.  wt. 

Igniters,  jet  thrust  packed  in  any  other 
manner  must  be  in  containers  of  a  type 
approved  by  the  Bureau  of  ESepiosives. 

In  columns  5,  6  and  7,  Required  condi¬ 
tions  for  transportation,  insert  the  fol¬ 
lowing: 

Not  permitted. 

d.  Amend  the  item  headed  “Jet  thrust 
units  (Jato)  Class  B”,  as  follows: 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  delete 
“Outside  containers:  Strong  wooden 
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containers”,  and  insert  in  lieu  thereof  the 
following: 

Outside  containers: 

Wooden  boxes  (m*  wooden  boxes,  flberboard 
lined  (ICC-14,  15A.  15E  or  16A).  The 
gross  weight  of  the  outside  package  must 
not  exceed  500  pounds. 

Jet  thrust  units  (jato).  Class  B,  packed  In 
any  other  manner  must  be  in  containers 
of  a  type  approved  by  the  Bureau  of 
Explosives. 

e.  Insert  the  following  item  after  item 
headed  “Propellant  explosives  in  water, 
unstable,  condemned,  or  deteriorated 
(smokeless  powder  for  small  arms)’*: 

In  column  1,  Descriptive  name  of  ar~ 
tide,  insert  the  following: 

Railway  torpedoes. 

In  column  2'  Characteristic  properties, 
etc.,  insert  the  following: 

Railway  torpedoes  mxist  be  so  constructed 
and  packed  that  loose  pyrotechnic  compo¬ 
sition  will  not  be  present  In  packages  in 
transportation. 

Each  outside  container  will  be  plainly  marked 
"Railway  Torpedoes — Handle  Carefully — 
Keep  Fire  Away”. 

Do  not  stow  in  same  compartment  with  any 
inflammable  liquid  or  solid.  Inflammable 
comiM’essed  gas  or  combustible  organic 
material. 

In  column  3,  Label  required,  insert  the 
following: 

Special  flreworks. 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  insert  the 
following: 
stowage : 

“On  deck  under  cover.** 

**Tween  decks  readily  accessible.** 

Outside  containers: 

Wooden  boxes  (IOC-15A,  15B.  ISA,  19A  or 
19B)  not  over  125  lb.  net  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Piberboard  boxes  (ICC-23P,  23H)  not  over 
65  lb.  gr.  wt. 

In  column  5,  Required  conditions  for 
transportation — Passenger  vessel,  insert 
the  following: 

Stowage  in  metal  lockers  located: 

*‘On  deck  under  cover.** 

"Tween  decks  readily  accessible.** 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A  or 
19B)  not  over  125  lb.  net  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Piberboard  boxes  (ICC-23P,  23H)  not  over 
65  lb.  gr.  wt. 

In  column  6,  Required  conditions  for 
transportation — Ferry  vessel,  passenger 
or  vehicle,  insert  the  following: 

Perry  stowage  (AA). 

Outside  containers: 

Wooden  boxes  (ICC-15A.  15B,  16A,  19A  or 
19B)  not  over  125  lb.  net  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Piberboard  boxes  (ICC-23F,  23H)  not  over 
65  lb.  gr.  wt. 

In  column  7,  Required  conditions  for 
transportation — R.  R.  car  ferry,  passen¬ 
ger  or  vehicle,  insert  the  following: 

Ferry  stowage  (BB). 

Outside  containers: 

Wooden  boxes  (ICC-15A.  15B,  16A.  19A,  or 
19B)  not  over  125  lb.  net  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Piberboard  boxes  (ICC-23F,  23H)  not  over 
65  lb.  gr.  wt. 


7.  Section  146.20-300  Table  C — Classi¬ 
fication:  Class  C;  relatively  safe  explo¬ 
sives  is  amended  by  changing  various 
items,  as  follows: 

a.  Amend  item  headed  “Fireworks, 
common  (Hand  ship  distress  signals.), 
(Illuminating  torches.),  (Railway  fu¬ 
sees.),  (Smoke  candles.),  (Smoke  pots.), 
(Smoke  signals.),  (Truck  flares),  as  fol¬ 
lows: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  delete  (Railway  fusees)  and  (Truck 
flares) . 

In  columns  4,  5,  6,  and  7,  Required 
conditions  for  transportation,  insert  the 
following  under  “Outside  containers:” 

Wooden  boxes  (ICC-19B)  not  over  150  lb.  gr. 
wt. 

b.  Insert  the  following  item  after  item 
headed  “Fireworks  common”: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Highway  fusees. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Do  not  stow  in  the  same  compartment  with 
any  inflammable  liquid  or  solid,  inflamma¬ 
ble  compressed  gas,  or  comb\istible,  organic 
material. 

Each  outside  container  must  be  plainly 
marked  “Highway  Pusees — Handle  Care¬ 
fully — Keep  Fire  Away”. 

Each  fusee  must  have  tip,  head  or  similar 
igniting  point  or  svnface  entirely  covered 
and  securely  protected  against  accidental 
contact  or  friction. 

In  column  3,  Label  required,  insert  the 
following: 

No  label  required. 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  insert  the 
following": 
stowage : 

“On  deck  under  cover.** 

“Tween  decks  readily  accessible.*’ 

“Under  deck  away  from  heat.” 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A) 
not  over  200  lb.  gr.  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  vrt. 

Mailing  tubes  (ICC-29)  not  over  5  lb.  gr. 
wt.  ' 

In  column  5,  Required  conditions  for 
transportation — Passenger  vessel,  insert 
the  following: 
stowage : 

“On  deck  under  cover.** 

*‘Tween  decks  readily  accessible.’* 

Outside  containers: 

Wooden  boxes  (ICC-15A.  15B,  16A,  19A) 
not  over  200  lb.  gr.  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb. 
gr.  wt. 

In  column  6,  Required  conditions  for 
transportation — Ferry  vessel,  passenger 
or  vehicle,  insert  the  following: 

Ferry  stowage  (AA). 

Outside  containers: 

Wooden  boxes  (ICO-15A.  15B,  16A,  19A) 
not  over  300  lb.  gr.  wt. 


Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb. 
gr.  wt. 

In  column  7,  Required  conditions  for 
transportation — R.  R.  car  ferry,  pas¬ 
senger  or  vehicle,  insert  the  following: 

Ferry  stowage  (BB) . 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A) 
not  over  200  lb.  gr.  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb. 
gr.  wt. 

c.  Insert  the  following  item  after  item 
headed  “Primers:  Small-arms  primers”, 
as  follows: 

In  column  1,  Descriptive  name  of 
article,  insert  the  following: 

Railway  fusees. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Do  not  stow  in  the  same  compartment  with 
any  inflammable  liquid  or  solid,  inflam¬ 
mable  compressed  gas,  or  combustible 
organic  material. 

Each  outside  container  must  be  plainly 
marked  “Railway  Pusees — Handle  Care¬ 
fully — Keep  Fire  Away." 

Each  fusee  must  have  tip,  head  or  similar 
igniting  point  or  surface  entirely  covered 
and  securely  protected  against  accidental 
contact  or  friction. 

In  column  3,  iMbel  required,  insert  the 
following: 

No  label  required. 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  insert  the 
following: 
stowage: 

“On  deck  under  cover.** 

"Tween  decks  readily  accessible.” 

“Under  deck  away  from  heat.** 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A) 
not  over  200  lb.  gr.  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb. 
gr.  wt. 

In  column  5,  Required  conditions  for 
transportation — Passenger  vessel,  insert 
the  following: 
stowage : 

‘’On  deck  under  cover.** 

“Tween  decks  readily  accessible.** 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A) 
not  over  200  lb.  gr  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Piberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb.  gr. 
wt. 

'  In  column  6,  Required  conditions  for 
transportation — Ferry  vessel,  passenger 
or  vehicle,  insert  the  following: 
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Ferry  stowage  (AA). 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A)  not 
over  200  lb.  gr.  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Fiber  board  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb.  gr. 
wt. 

In  column  7,  Required  conditions  for 
transportation — R,  R.  car  ferry,  passen¬ 
ger  or  vehicle,  insert  the  following: 

Ferry  stowage  (BB). 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B,  16A,  19A) 
not  over  200  lb.  gr.  wt. 

Wooden  boxes  (ICC-15C)  WIMC,  not  over 
200  lb.  gr.  wt. 

Wooden  boxes  (ICC-19B)  not  over  150  lb. 
gr.  wt. 

Fiberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Mailing  tubes  (ICC-29)  not  over  5  lb.  gr. 
wt. 

SUBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  INFLAMMABLE  LIQUIDS 

1.  Section  146.21-65  (c)  is  amended  by 
adding  a  new  subparagraph  (23),  read¬ 
ing  as  follows: 

§  146.21-65  Limited  quantity  ship¬ 
ments.  •  •  • 

(c)  •  *  * 

(23)  Methylchloroethyl  ether  anhy¬ 
drous. 

2.  Section  146.21-100  Table  D — Classi¬ 
fication:  Inflammable  liquids  is  amended 
by  changing  certain  requirements  for 
certain  articles  as  follows: 

a.  Amend  the  item  headed  “Benzene 
(benzol)”,  as  follows: 

In  column  4,  Required  conditions  for 
transportation— Cargo  vessel,  under 
"Outside  containers”  amend  the  entry 
"(ICC-17E)  STC,  not  over  55  gal.  cap.” 
to  read  as  follows: 

(ICC-17E)  STC,  not  over  5  gal.  cap. 

b.  Insert  the  following  item  after  item 
headed  “Box  toe  gum  (when  possessing  a 
flashpoint  at  or  below  80°  F.)”: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Butyl  acetate  (when  possessing  a  flashpoint 
at  or  below  80"  F.). 

In  column  2,  Characteristic  proper¬ 
ties,  etc.,  insert  the  following: 

Colorless  limpid  liquid  with  fruity  odor. 
Flashpoint  variable. 

Vapors  heavier  than  air. 

Immiscible  with  water. 

Lighter  than  water. 

In  column  3,  Label  required,  insert  the 
following: 

Red. 

In  column  4,  Required  conditions  for 
transportation — Carpo  vessel,  insert  the 
following: 

Stowage : 

“On  deck  In  open.” 

“On  deck  under  cover.” 

“Tween  decks  readily  accessible.” 

“Under  deck  away  from  heat.” 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5,  5A.  5B,  5C,  5G)  not  over  110  gal. 
cap. 

(ICC-5M)  not  over  55  gal.  cap. 

(ICC-17C,  17E,  17H)  STC,  not  over  55 
gal.  cap. 


Aluminum  barrels  or  drums  (ICC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB)  not  over  50  gal.  cap. 
(ICC-llA,  IIB)  WIC.  not  over  16  gal.  cap. 
Wooden  boxes  (ICC-15A,  15B,  15C.  16A, 
19A)  WIC,  not  over  16  gal.  cap. 

Fiberboard  boxes : 

(ICC-12b)  WIC,  not  over  65  lb.  gr.  wt. 
(ICC-12E)  WIMC,  not  over  110  lb.  gr.  wt. 
Fiber  or  plywood  drums  (ICC-21A,  22A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

Tank  cars  (ICC-103,  103W.  lOSAL-W,  104, 
104W,  104A,  104A-W,  105A300,  105A300-W, 
105A400, 105A400-W,  105A500. 105A500-W, 
105A600.  105A600-W,  ARA-II,  ARA-III, 
ARA-IV,  ARA-IVA). 

Authorized  only  for  export  shipments: 

Steel  barrels  or  drums  (ICC-17X)  STC,  not 
over  55  gal.  cap. 

Wooden  boxes  (ICC-15X)  WIMC,  not  over 
10  gal.  cap. 

In  column  5,  Required  conditions  for 
transportation — Passenger  vessel,  insert 
the  following: 

stowage: 

“On  deck  In  open.” 

“On  deck  under  cover.” 

Outside  containers: 

Wooden  barrels  or  kegs  (ICC-llA,  IIB) 
WIC,  not  over  16  gal.  cap. 

Wooden  boxes  (ICC-15A,  15B.  15C,  16A, 
19 A)  WIC,  not  over  16  gal.  cap. 
Fiberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Fiber  or  plywood  drums  (ICC-21A,  22A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

In  column  6,  Required  conditions  for 
transportation — Ferry  vessel,  passenger 
or  vehicle,  insert  the  following: 

Ferry  stowage  (AA). 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5.  5A,  5B.  5C,  5G)  not  over  110 
gal.  cap. 

(ICC-5M)  not  over  55  gal.  cap. 

(1CC-17C,  17E,  17H)  STC,  not  over  55 
gal.  cap. 

Aluminum  barrels  or  drums  (ICC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB)  not  over  50  gal.  cap. 
(ICC-llA,  IIB)  WIC,  not  over  16  gal. 
cap. 

Wooden  boxes  (ICC-15A,  15B,  15C,  16A, 
19A)  WIC,  not  over  16  gal.  cap. 
Fiberboard  boxes: 

(ICC-12B)  WIC,  not  over  65  lb.  gr.  wt. 
(ICC-12E)  WIMC,  not  over  110  lb.  gr. 
wt. 

Fiber  or  plywood  drums  (ICC-21A,  22A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

In  column  7,  Required  conditions  for 
transportation — R.  R.  car  ferry,  passen¬ 
ger  or  vehicle,  insert  the  following: 

Perry  stowage  (BB). 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5,  5A,  5B,  5C,  5G)  not  over  110  gal. 
cap. 

(ICC-5M)  not  over  55  gal.  cap. 
(ICC-17C,  17E,  17H)  STC.  not  over  55 
gal.  cap. 

Aluminum  barrels  or  drums  (ICC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB)  not  over  50  gal.  cap. 
(ICC-llA,  IIB)  WIC.  not  over  16  gal. 
cap. 

Wooden  boxes  (ICC-15A,  15B,  15C,  16A, 
19A)  WIC.  not  over  16  gal.  cap. 


Fiberboard  boxes; 

(ICC-12B)  WIC,  not  over  65  lb.  gr.  wt. 
(ICC-12E)  WIMC,  not  over  110  lb.  gr.  wt. 
Fiber  or  plywood  drums  (ICC-21A,  22 A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

Tank  cars  (ICC-103,  103W.  103AI,-W,  104, 
104W.  104A,  104A-W.  105A300,  105A300W. 
105A400.  105A400W.  105A500.  105A500W, 
105A600.  105Ae00W,  ARA-U,  ARA-UI, 
ARA-rV,  ARA-IVA). 

Authorized  only  for  export  shipments; 

Steel  barrels  or  drums  (ICC-17X)  STC, 
not  over  55  gal.  cap. 

Wooden  boxes  (ICC-15X)  WIMC,  not  over 
10  gal.  cap. 

c.  Amend  the  item  headed  “Cement, 
leather”,  as  follows: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  add  the  following: 

Cement,  container,  liquid. 

d.  Insert  the  following  item  after  item 
headed  “Cement,  rubber”: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Cigar  and  cigarette  lighter  fluid. 

In  column  2.  Characteristic  properties, 
etc.,  insert  the  following: 

A  mixture  of  several  of  the  lighter  constitu¬ 
ents  of  i)etroleum. 

Flashpoint  variable  depending  on  mixture 
used,  but  less  than  80®  P. 

Immiscible  With  water. 

In  column  3,  Label  required,  insert  the 
following: 

Red. 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  insert  the 
following; 

Stowage: 

“On  deck  protected.” 

“On  deck  under  cover.” 

“Tween  decks  readily  accessible.” 

“Under  deck  away  from  heat.” 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5,  5A,  5B,  5C,  5G)  not  over  110  gal. 
cap. 

(ICC-5M)  not  over  55  gal.  cap. 

(ICC-17C,  17E,  17H)  STC,  not  over  55 
gal.  cap. 

Aluminum  barrels  or  drums  (1CC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB)  not  over  50  gal.  cap. 
(ICC-llA.  IIB)  WIC.  not  over  16  gal.  cap. 
Wooden  boxes  (ICC-15A.  15B.  15C,  16A, 
19A)  WIC,  not  over  16  gal.  cap. 
Fiberboard  boxes: 

(IOC-12B)  WIC,  not  over  65  lb.  gr.  wt, 
(ICC-12E)  WIMC,  not  over  110  lb.  gr.  wt. 
Fiber  or  plywood  drums  (ICC-21A,  22A, 
22B)  WIC.  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

Tank  cars  (ICC-103.  103W,  103AL-W,  104, 
104W,  104A.  104A-W,  105A300,  105A300W, 
105A400,  105A400W.  105A500.  105A500W, 
105A600.  105A600W,  ARA-II,  ARA-III, 
ARA-IV.  ARA-IVA). 

Authorized  only  for  export  shipments: 

Steel  barrels  or  drums  (ICC-17X)  not  over 
55  gal.  cap. 

Wooden  boxes  (ICG-15X)  WIMC,  not  over 
10  gal  cap. 

In  column  5,  Required  conditions  for 
transportation — Passenger  vessel,  insert 
the  following: 
stowage: 

“On  deck  protected.” 

“On  deck  under  cover.” 

“Tween  decks  readily  accessible.” 
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Out4side  containers: 

Wooden  barrels  or  kegs  (lOC-llA,  IIB) 
WIC,  not  over  16  gal.  cap. 

Wooden  boxes  (ICC-15A,  15B,  15C,  16A, 
19A)  WIC.  not  over  16  gal.  cap. 

Fiber  or  plywood  dnuns  (ICC-21A,  22A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

In  column  6,  Required  conditions  for 
transportation — Ferry  vessel,  passenger 
or  vehicle,  insert  the  following: 

Perry  stowage  (AA). 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5,  5A,  5B,  5C,  6G)  not  over  110  gal. 
cap. 

(ICC-5M)  not  over  55  gal.  cap. 

(ICC-17C.  17E.  17H)  STC,  not  over  55  gal. 
cap. 

Aluminum  barrels  or  drums  (ICC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB)  not  over  50  gal.  cap. 
(ICC-llA,  IIB)  WIC.  not  over  16  gal.  cap. 
Wooden  boxes  (ICC-15A,  15B,  15C,  16A, 
19 A)  WIC.  not  over  16  gal.  cap. 
Plberboard  boxes: 

(ICC-12B)  WIC,  not  over  65  lb.  gr.  wt. 
(ICC-12E)  WIMC,  not  over  110  lb.  gr.  wt. 
Fiber  or  plywood  drums  (ICC-21A,  22A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

In  column  7,  Required  conditions  for 
transportation — R.  R.  car  ferry.  pas~ 
senger  or  vehicle,  insert  the  following: 

Ferry  stowage  (BB). 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5,  5A.  5B.  5C,  50)  not  over  110 
gal.  cap. 

(1CC-5M)  not  over  55  gal.  cap. 

(ICC-17C.  17E.  17H)  STC.  not  over  55 
gal.  cap. 

Aluminum  barrels  or  drums  (ICC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB)  not  over  50  gal.  cap. 
(ICC-llA.  IIB)  WIC,  not  over  16  gal. 
cap. 

Wooden  boxes  (ICC-15A.  15B.  15C.  16A, 
19A)  WIC,  not  over  16  gal.  cap. 
Flberboard  boxes: 

(ICC-12B)  WIC.  not  over  65  lb.  gr.  wt. 
(ICC-12E)  WIMC,  not  over  110  lb.  gr. 
wt. 

Fiber  or  pl3rwood  drums  (ICC-21A,  22A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

Tank  cars  (ICC-103.  103W.  103Ari-W,  104, 
104W.  104A.  104A-W,  105A300.  105A300W. 
105A400.  105A400W.  105A.'j00.  105A500W, 
105A600.  105A600W,  ARA-H,  ARA-III, 
ARA-IV,  ARA-IVA). 

Authorized  only  for  export  shipments: 

Steel  barrels  or  drums  (ICC-17X)  STC, 
not  over  55  gal.  cap. 

Wooden  boxes  (ICC-15X)  WIMC,  not  over 
10  gal.  cap. 

e.  Insert  the  following  item  after  item 
headed  “Ethyl  methyl  ketone”: 

In  column  1,  Descriptive  name  of  arti- 
tide,  insert  immediately  under  “Ethyl 
methyl  ketone”  the  following  descrip¬ 
tive  name: 

Methyl  ethyl  ketone. 

f.  Insert  the  following  item  after  item 
headed  “Isoprene”: 

In  column  1,  Descriptive  name  of  ar^ 
tide,  insert  the  following: 

Isopropyl  acetate. 


In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Colorless,  aromatic  liquid. 

Slightly  miscible  with  water. 

Flashpoint  36“  F. 

In  column  3,  Label  required,  insert  the 
following: 

Red. 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  insert  the 
following: 
stowage: 

“On  deck  protected.” 

“On  deck  under  cover.” 

“Tween  decks  readily  accessible.” 

“Under  deck  away  from  heat.” 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-5,  5A,  5B,  5C,  50)  not  over  110  gal. 
cap. 

Aluminum  barrels  or  drums  (ICC-42B, 
42C)  not  over  110  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA.  lOB)  not  over  50  gal.  cap. 
(ICC-llA,  IIB)  WIC.  not  over  16  gal.  cap. 
Wooden  boxes  (ICC-15A,  15B.  15C,  16A, 
19 A)  WIC,  not  over  16  gal.  cap. 
Fiberboard  boxes: 

(ICC-12B)  WIC.  not  over  65  lb.  gr.  wt. 
(ICC-12E)  WIMC.  not  over  110  lb.  gr.  wt. 
Fiber  or  plywood  drums  (ICC-21A,  22 A, 
22B)  WIC,  not  over  1  gal.  cap. 

Cylinders  as  prescribed  for  any  compressed 
gas  except  acetylene. 

Tank  cars  (ICC-103.  103W,  103AU-W.  104, 
104W.  104A.  104A-W,  105A300,  105A300W, 
105A400,  105A400W.  105A500.  105A500W, 
105A600.  105A600W,  ARA-II,  ARA-HI, 
ARA-IV,  ARA-IVA). 

In  columns  5,  6  and  7,  Required  condi~ 
tions  for  transportation,  insert  the  fol¬ 
lowing: 

Not  permitted. 

g.  Insert  the  following  item  after  the 
item  headed  “Methylacetone”: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 
Methylchloromethyl  ether,  anhydrous. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Clear,  colorless  liquid. 

Gives  off  fumes  which  are  irritating  to  the 
eyes. 

Flashpoint  about  0“F. 

Keep  cool. 

In  column  3,  Label  required,  insert  the 
following: 

Red. 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  insert  the 
following: 
stowage : 

“On  deck  protected.” 

“On  deck  under  cover." 

Outside  containers: 

Nickel  barrels  or  drums  (ICC-5K)  not  over 
55  gal.  cap. 

In  columns  5,  6,  and  7,  Required  condi¬ 
tions  for  transportation,  insert  the 
following: 

Not  permitted. 

SXTBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  INFLAMMABLE  SOLIDS  AND  OXIDIZING 
MATERIALS 

1.  Section  146.22-25  Exemptions  for 
inflammable  solids  and  oxidizing  mate¬ 


rials  is  amended  by  inserting  in  the  list 
in  paragraph  (d)  the  material  “lithium 
aluminum  hydride”  after  “isopropyl  per- 
carbonate,  unstabilized”  and  before 
“lithium  hydride.” 

2.  Section  146.22-100  Table  E — Classi¬ 
fication:  Inflammable  solids  and  oxidiz¬ 
ing  materials  is  amended  by  changing 
certain  requirements  for  certain  articles 
as  follows: 

a.  Insert  the  following  item  after  the 
item  headed  “Aluminum  dross”: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Aluminum,  metallic,  powdered. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

A  silvery  metal  in  the  form  of  powder. 

Forms  inflammable  and  explosive  mixtures 
with  air. 

Do  not  stow  with  inflammable  liquids  (red 
label)  or  acids  (white  label). 

Keep  dry. 

In  column  3,  Label  required,  insert  the 
following: 

Yellow. 

In  column  4,  Required  conditions  for 
transportation.  Cargo  vessel,  insert  the 
following: 
stowage: 

“On  deck  protected.” 

“Tween  decks  readily  accessible.” 

Outside  containers: 

Steel  barrels  or  drums: 

(ICC-6A)  not  over  55  gal.  cap. 

(ICC-6B,  6C)  not  over  110  gal.  cap. 
(ICC-17E,  17H.  37D,  37E,  37P)  STC,  not 
over  55  gal.  cap. 

Wooden  barrels  or  kegs: 

(ICC-lOA,  lOB,  IOC)  not  over  50  gal.  cap. 
(ICC-llA,  IIB)  WIC,  not  over  600  lb.  net 
wt. 

Wooden  boxes  (ICC-15A,  15B,  15C,  16A, 
19A)  WIC,  not  over  250  gr.  wt. 
Fiberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Fiber  drums  (ICC-21A,  21B)  not  over  220 
lb.  gr.  wt. 

Plywood  drums: 

(ICC-22A)  not  over  220  lb.  gr.  wt. 
(ICC-22B)  WIMC,  not  over  220  lb.  gr, 
wt. 

In  columns  5,  6,  and  7,  Required  condi¬ 
tions  for  transportation,  insert  the  fol¬ 
lowing: 

Nut  permitted. 

b.  Insert  the  following  item  after  the 
item  headed  “Pish  scrap  or  fish  meal, 
(containing  less  than  6  percent  or  more 
than  12  percent  moisture).** 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Hafnium  metal  powder  or  sponge,  dry. 

Note:  Hafnium  metal  of  particle  size  ex¬ 
ceeding  20  mesh  is  not  subject  to  the  regu¬ 
lations  in  this  table. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

An  inflammable,  amorphous,  black  powder  or 
grayish  brittle,  lustrous  lumps. 

Insoluble  in  water. 

Do  not  stow  with  cumbustlble  materials,  ex¬ 
plosives  or  acids  (white  label). 

In  column  3,  Label  required,  insert  the 
following: 

Yellow. 
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In  column  4,  Required  conditions  for 
transportation,  cargo  vessel,  insert  the 
following: 
stowage: 

“On  deck  protected.” 

“On  deck  under  cover.” 

Outside  containers: 

Wooden  boxes  (ICC-15A.  15B)  WIMC,  not 
over  75  lb.  gr.  wt. 

Fiberboard  boxes  (ICC-12B)  WIC,  not  over 
65  lb.  gr.  wt. 

Authorized  only  for  hafnium  metal  sponge 
(not  powder) : 

Metal  barrels  or  drums  (ICC-6A,  6B,  6C) 
not  over  30  gal.  cap. 

Metal  drums  (ICC-17H,  37D)  STC,  not  over 
30  gal.  cap. 

In  columns  5,  6,  and  7,  Required  condi¬ 
tions  for  transportation,  insert  the 
following : 

Not  permitted. 

c.  Insert  the  following  after  the  item 
“Hafnium  metal  powder  or  sponge,  dry” : 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Hafnium  metal  powder,  wet  or  sludge. 
Shipping  containers  shall  have  marked 
thereon  the  gross,  tare  and  net  weight  of 
the  package. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Hafnium  metal  powder,  wet  with  water,  or 
in  water. 

Check  gross  weight  of  container  to  be  cer¬ 
tain  no  leakage  has  occurred. 

Refuse  leaking  containers,  or  those  showing 
signs  of  having  leaked. 

In  column  3,  Label  required,  insert  the 
following : 

Yellow. 

In  column  4,  Required  conditions  for 
transportation,  cargo  vessels,  insert  the 
following; 

Stowage: 

“On  deck  protected.” 

“On  deck  under  cover.” 

Outside  containers: 

Wooden  boxes  (ICC-15A,  15B)  WIMC  ICC- 
2A  not  over  10  lb.  net  wt.  or  inside  metal 
drums  not  over  50  lb.  net  wt.,  gr.  wt.  not 
over  150  lb. 

Wooden  barrels  or  kegs  (ICC-lOA)  not 
over  75  lb.  net  wt. 

In  columns  5,  6  and  7,  Required  condi¬ 
tions  for  transportation,  insert  the  fol¬ 
lowing: 

Not  permitted. 

d.  Insert  the  following  item  after  the 
Item  headed  “Lauroyl  peroxide,  wet 
(•  •  •)”: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following : 

Lithium  aluminum  hydride. 

In  column  2,  Characteristic  properties, 
etc ,  insert  the  following: 

Light  porus  white  powder. 

Decomposes  to  lithium  hydride,  aluminum 
metal  and  hydrogen  above  130"  C.  without 
melting. 

Do  not  stow  with  explosives,  Inflammable 
liquids  (red  label)  or  acids  (white  label). 
Keep  cool  and  dry. 

In  column  3,  Label  required,  insert  the 
following: 

Yellow. 

In  column  4,  Required  conditions  for 
transportation.  Cargo  vessel,  insert  the 
following; 


stowage: 

"On  deck  protected.” 

"On  deck  under  cover.” 

"Tween  decks  readily  accessible.” 

Outside  containers : 

Wooden  boxes  (ICC-15A,  15B),  with  her¬ 
metically  sealed  metal  inside  containers 
not  over  1  gal.  cap.,  not  over  250  lb.  gr. 
wt. 

In  columns  5,  6,  and  7,  Required  condi¬ 
tions  for  transportation,  insert  the  fol¬ 
lowing: 

Not  permitted. 

e.  Insert  the  following  item  after  the 
item  headed  “Lithium  peroxide”: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Magnesium  dross. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Must  not  be  shipped  when  hot  or  when  con¬ 
taining  moisture  liable  to  cause  heating 
or  fire  during  transportation. 

Stow  in  dry,  well-ventilated  space. 

In  column  3,  Label  required,  insert  the 
following: 

No  label  required. 

.  In  columns  4, 5,  6,  and  7,  Required  con¬ 
ditions  for  transportation,  insert  the 
following: 

No  other  restrictions. 

f.  Amend  the  item  headed  “Phos¬ 
phorus,  white  or  yellow,  in  water”  as 
follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  by  adding  the  following: 

Note:  See  §  146.22-35  for  bulk  shipments. 

g.  Amend  the  item  headed  “Zirconium, 
metallic,  dry”  as  follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  delete  present  wording  and  insert  in 
lieu  thereof: 

Zirconium  metal  powder  or  sponge,  dry. 

Note:  Zirconium  metal  of  particle  size 
exceeding  20  mesh  is  not  subject  to  the  regu¬ 
lations  in  this  table. 

In  column  4,  Required  conditions  for 
transportation.  Cargo  vessels,  add  the 
following  under  “Outside  containers”: 

Authorized  only  for  zirconium  metal  sponge 
(not  powder) : 

Metal  barrels  or  drums  (ICC-6A,  6B,  6C) 
not  over  30  gal.  cap. 

Metal  drums  (ICC-17H,  37D)  STC,  not  over 
30  gal.  cap. 

h.  Amend  the  item  headed  “Zirconium, 
metallic,  wet  or  sludge”  as  follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  delete  the  present  wording  and 
insert  in  lieu  thereof : 

Zirconium  metal  powder,  wet  or  sludge. 
Shipping  containers  must  have  marked 
thereon  the  gross,  tare  and  net  weight  of 
the  package. 

In  column  4,  Required  conditions  for 
transportation,  cargo  vessels  under 
“Outside  containers”  delete  “Wooden 
boxes  (ICC-15A,  15B)  WIMC,  not  over 
150  lb.  gr.  wt.”  and  add  in  lieu  thereof 
the  following: 

Wooden  boxes  (ICC-15A,  15B)  WIMC,  ICC- 
2A  not  over  10  lb.  net  wt.  or  Inside  metal 
drums  not  over  50  lb.  net  wt..  gr,  wt.  not 
over  150  lb. 


SBBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  CORROSIVE  LIQUIDS 

Section  146.23-100  Table  F — Classifi¬ 
cation:  Corrosive  liquids  is  amended  by 
changing  certain  requirements  for  cer¬ 
tain  articles  as  follows: 

1.  Amend  the  item  headed  “Com¬ 
pounds.  cleaning,  liquid  (containing  hy¬ 
drofluoric  acid)”  as  follows: 

In  column  4,  Required  conditions  for 
transportation — Cargo  vessel,  add  the 
following  under  “Outside  containers”: 

Plywood  drums  (ICC-22B)  with  bag- type 
liners  of  type  and  material  approved  by 
Bureau  of  Explosives,  not  over  200  lb. 
gr.  wt. 

2.  Insert  the  following  item  after  the 
item  headed  “Hydrochloric  acid  mix¬ 
tures”: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Hydrochloric  (muriatic)  acid  solution.  In¬ 
hibited. 

In  column  2,  Characteristic  proper¬ 
ties,  etc.,  insert  the  following: 

See  “Hydrochloric  (muriatic)  acid”  above. 

In  column  3,  Label  required.  Insert  the 
following: 

White. 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  insert  the  fol¬ 
lowing  after  “Note:  Hydrochloric  acid  of 
not  over  20%  strength  by  weight 

*  ♦  •»«. 

Authorized  only  for  hydrochloric  (muriatic) 
acid  solution,  inhibited,  containing  not 
to  exceed  15  percent  hydrochloric  (mu¬ 
riatic)  acid: 

Metal  barrels  or  drums  (ICC-17H,  37D) 
STC,  not  over  5  gal.  cap.  Drums  must 
be  lined  throughout  with  a  pliable 
plastic  material  Impervious  to  the 
solution. 

3.  Amend  the  item  headed  “Sulfuric 
acid  (oil  of  vitriol)”,  as  follows; 

In  column  1,  Descriptive  name  of  ar¬ 
ticle.  delete  the  note  and  insert  a  new 
note  to  read  as  follows: 

Note:  See  S  146.23-35  for  bulk  shipments. 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  after  the  leg¬ 
end,  “For  sulfuric  acid  of  any  concentra¬ 
tion”  insert  the  following: 

Pl3rwood  drums  (ICC-22A,  22B)  WIC,  of  glass 
or  earthenware,  not  over  1  gal.  cap. 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  after  the  leg¬ 
end  "For  sulfuric  acid  of  concentrations 
77.5  percent  •  *  insert  the  follow¬ 
ing: 

Metal  barrels  or  drums  (IOC-5C)  Types  304, 
316,  or  347  stainless  steel  are  authorized 
only  for  66°  Baum^  sulfiiric  acid. 

SUBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  COMPRESSED  GASES 

Section  146.24-100  Table  G — Classifi¬ 
cation:  Compressed  gases  is  amended  by 
changing  certain  requirements  for  cer¬ 
tain  articles  as  follows: 

1.  Amend  the  item  headed  “Anhy¬ 
drous  ammonia”  as  follows: 

In  column  1,  Descriptive  name  of 
article,  insert  the  following: 

Note:  See  S  146.24-35  for  bulk  shipments. 
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2.  Amend  the  item  headed  “Chlorine" 
as  follows: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Note:  See  §  146.24-80  for  bulk  shipments. 

3.  Amend  the  items  with  the  following 
headings  as  indicated: 

a.  Dimethylamine,  anhydrous. 

b.  Monochlorodifluoromethane. 

c.  Monomethylamine,  anhydrous. 

d.  Trimethylamine.  anhydrous. 

In  columns  4  and  7,  Required  condi¬ 
tions  for  transportation,  where  trans¬ 
portation  is  permitted,  add  the  following 
under  outside  containers: 

Portable  tanks  (ICC-51)  not  over  8,000  lb. 

gr.  wt.  (fixed  length  dip  tube  gauging 

devices  are  not  acceptable). 

4.  Insert  the  following  item  after  the 
item  headed  “Nitrogen”: 

In  column  1,  Descriptive  name  of  arti¬ 
cle,  insert  the  following: 

Nitrogen  fertilizer  solution. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Noninfiammable  gas. 

In  column  3,  Label  required,  insert  the 
following: 

Green. 

In  column  4,  Required  conditions  for 
transportation — cargo  vessel,  insert  the 
following: 

stowage: 

“On  deck.** 

“Under  deck  away  from  heat.” 

Containers : 

Tank  cars  (ICC-105A300.  105A300W, 

106A500.  106A500X). 

In  columns  5  and  6,  Required  condi¬ 
tions  for  transportation — Passenger  ves¬ 
sel  and  Ferry  vessel,  passenger  or  vehicle, 
insert  the  following: 

(Shipped  only  In  tank  cars.) 

In  column  7,  Required  conditions  for 
transportation — R.  R.  car  ferry,  insert 
the  following: 

Perry  stowage  (BB). 

Containers: 

Tank  cars  (ICC-105A300,  105A300W,  106A- 
600,  106A500X). 

5.  Amend  the  item  headed  “Liquefied 
carbon  dioxide”  as  follows: 

In  column  4,  Required  conditions  for 
transportation — cargo  vessel,  insert  the 
following  under  “Authorized  only  for 
stowage:  ‘On  deck  protected’  or  ‘On  deck 
under  cover’”: 

Special  tank  containers  (approval  required). 

SUBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  POISONOUS  ARTICLES 

1.  Section  146.25-55  (b)  is  amended 
to  read  as  follows: 

§  146.25-55  Exemptions  for  poisons. 
Class  B.  •  *  * 

(b)  Poisonous  solids.  Class  B,  except 
cyanides,  other  than  those  specified  in 
paragraphs  (c)  .and  (d)  of  this  section, 
and  beryllium  metal  powder,  in  tightly 
closed  inside  containers,  securely  cush¬ 
ioned  when  necessary  to  prevent  break¬ 
age  and  packed  as  follows  are  exempt 
from  specification  packaging,  marking 
other  than  name  of  contents,  and  label¬ 
ing  requirements: 


(1)  In  Inside  glass,  earthenware,  or 
composition  bottles  or  jars,  or  metal  con¬ 
tainers,  or  lock-comer  sliding-hd  wood¬ 
en  boxes,  of  not  over  5  pounds  capacity 
each,  except  carbolic  acid  (phenol)  in 
glass  containers  must  not  exceed  1  pound 
capacity  each ;  or  chipboard,  pasteboard, 
or  fiber  cartons,  cans  or  boxes,  of  not  over 
1  poimd  capacity  each,  packed  in  outside 
wooden  or  fiberboard  boxes,  or  wooden 
barrels  or  kegs.  Net  weight  of  contents 
of  outside  container  not  over  100  pounds. 

(2)  In  inside  chipboard,  pasteboard, 
or  fiber  cartons,  cans,  or  boxes,  of  not 
over  5  pounds  capacity  each,  packed  in 
outside  fiberboard  or  wooden  boxes.  Not 
more  than  6  of  these  cartons  shall  be 
packed  in  any  outside  container. 

2.  Section  146.25-200  Table  H — Classi¬ 
fication:  Class  B;  less  dangerous  poisons 
is  amended  by  changing  certain  require¬ 
ments  for  certain  articles  as  follows: 

a.  Amend  the  item  headed  “Aldrin 
mixture,  liquid”  as  follows: 

In  column  1,  Descriptive  name  of 
article,  delete  present  wording  and  in¬ 
sert  in  lieu  thereof  the  following: 

Aldrin  mixtures,  liquid,  with  more  than  15 
percent  aldrin. 

Aldrin  mixtures,  liquid,  containing  not  more 
than  15  percent  aldrin  and  no  other  ma¬ 
terial  classed  as  dangerous  under  these 
regulations,  are  exempt  from  specification 
packaging,  marking  other  than  name  of 
contents,  and  labeling  requirements. 

b.  Amend  the  item  headed  “Chlor- 
picrin  mixtures  (containing  no  com¬ 
pressed  gas  or  poisonous  liquid.  Class 
A)”  as  follows: 

In  column  4,  Required  conditions  for 
transportation,  cargo  vessel,  insert  the 
following: 

Authorized  only  for  chlorplcrin  mixtures 
containing  not  to  exceed  15  percent 
chlorplcrin  by  weight  and  only  authorized 
for  such  mixtures  not  classed  as  inflam¬ 
mable  under  the  regulations  in  this  table: 
Metal  barrels  or  drums  (ICC-17C,  17E)  STC, 
not  over  30  gal.  cap. 

c.  Amend  the  item  headed  "Methyl 
bromide,  liquid  (bromomethane)  ”  as 
follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following : 

Methyl  bromide  and  ethylene  dibromide 
mixtiues,  liquid. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

See:  Methyl  bromide,  liquid  (bromometh¬ 
ane). 

In  column  3,  Label  required,  insert  the 
following: 

Poison, 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  insert  the  fol¬ 
lowing  after  last  entry: 

Authorized  only  few  mixtures  containing  not 
over  40  percent  by  weight  of  methyl 
bromide : 

Metal  barrels  or  drums  (ICC-17C)  STC,  not 
over  5  gal.  cap. 

d.  Amend  the  item  headed  “Parathion 
mixtures,  dry”  as  follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Methyl  parathion  mixtures,  dry. 


In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

See:  Parathion  mixtures,  dry. 

In  column  3,  Label  required,  insert  the 
following: 

Poison. 

e.  Amend  the  item  headed  “Tetraethyl 
pyrophosphate,  mixture,  dry,  etc.”  as 
follows: 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  insert  the 
following: 

Note:  Dry  mixtures  containing  not  more 
than  2  percent  by  weight  of  tetraethyl 
pyrophosphate,  tetraethyl  dithio  pyrophos¬ 
phate,  or  hexaethyl  tetraphosphate,  and  in 
which  the  liquid  is  absorbed  in  an  inert  ma¬ 
terial,  are  exempt  from  specifleation  pack¬ 
aging,  marking  other  than  name  of  contents 
and  labeling  requirements. 

SUBPART — DETAILED  REGULATIONS  GOVERN¬ 
ING  COMBUSTIBLE  LIQUIDS 

Section  146.26-100  Table  J — Classi¬ 
fication:  Combustible  liquids  is  amended 
by  adding  the  article  "cement,  container, 
liquid”  in  column  1  immediately  follow¬ 
ing  the  item  headed  “cement,  leather.” 

SUBPART — ^DETAILED  REGULATIONS  GOVERN¬ 
ING  HAZARDOUS  ARTICLES 

Section  146.27-100  Table  K — Classifi¬ 
cation:  Hazardous  articles  is  amended 
by  changing  certain  requirements  for 
certain  articles  as  follows: 

1.  Amend  the  item  “Bleaching  powder, 
dry,  *  •  *  ”  to  read  as  follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  delete  the  present  descriptive  name 
and  text  and  insert  the  following  in  lieu 
thereof: 

Bleaching  powder,  dry.  containing  less  than 
39  percent  available  chlorine. 

Chlorinated  lime  (chloride  of  lime). 

(For  calcium  h3rpochlorite  compounds,  dry, 
and  lithium  hypochlorite  compounds,  dry, 
containing  more  than  39  percent  available 
chlorine,  see  “Calcium  hypochlorite  com¬ 
pounds,  dry  •  •  •“  in  §  146.22-100.) 

(R.  S.  4405,  as  amended,  4462,  as  amended, 
and  4472,  as  amended;  46  U.  S.  C.  375,  416, 
170.  Interpret  cw  apply  sec.  5,  65  Stat.  244, 
as  amended;  50  U.  S.  C.  App.  1275,  and  E.  0. 
10402,  17  F.  R,  9917;  3  CFR,  1952  Supp.) 


Part  147 — Regulations  Governing  Usb 
OP  Dangerous  Articles  as  Ships’ 
Stores  and  Supplies  on  Board  Vessels 

DETAILED  REGULATIONS  GOVERNING  USE  OT 
SHIPS’  STORES  AND  SUPPLIES 

1.  Part  147  is  amended  by  adding  a 
new  §  147.04-5  reading  as  follows: 

§  147.04-5  Liquefied  carbon  dioxide 
for  permanently  installed  fire  extin¬ 
guishing  systems.  Liquefied  carbon  di¬ 
oxide  for  permanently  installed  fire  ex¬ 
tinguishing  system  may  be  carried  on 
board  any  character  of  vessel  subject  to 
the  regulations  of  this  part  in  compli¬ 
ance  with  the  following  conditions: 

(a)  The  storage  tank(s)  shall  meet 
the  requirements  for  CTlass  I  or  Class  II 
arc-welded  unfired  pressure  vessels,  and 
shall  be  fabricated,  inspected  and  tested 
in  accordance  with  the  applicable  re¬ 
quirements  of  Subchapter  F  (Marine  En¬ 
gineering)  of  this  Chapter, 
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(b)  The  specifications  and  installation 
of  the  storage  tank,  appurtenances  and 
system  shall  be  as  approved  by  the  Com- 
inandant  of  the  U.  S.  Coast  Guard. 

2.  Section  147.05-100  Table  S — Classi¬ 
fication:  Ships’  stores  and  supplies  of  a 
dangerous  nature  is  amended  by  chang¬ 
ing  certain  requirements  for  certain 
items  as  foUows: 

a.  Amend  the  item  headed  “Carbon 
dioxide”  as  follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following  under  “Car¬ 
bon  dioxide”; 

Liquefied  carbon  dioxide. 

In  column  2,  Characteristic  properties, 
etc.,  delete  the  present  wording  and  in¬ 
sert  in  lieu  thereof  the  following: 

For  use  on  board  domestic  vessels  as  a  fire 
extingtilshlng  agent,  when  contained  In 
cylinders  or  approved  storage  tanks. 

Honin flammable  gas. 

Will  cause  suffocation  if  breathed  in  exces¬ 
sive  quantities. 

Odorless. 

Heavier  than  air. 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  amend  the 
present  wording  to  read  as  follows: 

Pennitted  for  use  on  board  any  character  of 
vessel  as  a  fire  extinguishing  agent  when 
contained  in  cylinders  meeting  the  re¬ 
quirements  of  §  147.04-1,  or  storage  tanks 
meeting  the  requirements  of  S  147.04-5. 

b.  Insert  the  following  item  after  the 
Item  headed  “Ships’  signal  and  emer¬ 
gency  equipment  •  •  •  Water  lights”, 
as  follows: 

In  column  1,  Descriptive  name  of  ar¬ 
ticle,  insert  the  following: 

Starting  fiuid.  Inflammable,  in  metal  cart¬ 
ridges.  Not  permitted  when  packaged  in 
gelatin  capsules. 

In  column  2,  Characteristic  properties, 
etc.,  insert  the  following: 

Used  for  starting  engines  in  cold  weather, 
flashpoint  below  O'  F. 

ICust  be  contained  in  metal  cartridges  that 
will  not  rupture  when  exposed  to  temper- 
atxires  of  500*  P.  or  below. 

Protect  from  excessive  temperatures. 

In  column  3,  Label  required,  insert  the 
following: 

No  label  required. 

In  columns  4,  5,  6  and  7,  Required  con¬ 
ditions  for  transportation,  insert  the 
following; 

Stowage:  In  metal  locker  selected  and  super¬ 
vised  by  the  chief  engineer,  with  the 
knowledge  and  approval  of  the  master. 

(R.  S.  4405,  as  amended,  4462,  as  amended. 
Mid  4472.  as  amended;  46  U.  S.  C.  375,  416, 
no.  Interpret  or  apply  sec.  5,  55  Stat.  244, 
88  amended:  50  U.  S.  C.  App.  1275,  and  E.  O. 
10402,  17  P.  R.  9917;  3  CPR,  1952  Supp.) 


Subchapter  Q — Specifications 

Part  160 — Lifesaving  Equipment 

1.  Subpart  160.021,  consisting  of  the 
center  heading  and  §§  160.021-1  to 
160.021-7,  is  amended  to  read  as 
follows; 

No.  152 - 3 


SUBPART  160.021 — SIGNALS,  DISTRESS,  RAND 
RED  FLARE,  FOR  MERCHANT  VESSELS 

Sec. 

160.021-1  Applicable  specifications  and 
plans. 

160.021-2  Type. 

160.021-3  Materials,  workmanship,  con¬ 
struction  and  performance  re¬ 
quirements. 

160.021-4  Sampling,  inspections,  condition¬ 
ing,  and  tests. 

160.021-5  Labeling  and  marking. 

160.021-6  Container. 

160.021-7  Procedure  for  approval. 

Authority:  §§  160.021-1  to  160.021-7  is¬ 
sued  under  R.  S.  4405,  as  amended,  and  4462, 
as  amended.  46  U.  S.  C.  375,  416.  Interpret 
or  apply  R.  S.  4417a,  as  amended,  4426,  as 
amended,  4488,  as  amended,  4491,  as  amended, 
secs.  1  and  2,  49  Stat.  1544,  as  amended,  sec.  3, 
54  Stat.  346,  as  amended,  and  sec.  5,  55  Stat. 
244,  245,  as  amended;  46  U.  S.  C.  391a,  404, 
481,  489,  367,  1333,  50  U.  S.  C.  App.  1275;  E.  O. 
10402,  17  P.  R.  9917,  3  CPR.  1952  Supp. 

§  160.021-1  Applicable  specifications 
and  plans — (a)  Specifications.  There 
are  no  other  specifications  applicable  to 
this  subpart. 

(b)  Plans.  The  following  plans,  of  the 
issue  in  effect  on  the  date  hand  red  flare 
distress  signals  are  manufactured,  form 
a  part  of  this  specification. 

(1)  Drawing  No.  160.021-2  (a) — Hand  Red 
Plare  Distress  Signal,  General  Arrangement. 

(2)  Drawing  No.  160.021-6  (a) — Container 
for  Hand  Red  Plare  Distress  Signals. 

(c)  Copies  on  file.  Copies  of  the  plans 
referred  to  in  this  section  shall  be  kept 
on  file  by  the  manufacturer,  together 
with  the  approved  plans  and  certificate 
of  approval.  The  Coast  Guard  draw¬ 
ings  may  be  obtained  upon  request  from 
the  Commandant  (MMT) ,  United  States 
Coast  Guard,  Washington  25,  D.  C. 

§  160.021-2  Type,  (a)  Hand  red  flare 
distress  signals  specified  by  this  subpart 
shall  be  of  one  type  which  shall  consist 
essentially  of  a  wooden  handle  to  which 
is  attached  a  tubular  casing  having  a 
sealing  plug  at  the  handle  end,  the  cas¬ 
ing  being  filled  with  a  fiare  composition 
and  having  a  button  of  ignition  material 
at  the  top,  with  a  removable  cap  having 
a  friction  striking  material  on  its  top 
which  may  be  exposed  for  use  by  pulling 
a  tear  strip.  The  flare  is  ignited  by 
scraping  the  friction  striker  on  top  of  the 
cap  against  the  igniter  button  on  top  of 
the  flare.  The  general  arrangement  of 
the  flare  is  shown  by  Drawing  No. 
160fi21-2  (a).  Alternate  arrangements 
which  conform  to  all  the  performance 
requirements  of  this  specification  (and 
other  arrangements  which  conform  with 
all  performance  requirements  except 
candlepow  er  and  burning  time,  but  pro¬ 
vide  not  less  than  3,000  candle-minutes 
with  a  minimum  of  Vz  minute  burning 
time)  will  be  given  special  consideration. 

§  160.021-3  Materials,  workmanship, 
construction  and  performance  require¬ 
ments — (a)  Materials.  The  materials 
shall  conform  strictly  to  the  specifica¬ 
tions  and'  drawings  submitted  by  the 
manufacturer  and  approved  by  the  Com¬ 
mandant.  The  color  of  the  tube  shall  be 
red.  Flare  compositions  containing 
sulphur  shall  not  contain  more  than  2.6 
percent  of  potassium  chlorate  or  an 
equivalent  amount  of  any  other  chlorate. 


Flare  compositions  containing  chlorates 
in  any  quantity  shall  not  contain  any 
ammonium  salts. 

(b)  Workmanship.  Hand  red  flare 
distress  signals  shall  be  of  first  class 
workmanship  and  shall  be  free  from  im¬ 
perfections  of  manufacture  affecting 
their  appearance  or  that  may  affect 
their  serviceability.  Moistureproof  coat¬ 
ings  shall  be  applied  uniformly  and  shall 
be  free  from  pinholes  or  other  visible  de¬ 
fects  which  would  impair  their  use¬ 
fulness. 

(c)  Construction.  The  casing  shall  be 
fitted  and  secured  to  the  handle  with  not 
less  than  a  one-inch  overlap  and  shall 
be  attached  to  the  handle  in  such  a  man¬ 
ner  that  failure  of  the  joint  will  not 
occur  during  tests,  ignition,  or  operation. 
The  plug  shall  be  securely  affixed  in  the 
casing  to  separate  the  flare  composition 
from  the  wooden  handle.  The  flare  com¬ 
position  shall  be  thoroughly  mixed  and 
be  uniformly  compressed  throughout  to 
preclude  variations  of  density  which  may 
adversely  affect  uniformity  of  its  burning 
characteristics.  The  cap  shall  have  a 
lap  fit  of  not  less  than  one  inch  over  the 
end  of  the  casing  and  flare  composition 
to  entirely  and  securely  protect  the  ex¬ 
posed  surface  of  the  igniter  button  and 
end  of  flare  composition  and  casing,  and 
shall  have  an  inner  shoulder  so  con¬ 
structed  that  it  is  mechanically  impos¬ 
sible  for  the  inner  surface  of  the  cap  to 
come  in  contact  with  the  igniter  button. 
The  cap  shall  be  securely  attached  to  the 
casing  in  such  manner  as  to  preclude 
its  accidental  detachment.  The  cap 
shall  be  provided  on  its  top  with  a  fric¬ 
tion  striking  material  which  shall,  by  a 
pull  of  the  tear  strip,  be  entirely  exposed 
for  striking  the  friction  igniter  button. 
The  igniter  button  shall  be  non-water 
soluble  or  be  protected  from  moisture  by 
a  coating  of  some  waterproof  substance, 
and  shall  be  raised  or  exposed  in  such 
manner  as  to  provide  positive  ignition 
by  the  friction  striker.  The  igniter  but¬ 
ton  shall  be  firmly  secured  in  or  on  the 
top  of  the  flare  composition;  the  arrange¬ 
ment  shall  be  such  that  the  ignition  will 
be  transmitted  to  the  flare  composition. 
The  assembled  flare,  consisting  of  tear 
strip,  cap,  casing,  and  upper  portion  of 
the  handle,  shall  be  sealed  and  treated  to 
protect  the  flare  from  deterioration  by 
moisture.  The  protective  waterproof 
coating  shall  be  applied  so  none  adheres 
to  the  friction  striking  surface.  Special 
consideration  will  be  given  to  alternate 
waterproofing  of  the  signal  by  means  of 
a  water-resistant  coating  on  the  signal 
plus  packaging  in  a  sealed  plastic  water¬ 
proof  bag  satisfactory  to  the  Comman¬ 
dant. 

(d)  Performance.  Signals  shall  meet 
all  the  inspection  and  test  requirements 
contained  in  §  160.021-4. 

§  160.021-4  Sampling,  inspections, 
conditioning,  and  tests — (a)  Classifica¬ 
tion  of  tests.  The  methods  of  sampling, 
inspections,  and  tests  conducted  upon 
hand  red  flare  distress  signals  shall  be 
considered  as  falling  within  one  of  the 
following  general  classifications: 

(1)  Qualification  (type  or  brand  ap¬ 
proval)  tests; 
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(2)  Production  check  tests  (at  the 
place  of  manufacture) ;  and 

(3)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory). 

(b)  Qualification  (type  or  brand  op- 
proval)  tests.  Pre-approval  samples,  se¬ 
lected  in  accordance  with  S  160.021-7  (c) , 
shall  be  tested  in  accordance  with  the 
testing  schedules  indicated  by  subpara¬ 
graphs  (1)  and  (2)  of  this  paragraph  to 
determine  qualification  for  type  or  brand 
approval.  The  cost  of  the  tests  shall  be 
borne  by  the  manufacturer. 

(1)  Operational  tests,  (i)  Subject  18 
specimens  to  water  resistance  condi¬ 
tioning,  paragraph  (d)  of  this  section, 
following  which  subject  them  to  tests  as 
indicated  by  Table  160.021-4  (b)  (1)  (i). 


Table  160.021-4  (b)  (1)  (i) 


lA*t- 

U*r 

Mcnti- 

luiitiun 

Num¬ 
ber  of 

niens 

Kind  of  tests 

Paragraph 

refereiioea 

• _ 

8 

Iirnition  and  buminR 

160  021-4  (e) 

characteristics,  and 

and  (f). 

buminR  time. 

h . 

2 

I^nderwater  burning.. 

160.021-4  (g). 

c _ 

2 

WaterproofinR  of  i(t- 

160.(r2l  4  (h) 

niter  button  and 

and  (f). 

burning  time. 

d . 

2 

BendinR  strenRth..... 

160  021-4  (i). 

2 

Tensile  strength . 

16(».  (r2l-4  (j). 

f . 

2 

Burning  time  and 

160.021-4  (f) 

caudlepower. 

and  (k). 

(ii)  The  magnitude  of  the  failures  in 
these  tests  shall  be  determined  as  indi¬ 
cated  by  Table  160.021-4  (b)  (1)  (ii). 
In  the  case  of  concurrent  or  simultane¬ 
ous  defects,  penalties  will  not  be  applied 
cumulatively,  but  only  for  the  greatest 
defect. 

Table  160.021-4  (b)  (1)  (iO 


lA*tter 

bbHiti- 

flcalion 

Kind  of  defects 

Per¬ 

centage 

of 

failtuo 

Failure  to  ignite _ _ 

100 

b . 

Ignites  in  air  and  burns  under  water 
less  than  50  iteroeut  of  specified 
time. 

100 

• . 

Ignites  in  air  and  bums  under  water 
at  least  50  percent  but  letw  than 
100  |»eroent  of  specifi»*d  time. 

SO 

d . 

Bending  strength,  complete  failure.. 

100 

e _ .... 

Bending  strength,  deflmion  at  cen¬ 
ter  more  than  inch. 

50 

f . 

Ten.sil®  strength,  complete  failure... 

100 

1? _ .... 

50 

h . 

Nonuniform  burning  intensity . 

50 

i . 

Chimneys  .so  as  to  materially  ob¬ 
scure  the  flame. 

25 

J . 

Fire  flashes  down  between  easing 
and  handle  so  as  to  endanger 
burning  the  band. 

60 

k . 

Bjirning  time  less  than  70  percent  of 
siiecifle<l  time. 

100 

1 . 

Burning  time  at  lea.st  70  percent 
bTit  k'ss  than  80  percent  of  stMH:i- 
fled  time. 

75 

m . 

Burning  time  at  lea.st  80  percent  but 
less  than  90  percent  of  s(iecified 
time. 

SO 

n _ 

Burning  time  at  least  00  percent  but 
less  than  100  p»'rcent  of  siiCciflcd 
time. 

25 

0 . 

.4v»‘rage  candlepower  less  than  70 
l>ercent  of  that  required. 

100 

p . 

A  verage  candle|>pwer  at  U“a.st  70  per¬ 
cent  but  less  than  80  {leroent  of 
that  required. 

76 

q . 

-Average  candWqHiwer  at  lea.st  80  per- 
wnt  but  less  than  iW  (leroeut  of 
that  required. 

so 

r . i.. 

.Average  candlepower  at  least  90  per¬ 
cent  but  les.s  than  100  (lerocut  of 
that  required. 

25 

(iii)  The  average  percentage  of  failure 
is  computed  as  the  sum  of  the  percent¬ 
ages  of  failure  divided  by  the  number  of 


specimens  tested.  The  average  percent¬ 
age  of  failure  shall  not  exceed  15  percent. 

(2)  Technical  tests.  (i)  Subject  6 
specimens  to  tests  as  indicated  by  Table 
160.021-4  (b)  (2)  (i). 


Table  100.021-4  (b)  (2)  (i) 


I>et- 

ter 

identi¬ 

fication 

Num¬ 
ber  of 
si*eci- 
incus 

Kind  of  tests 

Paragrat>h 

references 

A  .  . 

2 

Elevated  temperature. 

100.021-4  (1). 

h _ 

2 

humidity,  and  stor¬ 
age. 

Temiierature  of  igni¬ 
tion. 

100.021-4  (ni). 

2 

100.021-4  (n). 

(ii)  No  deviations  from  the  require¬ 
ments  are  permitted  for  these  tests. 

(c)  Sampling,  inspections,  and  tests  of 
signals  from  production  lots.  The  pro¬ 
duction  of  hand  red  flare  distress  signals 
produced  under  an  official  type  or  brand 
approval  shall  be  checked  for  compliance 
with  this  specification  in  the  manner  set 
forth  below. 

(1)  Lot  size  and  sampling  procedure. 
For  purposes  of  sampling  the  production 
of  hand  red  flare  distress  signals,  a  lot 
shall  consist  of  not  more  than  3,000  sig¬ 
nals.  A  new  lot  shall  be  started  with  any 
change  or  modification  in  raw  materials 
or  manufacturing  methods.  Lots  shall 
be  numbered  serially  by  the  manufac¬ 
turer,  and  the  lot  number  shall  be  plainly 
and  indelibly  marked  on  the  label  of  each 
signal  in  the  lot,  A  marine  inspector 
shall  select  at  random  from  each  lot  a 
sample  consisting  of  18  specimen  signals 
for  inspection,  conditioning,  and  testing 
at  the  place  of  manufacture. 

(2)  Inspections  (at  the  place  of  man~ 
ufacture).  The  marine  inspector  shall 
be  admitted  to  the  place  of  manufacture 
and  shall  familiarize  himself  with  the 
various  operations  involved  in  the  man¬ 
ufacturing  process  and,  from  observa¬ 
tion  during  manufacture,  satisfy  him¬ 
self  that  hand  red  flare  distress  signals 
are  being  made  in  general  accordance 
with  this  subpart  and  of  materials  and 
parts  conforming  strictly  with  the  speci¬ 
fications  and  drawings  submitted  by  the 
maniifacturer  and  approved  by  the  Com¬ 
mandant.  Specimens  or  samplings  of 
materials  entering  into  construction  may 
be  taken  at  random,  either  in  the  raw 
material  state  or  during  manufacture, 
by  the  marine  inspector  and  tests  made 
for  compliance  with  the  applicable  re¬ 
quirements.  The  test  specimens  com¬ 
prising  the  sample,  selected  in  accord¬ 
ance  with  subparagraph  (1)  of  this 
paragraph,  shall  be  examined  by  the 
marine  inspector  for  surface  defects. 

(3)  Production  check  tests  (at  the 
place  of  manufacture) .  The  manufac¬ 
turer  shall  provide  a  suitable  place  and 
the  necessary  apparatus  for  the  use  of 
the  marine  inspector  in  conducting  such 
production  check  tests  as  are  done  at  the 
place  of  manufacture.  Samples  from 
production  lots,  selected  in  accordance 
with  subparagraph  (1)  of  this  para¬ 
graph.  shall  be  tested  at  the  place  of 
manufacture  in  accordance  with  the 
testing  schedule  provided  by  paragraph 
(b)  (1)  of  this  section.  Any  unusual  dis¬ 
crepancies  shall  be  considered  cause  for 
obtaining  an  additional  sample  consist¬ 


ing  of  24  specimen  signals  for  tests  at  a 
Government  laboratory  as  provided  in 
subparagraph  (4)  of  this  paragraph. 

(4)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory) .  Tests  at  a  Govern- 
ment  laboratory  shall  be  made  on  not 
less  than  one  sample  from  each  ten  pro¬ 
duction  lots  of  signals,  or  not  less  than 
once  in  each  year,  whichever  occurs  more 
frequently.  Sampling  and  inspection 
shall  be  made  at  the  place  of  manufac¬ 
ture  as  provided  by  subparagraphs  (1) 
and  (2)  of  this  paragraph,  except  that 
the  sample  shall  consist  of  24  specimen 
signals  and  shall  be  in  addition  to  the 
specimen  signals  v/hich  are  tested  at  the 
place  of  manufacture.  The  sample  shall 
be  forwarded  prepaid  by  the  manufac¬ 
turer  to  the  Commandant.  Tests  at  the 
Government  laboratory  shall  be  con¬ 
ducted  in  accordance  with  paragraphs 
(b)  (1)  and  (2)  of  this  section.  Failure 
to  meet  the  requirements  shall  be  cause 
for  discontinuing  further  production 
check  tests  at  the  place  of  manufacture 
until  retests  of  new  samples  at  a  Govern¬ 
ment  laboratory  show  correction  of  the 
deficiency  found. 

(d)  Conditioning  of  test  specimens— 
water  resistance.  Immerse  specimen 
horizontally  with  uppermost  portion  of 
the  signal  approximately  1  inch  below 
the  surface  of  the  water  for  a  period  of 
24  hours.  The  test  specimen  shall  func¬ 
tion  properly  after  this  conditioning.  If 
the  signal  is  protected  by  alternate  wa¬ 
terproofing  consisting  of  a  water-resist¬ 
ant  coating  on  the  signal  plus  packaging 
in  a  sealed  plastic  waterproof  bag,  the 
24-hour  water  immersion  conditioning 
will  be  conducted  while  the  signal  is  in 
the  sealed  plastic  waterproof  bag  and  will 
be  followed  by  an  additional  immersion 
of  the  bare  signal  (i.  e.,  after  removal 
from  the  bag)  1  inch  below  the  surface 
of  the  water  for  a  period  of  10  minutes. 

(e)  Ignition  and  burning  characteris¬ 
tics.  Test  specimens  shall  not  ignite  ex¬ 
plosively  in  a  manner  that  might  be 
dangerous  to  the  user  or  persons  close  by. 
Test  specimens  shall  ignite  and  bum 
satisfactorily  with  uniform  intensity. 
The  plug  separating  the  flare  composi¬ 
tion  from  the  handle  shall  in  no  case 
allow  flame  or  hot  gases  to  pass  through 
it  or  between  it  and  the  casing  in  such 
manner  as  might  burn  the  hand  while 
holding  the  signal  by  the  handle. 

(f)  Burning  time.  The  burning  time 
of  a  specimen  shall  be  obtained  by  stop 
watch  measurements  from  the  time  posi¬ 
tive  flame  is  emitted  until  it  ceases.  Test 
specimens  shall  burn  in  air  not  less 
than  2  minutes. 

(g>  Under  water  burning.  Ignite 
specimen  and  let  it  burn  about  5  seconds 
in  air.  Submerge  the  burning  signal  in 
water  in  a  vertical  position  with  head 
down.  Obtain  under  water  burning  time 
by  stop  watch  measurements  from  time 
of  submersion  until  positive  flame  emis¬ 
sion  ceases.  The  test  specimen  shall 
burn  under  water  not  less  than  5  seconds 
when  subjected  to  this  test, 

(h)  Waterproofing  of  igniter  button. 
Remove  the  cap  from  the  test  specimen. 
Place  head  of  specimen  without  cap 
about  one  inch  under  the  surface  of 
water  for  approximately  5  minutes.  Re¬ 
move  specimen  from  the  water  and  wipe 
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dry.  The  specimen  shall  ignite  properly 
after  this  submersion. 

(i)  Bending  strength.  Place  the  spec¬ 
imen  on  supports  six  inches  apart.  At¬ 
tach  a  weight  of  80  pounds  to  a  length 
of  wire.  Hang  the  weight  from  the  sup¬ 
ported  signal  by  looping  the  wire  aroimd 
the  signal  approximately  equidistant 
from  the  two  points  of  support.  Let  the 
weight  hang  approximately  5  minutes. 
The  test  specimen  shall  not  deflect  more 
than  Va  inch,  nor  shall  the  joint  between 
the  casing  and  the  handle  fail,  when 
subjected  to  this  test. 

(j)  Tensile  strength.  Place  the  speci¬ 
men  in  a  chuck  firmly  holding  it  about 
^  inch  below  the  cap.  Attach  a  weight 
of  80  pounds  to  a  length  of  wire.  Hang 
the  weight  from  the  supported  signal  by 
looping  the  wire  through  a  hole  bored 
perpendicular  to  and  through  the  axis 
of  the  handle.  Let  the  weight  hang  ap¬ 
proximately  5  minutes.  The  test  speci¬ 
men  shall  not  show  noticeable  distortion, 
nor  shall  the  joint  between  the  casing 
and  handle  fail,  when  subjected  to  this 
test. 

(k)  Candlepower.  The  candlepower 
of  each  specimen  tested  shall  be  meas¬ 
ured  by  a  visual  photometer  or  equiva¬ 
lent  photometric  device,  while  the  speci¬ 
men  is  supported  in  a  horizontal  position 
and  the  photometer  is  at  right  angles 
to  the  axis  of  the  specimen.  Visual  can¬ 
dlepower  readings  shall  be  observed  and 
recorded  at  approximat^ely  20  second 
intervals  during  the  burning  of  the  speci¬ 
men.  The  minimum  photometric  dis¬ 
tance  shall  be  10  feet.  Recording  pho¬ 
tometers  shall  have  a  chart  speed  of  at 
least  1  inch  per  minute.  The  candle- 
power  of  the  specimen  shall  be  computed 
as  the  arithmetical  average  of  the  read¬ 
ings  recorded.  The  average  Imninous 
Intensity  of  a  test  specimen  shalLbe  not 
less  than  500  candlepower.  • 

(l)  Elevated  temperature,  humidity 
and  storage.  Place  specimen  in  a  ther¬ 
mostatically  controlled  even-tempera¬ 
ture  oven  held  at  90®  C.  with  not  less  than 
90  percent  relative  hiunidity  for  72  hours. 
Remove  specimens  and  store  at  room 
temperature  (20®  to  25®  C.)  with  approx¬ 
imately  65  percent  relative  humidity  for 
10  days.  If  for  any  reason  it  is  not  pos¬ 
sible  to  operate  the  oven  continuously 
for  the  72-hour  period,  it  may  be  oper¬ 
ated  at  the  required  temperature  and 
humidity  for  8  hours  out  of  each  24  dur¬ 
ing  the  72-hour  conditioning  period. 
(Total  of  24  hours  on  and  48  hours  off.) 
The  signal  shall  not  ignite  or  decompose 
during  this  conditioning.  The  signal 
shall  ignite  and  operate  satisfactorily 
following  this  conditioning. 

(m)  Temperature  of  ignition  of  signal 
materials.  The  test  shall  be  conducted  in 
a  uniformly  heated  gas  or  electric  oven 
with  a  chamber  of  at  least  6"  x  6"  x  9" 
inside  measurement.  If  gas  heated,  the 
oven  should  be  of  jacketed  type  with  the 
products  of  combustion  of  the  heating 
gas  excluded  from  the  inner  chamber. 
The  oven  should  be  provided  with  an 
opening  or  openings  at  the  top  of  at  least 
%  square  inch  in  area  to  give  air  circula¬ 
tion  within.  A  suitable  600°  F.  3 -inch 
immersion  thermometer  or  thermocouple 
shall  be  inserted  through  a  sleeve  in  the 
top  of  the  oven.  A  shelf  of  perforated 
Sheet  metal  shall  be  provided  at  the  mid¬ 


height  of  the  oven.  A  wire  screen  cup  y2 
inch  in  diameter  by  %  inch  high  shall  be 
provided.  The  materials  to  be  tested 
shall  be  placed  to  a  depth  of  Vz  inch  in 
the  wire  screen  cup.  (Ordinarily, 
materials  adjacent  to  each  other  in  the 
assembled  signal  will  be  blended  together 
for  the  test;  materials  non-ad jacent 
ordinarily  will  not  be  blended  together 
for  the  test.)  The  cup  then  shall  be 
placed  on  the  shelf  so  as  to  be  within  Vz 
inch  to  Va  inch  from  the  bulb  of  the 
thermometer  or  the  junction  of  the 
thermocouple.  The  temperature  of  the 
oven  is  to  be  raised  to  about  284®  F. 
(140®  C.)  at  a  convenient  rate,  after 
which  the  temperature  is  to  be  raised  at 
a  rate  not  to  exceed  2®  F.  per  minute 
until  ignition  occurs  or  338®  F.  (170®  C.) 
has  been  reached.  Time  and  tempera¬ 
ture  readings  at  30  second  intervals  and 
also  time  at  which  ignition,  if  such  oc¬ 
curs,  are  to  be  recorded.  If  ignition 
occurs,  the  approximate  ignition  tem¬ 
perature,  to  be  reported,  can  be  obtained 
by  extrapolation  from  the  time-tempera¬ 
ture  data.  Alternate  test  methods  wull 
be  given  special  consideration  by  the 
Coast  Guard.  The  temperature  of  igni¬ 
tion  of  the  signal  materials  shall  be  not 
less  than  338®  F.  (170®  C.). 

(n)  Chromaticity.  In  order  to  de¬ 
termine  that  hght  from  the  specimen 
may  be  termed  “vivid  red”  (ISCC-NBS 
method  of  designating  colors,  RP1239) , 
two  identical  test  plates  of  white  card¬ 
board  about  12"  X  24"  are  used.  Ex¬ 
cept  for  a  negligible  amount  of  stray 
daylight,  the  first  test  plate  is  illumi¬ 
nated  by  light  from  the  specimen  placed 
at  a  distance  of  about  5  feet.  The  sec¬ 
ond  test  plate  is  illuminated  only  by 
light  from  an  incandescent  lamp  oper¬ 
ated  at  a  color  temperature  close  to 
2,848®  K  at  a  distance  of  about  one  foot. 
The  first  test  plate  is  viewed  directly,  the 
second  through  combinations  of  Lovi- 
bond  red,  yellow,  and  blue  glasses  se¬ 
lected  so  as  to  approximate  a  chromatic¬ 
ity  match.  By  separating  the  test  plates 
by  a  wide  unilluminated  area  (subtend¬ 
ing  at  the  observer  about  45®),  it  is 
possible  to  make  determinations  of  chro¬ 
maticity  in  terms  of  the  standard  I.  C.  I. 
diagram  (Mixture  Diagram  According 
to  the  1931  International  Commission 
on  Illumination  Standard  Observer  and 
Coordinate  System)  with  an  uncertainty 
in  X  or  y  not  greater  than  0.005,  in  spite 
of  fluctuations  in  candlepower  of  the 
specimen  by  factors  as  high  as  2  or  3. 
The  light  shall  be  vivid  red,  i.  e.,  show 
values  in  terms  of  the  I.  C.  I.  Standard 
Observer  and  Coordinate  System  of  not 
less  than  0.61  for  the  x-coordinate  and 
not  more  than  0.34  for  the  y-coordinate 
for  any  of  the  determinations  made  dur¬ 
ing  the  positive  flame  emitting  period. 

(o)  Lot  acceptance  or  rejection. 
When  the  marine  inspector  has  satisfied 
himself  that  the  hand  red  flare  distress 
signals  in  the  lot  are  of  a  type  officially 
approved  in  the  name  of  the  manufac¬ 
turer  and  meet  the  requirements  set 
forth  in  this  subpart,  each  of  the  small¬ 
est  packing  cartons  or  boxes  (usually 
containing  one  dozen  signals)  in  which 
the  signals  are  sealed  prior  to  shipment, 
shall  be  plainly  marked  with  the  words: 
“Inspected  and  Passed,  (date),  (port). 
Inspector’s  initials,  U.  S.  C.  G.”  A  lot 


shall  be  rejected  when  the  average  per¬ 
centage  of  failure,  as  computed  by  the 
table  shown  in  paragraph  (b)  (1)  of  this 
section,  exceeds  15  percent.  When  no¬ 
tice  is  received  by  the  marine  inspector 
that  specimen  signals  have  failed  to 
meet  the  requirements  of  the  production 
check  tests  at  a  government  laboratory, 
further  production  check  tests  at  the 
place  of  manufacture  shall  be  discon¬ 
tinued  until  retests  of  adjusted  samples 
show  correction  of  the  deficiency  found. 
Signals  from  rejected  lots  may,  when 
permitted  by  the  marine  inspector,  be 
reworked  by  the  manufacturer  to  correct 
the  deficiency  for  which  they  were  re¬ 
jected  and  be  resubmitted  for  official 
inspection.  Signals  from  rejected  lots 
may  not,  unless  subsequently  accepted, 
be  sold  or  offered  for  sale  under  repre¬ 
sentation  as  being  in  compliance  with 
this  specification  or  as  being  approved 
for  use  on  merchant  vessels. 

§  160.021-5  Labeling  and  marking — 
(a)  Labeling.  Each  hand  red  flare  dis¬ 
tress  signal  shall  bear  a  label  securely 
affixed  thereto,  showing  in  clear,  indel¬ 
ible  black  lettering  on  a  red  background, 
the  following  wording  and  information: 
(Company  brand  or  style  designation) 

HAND  RED  FLARE  DISTRESS  SIGNAL 

500  Candle  power — 2  Minutes  Burning  Time 

TTSE  ONLY  WHEN  AIR  CRAFT  OR  VESSEL  IS  SIGHTED 

Directions — Pull  tape  over  top  of  cap.  Re¬ 
move  cap  and  ignite  flare  by  rubbing 
scratch  surface  on  top  of  cap  sharply 
across  Igniter  button  on  head  of  signal. 
Caution — Stand  with  back  to  wind  and  point 
away  from  body  when  igniting  or  flare 
is  burning. 

(Month  and  year  manufactured)  (Lot 
No. _ ) 

Manufactured  by  (Name  and  address  of 
manufacturer) 

U.  S.  Coast  Guard  Approval  No.  _ _ _ 

for  Merchant  Vessels. 

(b)  Other  marking.  There  shall  be 
die-stamped,  in  the  side  of  the  wooden 
handle  in  figures  not  less  than  y%  inch 
high,  numbers  indicating  the  month  and 
year  of  manufacture,  thus;  “6-54”  in¬ 
dicating  June,  1954.  In  addition  to  any 
other  marking  placed  on  the  smallest 
packing  carton  or  box  containing  hand 
red  flare  distress  signals,  such  cartons 
or  boxes  shall  be  plainly  and  perma¬ 
nently  marked  to  show  the  date  of  man¬ 
ufacture  and  lot  number. 

§  160.021-6  Container — (a)  General. 
Containers  for  stowage  of  hand  red  flare 
distress  signals  in  lifeboats  and  life  rafts 
on  merchant  vessels  are  not  required  to 
have  specific  approval  or  to  be  of  special 
design,  but  they  shall  meet  the  following 
test  for  watertightness  when  closed,  and 
shall  be  capable  of  being  opened  and  re¬ 
closed  hand-tight  to  meet  the  same 
watertightness  test.  The  materials  shall 
be  copper,  brass,  bronze,  or  equally  cor¬ 
rosion-resistant  to  salt  water  and  spray. 
The  type  container  illustrated  by  Draw¬ 
ing  Number  160.021-6  (a)  is  recom¬ 
mended  for  most  purposes. 

(b)  Watertightness  test  for  contain- 
ers.  Whenever  question  arises  as  to  the 
watertightness  of  a  container,  the  fol¬ 
lowing  test  may  be  made  to  determine 
w'hether  it  is  satisfactory  in  this  respect. 
Open  the  container,  remove  the  con- 
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tents,  insert  colored  blotting  paper  as  a 
lining,  re-close  container  as  tightly  as 
possible  by  hand  (no  wrenches  or  spe¬ 
cial  tools  permitted),  submerge  con¬ 
tainer  with  top  about  one  foot  below  the 
surface  of  the  water  for  two  hours,  re¬ 
move  container  from  water,  wipe  off  ex¬ 
cess  moisture  on  outside,  then  open  the 
container  and  examine  the  blotting 
paper  and  entire  interior  for  evidence  of 
moisture  penetration.  If  any  moisture 
or  water  is  evidenced,  the  container  is 
not  satisfactory. 

(c)  Marking  of  container.  Containers 
shall  be  embossed  or  bear  a  brass  or 
equivalent  corrosion-resistant  name¬ 
plate,  or  otherwise  be  suitably  and  per¬ 
manently  marked,  to  plainly  show  in 
letters  not  less  than  V2-inch  high  the 
following  wording:  “HAND  RED  FLARE 
DISTRESS  SIGNALS”.  No  additional 
marking  which  might  cause  confusion  as 
to  the  contents  shall  be  permitted.  The 
vessel’s  name  ordinarily  is  painted  or 
branded  on  equipment  such  as  this  con¬ 
tainer,  and  nothing  in  this  subpart  shall 
be  construed  as  prohibiting  same. 

§  160.021-7  Procedure  for  approval — 

(a)  General.  Hand  red  flare  distress 
signals  for  merchant  vessels  are  ap¬ 
proved  only  by  the  Commandant 
(MMT),  United  States  Coast  Guard, 
Washington  25,  D.  C.  Correspondence 
pertaining  to  the  subject  matter  of  this 
specification  shall  be  addressed  to  the 
Commander  of  the  Coast  Guard  District 
in  which  the  factory  is  located. 

(b)  Manufacturer’s  plans  and  specifi¬ 
cations.  In  order  to  obtain  approval, 
submit  detailed  plans  and  specifications 
including  a  complete  bill  of  material, 
a.ssembly  drawing,  and  parts  drawings 
descriptive  of  the  arrangement  and  con¬ 
struction  of  the  signal,  to  the  Com¬ 
mander  of  the  Coast  Guard  District  in 
which  the  factory  is  located.  Each 
drawing  shall  have  an  identifying  draw¬ 
ing  number,  date,  and  an  identiflcation 
of  the  signal;  and  the  general  arrange¬ 
ment  or  assembly  drawing  shall  include 
a  list  of  all  drawings  applicable,  together 
with  drawing  numbers  and  alteration 
numbers.  The  alterations  shall  be  noted 
with  the  date  of  alteration  or  new  draw¬ 
ing  numbers  and  dates  shall  be  assigned. 
At  the  time  of  selection  of  the  pre¬ 
approval  sample,  the  manufacturer  shall 
furnish  to  the  marine  inspector  4  copies 
of  all  plans  and  specifications,  corrected 
as  may  be  required,  for  forwarding  to  the 
Commandant. 

(c)  Pre-approval  sample.  After  the 
first  drawings  and  si>ecifications  have 
been  examined  and  found  to  appear 
satisfactory,  a  marine  inspector  will  be 
detailed  to  the  factory  to  observe  the 
production  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
si>ecimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.021-4 
(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  type  or 
brand  approval  for  use  on  merchant 
vessels. 

2.  Subpart  160.022,  consisting  of  the 
center  heading  and  §§  160.022-1  to 
160.022-6,  is  amended  to  read  as  follows: 


STTBPART  160.022 — SIGNALS,  DISTRESS, 
FLOATING  ORANGE  SMOKE,  FOR  MERCHANT 
VESSELS 
Sec. 

160.022-1  Applicable  specifications. 

160.022-2  Type. 

160.022-3  Materials,  workmanship,  con¬ 
struction,  and  performance  re¬ 
quirements. 

160.022-4  Sampling.  Inspections,  condition¬ 
ing,  and  tests. 

160.022-5  Marking. 

160.022-6  Procedure  for  approval. 

Authoritt:  §§  160.022-1  to  160.022-6  Issued 
under  R.  S.  4405,  as  amended,  and  4462,  as 
amended,  46  U.  S.  C.  375,  416.  Interpret  or 
apply  R.  S.  4417a,  as  amended,  4426,  as 
amended,  4488,  as  amended,  4491,  as  amend¬ 
ed,  secs.  1  and  2,  49  Stat.  1544,  as  amended, 
sec.  3,  54  Stat.  346,  as  amended,  and  sec.  5, 
55  Stat.  244,  245,  as  amended;  46  IJ.  S.  C. 
391a,  404,  481,  489,  367,  1333,  50  U.  S.  C.  App. 
1275:  E.  O.  10402,  17  F.  R.  9917,  3  CPR,  1952 
Supp. 

§  160.022-1  Applicable  specifica¬ 
tions — (a)  Specifications.  There  are  no 
other  specifications  applicable  to  this 
subpart. 

(b)  Copies  on  file.  Copies  of  the  ap¬ 
proved  plans  and  certificate  of  approval 
shall  be  kept  on  file  by  the  manufacturer. 

§  160.022-2  Type,  (a)  Floating 
orange  smoke  distress  signals  specified 
by  this  subpart  shall  be  of  one  type  which 
shall  consist  essentially  of  an  outer  con¬ 
tainer,  ballast,  an  air  chamber,  an  inner 
container,  the  smoke  producing  compo¬ 
sition,  and  an  igniter  mechanism.  Al¬ 
ternate  arrangements  which  conform  to 
the  performance  requirements  of  this 
specification  will  be  given  special 
consideration. 

I  160.022-3  Materials,  workmanship, 
construction,  and  performance  require¬ 
ments — (a)  Materials.  The  materials 
shall  conform  strictly  to  the  specifica¬ 
tions  and  drawings  submitted  by  the 
manufacturer  and  approved  by  the  Com¬ 
mandant.  Metal  for  containers  shall  be 
not  less  than  0.020  inch  in  thickness. 
Igniter  pull  wires  shall  be  of  corrosion- 
resistant  metal.  The  combustible 
material  shall  be  of  such  nature  that  it 
will  not  deteriorate  during  long  storage, 
nor  when  subjected  to  frigid  or  tropical 
climates,  or  both. 

(b)  Workmanship.  Floating  orange 
smoke  distress  signals  shall  be  of  first 
class  workmanship  and  shall  be  free  from 
imperfections  of  manufacture  affecting 
their  appearance  or  that  may  affect 
their  serviceability. 

(c)  Construction.  The  outer  con¬ 
tainer  shall  be  cylindrical  and  not  more 
than  10  inches  in  length  by  7  inches  di¬ 
ameter.  All  sheet  metal  seams  should  be 
hook  jointed  and  soldered.  The  whole 
container  shall  be  covered  with  two  coats 
of  gray  waterproof  paint.  The  igniter 
mechanism  shall  be  simple  to  operate 
and  provide  ignition  in  the  most  un¬ 
favorable  weather.  The  mechanism 
shall  be  protected  with  a  watertight 
cover  having  a  finish  which  is  corrosion- 
resistant  to  salt  water  and  spray.  The 
cover  shall  be  easily  and  quickly  remov¬ 
able  by  hand  without  the  use  of  tools. 
Attachment  of  the  cover  by  formed  screw 
threads  is  not  acceptable. 

(d)  Performance.  Sufficient  orange 
colored  smoke  shall  be  emitted  during 


the  burning  of  the  signal  so  as  to  give  % 
clo,ud  of  smoke  that  is  readily  visible  to 
the  naked  eye  of  a  person  in  an  aircraft 
which  is  not  less  than  five  miles  away 
and  is  flying  at  an  elevation  of  5,000  feet 
in  clear  weather.  Alternate  methods  of 
determining  the  sufficiency  of  the  volume 
of  smoke  produced  will  be  given  special 
consideration.  Signals  shall  meet  all  the 
inspection  and  test  requirements  con¬ 
tained  in  §  160.022-4. 

*  §  160.022-4  Sampling,  inspections, 
conditioning,  and  tests — (a)  Classifica¬ 
tion  of  tests.  The  methods  of  sampling, 
inspections  and  tests  conducted  upon 
floating  orange  smoke  distress  signals 
shall  be  considered  as  falling  within  one 
of  the  following  general  classifications: 

(1)  Qualification  (type  or  brand  ap¬ 
proval)  tests; 

(2)  Production  check  tests  (at  the 
place  of  manufacture) ;  and 

(3)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory) . 

(b)  Qualification  (type  or  brand  ap¬ 
proval)  tests.  Pre-approval  samples,  se¬ 
lected  in  accordance  with  paragraph 
160.022-6  (c),  shall  be  tested  in  accord¬ 
ance  with  the  testing  schedules  indicated 
by  subparagraphs  (1)  and  (2)  of  this 
paragraph  to  determine  qualification  for 
type  or  brand  approval.  The  cost  of  the 
tests  shall  be  borne  by  the  manufacturer. 

(1)  Operational  tests,  (i)  Subject  8 
specimens  to  water  resistance  condition, 
ing,  paragraph  (d)  of  this  section,  fol¬ 
lowing  which  subject  them  to  tests  as 
indicated  by  Table  160.022-4  (b)  (1)  (i). 


Table  100.022-4  (b)  (1)  (1) 


I>et- 

ter 

identi¬ 

fication 

Npm- 
ber  of 
s[)Oci- 
luens 

Kind  of  tests 

Paragraph 

references 

a . 

6 

Ignition  and  smoke 
emitting  and  smoke 
emitting  time. 

IGO.022-4  (e) 
and  (f). 

b . 

2 

Uiidorwater  smoke 
emission.  1 

160.022-4  (g). 

(ii)  The  magnitude  of  the  failures  in 
these  tests  shall  be  determined  as  indi¬ 
cated  by  Table  160.022-4  (b)  (1)  (ii). 
In  the  case  of  concurrent  or  simultane¬ 
ous  defects,  penalties  will  not  be  applied 
cumulatively,  but  only  for  the  greatest 
defect. 

Table  160.022-4  (b)  (1)  (ii) 


Kind  of  defects 


a _  Failure  to  iRnite . .  I™* 

b _  Ignites  in  air  and  emits  .smoke  under 

wab'r  less  than  50  i>crceiit  of  s]>eci- 
fled  time. 

e... .  Ignites  in  air  and  emits  smoke  under  W 

water  at  least  50  p<*rcent  but  le.ss 
than  100  iK'rtent  of  speeifle<l  time. 

d _  Ignites  or  burns  dangerously.. . 

e _  Nonuniform  smoke  emitting  rate _ 

f _  Smoke-emitting  time  less  than  70  1 

I>ercent  of  six^cified  time. 

g _  Smoke-emitting  time  at  least  70  '5 

IM'rcent  but  less  than  80  pertvut  of 
specified  time. 

b _ _ _  Smoke-emitting  time  at  least  80  W 

jKTcent  but  less  than  00  percent  of 
specified  time.  ,, 

I... _  Smoke-emitting  time  at  least  00  *> 

IH*roent  but  less  than  100  percent 
of  si>ecified  time. 

(iii)  The  average  percentage  of  fail* 
ure  is  computed  as  the  sum  of  the  per* 
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centages  of  failure  divided  by  the  num¬ 
ber  of  specimens  tested.  The  average 
percentage  of  failure  shall  not  exceed  15 
percent. 

(2)  Technical  tests,  (i)  Subject  7 
specimens  to  tests  as  indicated  by  Table 
160.022-4  (b)  (2)  (i). 


Table  lCO.022-4  (b)  (2)  (1) 


Ix-t- 

Num- 

tor 

idenfi- 

bcr  of 
speci- 

Kind  of  tests 

Paragraph 

references 

fication 

mens 

a . 

2 

Elevated  temperature, 

160.022-4  (h). 

humidity,  and  stor¬ 
age. 

b . 

2 

Temperature  of  igni- 

160.022-4  (1). 

tion. 

c . 

1 

Susceptibility  to  ex- 

160.022-4  0). 

1 

plosion. 

160.022-4  (k). 

d . 

1 

Corrosion  resistance... 

1 

Color  of  smoke _ 

160.022-4  (1). 

(ii)  No  deviations  from  the  require¬ 
ments  are  permitted  for  these  tests. 

(c)  Sampling,  inspections,  and  tests 
of  signals  from  production  lots.  The 
production  of  floating  orange  smoke  dis¬ 
tress  signals  produced  under  an  official 
type  or  brand  approval  shall  be  checked 
for  compliance  with  this  specification  in 
the  manner  set  for  below: 

(1)  Lot  size  and  sampling  procedure. 
For  purposes  of  sampling  the  production 
of  floating  orange  smoke  distress  signals, 
a  lot  shall  consist  of  not  more  than  1,000 
signals.  A  new  lot  shall  be  started  with 
any  change  or  modification  in  raw  ma¬ 
terials  or  manufacturing  methods.  Lots 
shall  be  numbered  serially  by  the  manu¬ 
facturer,  and  the  lot  number  shall  be 
plainly  and  indelibly  marked  on  the 
outer  container  of  each  signal  in  the 
lot.  A  marine  inspector  shall  select  at 
random  from  each  lot  a  sample  consist¬ 
ing  of  12  specimen  signals  for  inspection, 
conditioning,  and  testing  at  the  place  of 
manufacture. 

(2)  Inspections  (at  the  place  of  manu¬ 
facture).  The  marine  inspector  shall  be 
admitted  to  the  place  of  manufacture 
and  shall  familiarize  himself  with  the 
various  operations  involved  in  the  man¬ 
ufacturing  process  and,  from  observation 
during  manufacture,  satisfy  himself  that 
floating  orange  smoke  distress  signals 
are  being  made  in  general  accordance 
with  this  subpart  and  of  materials  and 

I  parts  conforming  strictly  with  the  speci- 

I  fications  and  drawings  submitted  by  the 
manufacturer  and  approved  by  the  Com¬ 
mandant.  Specimens  or  samplings  of 
materials  entering  into  construction  may 
be  taken  at  random,  either  in  the  raw 
material  state  or  during  manufacture,  by 
the  marine  inspector  and  tests  made  for 
compliance  with  the  applicable  require¬ 
ments.  The  test  specimens  comprising 
the  sample,  selected  in  accordance  with 
subparagraph  (1)  of  this  paragraph, 
shall  be  examined  by  the  marine  in¬ 
spector  for  surface  defects. 

(3)  Production  check  tests  (at  the 
place  of  manufacture) .  (i)  The  manu¬ 
facturer  shall  provide  a  suitable  place 
and  the  necessary  apparatus  for  the  use 
of  the  marine  inspector  in  conducting 
such  production  check  tests  as  are  done 
at  the  place  of  manufacture.  Samples 
from  production  lots,  selected  in  accord¬ 
ance  with  subparagraph  (1)  of  this  para¬ 
graph,  shall  be  tested  at  the  place  of 


manufacture  in  accordance  with  the  fol¬ 
lowing  testing 'schedule:  Subject  twelve 
specimen  signals  to  water  resistance 
conditioning,  paragraph  (d)  of  this  sec¬ 
tion,  following  which  subject  them  to 
tests  as  indicated  by  Table  160.022-4 
(c)  (3)  (1)  (i). 


Table  160.022-4  (c)  (3)  (i) 


Let¬ 

ter 

identi¬ 

fication 

Num¬ 
ber  of 
speci¬ 
mens 

j 

Kind  of  tests 

1 

Paragraph 

references 

a . 

10 

Ignition  and  smoke 
emitting  character¬ 
istics,  and  smoke 
emitting  time. 

160.022-4  (e)  and 
(f). 

b . 

2 

1 

Underwater  smoke 
emission. 

1 

160.022-4  (g). 

(ii)  The  computation  of  the  average 
percentage  of  failure  shall  be  in  accord¬ 
ance  with  paragraph  (b)  (1)  of  this 
section.  Any  unusual  discrepancies  shall 
be  considered  cause  for  obtaining  an  ad¬ 
ditional  sample  consisting  of  15  specimen 
signals  for  tests  at  a  (jovernment  labora¬ 
tory  as  provided  in  subparagraph  (4)  of 
this  paragraph. 

(4)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory) .  Tests  at  a  Govern¬ 
ment  laboratory  shall  be  made  on  not 
less  than  one  sample  from  each  ten  pro¬ 
duction  lots  of  signals,  or  not  less  than 
once  in  each  year,  whichever  occurs 
more  frequei^tly.  Sampling  and  inspec¬ 
tion  shall  be  made  at  the  place  of  manu¬ 
facture  as  provided  by  subparagraphs 
(1)  and  (2)  of  this  paragraph,  except 
that  the  sample  shall  consist  of  15  speci¬ 
men  signals  and  shall  be  in  addition  to 
the  specimen  signals  which  are  tested  at 
the  place  of  manufacture.  The  sample 
shall  be  forwarded  prepaid  by  the  manu¬ 
facturer  to  the  Commandant.  Tests  at 
the  Government  laboratory  shall  be 
conducted  in  accordance  with  paragraph 
(b)  (1)  and  (2)  of  this  section.  Failure 
to  meet  the  requirements  shall  be  cause 
for  discontinuing  further  production 
check  tests  at  the  place  of  manufacture 
until  retests  of  new  samples  at  a  Gov¬ 
ernment  laboratory  show  correction  of 
the  deficiency  found. 

(d)  Conditioning  of  test  specimens^ 
water-resistance.  Immerse  specimen 
horizontally  with  uppermost  portion  of 
the  signal  approximately  one  inch  below 
the  surface  of  the  water  for  a  period  of 
24  hours.  The  test  specimen  shall  func¬ 
tion  properly  after  this  conditioning. 

(e)  Ignition  and  smoke  emitting  char¬ 
acteristics.  Test  specimens  shall  not  ig¬ 
nite  explosively  in  a  manner  that  might 
be  dangerous  to  the  user  or  persons  close 
by.  Test  specimens  shall  ignite  and 
emit  smoke  satisfactorily.  Test  speci¬ 
mens  shall  emit  smoke  at  a  uniform  rate 
while  floating  in  smooth  water,  and 
should  float  in  such  manner  that  the 
rate  of  discharge  will  be  constant  whil? 
the  signal  is  floating  in  rough  water. 
Signals  should  be  so  constructed  that 
moderately  heavy  seas  likely  to  be  en¬ 
countered  at  sea  will  not  cause  the  signal 
to  become  inoperative. 

(f )  Smoke  emitting  time.  Ignite  spec¬ 
imen  according  to  the  directions  printed 
on  the  signal  and  place  signal  in  tub  or 
barrel  of  water.  The  smoke  emitting 
time  of  a  specimen  shall  be  obtained  by 


stop  watch  measurements  from  the  time 
of  positive  smoke  emission  until  it  ceases. 
The  watch  shall  be  stopped  during  pe¬ 
riods  of  flame  emission.  The  smoke 
emitting  time  for  a  specimen  shall  be  not 
less  than  4  minutes. 

(g)  Under  water  smoke  emission.  Ig¬ 
nite  sp>ecimen  and  let  it  burn  about  15 
seconds  in  air.  Submerge  the  burning 
signal  in  water  in  a  vertical  position  with 
head  down.  Obtain  under  water  smoke 
emission  time  by  stop  watch  measure¬ 
ments  from  time  of  submersion  until 
positive  smoke  emission  ceases.  The  test 
specimen  shall  emit  smoke  under  water 
not  less  than  15  seconds  when  subjected 
to  this  test. 

(h)  Elevated  temperature,  humidity, 
and  storage.  Place  specimen  in  a  ther¬ 
mostatically  controlled  even-tempera¬ 
ture  oven  held  at  90“  C.  with  not  less 
than  90  percent  relative  humidity  for 
72  hours.  Remove  specimens  and  store 
at  room  temperature  (20“  to  25“  C.) 
with  approximately  65  percent  relative 
humidity  for  ten  days.  If  for  any  rea¬ 
son  it  is  not  possible  to  operate  the  oven 
continuously  for  the  72-hour  period,  it 
may  be  operated  at  the  required  tem¬ 
perature  and  humidity  for  8  hours  out 
of  each  24  during  the  72 -hour  condi¬ 
tioning  period.  (Total  of  24  hours  on 
and  48  hours  off.)  The  signal  shall  not 
ignite  or  decompose  during  this  condi¬ 
tioning.  The  signal  shall  ignite  and  op¬ 
erate  satisfactorily  following  this  con¬ 
ditioning. 

(i)  Temperature  of  ignition  of  signal 
materials.  The  test  shall  be  conducted 
in  a  uniformly  heated  gas  or  electric 
oven  with  a  chamber  of  at  least  6"  x  6" 

X  9"  inside  measurement.  If  gas  heated, 
the  oven  should  be  of  jacketed  type  with 
the  products  of  combustion  of  the  heat¬ 
ing  gas  excluded  from  the  inner  cham¬ 
ber.  The  oven  should  be  provided  with 
an  opening  or  openings  at  the  top  of  at 
least  %  square  inch  in  area  to  give  air 
circulation  within.  A  suitable  600“  F. 
3 -inch  immersion  thermometer  or  ther¬ 
mocouple  shall  be  inserted  through  a 
sleeve  in  the  top  of  the  oven.  A  shelf 
of  perforated  sheet  metal  shall  be  pro¬ 
vided  at  the  mid-height  of  the  oven.  A 
wire  screen  cup  V2  inch  in  diameter  by 
%  inch  high  shall  be  provided.  The  ma¬ 
terials  to  be  tested  shall  be  placed  to  a 
depth  of  V2  inch  in  the  wire  screen  cup. 
(Ordinarily,  materials  adjacent  to  each 
other  in  the  assembled  signal  will  be 
blended  together  for  the  test:  materials 
nonadjacent  ordinarily  will  not  be 
blended  together  for  the  test.)  The  cup 
then  shall  be  placed  on  the  shelf  so  as 
to  be  within  V2  inch  to  V4  inch  Irom  the 
bulb  of  the  thermometer  or  the  junction 
of  the  thermocouple.  The  temperature 
of  the  oven  is  to  be  raised  to  about  266* 
F.  (130“  C.)  at  a  convenient  rate,  after 
which  the  temperature  is  to  be  raised  at 
a  rate  not  to  exceed  2“  F.  per  minute 
until  ignition  occurs  or  320“  F.  (160“ 
C.)  has  been  reached.  Time  and  tem¬ 
perature  readings  at  30  second  intervals 
and  also  time  at  which  ignition,  if  such 
occurs,  are  to  be  recorded.  If  ignition 
occurs,  the  approximate  ignition  tem¬ 
perature,  to  be  reported,  can  be  obtained 
by  extrapolation  from  the  time-tempera¬ 
ture  data.  Alternate  test  methods  will 
be  given  special  consideration  by  the 
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Coast  Guard.  The  temperature  of  Igni¬ 
tion  of  the  signal  materials  shall  be  not 
less  than  320 »  P.  (150»  C.). 

(j)  Susceptibility  to  explosion.  Re¬ 
move  smoke  composition  from  signal  and 
punch  a  small  hole  in  the  composition. 
Insert  a  No.  6  commercial  blasting  cap. 
Ignite  the  cap.  The  test  specimen  shall 
not  explode  or  ignite. 

(k)  Corrosion  resistance.  Expose  the 
complete  specimen  with  cover  secured 
hand-tight  to  a  finely  divided  spray  of 
20  percent  by  weight  sodium  chloride 
solution  at  a  temperature  of  90®  to  100® 
F.  for  100  hours.  The  container  and  cap 
shall  show  good  resistance. 

(l)  Color  of  smoke.  Ignite  specimen 
In  the  open  air  in  daytime  according  to 
the  directions  printed  on  the  signal,  and 
determine  the  Munsell  notation  of  the 
smoke  color  by  direct  visual  comparison 
of  the  unshadowed  portions  of  the  smoke 
with  the  charts  of  the  Munsell  book  of 
color  held  so  as  to  receive  the  same  day¬ 
light  illumination  as  the  unshadowed 
portions  of  the  smoke.  The  smoke  shall 
be  orange,  i.  e..  its  Munsell  notation  shall 
show  a  hue  between  8R  and  SYR.  a  value 
greater  than  4.5,  and  a  chroma  greater 
than  9.0. 

(m)  Lot  acceptance  or  rejection. 
When  the  marine  inspector  has  satisfied 
himself  that  the  floating  orange  smoke 
distress  signals  in  the  lot  are  of  a  type 
officially  approved  in  the  name  of  the 
manufacturer  and  meet  the  require¬ 
ments  set  forth  in  this  subpart,  each  of 
the  smallest  packing  cartons  or  boxes 
(usually  containing  4  signals)  in  which 
the  signals  are  sealed  prior  to  shipment, 
shall  be  plainly  marked  with  the  words: 
“Inspected  and  Passed,  (date),  (port). 
Inspector’s  initials.  U.  S.  C.  G.”  A  lot 
shall  be  rejected  when  the  average  per¬ 
centage  of  failure,  as  computed  by  the 
table  shown  in  paragraph  (b)  (1)  of  this 
section  exceeds  15  percent.  When  no¬ 
tice  is  received  by  the  marine  inspector 
that  specimen  signals  have  failed  to  meet 
the  requirements  of  the  production  check 
tests  at  a  Government  laboratory,  fur¬ 
ther  production  check  tests  at  the  place 
of  manufacture  shall  be  discontinued  un¬ 
til  retests  of  adjusted  samples  show  cor¬ 
rection  of  the  deficiency  found.  Signals 
from  rejected  lots  may,  when  permitted 
by  the  marine  inspector,  be  reworked  by 
the  manufacturer  to  correct  the  defi¬ 
ciency  for  which  they  were  rejected  and 
be  resubmitted  for  official  inspection. 
Signals  from  rejected  lots  may  not.  un¬ 
less  subsequently  accepted,  be  sold  or 
offered  for  sale  under  representation  as 
being  in  compliance  with  this  specifica¬ 
tion  or  as  being  appioved  for  use  on 
merchant  vessels. 

§  160.022-5  Marking — (a)  Directions 
for  use.  Each  floating  orange  smoke 
distress  signal  shall  be  plainly  and  in¬ 
delibly  marked  in  black  lettering  not  less 
than  -Kic  inch  high  with  the  word  “Direc¬ 
tions”.  Immediately  below  shall  be 
similarly  marked  in  black  lettering  not 
less  Uian  *8  inch  high:  “1.  Use  Only 
When  Aircraft  or  Vessel  Is  Sighted.” 
Then  in  numbered  paragraphs,  in  similar 
lettering,  there  shall  follow  in  simply 
and  easily  understood  wording,  instruc¬ 
tions  to  be  followed  to  make  the  device 


operative.  Pasted-on-labels  are  not  ac¬ 
ceptable. 

(b)  Other  marking.  There  shall  be 
embossed  or  die-stamped,  in  the  outer 
container  in  figures  not  less  than  inch 
high,  numbers  indicating  the  month  and 
year  of  manufacture,  thus:  “6-54”  indi¬ 
cating  June  1954.  The  outer  container 
shall  also  be  plainly  and  indelibly  marked 
with  the  commercial  designation  of  the 
signal,  the  words  “Floating  Orange 
Smoke  Distress  Signal”,  name  and 
address  of  the  manufacturer,  the  Coast 
Guard  Approval  No.,  the  month  and  year 
of  manufacture  and  the  lot  number.  In 
addition  to  any  other  marking  placed  on 
the  smallest  packing  carton  or  box  con¬ 
taining  floating  orange  smoke  distress 
signals,  such  cartons  or  boxes  shall  be 
plainly  and  indelibly  marked  to  show  the 
month  and  year  of  manufacture  and  the 
lot  number. 

§  160.022-6  Procedure  for  approval — 

(a)  General.  Floating  orange  smoke 
distress  signals  for  use  on  merchant 
vessels  are  approved  only  by  the  Com¬ 
mandant  (MMT),  United  States  Coast 
Guard,  Washington  25,  D.  C.  Corre¬ 
spondence  pertaining  to  the  subject  mat¬ 
ter  of  this  specification  shall  be  addressed 
to  the  Commander  of  the  Coast  Guard 
District  in  which  the  factory  is  located. 

(b)  Manufacturer’s  plans  and  specific 
cations.  In  order  to  obtain  approval, 
submit  detailed  plans  and  specifications 
including  a  complete  bill  of  material, 
assembly  drawing,  and  parts  drawings 
descriptive  of  the  arrangement  and  con¬ 
struction  of  the  signal,  to  the  Com¬ 
mander  of  the  Coast  Guard  District  in 
which  the  factory  is  located.  Each 
drawing  shall  have  an  identifying  draw¬ 
ing  number,  date,  and  an  identification 
of  the  signal;  and  the  general  arrange¬ 
ment  or  assembly  drawing  shall  include 
a  list  of  all  drawings  applicable,  together 
with  drawing  numbers  and  alteration 
numbers.  The  alterations  shall  be 
noted  with  the  date  of  alteration  or  new 
drawing  numbers  and  dates  shall  be 
assigned.  At  the  time  of  selection  of  the 
pre-approval  sample,  the  manufacturer 
shall  furnish  to  the  inspector  4  copies 
of  all  plans  and  specifications,  corrected 
as  may  be  required,  for  forwarding  to 
the  Commandant. 

(c)  Pre-approval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appear 
satisfactory,  the  manufacturer  will  be 
advised  as  to  any  corrections  or  additions 
which  are  necessary.  A  marine  in¬ 
spector  then  will  be  detailed  to  the  fac¬ 
tory  to  observe  the  production  facilities 
and  manufacturing  methods  and  to  se¬ 
lect  at  random  from  not  less  than  thirty 
signals  already  manufactured,  a  sample 
of  not  less  than  15  specimens  which  will 
be  forwarded  prepaid  by  the  manufac¬ 
turer  to  the  Commandant  for  the  neces¬ 
sary  conditioning  and  tests  in  accord¬ 
ance  with  the  schedule  outlined  in 
§  160.022-4  (b)  to  determine  compliance 
with  this  subpart  for  qualification  for 
type  or  brand  approval  for  use  on  mer¬ 
chant  vessels. 

3.  Subpart  160.024,  consisting  of 
§§  160.024-1  to  160.024-7,  is  amended  to 
read  as  follows: 


SITBPART  160.024 — SIGNALS,  DISTRESS,  PIS¬ 
TOL-PROJECTED  PARACHUTE  RED  FLARE, 
FOR  MERCHANT  VESSELS 
Sec. 

160.024-1  Applicable  specifications  and 
plans. 

160.024-2  Typ«- 

160.024-3  Materials,  workmanship,  con¬ 
struction,  and  performance  re¬ 
quirements. 

160.024-4  Sampling,  inspections,  condition¬ 
ing,  and  tests. 

160.024-5  Marking. 

160.024-6  Container. 

160.024-7  Procedure  for  approval. 

Atjthoritt:  5§  160.024-1  to  160.024-7  issued 
under  R.  S.  4405,  as  amended,  and  4462,  as 
amended,  46  U.  S.  C.  375,  416.  Interpret  or 
apply  R.  S.  4417a,  as  amended,  4426,  as 
amended,  4488,  as  amended,  4491,  as  amended, 
secs.  1  and  2,  49  Stat.  1544,  as  amended,  sec. 
3.  54  Stat.  346,  as  amended,  and  sec.  5,  55 
Stat.  244,  245,  as  amended:  46  U.  S.  C.  391a, 
404,  481,  489,  367,  1333,  50  U.  S.  C.  App.  1275; 
E.  O.  10402,  17  P.  R.  9917,  3  CFR.  1952  Supp. 

§  160.024-1  Applicable  specifications 
and  plans — (a)  Specification.  The  fol¬ 
lowing  specification,  of  the  issue  in  effect 
on  the  date  pistol-projected  parachute 
red  flare  distress  signals  are  manufac¬ 
tured,  forms  a  part  of  this  subpart: 

(1)  Coast  Guard  Specification  160.028— 
Signal  Pistols. 

(b)  Plans.  The  following  plans,  of 
the  issue  in  effect  on  the  date  pistol-pro¬ 
jected  parachute  red  flare  distress  signals 
are  manufactured,  form  a  part  of  this 
subpart : 

(1)  Drawing  No.  160.028-2  (A) — Signal 
pistol,  chamber  and  bore  dimensions. 

(2)  Drawing  No.  160.024-6  (A) — Container 
for  signal  pistol  and  pistol-projected  para¬ 
chute  red  fiare  distress  signals. 

(c) *  Copies  on  file.  Copies  of  the  speci¬ 
fication  and  plans  referred  to  in  this  sec¬ 
tion  shall  be  kept  on  file  by  the  manu¬ 
facturer,  together  with  the  approved 
plans  and  certificate  of  approval.  The 
Coast  Guard  specification  and  drawings 
may  be  obtained  upon  request  from  the 
Commandant,  United  States  Coast 
Guard,  Washington  25,  D,  C. 

§  160.024-2  Type.  (a)  Pistol-pro¬ 
jected  parachute  red  flare  distress  signals 
specified  by  this  subpart  shall  be  of  one 
type  which  shall  consist  essentially  of  a 
cartridge  having  centered  primer,  pro¬ 
pelling  charge,  and  projectile  consisting 
of  a  case,  delay  element,  expelling 
charge,  and  pyrotechnic  candle  attached 
to  a  parachute  by  shroud  lines;  the 
cartridge  to  be  of  such  dimensions  that 
it  can  be  fitted  into  and  fired  from  a 
signal  pistol  wit^  chamber  and  bore 
dimensions  within  the  limits  provided 
by  Drawing  No,  160.028-2  (A). 

§  160.024-3  Materials,  ivorkmanship, 
construction,  and  performance  require¬ 
ments — (a)  Materials.  The  materials 
used  in  pistol-projected  parachute  red 
flare  distress  signals  shall  conform 
strictly  to  the  specifications  and  draw¬ 
ings  submitted  by  the  manufacturer  and 
approved  by  the  Commandant.  In  gen¬ 
eral,  all  metallic  parts  shall  be  corrosion- 
resistant  or  properly  protected  against 
corrosion. 

(b)  Workmanship.  Pistol-projected 
parachute  red  flare  distress  signals  shall 
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be  of  first  class  workmanship  and  shall 
be  free  from  imperfections  of  manufac¬ 
ture  affecting  their  appearance  or  that 
may  affect  their  serviceability. 

(c)  Construction.  The  exterior  case 
of  the  cartridge  shall  be  made  of  suit¬ 
able  metal  and  shall  protect  against  the 
entrance  of  moisture.  The  projectile 
case  and  delay  element  shall  be  so  con¬ 
structed  as  to  prevent  any  possibility  of 
the  propelling  charge  blowing  by  and 
causing  premature  ejection  of  the  pro¬ 
jectile  contents. 

(d)  Performance.  Signals  shall  meet 
all  of  the  inspection  and  test  require¬ 
ments  contained  in  §  160.024-4. 

§  160.024-4  Sampling,  inspections, 
conditioning,  and  tests — (a)  Classifica- 
tion  of  tests.  The  methods  of  sampling, 
inspections,  and  tests  conducted  upon 
signals  shall  be  considered  as  falling 
within  one  of  the  following  general 
classifications: 

(1)  Qualification  (type  or  brand 
approval)  tests; 

(2)  Production  check  tests  (at  place 
of  manufacture) ;  and, 

(3)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory). 

(b)  Qualification  {type  or  "brand  op- 
proval)  tests.  Pre-approval  samples, 
selected  in  accordance  with  §  160.024-7 

(c),  shall  be  tested  in  accordance  with 
the  testing  schedule  indicated  by  sub- 
paragraphs  (1)  and  (2)  of  this  para¬ 
graph  to  determine  qualification  for 
type  or  brand  approval.  The  cost  of  the 
t^ts  shall  be  borne  by  the  manufacturer. 

(1)  Operational  tests,  (i)  Subject  18 
specimens  to  water  resistance  condition¬ 
ing,  paragraph  (d),  of  this  section,  fol¬ 
lowing  which  subject  them  to  tests  as 
indicated  by  Table  160.024-4  (b)  (1)  (i). 


Table  160.024-4  (b)  (1)  (1) 


I 

Let- 

ter 

Henti- 

fleatiun 

Num¬ 
ber  of 
speci¬ 
mens 

Kind  of  tests  | 

Paragraph 

references 

_ 

12 

Firing  and  operating 
characteristics,  alti¬ 
tude,  rate  of  descent, 
and  burning  time. 

160.024-4  (e), 

(f),  (g)  and 
(h). 

b . 

« 

Burning  time  and 

160.024-4  (h) 

candlepower. 

and  (i). 

1 

(ii)  The  magnitude  of  the  failures  in 
these  tests  shall  be  determined  as  indi¬ 
cated  by  Table  160.024-4  (b)  (1)  (ii). 
In  the  case  of  concurrent  or  simultaneous 
defects,  penalties  will  not  be  applied 
cumulatively,  but  only  for  the  greatest 
defect. 

Table  160.024-4  (b)  (1)  (ii) 


Letter 

identi¬ 

fication 

Kind  of  defect 

Per¬ 

centage 

of 

failure 

a . 

Failure  to  fire  (when  attributable  to 
the  primer  and  not  to  the  malfunc¬ 
tion  of  the  pistol). 

100 

b..„ 

Failure  to  eject  projectile  contents... 

100 

C-... 

Failure  to  igmite  pyrotechnic  candle. 

100 

u.,.. 

Failure  of  parachute  to  open  com¬ 
pletely. 

75 

e.... 

Complete  carrying  away  or  destruc¬ 
tion  of  parachute. 

Altitude  less  than  70  percent  of  that 
required. 

75 

f.. 

100 

? . 

Altitude  at  least  70  percent  but  less 
than  80  percent  of  that  required. 

75 

h. _ 

Altitude  at  least  80  percent  but  less 
than  90  percent  of  that  required. 

50 

Table  160.024-4  (b)  (1)  (U) — Continued 


Letter 

identi¬ 

fication 

1 

Kind  of  defect 

Per¬ 

centage 

of 

failure 

f . 

Altitude  at  least  90  percent  but  less 
than  100  percent  of  that  required. 

25 

J . 

Average  rate  of  descent  greater  than 

4  times  maximum  permitted. 

100 

k. . 

Average  rate  of  descent  less  than  4 
but  greater  than  3  times  maxi¬ 
mum  permitted. 

75 

1 . 

Average  rate  of  descent  less  than  3 
but  greater  than  2  times  maxi¬ 
mum  permitted. 

50 

m _ 

Average  rate  of  descent  less  than 
twice  but  greater  than  maximum 
permitted. 

25 

n.... _ 

Burning  time  less  than  70  percent  of 
that  required. 

100 

0.. . 

Burning  time  at  least  70  percent  but 
less  than  80  percent  of  that  re¬ 
quired. 

75 

P . 

Burning  time  at  least  80  percent  but 
less  than  90  percent  of  that  re¬ 
quired. 

60 

q . 

Burning  time  at  least  90  percent  but 
less  than  100  percent  of  that  re¬ 
quired. 

25 

r.. . 

Average  candlepower  less  than  70 
percent  of  that  required. 

100 

8........ 

Average  candlepower  at  least  70  per¬ 
cent  but  less  than  80  percent  of 
that  required. 

76 

t . 

Average  candlepower  at  least  80  per¬ 
cent  but  less  than  90  percent  of 
that  required. 

60 

n . 

Average  candlepower  at  least  90  per¬ 
cent  but  less  than  100  percent  of 
that  required. 

25 

(iii)  The  average  percentage  of  fail¬ 
ure  is  computed  as  the  sum  of  the  per¬ 
centages  of  failure  divided  by  the  number 
of  specimens  tested.  The  average  per¬ 
centage  of  failure  shall  not  exceed  15 
percent. 

(2)  Technical  tests,  (i)  Subject  6 
specimens  to  tests  as  indicated  by  Table 
160.024-4  (b)  (2)  (i). 


Table  160.024-4  (b)  (2)  (i) 


Let¬ 

ter 

Identi¬ 

fication 

Num¬ 
ber  of 
speci¬ 
mens 

! 

Kind  of  tests  | 

1 

! 

Paragraph 

references 

a...... 

2 

Elevated  temperature, 

:  humidity  and  stor¬ 
age. 

Temperature  of  igni¬ 
tion. 

Chromaticity.........' 

' . 

160.024-4  a). 

160.024-4  (k). 

160.024-4  0). 

h _ 

j 

2 

e.-— .. 

2 

(ii)  No  deviations  from  the  require¬ 
ments  are  permitted  for  these  tests. 

(c)  Sampling,  inspections,  and  test 
of  signals  from  production  lots.  The 
production  of  pistol-projected  parachute 
red  fiare  distress  signals  produced  un¬ 
der  an  official  type  or  brand  approval 
shall  be  checked  for  compliance  with 
this  specification  in  the  manner  set 
forth  below; 

(1)  Lot  size  and  sampling  procedure. 
For  purposes  of  sampling  the  produc¬ 
tion  of  pistol-projected  parachute  red 
fiare  distress  signals,  a  lot  shall  consist 
of  not  more  than  3,000  signals.  A  new 
lot  shall  be  started  with  any  change  or 
modification  in  raw  materials  or  man¬ 
ufacturing  methods.  Lots  shall  be  num¬ 
bered  serially  by  the  manufacturer,  and 
the  lot  number  shall  be  plainly  and  in¬ 
delibly  marked  on  the  cartridge  case 
of  each  signal  in  the  lot.  A  marine  in¬ 
spector  shall  select  at  random  from  each 
lot  a  sample  consisting  of  18  specimen 
signals  for  inspection,  conditioning,  and 
testing  at  the  place  of  manufacture. 


(2)  Inspections  (at  the  place  of  man^ 
ufacture).  The  marine  inspector  shall 
be  admitted  to  the  place  of  manufacture 
and  shall  familiarize  himself  with  the 
various  operations  involved  in  the  man¬ 
ufacturing  process  and,  from  observa¬ 
tion  during  manufacture,  satisfy  him¬ 
self  that  pistol-projected  parachute  red 
fiare  distress  signals  are  being  made  in 
general  accordance  with  this  subpart 
and  of  materials  and  parts  conforming 
strictly  with  the  specifications  and 
drawings  submitted  by  the  manufac¬ 
turer  and  approved  by  the  Comman¬ 
dant.  Specimens  or  samplings  of 
materials  entering  into  construction 
may  be  taken  at  random,  either  in  the 
raw  material  state  or  during  manufac¬ 
ture,  by  the  marine  inspector  and  tests 
made  for  compliance  with  applicable 
requirements.  The  test  specimens  com¬ 
prising  the  sample,  selected  in  accord¬ 
ance  with  subparagraph  (1)  of  this 
paragraph  shall  be  examined  by  the 
marine  inspector  for  surface  defects. 

(3)  Production  check  tests  {at  the 
place  of  manufacture).  The  manufac¬ 
turer  shall  provide  a  suitable  place  and 
the  necessary  apparatus  for  the  use  of 
the  marine  inspector  in  conducting  such 
production  check  tests  as  are  done  at 
the  place  of  manufacture.  Samples 
from  production  lots,  selected  in  ac¬ 
cordance  with  subparagraph  (1)  of  this 
paragraph  shall  be  tested  at  the  place 
of  manufacture  in  accordance  with  the' 
testing  schedule  provided  by  paragraph 
(b)  (1)  of  this  section.  Any  unusual 
discrepancies  shall  be  considered  cause 
for  obtaining  an  additional  sample  con¬ 
sisting  of  24  specimen  signals  for  tests 
at  a  Government  laboratory  as  provided 
in  subparagraph  (4)  ot  this  paragraph. 

(4)  Production  check  tests  {at  a  Gov~ 
ernment  laboratory).  Tests  at  a  Gov¬ 
ernment  laboratory  shall  be  made  on 
not  less  than  one  sample  from  each  10 
production  lots  of  signals,  or  not  less 
than  once  in  each  year,  whichever  oc¬ 
curs  more  frequently.  Sampling  and 
inspection  shall  be  made  at  the  place  of 
manufacture  as  provided  by  subpara¬ 
graphs  (1)  and  (2)  of  this  paragraph, 
except  that  the  sample  shall  consist  of 
24  specimen  signals  and  shall  be  in  ad¬ 
dition  to  the  specimen  signals  which  are 
tested  at  the  place  of  manufacture.  The 
sample  shall  be  forwarded  prepaid  by 
the  manufacturer  to  the  Commandant. 
Tests  at  the  Government  laboratory 
shall  be  conducted  in  accordance  with 
paragraph  (b)  (1)  and  (2)  of  this  sec¬ 
tion.  Failure  to  meet  the  requirements 
shall  be  cause  for  discontinuing  further 
production  check  tests  at  the  place  of 
manufacture  until  retests  of  new  sam¬ 
ples  at  a  Government  laboratory  show 
correction  of  the  deficiency  found. 

(d)  Conditioning  of  test  specimens— 
water  resistance.  Immerse  specimen 
horizontally  with  uppermost  portion  of 
the  signal  approximately  one  inch  below 
the  surface  of  the  water  for  a  period  of 
24  hours.  The  test  specimen  shall  func¬ 
tion  properly  after  this  conditioning. 

(e)  Firing  and  operating  characterise 
tics.  Signals  shall  fire  and  operate  sat¬ 
isfactorily  when  shot  from  a  pistol  of 
the  tsre  described  in  Subpart  160.028. 
The  parachute  and  pyrotechnic  candle 
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shall  be  ejected  at  approximately  the 
maximum  altitude  reached  by  the  pro¬ 
jectile  case.  The  parachute  shall  open 
and  properly  suspend  the  pyrotechnic 
candle  without  fouling.  The  pyrotech¬ 
nic  candle  shall  burn  with  uniform  in¬ 
tensity  and  without  damaging  the 
parachute,  shrouds,  or  leader  line. 

(f)  Altitude.  The  altitude  reached  by 
a  signal  is  considered  to  be  the  height 
at  which  the  parachute  and  pyrotechnic 
candle  are  ejected  from  the  projectile 
case,  as  determined  by  visual  observa¬ 
tion  against  an  object  of  known  height, 
such  as  a  tower  or  balloon,  or  by  triangu¬ 
lation  from  two  or  more  points  of  obser¬ 
vation,  or  by  other  method  satisfactory 
to  the  Commandant.  The  altitude 
reached  shall  be  not  less  than  150  feet. 

(g)  Rate  of  descent.  The  rate  of  de¬ 
scent  of  a  signal  is  considered  to  be  the 
calculated  average  rate  obtained  by  di¬ 
viding  the  altitude  by  the  time  of  descent 
to  the  surface.  The  rate  of  descent 
shall  not  exceed  6  feet  per  second. 

(h)  Burning  time.  The  burning  time 
of  the  pyrotechnic  candle  shall  be  ob¬ 
tained  by  stop  watch  measurement  from 
the  time  positive  flame  is  emitted  until  it 
ceases.  The  burning  time  shall  be  not 
less  than  30  seconds. 

(i)  Candlepotoer.  The  candlepower 
of  each  pyrotechnic  candle  tested  shall 
be  measured  by  a  visual  photometer  or 
equivalent  photometric  device  while  the 
specimen  is  supported  in  a  horizontal 
position  and  the  photometer  is  at  right 
angles  to  the  axis  of  the  specimen. 
Visual  candlepower  readings  shall  be  ob¬ 
served  and  recorded  at  approximately  5- 
second  intervals  during  the  burning  of 
the  specimen.  The  minimum  photo¬ 
metric  distance  shall  be  10  feet.  Re¬ 
cording  photometers  shall  have  a  chart 
speed  of  at  least  4  inches  per  minute. 
The  candlepower  of  the  specimen  shall 
be  computed  as  the  arithmetical  average 
of  the  readings  recorded.  The  average 
luminous  intensity  of  a  specimen  shall 
be  not  less  than  20,000  candlepower. 

<j)  Elevated  temperature,  humidity, 
and  storage.  Place  specimen  in  a  ther¬ 
mostatically  controlled  even-tempera¬ 
ture  oven  held  at  90*  C.  with  not  less  than 
90  percent  relative  humidity  for  72  hours. 
Remove  specimen  and  store  at  room 
temperature  (20*  to  25*  C.)  with  ap¬ 
proximately  65  percent  relative  humidity 
for  10  days.  If  for  any  reason  it  is  not 
possible  to  operate  the  oven  continuously 
for  the  72-hour  period,  it  may  be  oper¬ 
ated  at  the  required  temperature  and 
humidity  for  8  hours  out  of  each  24  dur¬ 
ing  the  72-hour  conditioning  period. 
(Total  of  24  hours  on  and  48  hours  off.) 
The  signal  shall  not  ignite  or  decompose 
during  this  conditioning.  The  signal 
shall  fire  and  operate  satisfactorily  fol¬ 
lowing  this  conditioning, 

(k)  Temperature  of  ignition  of  signal 
materials.  The  test  shall  be  conducted 
In  a  uniformly  heated  gas  or  electric 
oven  with  a  chamber  of  at  least  6"  x  6"  x 
9"  inside  measurement.  If  gas  heated, 
the  oven  should  be  of  jacketed  type  with 
the  products  of  combustion  of  the  heat¬ 
ing  gas  excluded  from  the  inner  chamber. 
The  oven  should  be  provided  with  an 
opening  or  openings  at  the  top  of  at  least 
%  square  inch  in  area  to  give  air  circula¬ 
tion  within.  A  suitable  600*  F.  3-inch 


immersion  thermometer  or  thermocouple 
shall  be  inserted  through  a  sleeve  in  the 
top  of  the  oven.  A  shelf  of  perforated 
sheet  metal  shall  be  provided  at  the  mid¬ 
height  of  the  oven.  A  wire  screen  cup 
V2  inch  in  diameter  by  %  inch  high  shall 

provided.  The  materials  to  be  tested 
shall  be  placed  to  a  depth  of  V2  inch  in 
the  wire  screen  cup.  (Ordinarily,  mate¬ 
rials  adjacent  to  each  other  in  the  as¬ 
sembled  signal  will  be  blended  together 
for  the  test:  materials  non-adjacent 
ordinarily  will  not  be  blended  together 
for  the  test.)  The  cup  then  shall  be 
placed  on  the  shelf  so  as  to  be  within  V2 
inch  to  V4  inch  from  the  bulb  of  the 
thermometer  or  the  junction  of  the 
thermocouple.  The  temperature  of  the 
oven  is  to  be  raised  to  about  284®  P. 
(140*  C.)  at  a  convenient  rate,  after 
which  the  temperature  is  to  be  raised  at 
a  rate  not  to  exceed  2*  F.  per  minute 
until  ignition  occurs  or  338*  F.  (170®  C.) 
has  been  reached.  Time  and  tempera¬ 
ture  readings  at  30  second  intervals  and 
also  time  at  which  ignition,  if  such  oc¬ 
curs,  are  to  be  recorded.  If  ignition  oc¬ 
curs,  the  approximate  ignition  tempera¬ 
ture,  to  be  reported,  can  be  obtained  by 
extrapolation  from  the  time-temperature 
data.  Alternate  test  methods  will  be 
given  special  consideration  by  the  Coast 
Guard.  The  temperature  of  ignition  of 
the  signal  materials  shall  be  not  less 
than  338*  F.  (170*  C.). 

(l)  Chromaticity.  In  order  to  deter¬ 
mine  that  light  from  the  specimen  may 
be  termed  “vivid  red”  (ISCC-NBS 
method  of  designating  colors,  RP1239), 
two  identical  test  plates  of  white  card¬ 
board  12"  x  24"  are  used.  Except  for  a 
negligible  amount  of  stray  daylight,  the 
first  test  plate  is  illuminated  by  light 
from  the  specimen  placed  at  a  distance 
of  about  5  feet.  The  second  test  plate 
is  illuminated  only  by  light  from  an  in¬ 
candescent  lamp  operated  at  a  color  tem¬ 
perature  close  to  2,448®  K.  at  a  distance 
of  about  one  foot.  The  first  test  plate 
is  viewed  directly,  the  second  through 
combinations  of  Lovibond  red,  yellow, 
and  blue  glasses  selected  so  as  to  ap¬ 
proximate  a  chromaticity  match.  By 
separating  the  test  plates  by  a  wide  un¬ 
illuminated  area  (subtending  at  the  ob¬ 
server  about  45®)  it  is  possible  to  make 
determinations  of  chromaticity  in  terms 
of  the  standard  I.  C.  I.  diagram  (mixture 
diagram  according  to  the  1931  Inter¬ 
national  Commission  on  Illumination 
Standard  Observer  and  Coordinate  Sys¬ 
tem)  with  an  uncertainty  in  x  or  1/  not 
greater  than  0.005,  in  spite  of  fluctua¬ 
tions  in  candlepower  of  the  specimen  by 
factors  as  high  as  2  or  3.  The  light  shall 
be  vivid  red,  i.  e.,  show  values  in  terms 
of  the  I.  C.  I.  Standard  Observer  and 
Coordinate  System  of  not  less  than  0.61 
for  the  x-coordinate  and  not  more  than 
0.34  for  the  y-coordinate  for  any  of  the 
determinations  made  during  the  positive 
flame  emitting  period. 

(m)  Lot  acceptance  or  rejection. 
When  the  marine  inspector  has  satis¬ 
fied  himself  that  the  pistol-projected 
parachute  red  flare  distress  signals  in 
the  lot  are  of  a  type  officially  approved 
in  the  name  of  the  manufacturer  and 
meet  the  requirements  set  forth  in  this 
subpart,  each  of  the  smallest  packing 
cartons  or  boxes  (usually  containing 


one  dozen  signals)  in  which  the  signals 
are  sealed  prior  to  shipment,  shall  be 
plainly  marked  with  the  words:  “In¬ 
spected  and  Passed,  (date),  (port).  In¬ 
spector’s  initials,  U.  S.  C.  G."  A  lot  shall 
be  rejected  when  the  average  percentage 
of  failure,  as  computed  by  the  table 
shown  in  paragraph  (b)  (1)  of  this  sec¬ 
tion  exceeds  15  percent.  When  notice 
is  received  by  the  marine  inspector  that 
specimen  signals  have  failed  to  meet  the 
requirements  of  the  production  check 
tests  at  a  Government  laboratory,  fur¬ 
ther  production  check  tests  at  the  place 
of  manufacture  shall  be  discontinued 
until  retests  of  adjusted  samples  show 
correction  of  the  deficiency  found.  Sig¬ 
nals  from  rejected  lots  may,  when 
permitted  by  the  marine  inspector,  be  re¬ 
worked  by  the  manufacturer  to  correct 
the  deficiency  for  which  they  were  re¬ 
jected  and  be  resubmitted  for  official  in¬ 
spection.  Signals  from  rejected  lots 
may  not,  unless  subsequently  accepted, 
be  sold  or  offered  for  sale  under  repre¬ 
sentation  as  being  in  compliance  with 
this  specification  or  as  being  approved 
for  use  on  merchant  vessels. 

§  160.024-5  Marking — (a)  Cartridge. 
Each  pistol-projected  parachute  red  flare 
distress  signal  shall  be  legibly  marked 
as  follows; 

(Ctompany  brand  cw  style  designation) 

PISTCH.-PBOJECTED  PARACHUTE  BED  FLARE 
DISTRESS  SIGNAL 

20,000  candlepower — 30  seconds  burning  time 

USE  ONLT  WHEN  AIR  CRAFT  OR  VESSEL  IS  SIGHTED 

DiRExrrioNs — Fire  upward  from  signal  pistol 
(Month  and  year  manuf^tured)  Lot  No - - 

Manufactured  by  (Name  and  address  of 
manufacturer) 

U.  S.  Coast  Guard  Approval  No. 
for  merchant  vessels 

(b)  Other  marking.  Oh  each  pistol- 
projected  parachute  red  flare  distress 
signal  there  shall  be  die-stamped,  in  fig¬ 
ures  not  less  than  *4  inch  high,  on  each 
integral  part  of  the  cartridge,  numbers 
indicating  the  month  and  year  of  manu¬ 
facture,  thus:  “6-54”  indicating  June, 
1954.  The  pyrotechnic  candle  shall  be 
legibly  marked  with  the  month  and  year 
of  manufacture.  In  addition  to  any 
other  marking  placed  on  the  smallest 
packing  carton  or  box  containing  car¬ 
tridges,  each  carton  or  box  shall  be 
plainly  and  permanently  marked  to  show 
the  month  and  year  of  manufacture  and 
lot  number. 

§  160.024-6  Container — (a)  General 
Containers  for  stowage  of  signal  pistols 
and  pistol-projected  parachute  red  flare 
distress  signals  in  lifeboats  and  life  rafts 
on  merchant  vessels  are  not  required  to 
have  specific  approval  or  to  be  of  special 
design,  but  they  shall  meet  the  following 
test  for  watertightness  when  closed,  and 
shall  be  capable  of  being  opened  and  re- 
closed  hand-tight  to  meet  the  same  wa¬ 
tertightness  test.  The  materials  shall 
be  copper,  brass,  bronze,  or  other  mate¬ 
rial  equally  corrosion-resistant  to  salt 
water  and  spray.  The  type  container 
illustrated  by  Drawing  No,  160.024-6  (A) 
is  recommended  for  most  purposes. 

(b)  Watertightness  test  for  contain¬ 
ers.  Whenever  question  arises  as  to  the 
watertightness  of  a  container,  the  follow- 
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Ing  test  may  be  made  to  determine 
whether  it  is  satisfactory  in  this  respect. 
Open  the  container,  remove  the  con¬ 
tents,  insert  colored  blotting  paper  as  a 
lining,  re-close  container  as  tightly  as 
possible  by  hand  (no  wrenches  or  special 
tools  permitted),  submerge  container 
with  top  about  one  foot  below  the  sur¬ 
face  of  the  water  for  2  hours,  remove 
container  from  water,  wipe  off  excess 
moisture  on  outside,  then  open  the  con¬ 
tainer  and  examine  the  blotting  paper 
and  entire  interior  for  evidence  of  mois¬ 
ture  penetration.  If  any  moisture  or 
water  is  evidenced,  the  container  is  not 
satisfactory. 

(c)  Marking  of  container.  Containers 
shall  be  embossed  or  bear  a  brass  or 
equivalent  corrosion-resistant  name¬ 
plate,  or  otherwise  be  suitably  and  per¬ 
manently  marked,  to  plainly  show  in 
letters  not  less  than  V2  inch  high  the 
following  wording:  “SIGNAL  PISTOL 
AND  PISTOL  -  PROJECTED  PARA¬ 
CHUTE  RED  FLARE  DISTRESS  SIG¬ 
NALS”.  No  additional  marking  which 
might  cause  confusion  as  to  the  contents 
shall  be  permitted.  The  vessel’s  name 
ordinarily  is  painted  or  branded  on 
equipment  such  as  this  container,  and 
nothing  in  this  subpart  shall  be  con¬ 
strued  as  prohibiting  same. 

§  160.024-7  Procedure  for  approval — 

(a)  General.  Pistol-projected  parachute 
red  flare  distress  signals  for  merchant 
vessels  are  approved  only  by  the  Com¬ 
mandant  (MMT),  United  States  Coast 
Guard.  Washington  25,  D.  C.  Corre¬ 
spondence  pertaining  to  the  subject  mat¬ 
ter  of  this  specification  shall  be  addressed 
to  the  Commander  of  the  Coast  Guard 
District  in  which  the  factory  is  located. 

(b)  Manufacturer’s  plans  and  specifi¬ 
cations.  In  order  to  obtain  approval  of 
pistol-projected  parachute  red  flare  dis¬ 
tress  signals,  submit  detailed  plans  and 
specifications  including  a  complete  bill 
of  material,  assembly  drawing,  and  parts 
drawings  descriptive  of  the  arrangement 
and  construction  of  the  signal,  to  the 
Commander  of  the  Coast  Guard  District 
in  which  the  factory  is  located.  Each 
drawing  shall  have  an  identifying  draw¬ 
ing  number,  date,  and  an  identification 
of  the  signal  and  the  general  arrange¬ 
ment  or  assembly  drawing  shall  include  a 
list  of  all  drawings  applicable,  together* 
with  drawing  numbers  and  alteration 
numbers.  The  alterations  shall  be  noted 
with  the  date  of  alteration  or  new  draw¬ 
ing  numbers  and  dates  shall  be  assigned. 
At  the  time  of  selection  of  the  pre-ap¬ 
proval  sample,  the  manufacturer  shall 
furnish  to  the  marine  inspector  4  copies 
of  all  plans  and  specifications,  corrected 
as  may  be  required,  for  forwarding  to  the 
Commandant. 

(c)  Pre-approval  sample.  After  the 
first  drawings  and  specifications  have 
^en  examined  and  found  to  appear  sat¬ 
isfactory,  a  marine  inspector  will  be 
detailed  to  the  factory  to  observe  the 
production  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.024- 
4  (b)  to  determine  compliance  with  this 
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subpart  for  qualification  for  tirpe  or 
brand  approval  for  use  on  merchant 
vessels. 

4.  Subpart  160.036,  consisting  of 
§§  160.036-1  to  160.036-7,  is  amended  to 
read  as  follows: 

SUBPART  160.036 — SIGNALS,  DISTRESS,  HAND¬ 
HELD  ROCKET-PROPELLED  PARACHUTE  RED 

FLARE,  FOR  MERCHANT  VESSELS 
Sec. 

160.036-1  Applicable  specifications. 

160.036-2  Type. 

160.036-3  Materials,  workmanship,  con¬ 
struction  and  performance  re¬ 
quirements. 

160.036-4  Sampling,  Inspections,  condition¬ 
ing,  and  tests. 

160.036-5  Marking. 

160.036-6  Container. 

160.036-7  Procedvu-e  for  approval. 

Authoritt:  §§  160.036-1  to  160.036-7  is¬ 
sued  under  R.  8.  4405,  as  amended,  and  4462, 
as  amended,  46  U.  S.  C.  375,  416.  Interpret 
or  apply  R.  S.  4417a,  as  amended,  4426,  as 
amended,  4488,  as  amended,  4491,  as 
amended,  secs.  1  and  2,  49  Stat.  1544,  as 
amended,  sec.  3,  54  Stat.  346,  as  amended, 
and  sec.  5,  55  Stat.  244,  245,  as  amended;  46 
U.  S.  C.  391a,  404,  481,  489,  367,  1333,  50 
U.  S.  C.  App.  1275;  E.  O.  10402,  17  F.  R.  9917, 

3  CFR,  1952  Supp. 

§  160.036-1  Applicable  specifications^ 

(a)  Specifications.  There  are  no  other 
specifications  applicable  to  this  subpart. 

(b)  Copies  on  file.  Copies  of  the  ap¬ 
proved  plans  and  certificate  of  approval 
shall  be  kept  on  file  by  the  manufacturer. 

§  160.036-2  Type,  (a)  Hand-held 
rocket-propelled  parachute  red  flare  dis¬ 
tress  signals  specified  by  this  subpart 
shall  be  of  one  type  which  shall  consist 
essentially  of  a  completely  self-con¬ 
tained  device  which  can  be  fired  from 
the  hand  to  provide  a  rocket- propelled 
parachute  red  flare  distress  signal, 

§  160.03&-3  Materials,  workmanship, 
construction  and  performance  require¬ 
ments — (a)  Materials.  The  materials 
used  in  hand-held  rocket-propelled 
parachute  red  flare  distress  signals  shall 
conform  strictly  to  the  specifications  and 
drawings  submitted  by  the  manufac¬ 
turer  and  approved  by  the  Commandant. 
In  general,  all  exposed  parts  shall  be 
corrosion-resistant  or  properly  protected 
against  corrosion. 

(b)  Workmanship.  Hand-held 
rocket-propelled  parachute  red  flare  dis¬ 
tress  signals  shall  be  of  first  class  work¬ 
manship  and  shall  be  free  from  imper¬ 
fections  of  manufacture  affecting  their 
appearance  or  that  may  affect  their 
serviceability. 

(c)  Construction.  The  exterior  case 
of  the  cartridge  shall  be  made  of  a  suit¬ 
able  metal  and  shall  protect  against  the 
entrance  of  moisture.  The  construction 
shall  be  such  that  the  parachute  and 
pyrotechnic  candle  will  be  expelled  at 
approximately  the  maximum  altitude 
reached. 

<d)  Performance.  Signals  shall  meet 
all  of  the  inspection  and  test  require¬ 
ments  contained  in  §  160.036-4. 

§  160.036-4  Sampling,  inspections, 
conditioning,  and  tests — (a)  Classifica¬ 
tion  of  tests.  The  methods  of  sampling, 
inspections,  and  tests  conducted  upon 
signals  shall  be  considered  as  falling 
within  one  of  the  following  general  clas¬ 
sifications: 


(1)  Qualification  (type  or  brand  ap¬ 
proval)  tests; 

(2)  Production  check  tests  (at  place 
of  manufacture) ;  and, 

(3)  Production  check  tests  (at  a  gov¬ 
ernment  laboratory). 

(b)  Qualification  {type  or  brand  ap¬ 
proval)  tests.  Pre-approval  samples,  se¬ 
lected  in  accordance  with  §  160.036-7  (c) 
of  this  section,  shall  be  tested  in  accord¬ 
ance  with  the  testing  schedule  indicated 
by  subparagraphs  (1)  and  (2)  of  this 
paragraph  to  determine  qualification  for 
type  or  brand  approval.  The  cost  of  the 
tests  shall  be  borne  by  the  manufacturer. 

(1)  Operational  tests,  (i)  Subject  18 
specimens  to  water  resistance  condition¬ 
ing,  paragraph  (d)  of  this  section,  follow¬ 
ing  which  subject  them  to  tests  as  indi¬ 
cated  by  Table  160.036-4  (b)  (1)  (i). 

Table  lfiO.036-4  (b)  (1)  (1) 


Let¬ 

ter 

identi¬ 

fication 

Num¬ 
ber  of 
speci¬ 
mens 

Kind  of  tests 

Paragraph 

references 

a . 

12 

Firing  and  operating 

160.036-4  (e), 

characteristics,  alti- 

(f),  (g)  and 

tude,  rate  of  descent. 

(h). 

and  burning  time. 

b . 

6 

Burning  time  and 

160.036-4  (h) 

i 

candle  power. 

and  (i). 

(ii)  The  magnitude  of  the  failures  in 
these  tests  shall  be  determined  as  indi¬ 
cated  by  Table  160.036-4  (b)  (1)  (ii). 
In  the  case  of  concurrent  or  simultane¬ 
ous  defects,  penalties  will  not  be  applied 
cumulatively,  but  only  for  the  greatest 
defect. 

Table  160.036-4  (b)  (1)  (ii) 


T.etter 

Identifi¬ 

cation 

Kind  of  defect 

Per¬ 

centage 

of 

failure 

a _ 

Failure  to  fire . . 

100 

b . 

Failure  to  eject  projectile  contents _ 

100 

C- . 

Failure  to  ignite  pyrotechnic  candle.. 

100 

d . 

Failure  of  parachute  to  open  com¬ 
pletely. 

7ft 

e . — 

Complete  carrying  away  or  destruc¬ 
tion  of  parachute. 

7i 

f . 

Altitude  less  than  70  percent  of  that 
required. 

100 

f . 

Altitude  at  least  70  percent  but  less 
than  80  percent  of  that  required. 

7S 

h . 

Altitude  at  least  80  percent  but  less 
than  90  iiercent  of  that  required. 

60 

1 . 

Altitude  at  least  90  percent  but  less 
than  100  percent  of  that  required. 

2B 

J - 

Average  rate  of  descent  greater  than 
four  limes  maximum  permitted. 

100 

k . 

Average  rate  of  descent  less  than  4 
but  greater  than  3  times  maximum 
permitted. 

7ft 

1 _ 

Average  rate  of  descent  less  than  3 
but  greater  than  2  times  maximum 
permitte<i. 

80 

m.... _ 

Average  rate  of  descent  less  than 
twice  but  greater  than  maximum 
permitted. 

2ft 

n _ 

Burning  time  less  than  70  percent  of 
that  required. 

100 

0 . 

Burning  time  at  least  70  percent 
but  less  than  80  percent  of  that 
required. 

7ft 

P . 

Burning  time  at  least  80  percent 
but  less  than  90  percent  of  that 
required. 

80 

q . 

Burning  time  at  least  90  percent 
but  less  than  100  percent  of  that 
required. 

2ft 

r - 

Average  candlepower  less  than  70 
percent  of  that  required. 

100 

8 . 

Average  candlepower  at  least  70 
percent  but  less  than  80  percent 
of  that  required. 

7fi 

t - 

Average  candlepower  at  least  80 
percent  but  less  than  90  percent 
of  that  required. 

80 

U— _ _ 

Average  candlepower  at  least  90 
I)ercent  but  less  than  100  percent 
of  that  required.  - 

28 
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(iii)  The  average  percentage  of  fail¬ 
ure  is  computed  as  the  sum  of  the  per¬ 
centages  of  failure  divided  by  the 
number  of  specimens  tested.  The  aver¬ 
age  percentage  of  failure  shall  not  ex¬ 
ceed  15  percent. 

(2)  Technical  tests,  (i)  Subject  6 
specimens  to  tests  as  indicated  by  Table 
169.03&-4  (b)  (2)  (i). 


Table  160.03S-4  (b)  (2)  (1) 


I.et- 

tcr 

Identi¬ 

fication 

Num¬ 
ber  of 
siieci- 
luens 

Kind  of  tests 

Taragraph 

references 

a _ 

2 

Elevated  temperature, 
humidity,  aud  stor- 

BRC. 

Temperature  of  igni¬ 
tion. 

160.03&-4  0). 

160.036-4  (k). 

b _ 

2 

e _ 

1 

2 

160.036-4  0). 

(ii)  No  deviations  from  the  require¬ 
ments  are  permitted  for  these  tests. 

(c)  Sampling,  inspections,  and  test  of 
signals  from  production  lots.  The  pro¬ 
duction  of  hand-held  rocket-propelled 
parachute  red  flare  distress  signals  pro¬ 
duced  under  an  official  type  or  brand 
approval  shall  be  checked  for  compli¬ 
ance  with  this  speciflcation  in  the  man¬ 
ner  set  forth  below : 

(1)  Lot  size  and  sampling  procedure. 
For  purposes  of  sampling  the  production 
of  hand-held  rocket-propelled  parachute 
red  flare  distress  signals,  a  lot  shall  con¬ 
sist  of  not  more  than  3,000  signals.  A 
new  lot  shall  be  started  with  any  change 
or  modification  in  raw  materials,  or 
manufacturing  methods.  Lots  shall  be 
numbered  serially  by  the  manufacturer, 
and  the  lot  number  shall  be  plainly  and 
indelibly  marked  on  the  cartridge  case 
of  each  signal  in  the  lot.  A  marine  in¬ 
spector  shall  select  at  random  from  each 
lot  a  sample  consisting  of  18  specimen 
signals  for  inspection,  conditioning,  and 
testing  at  the  place  of  manufacture. 

(2)  Inspections  iat  the  place  of  man¬ 
ufacture).  The  marine  inspector  shall 
be  admitted  to  the  place  of  manufacture 
and  shall  familiarize  himself  with  the 
various  operations  involved  in  the  man¬ 
ufacturing  process  and,  from  observa¬ 
tion  during  manufactiu'e,  satisfy  him¬ 
self  that  hand-held  rocket-propelled 
parachute  red  flare  distress  signals  are 
being  made  in  general  accordance  with 
this  subpart  and  of  materials  and  parts 
conforming  strictly  with  the  specifica¬ 
tions  and  drawings  submitted  by  the 
manufacturer  and  approved  by  the 
Commandant.  Specimens  or  samplings 
of  materials  entering  into  construction 
may  be  taken  at  random,  either  in  the 
raw  material  state  or  during  manufac¬ 
ture.  by  the  marine  inspector  and  tests 
made  for  compliance  with  applicable 
requirements.  The  test  specimens  com¬ 
prising  the  sample,  selected  in  accord¬ 
ance  with  subparagraph  (1)  of  this 
paragraph,  shall  be  examined  by  the 
marine  inspector  for  surface  defects. 

(3)  Production  check  tests  (at  the 
place  of  manufacture) .  The  manufac¬ 
turer  shall  provide  a  suitable  place  and 
the  necessary  apparatus  for  the  use  of 
the  marine  inspector  in  conducting  such 
production  check  tests  as  are  done  at  the 
place  of  manufacture.  Samples  from 
production  lots,  selected  in  accordance 


with  subparagraph  (1)  of  this  para¬ 
graph  shall  be  tested  at  the  place  of 
manufacture  in  accordance  with  the 
testing  schedule  provided  by  subpara¬ 
graph  (1)  of  this  section.  Any  imusual 
discrepancies  shall  be  considered  cause 
for  obtaining  an  additional  sample  con¬ 
sisting  of  24  specimen  signals  for  tests 
at  a  Government  laboratory  as  provided 
in  subparagraph  (4)  of  this  paragraph. 

(4)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory).  Tests  at  a  Gov¬ 
ernment  laboratory  shall  be  made  on  not 
less  than  one  sample  from  each  ten  pro¬ 
duction  lots  of  signals,  or  not  less  than 
once  in  each  year,  whichever  occurs 
more  frequently.  Sampling  and  inspec¬ 
tion  shall  be  made  at  the  place  of  manu¬ 
facture  as  provided  by  subparagraphs 
(1)  and  (2)  of  this  paragraph,  except 
that  the  sample  shall  consist  of  24  speci¬ 
men  signals  and  shall  be  in  addition  to 
the  specimen  signals  which  are  tested  at 
the  place  of  manufacture.  The  sample 
shall  be  forwarded  prepaid  by  the  man¬ 
ufacturer  to  the  Commandant.  Tests 
at  the  Government  laboratory  shall  be 
conducted  in  accordance  with  paragraph 
(b)  (1)  and  (2)  of  this  section.  Failure 
to  meet  the  requirements  shall  be  cause 
for  discontinuing  further  production 
check  tests  at  the  place  of  manufacture 
until  retests  of  new  samples  at  a  Gov¬ 
ernment  laboratory  show  correction  of 
the  deficiency  found. 

(d)  Conditioning  of  test  specimens — 
water  resistance.  Immerse  specimen 
horizontally  with  uppermost  portion  of 
the  signal  approximately  one  inch  below 
the  surface  of  the  water  for  a  period  of 
24  hours.  The  test  specimen  shall  func¬ 
tion  properly  after  this  conditioning. 

(e)  Firing  and  operating  character¬ 
istics.  Signals  shall  fire  and  operate 
satisfactorily  when  the  manufacturer’s 
directions  are  followed.  The  parachute 
and  pyrotechnic  candle  shall  be  ejected 
at  approximately  the  maximum  altitude 
reached  by  the  projectile  case.  'The 
parachute  shall  open  and  properly  sus¬ 
pend  the  pyrotechnic  candle  without 
fouling.  The  pyrotechnic  candle  shall 
burn  with  uniform  intensity  and  with¬ 
out  damaging  the  parachute,  shrouds,  or 
leader  line. 

(f)  Altitude,  nie  altitude  reached 
by  a  signal  is  considered  to  be  the  height 
at  which  the  parachute  and  pyrotechnic 
candle  are  ejected  from  the  projectile 
case,  as  determined  by  visual  observa¬ 
tion  against  an  object  of  known  height, 
such  as  a  tower  or  balloon,  or  by  tri¬ 
angulation  from  two  or  more  points  of 
observation,  or  by  other  method  satis¬ 
factory  to  the  Commandant.  The  alti¬ 
tude  reached  shall  be  not  less  than  500 
feet. 

(g)  Rate  of  descent.  The  rate  of 
descent  of  k  signal  is  considered  to  be 
the  calculated  average  rate  obtained  by 
dividing  the  altitude  by  the  time  of 
descent  to  the  surface.  The  rate  of 
descent  shall  not  exceed  15  feet  per 
second. 

(h)  Burning  time.  The  burning  time 
of  the  P3rrotechnic  candle  shall  be  ob¬ 
tained  by  stop  watch  measurement  from 
the  time  positive  flame  Is  emitted  until 
it  ceases.  The  burning  time  shall  be  not 
less  than  30  seconds. 


(i)  Candlepower.  The  candlepower 
of  each  pyrotechnic  candle  tested  shall 
be  measured  by  a  visual  photometer  or 
equivalent  photometric  device  while  the 
specimen  is  supported  in  a  horizontal 
position  and  the  photometer  is  at  right 
angles  to  the  axis  of  the  specimen.  Vis¬ 
ual  candlepower  readings  shall  be  ob¬ 
served  and  recorded  at  approximately 
5 -second  intervals  during  the  burning 
of  the  specimen.  The  minimum  photo¬ 
metric  distance  shall  be  10  feet.  Record¬ 
ing  photometers  shall  have  a  chart  speed 
of  at  least  4  inches  per  minute.  The 
candlepower  of  the  specimen  shall  be 
computed  as  the  arithmetical  average  of 
the  readings  recorded.  The  average 
luminous  intensity  of  a  specimen  shall 
be  not  less  than  20,000  candlepower. 

(j)  Elevated  temperature,  humidity, 
and  storage.  Place  specimen  in  a  ther¬ 
mostatically  controlled  even-tempera¬ 
ture  oven  held  at  90®  C.  with  not  less 
than  90  percent  relative  humidity  for  72 
hours.  Remove  specimen  and  store  at 
room  temperature  (20*  to  25®  C.)  with 
approximately  65  percent  relative  hu¬ 
midity  for  ten  days.  If  for  any  reason  it 
is  not  possible  to  operate  the  oven  con¬ 
tinuously  for  the  72-hour  period,  it  may 
be  operated  at  the  required  temperature 
and  humidity  for  8  hours  out  of  each 
24  dining  the  72-hour  conditioning  pe¬ 
riod.  (Total  of  24  hours  on  and  48  hours 
off.)  nie  signal  shall  not  ignite  or  de¬ 
compose  during  this  conditioning.  The 
signal  shall  fire  and  operate  satisfactor¬ 
ily  following  this  conditioning. 

(k)  Temperature  of  ignition  of  signal 
materials.  The  test  shall  be  conducted 
in  a  uniformly  heated  gas  or  electric 
oven  with  a  chamber  of  at  least  6"  x  6"  x 
9"  inside  measurement.  If  gas  heated, 
the  oven  should  be  of  jacketed  type  with 
the  products  of  combustion  of  the  heat¬ 
ing  gas  excluded  from  the  inner  cham¬ 
ber.  The  oven  should  be  provided  with 
an  opening  or  openings  at  the  top  of  at 
least  %  square  inch  in  area  to  give  air 
circulation  within.  A  suitable  600®  P.  3- 
inch  immersion  thermometer  or  thermo¬ 
couple  shall  be  inserted  through  a  sleeve 
in  the  top  of  the  oven.  A  shelf  of  perfo¬ 
rated  sheet  metal  shall  be  provided  at  the 
mid-height  of  the  oven.  A  wire  screen 
cup  V2  inch  in  diameter  by  %  inch  high 
shall  be  provided.  The  materials  to  be 
tested  shall  be  placed  to  a  depth  of 
inch  in  the  wire  screen  cup.  ((Ordinarily, 
materials  adjacent  to  each  other  in  the 
assembled  signal  will  be  blended  together 
for  the  test:  materials  non-adjacent  or¬ 
dinarily  will  not  be  blended  together  for 
the  test.)  The  cup  then  shall  be  placed 
on  the  shelf  so  as  to  be  within  inch 
to  Va  inch  from  the  bulb  of  the  thermom¬ 
eter  or  the  junction  of  the  thermocouple. 
The  temperature  of  the  oven  Is  to  be 
raised  to  about  284®  F.  (140®  C.)  at  a 
convenient  rate,  after  which  the  tem¬ 
perature  is  to  be  raised  at  a  rate  not  to 
exceed  2®  F.  per  minute  until  ignition 
occurs  or  338®  F.  (170®  C.)  has  been 
reached.  Time  and  temperature  read¬ 
ings  at  30-second  intervals  and  also  time 
at  which  ignition,  if  such  occurs,  are  to 
be  recorded.  If  ignition  occurs,  the  ap¬ 
proximate  ignition  temperature,  to  be 
reported,  can  be  obtained  by  extrapola¬ 
tion  from  the  time-temperature  data. 
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Alternate  test  methods  will  be  given  spe¬ 
cial  consideration  by  the  Coast  Guard. 
The  temperature  of  ignition  of  the  signal 
materials  shall  be  not  less  than  338®  F. 
(170®  C.). 

(l)  Chromaticity.  In  order  to  deter¬ 
mine  that  light  from  the  specimen  may 
be  termed  “vivid  red”  (ISCC-NBS 
method  of  designating  colors,  RP1239), 
two  identical  test  plates  of  white  card¬ 
board  12"  X  24"  are  used.  Except  for  a 
negligible  amount  of  stray  daylight,  the 
first  test  plate  is  illuminated  by  light 
from  the  specimen  placed  at  a  distance  of 
about  5  feet.  The  second  test  plate  is 
illuminated  only  by  light  from  an  incan¬ 
descent  lamp  operated  at  a  color  tem¬ 
perature  close  to  2448®  K.  at  a  distance 
of  about  one  foot.  The  first  test  plate  is 
viewed  directly,  the  second  through  com¬ 
binations  of  Lovibond  red,  yellow,  and 
blue  glasses  selected  so  as  to  approximate 
a  chromaticity  match.  By  separating 
the  test  plates  by  a  wide  un-illuminated 
area  (subtending  at  the  observer  about 
45®)  it  is  possible  to  make  determinations 
of  chromaticity  in  terms  of  the  standard 
I.  C.  I.  diagram  (mixture  diagram  ac¬ 
cording  to  the  1931  International  Com¬ 
mission  on  Illumination  Standard  Ob¬ 
server  and  Coordinate  System)  with  an 
uncertainty  in  x  or  y  not  greater  than 
0.005,  in  spite  of  fluctuations  in  candle- 
pow'er  of  the  specimen  by  factors  as  high 
as  2  or  3.  The  light  shall  be  vivid  red, 
i.  e.,  show  values  in  terms  of  the  I.  C.  I. 
Standard  Observer  and  Coordinate  Sys¬ 
tem  of  not  less  than  0.61  for  the  x-coor- 
dinate  and  not  more  than  0.34  for  the 
j/-coordinate  for  any  of  the  determina¬ 
tions  made  during  the  positive  flame 
emitting  period. 

(m)  Lot  acceptance  or  rejection. 
When  the  marine  inspector  has  satisfied 
himself  that  the  hand-held  rocket-pro¬ 
pelled  parachute  red  flare  distress  signals 
in  the  lot  are  of  a  type  oflflcially  approved 
in  the  name  of  the  manufacturer  and 
meet  the  requirements  set  forth  in  this 
subpart,  each  of  the  smallest  packing 
cartons  or  boxes  (usually  containing  one 
dozen  signals)  in  which  the  signals  are 
sealed  prior  to  shipment,  shall  be  plainly 
marked  with  the  words:  “Inspected  and 
Passed,  (date),  (port).  Inspector’s  ini¬ 
tials,  U.  S.  C.  G.”  A  lot  shall  be  rejected 
when  the  average  percentage  of  failure, 
as  computed  by  the  table  shown  in  para¬ 
graph  (b)  (1)  of  this  section  exceeds  15 
percent.  When  notice  is  received  by  the 
marine  inspector  that  specimen  signals 
have  failed  to  meet  the  requirements  of 
the  production  check  tests  at  a  C3k)vern- 
ment  laboratory,  further  production 
check  tests  at  the  place  of  manufacture 
shall  be  discontinued  until  retests  of  ad¬ 
justed  samples  show  correction  of  the  de¬ 
ficiency  found.  Signals  from  rejected 
lots  may,  when  permitted  by  the  marine 
inspector,  be  reworked  by  the  manufac¬ 
turer  to  correct  the  deficiency  for  which 
they  were  rejected  and  be  resubmitted 
for  ofiRcial  inspection.  Signals  from  re¬ 
jected  lots  may  not,  unless  subsequently 
accepted,  be  sold  or  offered  for  sale  under 
representation  as  being  in  compliance 
with  this  specification  or  as  being  ap¬ 
proved  for  use  on  merchant  vessels. 

§  160.036-5  Marking — (a)  General. 

Each  hand-held  rocket-propelled  para- 
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chute  red  flare  distress  signal  shall  be 
legibly  marked  or  labeled  as  follows: 

(Company  brand  or  style  designation) 

HAND-HELD  ROCKET-PROPELLED  PARACHOTE  RED 
FLARE  DISTRESS  SIGNAL 

20,000  candlepower — 30  seconds  burning  time 

USE  ONLY  WHEN  AIRCRAFT  OR  VESSEL  IS  SIGHTED 

Directions — (In  numbered  paragraphs,  sim¬ 
ply  worded  instructions  for  firing  the 

device) 

(Month  and  year  manufactured) 

(Lot  No _ ) 

Manufactured  by  (Name  and  address  of 
manufacturer) 

U.S.  Coast  Guard  Approval  No. _ 

for  merchant  vessels 

(b)  Other  marking.  On  each  hand¬ 
held  rocket-propelled  parachute  red  flare 
distress  signal  there  shall  be  die-stamped, 
in  figures  not  less  than  Vt  inch  high,  on 
each  integral  part  of  the  signal,  numbers 
indicating  the  month  and  year  of  manu¬ 
facture,  thus:  “6-54”  indicating  June, 
1954.  The  pyrotechnic  candle  shall  be 
legibly  marked  with  the  month  and  year 
of  manufacture.  In  addition  to  any 
other  marking  placed  on  the  smallest 
packing  carton  or  box  containing  signals, 
each  carton  or  box  shall  be  plainly  and 
permanently  marked  to  show  the  month 
and  year  of  manufacture  and  lot  number. 

§  160.036-6  Container — (a)  General. 
Containers  for  stowage  of  hand-held 
rocket-propelled  parachute  red  flare  dis¬ 
tress  signals  in  lifeboats  and  life  rafts 
on  merchant  vessels  are  not  required  to 
have  specific  approval  or  to  be  of  special 
design,  but  they  shall  meet  the  following 
test  for  watertightness  when  closed,  and 
shall  be  capable  of  being  opened  and 
reclosed  hand-tight  to  meet  the  same 
watertightness  test.  The  materials  shall 
be  copper,  brass,  bronze,  or  other  mate¬ 
rial  equally  corrosion-resistant  to  salt 
water  and  spray. 

(b)  Watertightness  test  for  contain¬ 
ers.  Whenever  question  arises  as  to  the 
watertightness  of  a  container,  the  fol¬ 
lowing  test  may  be  made  to  determine 
whether  it  is  satisfactory  in  this  respect. 
Open  the  container,  remove  the  contents, 
insert  colored  blotting  paper  as  a  lining, 
re-close  container  as  tightly  as  possible 
by  hand  (no  wrenches  or  special  tools 
permitted)  submerge  container  with  top 
about  one  foot  below  the  surface  of  the 
water  for  2  hours,  remove  container  from 
water,  wipe  off  excess  moisture  on  out¬ 
side,  then  open  the  container  and  exam¬ 
ine  the  blotting  paper  and  entire  interior 
for  evidence  of  moisture  penetration. 
If  any  moisture  or  water  is  evidenced,  the 
container  is  not  satisfactory.^ 

(c)  Marking  of  container.  tJontainers 
shall  be  embossed  or  bear  a  brass  or 
equivalent  corrosion-resistant  name 
plate,  or  otherwise  be  suitably  and  per¬ 
manently  marked,  to  plainly  show  in 
letters  not  less  than  >4  inch  high  the 
following  wording :  “HAND-HELD 
ROCKET-PROPELLED  PARACHUTE 
RED  FLARE  DISTRESS  SIGNALS”. 
No  additional  marking  which  might 
cause  confusion  as  to  the  contents  shall 
be  permitted.  The  vessel’s  name  ordi¬ 
narily  is  painted  or  branded  on  equip¬ 
ment  such  as  this  container,  and  nothing 
in  this  subpart  shall  be  construed  as 
prohibiting  same. 


§  160.036-7  Procedure  for  approval— 
(a)  General.  Hand-held  rocket-pro¬ 
pelled  parachute  red  flare  distress  sig¬ 
nals  for  merchant  vessels  are  approved 
only  by  the  Commandant  (MMT), 
United  States  Coast  Guard,  Washing¬ 
ton  25,  D.  C.  Correspondence  pertain¬ 
ing  to  the  subject  matter  of  this 
specification  shall  be  addressed  to  the 
Commander  of  the  Coast  Guard  Dis¬ 
trict  in  which  the  factory  is  located. 

(b)  Manufacturer's  plans  and  speci¬ 
fications.  In  order  to  obtain  approval 
of  hand-held  rocket-propelled  para¬ 
chute  red  flare  distress  signals,  submit 
detailed  plans  and  specifications  in¬ 
cluding  a  complete  bill  of  material, 
assembly  drawing,  and  parts  drawings 
descriptive  of  the  arrangement  and 
construction  of  the  device,  to  the  Com¬ 
mander  of  the  Coast  Guard  District  in 
which  the  factory  is  located.  Each 
drawing  shall  have  an  identifying  draw¬ 
ing  number,  date,  and  an  identification 
of  the  device;  and  the  general  arrange¬ 
ment  or  assembly  drawing  shall  include 
a  list  of  all  drawings  applicable,  together 
with  drawing  numbers  and  alteration 
numbers.  The  alterations  shall  be 
noted  with  the  date  of  alteration  or  new 
drawing  numbers  and  dates  shall  be 
assigned.  At  the  time  of  selection  of 
the  pre-approval  sample,  the  manufac¬ 
turer  shall  furnish  to  the  marine  in¬ 
spector  4  copies  of  all  plans  and  speci¬ 
fications,  corrected  as  may  be  required, 
for  forwarding  to  the  Commandant. 

(c)  Pre-approval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appear 
satisfactory,  a  marine  inspector  will  be 
detailed  to  the  factory  to  observe  the 
production  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.036- 
4  (b)  to  determine  compliance  with  this 
subpart  for  qualification  for  type  or 
brand  approval  for  use  on  merchant 
vessels. 

5.  Subpart  160.037,  consisting  of  the 
center  heading  and  §§  160.037-1  to 
160.037-7,  is  amended  to  read  as  follows: 

SUBPART  160.037 — SIGNALS,  DISTRESS,  HAND 

ORANGE  SMOKE,  FOR  MERCHANT  VESSELS 


Sec, 

160.037-1 

Applicable  specifications 

and 

160.037-2 

160.037-3 

plans. 

Type. 

Materials,  workmanship. 

con- 

160.037-4 

struction,  and  performance  re¬ 
quirements. 

Sampling,  inspections,  condition- 

160.037-5 

160.037-6 

160.037-7 

ing  and  tests. 

Labeling  and  marking. 
Container, 

Procedure  for  approval. 

Authority:  §§  160.037-1  to  160.037-7  Is¬ 
sued  under  R.  S.  4405,  as  amended,  and  4462, 
as  amended,  46  U.  8.  C.  375,  416.  Interpret 
or  apply  R.  S.  4417a,  as  amended,  4426,  as 
amended,  4488,  as  amended,  4491,  as  amend¬ 
ed,  secs.  1  and  2,  49  Stat.  1544,  as  amended, 
sec.  3,  54  Stat.  346,  as  amended,  and  sec.  6, 
55  Stat.  244,  245,  as  amended;  46  U.  8.  C. 
391a,  404,  481,  489,  367,  1333,  50  U.  S.  C.  App. 
1275;  E.  O.  10402,  17  F.  R.  9917,  3  CFR,  1952 
Supp. 
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RULES  AND  REGULATIONS 


§  160.037-1  Applicable  specifications 
and  plans — (a)  Specifications.  There 
are  no  other  specifications  applicable  to 
this  subpart. 

(b)  Plan.  The  following  plan,  of  the 
issue  in  effect  on  the  date  hand  orange 
smoke  distress  signals  are  manufactured, 
forms  a  part  of  this  specification: 

Drawing  No.  160.021-6  (a) — Ckjntalner  for 
hand  red  flare  distress  signals. 

(c)  Copies  on  file.  A  copy  of  the 
drawing  referred  to  in  this  section  shall 
be  kept  on  file  by  the  manufacturer,  to¬ 
gether  with  the  approved  plans  and  cer¬ 
tificate  of  approval.  The  Coast  Guard 
drawing  may  be  obtained  upon  request 
from  the  Commandant,  United  States 
Coast  Guard,  Washington  25,  D.  C. 

§  160.037-2  Type,  (a)  Hand  orange 
smoke  distress  signals  specified  by  this 
subpart  shall  be  of  one  type  which  shall’ 
consist  essentially  of  a  wooden  handle 
to  which  is  attached  a  tubular  casing 
having  a  sealing  plug  at  the  handle  end, 
the  casing  being  filled  with  a  smoke  pro¬ 
ducing  composition  and  fuse  with  button 
of  ignition  material  at  the  top,  and  a 
removable  cap  having  a  friction  striking 
material  on  its  top  which  may  be  ex¬ 
posed  for  use  by  pulling  a  tear  strip. 
The  signal  is  ignited  by  scraping  the 
friction  striker  on  top  of  the  cap  against 
the  igniter  button  on  top  of  the  body 
of  the  signal.  Alternate  arrangements 
which  conform  to  the  performance  re¬ 
quirements  of  this  specification  will  be 
given  special  consideration. 

§  160.037-3  Materials,  workmanship, 
construction,  and  performance  require¬ 
ments — (a)  Materials.  The  materials 
shall  conform  strictly  to  the  specifica¬ 
tions  and  drawings  submitted  by  the 
manufacturer  and  approved  by  the  Com¬ 
mandant.  The  color  of  the  tube  shall 
be  orange.  The  combustible  materials 
shall  be  of  such  nature  as  will  not  de¬ 
teriorate  during  long  storage,  nor  when 
subjected  to  frigid  or  tropical  climates, 
or  both. 

(b)  Workmanship.  Hand  orange 
smoke  distress  signals  shall  be  of  first 
class  workmanship  and  shall  be  free 
from  imperfections  of  manufacture  af¬ 
fecting  their  appearance  or  that  may  af¬ 
fect  their  serviceability.  Moisture  proof 
coatings  shall  be  applied  uniformly  and 
shall  be  free  from  pinholes  or  other  visi¬ 
ble  defects  which  would  impair  their 
usefulness. 

(c)  Construction.  The  casing  shall 
be  fitted  and  secured  to  the  handle  with 
not  less  than  a  1-inch  overlap  and  shall 
be  attached  to  the  handle  in  such  a  man¬ 
ner  that  failure  of  the  joint  will  not 
occur  during  tests,  ignition,  or  operation. 
The  plug  shall  be  securely  affixed  in  the 
casing  to  separate  the  smoke  composi¬ 
tion  from  the  wooden  handle.  The 
smoke  composition  shall  be  thoroughly 
mixed  and  be  uniformly  compressed 
throughout  to  preclude  variations  of 
density  which  may  adversely  affect  uni¬ 
formity  of  its  smoke  emitting  charac¬ 
teristics.  The  cap  shall  have  a  lap  fit 
of  not  less  than  1  inch  over  the  end  of 
the  casing  and  smoke  composition  to 
entirely  and  securely  protect  the  exposed 


surface  of  the  igniter  button  and  end  of 
smoke  composition  and  casing,  and  shall 
have  an  inner  shoulder  so  constructed 
that  it  is  mechanically  impossible  for 
the  inner  surface  of  the  cap  to  come  in 
contact  with  the  igniter  button.  The 
cap  shall  be  securely  attached  to  the 
casing  in  such  manner  as  to  preclude 
its  accidental  detachment.  The  cap 
shall  be  provided  on  its  top  with  a  fric¬ 
tion  striking  material  which  shall,  by  a 
pull  of  the  tear  strip,  be  entirely  exposed 
for  striking  the  friction  igniter  button. 
The  igniter  button  shall  be  non-water 
soluble  or  be  protected  from  moisture  by 
a  coating  of  some  water-proof  substance, 
and  shall  be  raised  or  exposed  in  such 
manner  as  to  provide  positive  ignition  by 
the  friction  striker.  The  igniter  button 
shall  be  firmly  secured  in  or  on  the  top 
of  the  smoke  composition;  the  arrange¬ 
ment  shall  be  such  that  the  ignition 
will  be  transmitted  to  the  smoke  pro¬ 
ducing  composition.  The  assembled 
signal,  consisting  of  tear  strip,  cap,  cas¬ 
ing,  and  upper  portion  of  the  handle, 
shall  be  sealed  and  treated  to  protect  the 
signal  from  deterioration  by  moisture. 
The  protective  waterproof  coating  shall 
be  applied  so  none  adheres  to  the  fric¬ 
tion  striking  surface.  Special  consid¬ 
eration  will  be  given  to  alternate  water¬ 
proofing  of  the  signal  by  means  of  a 
W’ater-resistant  coating  on  the  signal  plus 
packaging  in  a  sealed  plastic  waterproof 
bag  satisfactory  to  the  Commandant. 

(d)  Performance.  SuflBcient  orange 
colored  smoke  shall  be  emitted  during 
the  burning  of  the  signal  so  as  to  give 
a  cloud  of  smoke  that  is  readily  visible  to 
the  naked  eye  of  a  person  in  an  aircraft 
which  is  not  less  than  5  miles  away  and 
is  flying  at  an  elevation  of  5,000  feet  in 
clear  weather.  Alternate  methods  of 
determining  the  sufficiency  of  the  volume 
of  smoke  produced  will  be  given  special 
consideration.  Signals  shall  meet  all 
the  inspection  and  test  requirements 
contained  in  §  160.037-4. 

§  160.037-4  Sampling,  inspections, 
conditioning  and  tests — (a)  Classifica¬ 
tion  of  tests.  The  methods  of  sampling, 
inspections  and  tests  conducted  upon 
hand  orange  smoke  distress  signals  shall 
be  considered  as  falling  within  one  of  the 
following  general  classifications: 

(1)  Qualification  (type  or  brand  ap¬ 
proval)  tests; 

(2)  Production  check  tests  (at  the 
place  of  manufacture) ;  and, 

(3)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory). 

(b)  Qualification  (.type  or  brand  ap¬ 
proval)  tests.  Pre-approval  samples, 
selected  in  accordance  with  §  160.037-7 
(c),  shall  be  tested  in  accordance  with 
the  testing  schedule  indicated  by  sub- 
paragraphs  (1)  and  (2)  of  this  para¬ 
graph  to  determine  qualification  for 
type  or  brand  approval.  The  cost  of 
the  tests  shall  be  borne  by  the  manu¬ 
facturer. 

(1)  Operational  tests,  (i)  Subject  18 
specimens  to  water  resistance  condition¬ 
ing,  paragraph  (d)  of  this  section,  fol¬ 
lowing  which  subject  them  to  test  as 
indicated  by  Table  160.037-4  (b)  (1)  U). 


Table  160.037-4  (b)  (1)  (1) 


Letter 

identi¬ 

fica¬ 

tion 

Num¬ 
ber  of 
si)eci- 
mens 

Kind  of  tests 

Paragraph 

references 

a _ 

10 

Ignition  and  smoke 
emitting  character¬ 
istics  and  smoke 
emitting  time. 

Under  water  smoke 

160.0.37-4  (e) 
and  (f). 

160.037-4  (g). 

160.037-4  (h) 
and  (f). 

160.037-4  (1). 
160.037-4  (j). 

h _ 

2 

.  . 

2 

emission. 

Waterproofing  of  ig¬ 
niter  button  and 
smoke  emitting  time. 
Bending  strength..... 

d  __ 

2 

c_-- _ 

2 

Tensile  .strength .... 

(ii)  The  magnitude  of  the  failures  in 
these  tests  shall  be  determined  as  indi¬ 
cated  by  Table  160.037-4  (b)  (1)  (ii).  In 
the  case  of  concurrent  or  simultaneous 
defects,  penalties  will  not  be  applied  cu¬ 
mulatively,  but  only  for  the  greatest 
defect. 

Table  160.037-4  (b)  (1)  (U) 


Letter 

identi¬ 

fication 

Kind  of  defects 

Pe^ 

centagt 

of 

faUurs 

A  .  ..  .  . 

100 

b . 

Ignites  in  air  and  emits  smoke  under 
water  less  than  50  percent  of 
specified  time. 

100 

c . 

Ignites  in  air  and  emits  smoke  under 
water  at  least  50  percent  but  less 
than  100  percent  of  si>ecified  time,  i 

SO 

d _ 

Ignites  or  bums  dangerously _ 

50 

e _ .... 

Non-uniform  smoke^mitting  rate... 

60 

f . 

Smoke^mitting  time  less  than  70  < 
percent  of  specified  time. 

100 

g . 

i 

Smoke-emitting  time  at  least  70  per¬ 
cent  but  less  than  80  percent  of 
specified  time. 

71 

h _ 

Smoke-emitting  time  at  least  80 
percent  but  less  than  90  percent 
of  specified  time. 

60 

1 . 

Smoke-emitting  time  at  least  90 
percent  but  less  than  100  percent 
of  specified  time. 

!  “ 
i 

(iii)  The  average  percentage  of  fail¬ 
ure  is  computed  as  the  sum  of  the  per¬ 
centages  of  failure  divided  by  the  num¬ 
ber  of  specimens  tested.  The  average 
percentage  of  failure  shall  not  exceed  15 
percent. 

(2)  Technical  tests,  (i)  Subject  8 
specimens  to  tests  as  indicated  by  Table 
160.037-4  (b)  (2)  (i). 


Table  160.037-4  (b)  (2)  (I) 


Let¬ 

ter 

Identi¬ 

fication 

Num¬ 
ber  of 
siKCi- 
mens 

Kind  of  tests  • 

Paragraph 

references 

a_-_  _ 

2 

Elevated  temperature, 

160.037-4  (k). 

b . 

2 

humidity,  and  stor¬ 
age. 

Temperature  of  igni¬ 
tion. 

Susceptibility  to  ex- 

160.037-4  0). 

e...... 

1 

160.037-4  (m). 

d . 

1 

plosion. 

160.037-4  (n). 

(ii)  No  deviations  from  the  require¬ 
ments  are  permitted  for  these  tests. 

(c)  Sampling,  inspections,  and  tests 
of  signals  from  production  lots.  The 
production  of  hand  orange  smoke  dis¬ 
tress  signals  produced  under  an  official 
type  or  brand  approval  shall  be  checked 
for  compliance  with  this  specification  in 
the  manner  set  forth  below: 

(1)  Lot  size  and  sampling  procedure. 
For  purposes  of  sampling  the  production 


Friday,  August  6,  1954 


FEDERAL  REGISTER 


4947 


of  hand  orange  smoke  distress  signals, 
a  lot  shall  consist  of  not  more  than  3,000 
signals.  A  new  lot  shall  be  started  with 
any  change  or  modification  in  raw  ma¬ 
terials  or  manufacturing  methods.  Lots 
shall  be  numbered  serially  by  the  manu¬ 
facturer,  and  the  lot  number  shall  be 
plainly  and  indelibly  marked  on  the  label 
of  each  signal  in  the  lot.  A  marine  in¬ 
spector  shall  select  at  random  from  each 
lot  a  sample  consisting  of  18  specimen 
signals  for  inspection,  conditioning,  and 
testing  at  the  place  of  manufacture. 

(2)  Inspections  (at  the  place  of  inan~ 
ufacture).  The  marine  inspector  shall 
be  admitted  to  the  place  of  manufacture 
and  shall  familiarize  himself  with  the 
various  operations  involved  in  the  man¬ 
ufacturing  process  and,  from  observa¬ 
tion  during  manufacture,  satisfy  him¬ 
self  that  hand  orange  smoke  distress 
signals  are  being  made  in  general  ac¬ 
cordance  with  this  subpart  and  of  ma¬ 
terials  and  parts  conforming  strictly 
with  the  specifications  and  drawings 
submitted  by  the  manufacturer  and  ap¬ 
proved  by  the  Commandant.  Specimens 
or  samplings  of  materials  entering  into 
construction  may  be  taken  at  random, 
either  in  the  raw  material  state  or  dur¬ 
ing  manufacture,  by  the  marine  inspec¬ 
tor  and  tests  made  for  compliance  with 
the  applicable  requirements.  The  test 
specimens  comprising  the  sample,  se¬ 
lected  in  accordance  with  subparagraph 

(1)  of  this  paragraph,  shall  be  examined 
by  the  marine  inspector  for  surface 
defects. 

(3)  Production  check  tests  (at  the 
place  of  manufacture) .  The  manufac¬ 
turer  shall  provide  a  suitable  place  and 
the  necessary  apparatus  for  the  use  of 
the  marine  inspector  in  production  check 
tests  as  are  done  at  the  place  of  manu¬ 
facture.  Samples  from  production  lots, 
selected  in  accordance  with  subpara¬ 
graph  (1)  of  this  paragraph,  shall  be 
tested  at  the  place  of  manufacture  in 
accordance  with  the  testing  schedule 
provided  by  paragraph  (b)  (1)  of  this 
section.  Any  unusual  discrepancies  shall 
be  considered  cause  for  obtaining  an 
additional  sample  consisting  of  24  speci¬ 
men  signals  for  tests  at  a  Government 
laboratory  as  provided  in  subparagraph 

(4)  of  this  paragraph. 

(4)  Production  check  tests  (at  a  Gov¬ 
ernment  laboratory) .  Tests  at  a  Governs 
ment  laboratory  shall  be  made  on  not 
less  than  one  sample  from  each  10  pro¬ 
duction  lots  of  signals,  or  not  less  than 
once  in  each  year,  whichever  occurs  more 
frequently.  Sampling  and  inspection 
shall  be  made  at  the  place  of  manufac¬ 
ture  as  provided  by  subparagraphs  (1) 
and  (2)  of  this  paragraph,  except  that 
the  sample  shall  consist  of  24  specimen 
signals  and  shall  be  in  addition  to  the 
specimen  signals  which  are  tested  at  the 
place  of  manufacture.  The  sample  shall 
be  forwarded  prepaid  by  the  manufac¬ 
turer  to  the  Commandant.  Tests  at  the 
Government  laboratory  shall  be  con¬ 
ducted  in  accordance  with  paragraph  (b) 
<1)  and  (2)  of  this  section.  Failure  to 
meet  the  requirements  shall  be  cause  for 
discontinuing  further  production  check 
tests  at  the  place  of  manufacture  until 
retests  of  new  samples  at  a  Government 
laboratory  show  correction  of  the  defici¬ 
ency  fouiid. 


(d)  Conditioning  of  test  specimens-- 
water  resistance.  Immerse  specimen 
horizontally  with  uppermost  portion  of 
the  signal  approximately  1  inch  below 
the  surface  of  the  water  for  a  period  of 
24  hours.  The  test  specimen  shall  func¬ 
tion  properly  after  this  conditioning.  If 
the  signal  is  protected  by  alternate 
waterproofing  consisting  of  a  water-re¬ 
sistant  coating  on  the  signal  plus  packag¬ 
ing  in  a  sealed  plastic  waterproof  bag,  the 
24-hour  water  immersion  conditioning 
will  be  conducted  while  the  signal  is  in 
the  sealed  plastic  waterproof  bag  and  will 
be  followed  by  an  additional  immersion 
of  the  bare  signal  (i.  e.,  after  removal 
from  the  bag)  1  inch  below  the  surface 
of  the  water  for  a  period  of  10  minutes. 

(e)  Ignition  and  smoke  emitting  char¬ 
acteristics.  Test  specimens  shall  not  ig¬ 
nite  explosively  in  a  manner  that  might 
be  dangerous  to  the  user  or  persons  close 
by.  Test  specimens  shall  ignite  and  emit 
smoke  satisfactorily.  The  plug  separat¬ 
ing  the  smoke  producing  composition 
from  the  handle  shall  in  no  case  allow 
flame  or  hot  gases  to  pass  through  it  or 
between  it  and  the  casing  in  such  manner 
as  might  burn  the  hand  while  holding  the 
signal  by  the  handle. 

(f)  Smoke  emitting  time.  Ignite 
specimen  according  to  directions  printed 
on  the  signal.  The  smoke  emitting  time 
of  a  specimen  shall  be  obtained  by  stop 
watch  measurements  from  the  time  of 
positive  smoke  emission  until  it  ceases. 
The  watch  shall  be  stopped  during  pe¬ 
riods  of  flame  emission.  The  smoke 
emitting  time  for  a  specimen  shall  be 
not  less  than  50  seconds. 

(g)  Under  water  smoke  emission.  Ig¬ 
nite  specimen  and  let  it  burn  about  15 
seconds  in  air.  Submerge  the  burning 
signal  in  water  in  a  vertical  position 
with  head  down.  Obtain  under  water 
smoke  emission  time  by  stop  watch  meas¬ 
urements  from  time  of  submersion  until 
positive  smoke  emission  ceases.  The 
test  specimen  shall  emit  smoke  under 
water  not  less  than  10  seconds  when  sub¬ 
jected  to  this  test. 

(h)  Waterproofing  of  igniter  button. 
Remove  the  cap  from  the  test  specimen. 
Place  head  of  specimen  without  cap 
about  1  inch  under  the  surface  of  water 
for  approximately  5  minutes.  Remove 
specimen  from  the  water  and  wipe  dry. 
The  specimen  shall  ignite  properly  after 
this  submersion. 

(i)  Bending  strength.  Place  the  spec¬ 
imen  on  supports  6  inches  apart.  At¬ 
tach  a  weight  of  80  pounds  to  a  length 
of  wire.  Hang  the  weight  from  the 
supported  signal  by  looping  the  wire 
around  the  signal  approximately  equi¬ 
distant  from  the  2  points  of  support. 
Let  the  weight  hang  approximately  5 
minutes.  The  test  specimen  shall  not 
deflect  more  than  inch,  nor  shall  the 
joint  between  the  casing  and  the  handle 
fail,  when  subjected  to  this  test. 

(j)  Tensile  strength.  Place  the  speci¬ 
men  in  a  chuck  firmly  holding  it  about 

inch  below  the  cap.  Attach  a  weight 
of  80  pounds  to  a  length  of  wire.  Hang 
the  weight  from  the  supported  signal 
by  looping  the  wire  through  a  hole  bored 
perpendicular  to  and  through  the  axis  of 
the  handle.  Let  the  weight  hang  ap¬ 
proximately  5  minutes.  The  test  speci¬ 
men  shall  not  show  noticeable  distor¬ 


tion,  nor  shall  the  Joint  between  the 
casing  and  handle  fail,  when  subjected 
to  this  test. 

(k)  Elevated  temperature,  humidity, 
and  storage.  Place  specimen  in  a  ther¬ 
mostatically  controlled  even-tempera¬ 
ture  oven  held  at  90“  C.  with  not  less 
than  90  percent  relative  humidity  for 
72  hours.  Remove  specimen  and  store 
at  room  temperature  (20°  to  25“  C.)  with 
approximately  65  percent  relative  hu¬ 
midity  for  10  days.  If  for  any  reason  it 
is  not  possible  to  operate  the  oven  con¬ 
tinuously  for  the  72-hour  period,  it  may 
be  operated  at  the  required  temperature 
and  humidity  for  8  hours  out  of  each  24 
during  the  72-hour  conditioning  period. 
(Total  of  24  hours  on  and  48  hours  off.) 
The  signal  shall  not  ignite  or  decompose 
during  this  conditioning.  The  signal 
shall  ignite  and  operate  satisfactorily 
following  this  conditioning. 

(l)  Temperature  of  ignition  of  signal 
materials.  The  test  shall  be  conducted 
in  a  uniformly  heated  gas  or  electric 
oven  with  a  chamber  of  at  least  6"  x  6" 

X  9"  inside  measurement.  If  gas  heated, 
the  oven  should  be  of  jacketed  type  with 
the  products  of  combustion  of  the  heat¬ 
ing  gas  excluded  from  the  inner  cham¬ 
ber.  The  oven  should  be  provided  with 
an  opening  or  openings  at  the  top  of  at 
least  %  square  inch  in  area  to  give  air 
circulation  within.  A  suitable  600“  F. 

3 -inch  immersion  thermometer  or  ther¬ 
mocouple  shall  be  inserted  through  a 
sleeve  in  the  top  of  the  oven.  A  shelf  of 
perforated  sheet  metal  shall  be  provided 
at  the  mid-height  of  the  oven.  A  wire 
screen  cup  Va  inch  in  diameter  by  % 
inch  high  shall  be  provided.  The  ma¬ 
terials  to  be  tested  shall  be  placed  to  a 
depth  of  V2.  inch  in  the  wire  screen  cup. 
(Ordinarily,  materials  adjacent  to  each 
other  in  the  assembled  signal  will  be 
blended  together  for  the  test;  materials 
non-adjacent  ordinarily  will  not  be 
blended  together  for  the  test.)  The  cup 
then  shall  be  placed  on  the  shelf  so  as  to 
be  within  *4  inch  to  inch  from  the 
bulb  of  the  thermometer  or  the  junction 
of  the  thermocouple.  The  temperature 
of  the  oven  is  to  be  raised  to  about  266“ 
F.  (130“  C.)  at  a  convenient  rate,  after 
which  the  temperature  is  to  be  raised  at 
a  rate  not  to  exceed  2“  F.  per  minute 
until  ignition  occurs  or  320“  F.  (160“  C.) 
has  been  reached.  Time  and  tempera¬ 
ture  readings  at  30  second  intervals  and 
also  time  at  which  ignition,  if  such  oc¬ 
curs,  are  to  be  recorded.  If  ignition 
occurs,  the  approximate  ignition  tem¬ 
perature,  to  be  reported,  can  be  obtained 
by  extrapolation  from  the  time-temper¬ 
ature  data.  Alternate  test  methods  will 
be  given  special  consideration  by  the 
Coast  Guard.  The  temperature  of  igni¬ 
tion  of  the  signal  materials  shall  be  not 
less  than  320“  F.  (160“  C.). 

(m)  Susceptibility  to  exposition.  Re¬ 
move  smoke  composition  from  signal 
and  punch  a  small  hole  in  the  composi¬ 
tion.  Insert  a  No.  6  commercial  blasting 
cap.  Ignite  the  cap.  The  test  specimen 
shall  not  explode  or  ignite. 

(n)  Color  of  smoke.  Ignite  specimen 
In  the  open  air  in  daytime  according 
to  the  directions  printed  on  the  signal, 
and  determine  the  Munsell  notation  of 
the  smoke  color  by  direct  visual  com¬ 
parison  of  the  unshadowed  portions  of 


4948 


RULES  AND  REGULATIONS 


the  smoke  with  the  charts  of  the  Mun- 
sell  book  of  color  held  so  as  to  receive 
the  same  daylight  illumination  as  the 
unshadowed  portions  of  the  smoke. 
The  smoke  shall  be  orange,  i.  e.,  its 
Munsell  notation  shall  show  a  hue  be¬ 
tween  8R  and  SYR,  a  value  greater  than 
4.5,  and  a  chroma  greater  than  9.0. 

(o)  Lot  acceptance  or  rejection. 
When  the  marine  inspector  has  satisfied 
himself  that  the  hand  orange  smoke 
distress  signals  in  the  lot  are  of  a  type 
officially  approved  in  the  name  of  the 
manufacturer  and  meet  the  require¬ 
ments  set  forth  in  this  subpart,  each 
of  the  smallest  packing  cartons  or  boxes 
(usually  containing  1  dozen  signals)  in 
which  the  signals  are  sealed  prior  to 
shipment,  shall  be  plainly  marked  with 
the  words;  “Inspected  and  Passed, 
(date),  (port).  Inspector’s  initials, 
U.  S.  C.  G.”  A  lot  shall  be  rejected 
when  the  average  percentage  of  failure, 
as  computed  by  the  table  shown  in  par¬ 
agraph  (b)  (1)  of  this  section  exceeds 
15  percent.  When  notice  is  received  by 
the  marine  inspector  that  specimen  sig¬ 
nals  have  failed  to  meet  the  require¬ 
ments  of  the  production  check  tests  at 
a  Government  laboratory,  further  pro¬ 
duction  check  tests  at  the  place  of  man¬ 
ufacture  shall  be  discontinued  until 
retests  of  adjusted  samples  show  cor¬ 
rection  of  the  deficiency  found.  Signals 
from  rejected  lots  may,  when  permitted 
by  the  marine  inspector,  be  reworked 
by  the  manufacturer  to  correct  the  de¬ 
ficiency  for  which  they  were  rejected 
and  be  resubmitted  for  official  inspec¬ 
tion.  Signals  from  rejected  lots  may 
not,  unless  subsequently  accepted,  be 
sold  or  offered  for  sale  under  representa¬ 
tion  as  being  in  compliance  with  this 
specification  or  as  being  approved  for 
use  on  merchant  vessels. 

§  160.037-5  Labeling  and  marking-^ 

(a)  Labeling.  Each  hand  orange  smoke 
distress  signal  shall  bear  a  label  securely 
affixed  thereto,  showing  in  clear,  indeli¬ 
ble  black  lettering  on  an  orange  back¬ 
ground,  the  following  wording  and 
information: 

((Company  brand  or  style  designation) 

HAND  ORANGE  SMOKE  DISTRESS  SIGNAL 

For  daytime  use — 50  seconds  burning  time 

T7SE  ONLY  WHEN  AIR  CRAFT  CMt  VESSEL  IS  SIGHTED 

Directions — Pull  tape  over  top  of  cap.  Re¬ 
move  cap  and  ignite  signal  by  rubbing 
scratch  surface  on  top  of  cap  sharply  across 
Igniter  button  on  head  of  signal. 

Caution — Stand  with  back  to  wind  and  point 
away  from  body  when  igniting  or  signal  is 
burning. 

(Month  and  year  manufactured) 

(Lot  No. _ ) 

Manufactured  by  (Name  and  Address  of 
manufacturer) 

U.  S.  Coast  Guard  Approval  No.  _ _ for 

Merchant  Vessels 

(b)  Other  marking.  There  shall  be 
die-stamped,  in  the  side  of  the  wooden 
handle  in  figures  not  less  than  Vi  inch 
high,  numbers  indicating  the  month  and 
year  of  manufacture,  thus:  “6-54“  indi¬ 
cating  June,  1954.  In  addition  to  any 
other  marking  placed  on  the  smallest 
packing  carton  or  box  containing  hand 


orange  smoke  distress  signals,  such  car¬ 
tons  or  boxes  shall  be  plainly  and  perma¬ 
nently  marked  to  show  the  date  of  man¬ 
ufacture  and  lot  number. 

§  160.037-6  Container — (a)  General. 
Containers  for  stowage  of  hand  orange 
smoke  distress  signals  are  not  required  to 
have  specific  approval  or  to  be  of  special 
design,  but  they  shall  meet  the  following 
test  for  watertightness  when  closed,  and 
shall  be  capable  of  being  opened  and 
reclosed  hand-tight  to  meet  the  same 
watertightness  test.  The  material  shall 
be  copper,  brass,  bronze,  or  others  equally 
corrosion-resistant  to  salt  water  and 
spray.  The  type  container  illustrated  by 
Drawing  No.  160.021-6  (a)  is  recom¬ 
mended  for  most  purposes. 

(b)  Watertightness  test  for  containers. 
Whenever  question  arises  as  to  the 
watertightness  of  a  container,  the  follow¬ 
ing  test  may  be  made  to  determine 
whether  it  is  satisfactory  in  this  respect. 
Open  the  container,  remove  the  contents, 
insert  colored  blotting  paper  as  a  lining, 
reclose  container  as  tightly  as  possible 
by  hand  (no  wrenches  or  special  tools 
permitted) ,  submerge  container  with  top 
about  1  foot  below  the  surface  of  the 
water  for  2  hours,  remove  container  from 
water,  wipe  off  excess  moisture  on  out¬ 
side,  then  open  the  container  and  exam¬ 
ine  the  blotting  paper  and  entire  interior 
for  evidence  of  moisture  penetration. 
If  any  moisture  or  water  is  evidenced,  the 
container  is  not  satisfactory. 

(c)  Marking  of  container.  Contain¬ 
ers  shall  be  embossed  or  bear  a  brass  or 
equivalent  corrosion-resistant  name 
plate,  or  otherwise  be  suitably  and  per¬ 
manently  marked,  to  plainly  show  in 
letters  not  less  than  V2  inch  high  the  fol¬ 
lowing  wording:  “Hand  Orange  Smoke 
Distress  Signals”.  No  additional  mark¬ 
ing  which  might  cause  confusion  as  to  the 
contents  shall  be  permitted.  The  vessel’s 
name  ordinarily  is  painted  or  branded  on 
equipment  such  as  this  container,  and 
nothing  in  this  subpart  shall  be  con¬ 
strued  as  prohibiting  same. 

§  160.037-7  Procedure  for  approval— 
(a)  General.  Hand  orange  smoke  dis¬ 
tress  signals  for  merchant  vessels  are  ap¬ 
proved  only  by  the  Commandant 
(MMT),  United  States  Coast  Guard, 
Washington  25,  D.  C.  Correspondence 
pertaining  to  the  subject  matter  of  this 
specification  shall  be  addressed  to  the 
Commander  of  the  Coast  Guard  District 
in  which  the  factory  is  located. 

(b)  Manufacturer’s  plans  and  speci¬ 
fications.  In  order  to  obtain  approval, 
submit  detailed  plans  and  specifications, 
including  a  complete  bill  of  material, 
assembly  drawing,  and  parts  drawings 
descriptive  of  the  arrangement  and  con¬ 
struction  of  the  signal,  to  the  Comman¬ 
der  of  the  Coast  Guard  District  in  which 
the  factory  is  located.  Each  drawing 
shall  have  an  identifying  drawing  num¬ 
ber,  date,  and  an  identification  of  the 
signal;  and  the  general  arrangement  or 
assembly  drawing  shall  include  a  list  of 
all  drawings  applicable,  together  with 
drawing  numbers  and  alteration  num¬ 
bers.  The  alterations  shall  be  noted 
with  the  date  of  alteration  or  new  draw¬ 
ing  numbers  and  dates  shall  be  assigned. 
At  the  time  of  selection  of  the  pre¬ 
approval  sample,  the  manufacturer  shall 


furnish  to  the  marine  inspector  4  copies 
of  all  plans  and  specifications,  corrected 
as  may  be  required,  for  forwarding  to 
the  Commandant. 

(c)  Pre-approval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appear  sat¬ 
isfactory,  a  marine  inspector  will  be  de¬ 
tailed  to  the  factory  to  observe  the  pro¬ 
duction  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.037-4 
(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  type  or 
brand  approval  for  use  on  merchant 
vessels. 

6.  Subpart  160.040,  consisting  of 
§§  160.040-1  to  160.040-7,  is  amended  to 
read  as  follows: 

STTBPART  160.040 — LINE-THROWING  APPLI¬ 
ANCE,  IMPULSE -PROJECTED  ROCKET  TYPE 

(AND  EQUIPMENT),  FOR  MERC^HANT  VES¬ 
SELS 
Sec. 

160.040-1  Applicable  specifications. 
160.040-2  Type  and  size. 

160.040-3  Materials,  construction,  work¬ 
manship.  and  performance  re¬ 
quirements. 

160.040-4  ^uipment  for  impulse-projected 
rocket  type  line-throwing  ap¬ 
pliance. 

160.040-5  Inspections,  sampling,  and  tests. 
160.040-6  Marking  and  labeling. 

160.040-7  Procedure  for  approval. 

Authoritt:  §5  160.040-1  to  160.040-7  is¬ 
sued  under  R.  S.  4405,  as  amended,  and  4462, 
as  amended,  46  U.  S.  C.  375,  416.  Interpret 
or  apply  R.  S.  4417a,  as  amended,  4426,  as 
amended.  4488,  as  amended.  4491,  as 
amended,  secs.  1  and  2,  49  Stat.  1544,  as 
amended,  sec.  3,  54  Stat.  346,  as  amended, 
and  sec.  5,  55  Stat.  244,  245,  as  amended; 
46  U.  S.  C.  391a,  404,  481,  489,  367,  1333,  50 
U.  S.  C.  App.  1275;  H.  O.  10402,  17  P.  R.  9917, 
3  CFR,  1952  Supp. 

§  160.040-1  Applicable  specification— 
(a)  Specification.  The  following  speci¬ 
fication  of  the  issue  in  effect  on  the  date 
impulse-projected  rocket  type  line¬ 
throwing  appliances  are  manufactured 
forms  a  part  of  this  specification: 

(1)  Federal  Specification: 

T-R-601 — Rope;  Manila. 

(b)  Copies  on  file.  A  copy  of  the 
specification  referred  to  in  this  section 
shall  be  kept  on  file  by  the  manufac¬ 
turer,  together  with  the  approved  plans 
and  certificate  of  approval.  The  Fed¬ 
eral  specification  may  be  purchased 
from  the  Business  Service  Center,  Gen¬ 
eral  Services  Administration,  Washing¬ 
ton  25.  D.  C. 

§  160.040-2  Type  and  size,  (a)  Im¬ 
pulse-projected  rocket  type  line-throw¬ 
ing  appliances  specified  by  this  subpart 
shall  be  of  a  type  consisting  essentially 
of  a  pistol,  gun,  or  launcher,  fitted  with 
a  flash  plate,  which  can  be  hand  held 
and  hand  directed,  or  suitably  sup¬ 
ported  and  hand  directed. 

(b)  Impulse-projected  rocket  type 
line-throwing  appliances  shall  weigh 
(complete  with  one  rocket,  bridle,  and 
leader)  not  to  exceed  35  pounds  and 
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shall  be  of  a  size  easily  manageable  by 
one  man. 

(c)  Alternate  arrangements  which 
meet  the  performance  requirements  of 
this  subpart  will  be  given  special 

consideration. 

» 

§  160.040-3  Materials,  construction, 
workmanship,  and  performance  require¬ 
ments — (a)  Materials.  All  materials 
used  in  the  construction  of  impulse- 
projected  rocket  type  line-throwing  ap¬ 
pliances  and  equipment  shall  be  of 
good  quality,  suitable  for  the  purpose  in¬ 
tended,  and  shall  conform  to  this  sub¬ 
part  and  to  the  specifications  submitted 
by  the  manufacturer  and  approved  by 
the  Commandant.  The  choice  of  ma¬ 
terials,  when  there  is  no  specific  require¬ 
ment,  shall  be  such  that  maximum 
safety  to  operating  personnel  will  be 
maintained,  and  that  resistance  to  cor¬ 
rosion  by  salt  water  or  spray,  shock, 
temperature  change,  and  wear  will  be 
obtained.  The  use  of  dissimilar  ma¬ 
terials  in  combination  shall  be  avoided 
wherever  possible,  but  when  such  con¬ 
tacts  are  necessary,  provision  shall  be 
made  to  prevent  such  deleterious  effects 
as  galvanic  corrosion,  freezing  or  buck¬ 
ling  of  moving  parts,  and  loosening  or 
tightening  of  joints  due  to  differences 
in  coeflScients  of  thermal  expansion. 

(b)  Construction.  The  design  and 
construction  shall  be  such  as  to  obtain 
effective  and  safe  operation  aboard 
vessels  at  sea. 

(c)  Workmanship.  Impulse-projected 
rocket  type  line-throwing  appliances 
shall  be  of  first  class  workmanship  and 
shall  be  free  from  imperfections  of  man¬ 
ufacture  affecting  their  appearance  or 
that ‘may  affect  their  serviceability. 

(d)  Performance.  When  the  rocket  is 
fired  from  the  appliance  in  accordance 
with  the  manufacturer’s  instructions,  it 
shall  be  capable  of  passing  the  tests 
specified  by  §  160.04t)-5  (c). 

§  160.040-4  Equipment  for  impulse- 
projected  rocket  type  line-throwing  ap¬ 
pliance.  (a)  Four  rocket  projectiles, 
each  complete  with  bridle  and  leader  of 
fire-resistant  materials.  Two  of  the 
projectiles  shall  be  of  the  buoyant  type. 

(b)  Not  less  than  4  primer-ejector 
cartridges  which  fit  the  chamber  of  the 
pistol,  gun,  or  launcher. 

(c)  Four  service  lines,  each  %2-inch 
to  %2-inch  diameter,  with  not  less  than 
500  pounds  breaking  strength,  and  in  one 
continuous  length  not  less  than  that 
specified  in  the  approval  of  the  appliance 
carried,  without  splice,  knot,  or  other  re¬ 
tarding  or  weakening  features.  The 
length  of  each  service  line  will  be  as¬ 
signed  in  the  approval  of  the  appliance 
as  a  round  number  approximately  one- 
third  in  excess  of  the  average  distance 
the  line  is  carried  in  the  tests  required 
by  §  160.040-7  (c).  The  line  shall  be 
either  a  3-strand  soft  laid,  good  quality 
flax,  or  manila  complying  with  Federal 
Specification  T-R-601.  The  end  of  the 
line  intended  to  be  attached  to  the  pro¬ 
jectile  shall  have  securely  attached 
thereto  a  substantial  tag  bearing  a  per¬ 
manent  legend  indicating  its  purpose, 
and  the  other  end  of  the  line  shall  be 
tagged  in  the  same  manner  to  prevent 
delay  in  securing  proper  and  immediate 


action  with  the  equipment.  Each  line 
shall  be  coiled,  faked,  or  reeled  in  its 
own  faking  box  or  reel  in  such  manner 
that  when  all  the  line  leaves  the  con¬ 
tainer  it  shall  automatically  become  un¬ 
attached  and  free  from  the  container. 
The  faking  box  or  reel  shall  be  of  such 
size  as  to  accommodate  the  size  and  type 
of  line  used.  The  complete  faking  box 
consists  of  three  essential  parts,  i.  e„ 
box,  frame  with  faking  pins,  and  bottom 
board.  The  box  has  four  sides  and  a  top 
substantially  joined  together,  and  util¬ 
izes  the  frame  with  bottom  board  to  form 
its  bottom.  The  frame  is  made  of  bat¬ 
tens,  laid  fiat,  and  securely  joined  to 
form  a  hollow  rectangle,  the  outside 
border  of  which  is  slightly  larger  than 
the  box.  The  faking  pins  are  perma¬ 
nently  mounted  vertically  into  the  frame 
to  form  a  row  of  pins  paralleling  each 
side  of  the  frame.  The  bottom  board  is 
slightly  smaller  than  the  inside  of  the 
box  and  is  perforated  with  holes  to  allow 
the  faking  pins  to  project  through  when 
the  board  is  seated  on  the  frame.  The 
frame  is  held  to  the  box  by  hasps  or 
hooks.  After  the  line  has  been  faked, 
the  faking  box  is  prepared  for  use  by 
inverting  it  and  releasing  the  hasps  hold¬ 
ing  the  frame  to  the  box.  The  frame  is 
then  carefully  lifted  to  withdraw  the  fak¬ 
ing  pins  while  the  bottom  board  is  held 
down  to  keep  the  line  in  place.  After 
removal  of  the  bottom  board,  one  end  of 
the  line  is  made  fast  to  the  projectile  and 
the  other  end  made  fast  to  the  ship.  The 
reel  type  container  shall  consist  of  a  reel 
upon  which  the  line  may  be  readily  coiled 
and  a  canister  or  container  into  which 
the  line  may  be  placed  which  will  afford 
a  fair  lead  through  which  the  line  may 
pay  out.  The  reel  must  be  so  designed 
as  to  permit  easy  withdrawal  after  the 
line  has  been  coiled.  Containers  of  new 
lines  shall  bear  the  name  of  the  manu¬ 
facturer,  date  of  manufacture,  and  a 
statement  to  the  effect  that  in  all  re¬ 
spects  the  line  meets  the  requirements  of 
this  specification. 

(d)  One  auxiliary  line  consisting  of 
not  less  than  1,500  feet  continuous 
length  of  3-inch  nominal  circumference 
manila  complying  with  Federal  Specifi¬ 
cation  T-R-601. 

(e)  One  cleaning  rod  with  wire  brush 
of  non-ferrous  metal,  prongs  arranged 
in  a  spiral,  of  sufficient  rigidity  and  size 
to  clean  the  bore. 

(f)  One  can  of  oil  suitable  for  clean¬ 
ing  and  preserving  the  appliance. 

(g)  Twelve  flannel  wiping  patches  of 
sufficient  size  to  cover  the  brush  and 
suitable  for  wiping  the  bore  clean. 

(h)  One  set  of  instructions  including 
a  list  of  the  equipment  furnished  with 
the  appliance,  information  as  to  the 
proper  maintenance  of  the  appliance 
and  equipment,  and  directions  for  load¬ 
ing  and  firing  the  appliance  in  service 
use  shall  be  permanently  engraved  in 
plastic  and  mounted  conspicuously  in 
the  case  or  box  required  by  paragraph 

(i)  of  this  section. 

(i)  A  suitable  case  or  box,  properly 
compartmented  for  stowage  of  the  ap¬ 
pliance  and  auxiliary  equipment,  is  re¬ 
quired  for  stowage  on  merchant  vessels. 
The  service  line  and  auxiliary  line  need 
not  be  stowed  in  the  case. 


§  160.040-5  Inspections,  sampling, 
and  tests — (a)  General.  Each  appliance 
and  equipment  shall  be  examined  for 
compliance  with  this  specification  and 
with  the  drawings  and  specifications 
submitted  by  the  manufacturer  and  ap¬ 
proved  by  the  Commandant.  Specimens 
or  samplings  of  any  materials  of  the 
appliance  or  its  equipment  may  be  taken 
by  the  marine  inspector  and  tests  made 
for  compliance  with  the  applicable  re¬ 
quirements.  The  marine  inspector  shall 
be  admitted  to  the  place  of  manufac¬ 
ture  and  will  familiarize  himself  with  the 
production  facilities  and  manufacturing 
process.  The  manufacturer  shall  pro¬ 
vide  a  suitable  place  and  the  necessary 
apparatus  for  the  use  of  the  marine  in¬ 
spector  in  conducting  tests  done  at  the 
place  of  manufacture.  Tests  at  com¬ 
mercial  or  Government  laboratories, 
when  applicable,  shall  be  at  the  expense 
of  the  manufacturer. 

(b)  Chamber,  bore,  projectiles.  The 
chamber  and  bore  of  the  appliance  and 
the  diameter  of  the  rocket  projectiles 
furnished,  shall  be  gauged  to  determine 
compliance  with  the  applicable  require¬ 
ments  of  this  subpart. 

(c)  Performance  tests — (1)'  Appli¬ 
ances.  Each  appliance  shall  be  tested 
in  the  presence  of  the  marine  inspector 
by  firing  three  rounds.  These  rounds 
may  be  regular  rockets  or  buoyant  type 
rockets  carrying  regular  service  lines,  as 
provided  in  subparagraph  (2)  of  this 
paragraph,  or  may  be  dummy  projectiles, 
of  the  same  size  and  weight  as  the  regu¬ 
lar  rocket  projectile,  expelled  into  an 
earthen  bank  or  other  resisting  medium 
from  a  reasonable  distance.  At  least  one 
of  the  rounds  shall  be  fired  using  a 
primer-ejector  cartridge  loaded  with  a 
charge  double  the  normal  charge;  the 
other  rounds  may  be  fired  using  regular 
primer-ejector  cartridges.  After  the 
firing  tests  have  been  completed,  each 

‘  appliance  shall  be  fired  twice  using  the 
regular  primer-ejector  cartridges  only, 
for  the  purpose  of  demonstrating  that 
the  appliance  is  still  in  operating  con¬ 
dition.  The  entire  assembly  of  the  ap¬ 
pliance  shall  be  examined  by  the  marine 
inspector,  and  any  signs  of  malfunction¬ 
ing,  fracture,  or  damage  shall  be  cause 
for  rejection, 

(2)  Rockets,  From  each  200  rockets 
manufactured,  the  marine  inspector  will 
select  one  to  be  tested  in  his  presence  by 
firing  with  service  line  attached.  The 
rockets  selected  will,  over  a  period  of 
time,  include  representative  samples  of 
both  the  regular  and  buoyant  type 
rockets.  The  line  shall  be  carried,  under 
conditions  of  reasonably  still  atmos¬ 
phere,  a  minimum  of  750  feet,  without 
breaking  or  fouling  the  line,  and  the 
rocket  shall  alight  not  more  than  50 
feet  from  either  side  of  the  target  line. 
In  no  case  shall  a  test  rocket  be  fired 
without  a  line  attached.  After  a  buoy¬ 
ant  type  rocket  is  fired,  it  shall  demon¬ 
strate  its  ability  to  float  in  water  for  not 
less  than  2  hours.  Failure  to  meet  any 
of  the  test  requirements,  erratic  flight, 
or  unusual  burning  rate,  shall  be  cause 
for  rejection  of  rockets  produced  until 
the  marine  inspector  is  satisfied  that 
suitable  correction  has  been  made. 

(3)  Primer -ejector  cartridges.  Inas¬ 
much  as  primer-ejector  cartridges  are 
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used  for  the  tests  required  by  subpara¬ 
graphs  (1)  and  (2)  of  this  paragraph, 
additional  tests  of  primer -ejector  cart¬ 
ridges  will  be  made  only  when  deemed 
advisable  by  the  marine  inspector.  Mis¬ 
firing  or  failure  of  any  kind  shall  be 
cause  for  rejection  of  cartridges  pro¬ 
duced  until  the  marine  inspector  is  sat¬ 
isfied  that  suitable  correction  has  been 
made. 

(d)  Marine  inspector’s  acceptance  of 
appliance  and  equipment  and  filing  re¬ 
port.  When  the  marine  inspector  has 
satisfied  himself  that  the  appliance  and 
equipment  are  of  a  tsrpe  officially  ap¬ 
proved  in  the  name  of  the  manufacturer 
and  meet  the  requirements  set  forth  in 
this  subpart  and  in  the  plans  and  specifi¬ 
cations  submitted  by  the  manufacturer 
as  approved  by  the  Commandant,  the 
barrel  of  the  pistol  shall  be  marked  with 
the  initials  of  the  marine  inspector  fol¬ 
lowed  by  the  letters  “USCG”  and  the 
marine  inspector  shall  file  a  report  of 
the  examinations  and  tests  made  and 
the  results  thereof  with  the  Commander 
of  the  Cosust  Guard  District  wherein  the 
tests  were  made,  and  the  Commander  of 
such  district  shall  furnish  the  manufac¬ 
turer  a  copy  of  the  report. 

§  160.040-6  Marking  and  labeling. 

(a)  The  appliance  shall  be  permanently 
and  legibly  marked  by  die-stamping  or 
raised  letters  with  the  model  designa¬ 
tion  of  the  appliance,  the  manufacturer’s 
serial  number  for  the  appliance,  the 
official  Coast  Guard  approval  number, 
and  the  name  of  the  manufacturer.  The 
rocket-projectiles  shall  be  legibly  marked 
with  the  name  of  the  manufacturer,  the 
model  designation,  the  official  Coast 
Guard  approval  number,  and  month  and 
year  manufactured.  Primer-ejector 
cartridges  shall  be  permanently  and 
legibly  marked  with  the  name  of  the 
manufacturer,  and  the  model  designa¬ 
tion,  the  official  Coast  Guard  approval 
number,  and  the  month  and  year 
manufactured. 

(b)  The  containers  of  new  service 
lines  shall  bear  the  name  of  the  manu¬ 
facturer,  date  of  manufacture,  and  a 
statement  to  the  effort  that  in  all  re¬ 
spects  the  line  meets  the  requirements 
of  this  subpart  for  service  lines.  Line 
faking  boxes  and  reels  shall  bear  the 
name  of  the  manufacturer. 

§  160.040-7  Procedure  for  approval.— ‘ 
(a)  General.  Impulse-projected  rocket 
type  line-throwing  appliances  for  mer¬ 
chant  vessels  are  approved  only  by  the 
Commandant,  U.  S.  Coast  Guard, 
Washington  25,  D.  C.  Correspondence 
pertaining  to  the  subject  matter  of  this 
specification  shall  be  addressed  to  the 
Commander  of  the.  Coast  Guard  District 
in  which  the  factory  is  located. 

(b)  Manufacturer’s  plans  and  specific 
cations.  In  order  to  apply  for  approval 
of  impulse-projected  rocket  type  Une- 
throwing  appliances,  submit  detailed 
plans  and  specifications,  including  a 
complete  bill  of  materials,  assembly 
drawing,  and  parts  drawings  descrip¬ 
tive  of  the  arrangement  and  construc¬ 
tion  of  the  device,  to  the  Commander 
of  the  Coast  Guard  District  in  which 
the  factory  is  located.  Each  drawing 
shall  have  an  identifying  drawing 
number,  date,  and  an  identification  of 


the  device;  and  the  general  arrange¬ 
ment  or  assembly  drawing  shall  include 
a  list  of  all  drawings  applicable,  together 
with  drawing  numbers  and  alteration 
numbers.  The  alterations  shall  be  noted 
with  the  date  of  alteration,  or  new  draw¬ 
ing  numbers  and  dates  shall  be  assigned. 
The  manufacturer  will  be  advised 
whether  or  not  the  drawings  and  specifi¬ 
cations  appear  satisfactory  or  what  cor¬ 
rections  appear  necessary,  and  then  he 
may  proceed  with  the  construction  of  a 
pre-approval  sample  in  accordance 
therewith.  At  the  time  of  the  tests  of 
the  pre-approval  sample,  the  manufac¬ 
turer  shall  furnish  to  the  marine  inspec¬ 
tor  4  copies  of  all  plans  and  specifica¬ 
tions,  corrected  as  may  be  required,  for 
forwarding  to  the  Commandant. 

(c)  Pre-approval  sample  and  tests.  A 
marine  inspector  will  be  detailed  to  the 
factory  to  observe  the  production  facil¬ 
ities  and  manufacturing  methods.  The 
marine  inspector  will  gauge  the  bore  of 
the  appliance  and  the  diameter  of  the 
projectiles.  The  pre-approval  sample 
appliance  shall  then  be  test  fired  in  the 
presence  of  the  marine  inspector  in  ac¬ 
cordance  with  §  160.040-5  (c)  three 
rounds  with  service  lines  attached  to  the 
regular  service  rocket  projectiles.  The 
buoyant  type  projectiles  shall  be  tested 
to  determine  that  they  will  support  their 
own  weight  in  fresh  water.  The  marine 
inspector  will  file  a  report  of  the  exam¬ 
inations  and  tests,  together  with  the  4 
corrected  copies  of  the  drawings  and 
specifications,  with  the  Commander  of 
the  Coast  Guard  District  who  will  trans¬ 
mit  them  to  the  Commandant  to  deter¬ 
mine  comphance  with  the  requirements 
of  this  subpart  and  suitabihty  of  the  ap- 
phance  for  type  or  brand  approval  for 
use  on  merchant  vessels. 

Dated;  July  30,  1954. 

A.  C.  Richmond, 

Vice  Admiral,  U.  S.  Coast  Guard 
Commandant. 

[P.  R.  Doc.  54-5999;  Filed.  Aug,  5,  1954; 

8:51  a.  in.] 
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Accommodations  for  Crews  on  Passen¬ 
ger,  Cargo,  and  Miscellaneous  Vessels 

LOCATION  OF  CREW  SPACES 

A  notice  regarding  proposed  changes 
in  the  rules  and  regulations  governing 
passenger,  cargo,  and  miscellaneous 
vessels  was  published  in  the  Federal 
Register  dated  February  25,  1954,  18 
F.  R.  1056,  1058,  as  Item  VI  on  the 
agenda  to  be  considered  by  the  Mer¬ 
chant  Marine  Council  and  a  public  hear¬ 
ing  was  held  on  March  23,  1954,  at 
Washington,  D.  C. 

The  amendments  to  46  CFR  72.20-10 
(b)  and  92.20-10  (b)  are  to  clarify  the 
requirements  regarding  location  of  crew 
spaces  on  passenger,  cargo,  and  mis¬ 
cellaneous  vessels.  All  the  comments, 
views,  and  data  submitted  at  the  hearing 
or  in  writing  prior  thereto  were  consid¬ 
ered  and  the  proposed  regulations  set 
forth  in  Item  VT  on  the  agenda  were  re¬ 
vised.  The  revised  regulations  provide 
that  crew  quarters  cannot  be  located 


farther  forward  in  a  vessel  than  a  ver¬ 
tical  plane  located  at  5  percent  of  the 
vessel’s  length  abaft  the  forward  side  of 
the  stem  at  the  designed  summer  load 
water  hne,  however,  for  vessels  in  other 
than  ocean  or  coastwise  service  this  dis¬ 
tance  need  not  exceed  28  feet.  , 

By  virtue  of  the  authority  vested  in 
me  as  Commandant,  United  States  Coast 
Guard,  by  'Treasury  Department  Order 
No.  120,  dated  July  31,  1950  (15  F.  R. 
6521),  to  promulgate  regulations  in  ac¬ 
cordance  with  the  statutes  cited  with  the 
regulations  below,  the  following  amend¬ 
ments  to  the  regulations  are  prescribed 
which  shall  become  effective  90  days 
after  the  date  of  publication  of  this  docu¬ 
ment  in  the  Federal  Register; 

Subchapfer  H — Passenger  Vessels 

Part  72 — Construction  and 
Arrangement 

subpart  72.20 - ACCOMMODATIONS 

for  OFFICERS  AND  CREWS 

Section  72.20-10  (b)  is  amended  to 
read  as  follows; 

§  72.20-10  Location  of  .crew  spaces. 

0  0  0 

(b)  Crew  quarters  shall  not  be  located 
farther  forward  in  a  vessel  than  a  verti¬ 
cal  plane  located  at  5  percent  of  the  ves¬ 
sel’s  length  abaft  the  forward  side  of  the 
stem  at  the  designed  summer  load  water 
line.  However,  for  vessels  in  other  than 
ocean  or  coastwise  service,  this  distance 
need  not  exceed  28  feet.  For  the  pur¬ 
pose  of  this  paragraph,  the  length  shall 
be  as  defined  in  §  43.15-1  of  Subchapter 
E  (Load  Lines)  of  this  chapter.  No  sec¬ 
tion  of  the  deck  of  the  crew  spaces  shall 
be  below  the  deepest  load  line,  except 
that  in  special  cases,  the  Commandant 
may  approve  such  an  arrangement: 
Provided,  That  in  no  case  shall  the  deck 
head  of  the  crew  space  be  below  the 
deepest  load  line. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4490,  as  amended,  sec.  3, 
24  Stat.  129,  41  Stat.  305,  sec.  5,  49  Stat.  1384, 
secs.  1,  2,  49  Stat.  1544,  sec.  3,  54  Stat.  346, 
sec.  2,  54  Stat.  1028,  and  sec.  5,  55  Stat.  244, 
245,  as  amended;  46  U.  S.  C.  391,  392,  404, 
482,  483,  363,  369,  367,  1333,  463a.  50  U,  S.  C. 
App.  1275;  E.  O.  10402,  17  F.  R.  9917,  3  CFR, 
1952  Supp.) 


Subchapter  I-— Cargo  and  Miscellaneous  Vessels 

Part  92 — Construction  and  Arrange¬ 
ment 

subpart  92.20 — ACCOMMODATIONS  FOR 
OFFICERS  AND  CREW 

Section  92.20-10  (b)  is  amended  to 
read  as  follows; 

§  92.20-10  Location  of  crew  spaces. 

9  0  0 

(b)  Ch'ew  quarters  shall  not  be  located 
farther  forward  in  a  vessel  than  a  ver¬ 
tical  plane  located  at  5  percent  of  the 
vessel’s  length  abaft  the  foiw'ard  side  of 
the  stem  at  the  designed  summer  load 
water  line.  However,  for  vessels  in 
other  than  ocean  or  coastwise  service, 
this  distance  need  not  exceed  28  feet. 
For  the  purpose  of  this  paragraph,  the 
length  shall  be  as  defined  in  §  43.15-1  of 
Subchapter  E  (Load  Lines)  of  this  chap¬ 
ter.  No  section  of  the  deck  of  the  crew 


Friday,  August  6,  1954 


FEDERAL  REGISTER 


4951 


spaces  shall  be  below  the  deepest  load 
line,  except  that  in  special  cases,  the 
Commandant  may  approve  such  an 
arrangement:  Provided,  That  in  no  case 
shall  the  deck  head  of  the  crew  space  be 
below  the  deepest  load  line. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4490,  as  amended,  41  Stat. 
305,  secs.  1,  2,  49  Stat.  1544,  sec.  2,  54  Stat. 
1028,  sec.  5,  55  Stat.  244,  245,  as  amended; 
46  U.  S.  C.  391,  392,  404,  482,  483,  363  ,  367, 
463a.  50  U.  S.  C.  App.  1275;  E.  O.  10402, 
17  P.  R.  9917;  3  CFR,  1962  Supp.) 

Dated:  August  2,  1954. 

[seal]  a,  C.  Richmond, 

Vice  Admiral,  U.  S.  Coast  Guard, 

Commandant. 

[P.  R.  Doc.  54-5997;  Piled,  Aug.  5,  1954; 
8:51  a.  m.l 


[CGPR  54^301 

Miscellaneous  Amendments  to  Chapter 

The  miscellaneous  amendments  in  this 
document  are  either  editorial  to  correct 
errors  and  change  wording  of  require¬ 
ments  so  that  they  will  read  the  same 
for  different  t3rpes  of  vessels,  or  to  change 
requirements  to  afford  relief  for  small 
vessel  operators  in  accordance  with  re¬ 
quests  received  at  the  March  1954  public 
hearing.  ' 

The  amendments  to  46  CFR  71.50-1 
(a)  and  91.40-1  (a)  change  the  wording 
of  the  regulations  concerning  drydock¬ 
ing  to  agree  with  similar  requirements 
for  tank  vessels  and  define  year  as  “cal¬ 
endar”  year. 

The  amendments  to  46  CFR  78.30-5 
(a)  and  78.30-15  (a)  regarding  pilot¬ 
house  watch  and  watchmen  for  motor- 
boats.  relax  the  requirements  to  permit 
one-man  crews  on  small  inspected  mo¬ 
torboats  in  accordance  with  a  common 
practice  followed  for  years.  These 
changes  grant  relief  to  small  vessel 

operators,  _ 

The  amendment  to  46  CFR  95.15-20 
(g)  corrects  an  editorial  error  and  re¬ 
moves  the  word  “except”  after  the 
phrase  “regulations  of  the  I.  C.  C.” 

The  amendment  to  46  CFR  95.13-25 
(a),  regarding  the  manning  of  lifeboats 
carried  on  dry  cargo  ships  certificated 
for  ocean  and  coastwise  routes,  clarifies 
the  requirements  and  provides  that  it  is 
only  necessary  to  man  sufiBcient  life¬ 
boats  to  accommodate  the  persons  on 
board,  which  is  in  agreement  with  exist¬ 
ing  administrative  practice. 

It  is  hereby  found  that  compliance 
with  the  notice  of  proposed  rule  making-, 
public  rule  making  procedure  thereon, 
and  effective  date  requirements  of  the 
Administrative  Procedure  Act  (5  U.  S.  C. 
1003)  is  not  necessary  because  the 
amendments  set  forth  in  this  document 
are  editorial  changes,  relaxations  from 
prior  requirements,  or  rules  published 
for  the  benefit  of  the  public. 

By  virtue  of  the  authority  vested  in  me 
as  Commandant,  United  States  Coast 
Guard,  by  Treasury  Department  Order 
No.  120,  dated  July  31,  1950  (15  F.  R. 
0521),  to  promulgate  regulations  in  ac¬ 
cordance  with  the  statutes  cited  with  the 
regulations  below,  the  following  amend- 

No.  152 - 5 


ments  to  the  regulations  are  prescribed 
which  shall  become  effective  on  and  after 
the  date  of  publication  of  this  document 
in  the  Federal  Register: 

Subchapter  H — Passenger  Vessels 
Part  71 — Inspection  and  Certification 

subpart  71.50 — drydocking 

Section  71.50-1  (a)  is  amended  to  read 
as  follows: 

§  71.50-1  When  required,  (a)  All 
vessels  shall  be  placed  in  drydock  or 
hauled  out  for  examination  within  the 
periods  set  forth  in  this  paragraph,  de¬ 
pending  upon  the  service. 

(1)  Vessels  whose  operations  in  salt 
water  service  aggregate  more  than  6 
months  in  a  calendar  year — once  in 
each  calendar  year. 

(2)  Vessels  whose  operations  in  salt 
water  service  aggregate  6  months  or  less 
in  a  calendar  year — once  in  each  2 
calendar  years. 

(3)  Vessels  whose  operations  are  con¬ 
fined  conclusively  to  fresh  water — once 
in  each  5  calendar  years. 

(R.  S.  4405,  as  amended,  4462,  sis  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4399,  4400,  4417,  4418,  4421,  4423,  4426,  4428- 
4430,  4433,  4434,  4453,  as  amended,  sec.  14, 
29  Stat.  690,  secs.  10.  11,  35  Stat.  428,  41  Stat. 
305,  49  Stat.  1544,  1935,  sec.  3,  54  Stat.  346, 
sec.  5,  55  Stat.  244,  245,  sis  amended;  46 
U,  S.  C.  361,  362,  391.  392,  399,  400,  404,  406- 
408,  411,  412,  435,  366,  395,  396,  363  ,  367, 
660a.  1333,  50  U.  S.  C.  App.  1275;  E.  O.  10402, 
17  F.  R.  9917;  3  CFR,  1952  Supp.) 


Part  78 — Operations 

subpart  78.30 — LOOKOUTS,  PILOTHOUSE 
WATCH,  PATROLMEN,  AND  WATCHMEN 

1.  Section  78.30-5  (a)  is  amended  to 
read  as  foliows: 

§  78.30-5  Pilothouse  watch,  (a)  In 
addition  to  the  licensed  deck  officer  or 
pilot,  there  shall  be  at  least  one  mem¬ 
ber  of  the  crew  also  on  watch  in  or  near 
the  pilothouse  at  all  times  when  the  ves¬ 
sel  is  being  navigated:  Provided,  That 
this  section  shall  not  apply  to  motor- 
boats. 

2.  Section  78.30-15  (a)  is  amended  to 
read  as  follows: 

§  78.30-15  Watchmen,  (a)  The  pro¬ 
visions  of  this  section  shall  apply  to  all 
vessels  not  required  to  have  a  super¬ 
vised  patrol  under  the  provisions  of 
§  78.30-10  except  motorboats.  Motor- 
boats  shall  comply  with  paragraph  (b) 
of  this  section.  This  section  shall  be 
applicable  at  all  times  when  passengers 
are  on  board. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S, 
4417,  4418,  4426,  4453,  as  amended,  secs.  1,  2. 

49  Stat.  1544,  sec.  17.  54  Stat.  166,  sec.  3.  54 
Stat.  346,  sec.  5,  55  Stat.  244,  245,  as  amended; 
46  U.  S.  C.  391,  392,  404,  435,  367,  626p,  133. 

50  U.  S.  C.  App.  1275;  E.  O.  10402,  17  F.  R. 
9917;  3  CFR.  1952  Supp.) 


Subchapter  I — Cargo  and  Miscellaneous  Vessels 
Part  91 — Inspection  and  Certification 

SUBPART  91.40 — DRYDOCKING 

4.  Section  91.40-1  (a)  is  amended  to 
read  as  follows: 


§  91.40-1  When  required,  (a)  All 
vessels  shall  be  placed  in  drydock  or 
hauled  out  for  examination  within  the 
periods  set  forth  in  this  paragraph  de¬ 
pending  upon  the  service. 

(1)  Vessels  whose  operations  in  salt 
water  service  aggregate  more  than  6 
months  in  a  calendar  year — once  in  each 
calendar  year. 

(2)  Vessels  whose  operations  in  salt 
water  service  aggregate  6  months  or  less 
in  a  calendar  year — once  in  each  2 
calendar  years. 

(3)  Vessels  whose  operations  are  con¬ 
fined  exclusively  to  fresh  water — once  in 
each  5  calendar  years. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4399,  4400,  4417,  4418,  4421,  4423,  4426-4431, 
4433,  4434,  4453,  as  amended,  sec.  14,  29  Stat. 
690,  secs.  10,  11.  35  Stat.  428,  41  Stat.  305,  49 
Stat.  1544,  1935,  sec.  5.  55  Stat.  244,  245,  as 
amended;  46  U.  S.  C.  361,  362,  391,  392,  399, 
400,  404-409,  411,  412,  435,  366,  395,  396,  363, 
367,  660a,  50  U.  S.  C.  App.  1275;  E.  O.  10402, 
17  F.  R.  9917;  3  CFR,  1952  Supp.) 


Part  95 — Fire  Protection  Equipment 

SUBPART  95.15 - CARBON  DIOXIDE  EXTIN¬ 

GUISHING  SYSTEMS,  DETAILS 

5.  Section  95.15-20  (g)  is  amended  to 
read  as  follows; 

§  95.15-20  Carbon  dioxide  storage. 

•  «  * 

(g)  All  cylinders  used  for  storing  car¬ 
bon  dioxide  shall  be  fabricated,  tested, 
and  marked  in  accordance  with  the  regu¬ 
lations  of  the  I.  C.  C.  as  noted  in  §  147.04- 
1  of  Subchapter  N  (Explosives  or  Other 
Dangerous  Articles  on  Board  Vessels)  of 
this  chapter. 

(R  S.  4405,  as  amended,  4462,  as  amended;  46 
U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4470,  4471,  4477,  4479,  and 
4483,  as  amended,  secs,  1,  2,  49  Stat.  1544,  sec. 
17,  54  Stat.  166,  sec.  2,  54  Stat.  1028,  sec.  6.  56 
Stat.  244,  245,  as  amended;  46  U.  S.  C.  391, 
392,  404,  463,  464,  470,  472,  476,  367,  526p. 
463a,  50  U.  S.  C.  App.  1275;  E.  O.  10402,  17 
F.  R.  9917;  3  CFR,  1952  Supp.) 


Part  97 — Operations 

SUBPART  97,13 — STATION  BILLS 

6.  Section  97.13-25  (a)  is  amended  to 
read  as  follows: 

§  97.13-25  Manning  of  lifeboats  and 
life  rafts,  (a)  There  shall  be  for  each 
lifeboat  and  life  raft  a  number  of  cer¬ 
tificated  lifeboatmen  equal  to  that  speci¬ 
fied  in  table  97.13-25  (a) :  Provided, 
That  vessels  required  to  carry  sufficient 
lifeboats  on  each  side  to  accommodate 
all  persons  on  board  need  only  carry  the 
lifeboatmen  required  for  the  lifeboats  on 
one  side. 

(R.  S.  4405,  as  amended,  4462,  as  amended; 
46  U.  S.  C.  375,  416.  Interpret  or  apply  R.  S. 
4417,  4418,  4426,  4453,  as  amended,  secs.  1,  2, 
49  Stat.  1544,  sec.  17,  54  Stat.  166,  sec.  5,  55 
Stat.  244,  245,  as  amended;  46  U.  S.  C.  391, 
392,  404,  435,  367,  526p,  50  U.  S.  C,  App. 
1275;  E.  O.  10402,  17  F.  R.  9917;  3  CFR,  1952 
Supp.) 

Dated:  August  2,  1954. 

[seal!  a.  C,  Richmond, 

Vice  Admiral  U.  S.  Coast  Guard, 
Commandant. 

(P.  R.  Doc.  54-5998;  Piled,  Aug.  5.  1954; 
8:51  a.  m.) 
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Swbchapter  O — Regulations  Applicable  to  Certain 
Vessels  During  Emergency 

[CGFR  64-281 

Part  154 — Waivers  of  Navigation  and 

Vessel  Inspection  Laws  and  Regula¬ 
tions  * 

VESSELS  OPERATED  BY  PACIFIC 
lAICRONESIAN  LINES,  INC. 

The  Secretary  of  Defense  in  a  letter 
to  the  Secretary  of  the  Treasiuy,  dated 
June  25,  1954,  recommended  a  general 
waiver  of  navigation  and  vessel  inspec¬ 
tion  laws  of  the  United  States  as  follows: 

Each  year  since  1951,  the  Secretary  of 
Defense  has  recommended  waiver  of  the 
navigation  and  vessel  inspection  laws  of  the 
United  States  for  certain  vessels  operating 
in  the  Trust  Territory. 

In  the  Interest  of  national  defense,  I  rec¬ 
ommend  that  you  again  waive  compliance 
with  the  navigation  laws  for  the  period  July 
1,  1954,  to  June  30,  1955,  for  vessels  which 
are  or  will  be  operated  by  the  Pacific  Micro- 
nesian  Lines,  Inc.,  for  the  Def>artment  of  the 
Interior  in  Trust  Territory  waters. 

This  recommendation  is  made  in  response 
to  the  request  of  the  Secretary  of  the  Interior 
and  is  not  to  be  construed  as  Department  of 
Defense  approval  of  the  seaworthiness  or 
general  condition  of  the  vessels. 

Section  1  of  the  act  of  December  27, 
1950,  states  in  part  as  follows: 

The  head  of  each  department  or  agency 
responsible  for  the  administration  of  the 
navigation  and  vessel-inspection  laws  is  di¬ 
rected  to  waive  compliance  with  such  laws 
upon  the  request  of  the  Secretary  of  Defense 
to  the  extent  deemed  necessary  in  the  inter¬ 
est  of  national  defense  by  the  Secretary  of 
Defense.  •  •  • 

Accordingly,  the  request  of  the  Secre¬ 
tary  of  Defense  for  a  waiver  order  was 
granted. 

Pursuant  to  this  request  of  the  Secre¬ 
tary  of  Defense  the  Commandant, 
United  States  Coast  Guard,  in  a  des¬ 
patch  dated  June  29,  1954,  to  the  Com¬ 
mander,  14th  Coast  Guard  District, 
waived  in  the  interest  of  national  de¬ 
fense  compliance  with  the  provisions  of 
the  navigation  and  vessel  inspection 
laws  administered  by  the  United  States 
Coast  Guard,  as  well  as  the  regulations 
issued  thereunder  and  published  in  33 
CFR  Chapter  I  or  in  46  CFR  Chapter  I, 
to  the  extent  necessary  to  permit  the 
operation  of  vessels  of  the  Department 
of  the  Interior  and  now  operated  by  the 
Pacific  Micronesian  Lines,  Inc.,  or  other 
vessels  which  may  be  used  as  substi¬ 
tutes  for  such  vessels  in  the  Trust  Terri¬ 
tory  of  the  Pacific  Islands,  as  well  as 
between  the  Trust  Territory  of  the  Pa¬ 
cific  Islands  and  all  the  ports  of  the 
United  States,  including  its  territories 
and  possessions,  and  foreign  ports,  and 
this  waiver  order  shall  be  in  effect  from 
July  1,  1954,  to  and  including  June  30, 
1955,  unless  sooner  terminated  by  proper 
authority. 

The  purpose  of  the  following  waiver 
order  designated  §  154.35,  as  well  as  33 
CFR  19.35,  is  to  waive  the  navigation 
and  vessel  inspection  laws  and  regula¬ 
tions  issued  pursuant  thereto  which  are 
administered  by  the  United  States  Coast 
Guard,  as  requested  by  the  Secretary  of 
Defense,  to  the  extent  necessary  to  per- 

>  This  is  also  codified  in  33  CFR  Part  19. 
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mit  the  operation  of  vessels  which  are 
now  or  will  be  operated  by  the  Pacific 
Micronesian  Lines,  Inc.,  for  the  Depart¬ 
ment  of  the  Interior  until  and  including 
June  30,  1955,  unless  sooner  terminated 
by  proper  authority,  and  this  waiver 
order  supersedes  the  waiver  order  dated 
October  5,  1953,  and  published  in  the 
Federal  Register  October  10,  1953,  18 
F.  R.  6455.  It  is  hereby  found  that  com¬ 
pliance  with  the  notice  of  proposed  rule 
making,  public  rule  making  procedure 
thereon,  and  effective  date  requirements 
thereof  of  the  Administrative  Procedure 
Act  is  impracticable  and  contrary  to  the 
public  interest. 

By  virtue  of  the  authority  vested  in 
me  as  Commandant,  United  States  Coast 
Guard,  by  an  order  of  the  Acting  Secre¬ 
tary  of  the  Treasury,  dated  January  23, 
1951,  identified  as  CGFR  51-1  and  pub¬ 
lished  in  the  Federal  Register  dated 
January  26,  1951  (16  F.  R.  731),  the 
following  waiver  order  is  promulgated 
and  shall  be  in  effect  to  and  including 
June  30,  1955,  unless  sooner  terminated 
by  proper  authority,  and  §  154.35  is 
revised  as  follows: 

§  154.35  Department  of  the  Interior 
vessels  operated  by  Pacific  Micronesian 
Dines,  Inc.  (a)  Pursuant  to  the  recom¬ 
mendation  of  the  Secretary  of  Defense  in 
a  letter  dated  June  25,  1954,  made  under 
the  provisions  of  section  1  of  Public  Law 
891,  81st  Congress  (64  Stat.  1120;  46 
U.  S.  C.,  note  prec.  1),  I  hereby  waive  in 
the  interest  of  national  defense  com¬ 
pliance  with  the  provisions  of  the  navi¬ 
gation  and  vessel  inspection  laws 
administered  by  the  United  States  Coast 
Guard,  as  well  as  the  regulations  issued 
thereunder  and  published  in  33  CFR 
Chapter  I  or  in  this  chapter,  to  the  ex¬ 
tent  necessary  to  permit  the  operation 
of  vessels  which  are  now  the  property  of 
or  in  the  custody  of  the  Department  of 
the  Interior,  or  other  vessels  which  may 
be  used  as  substitutes  for  such  vessels, 
which  are  or  may  be  operated  by  the 
Pacific  Micronesian  Lines,  Inc.,  in  the 
Trust  Territory  of  the  Pacific  Islands, 
as  well  as  between  the  Trust  Territory 
of  the  Pacific  Islands  and  all  the  ports 
of  the  United  States,  including  its  terri¬ 
tories  and  possessions,  and  foreign  ports, 
and  this  waiver  order  shall  be  in  effect 
from  July  1,  1954,  to  and  including  June 
30,  1955,  unless  sooner  terminated  by 
proper  authority. 

(64  stat.  1120;  46  U.  S.  C.,  note  prec.  1) 
Dated:  July  30,  1954. 

TsealI  a.  C.  Richmond, 

Vice  Admiral.  U.  S.  Coast  Guard, 
Commandant. 

[P.  R.  Doc.  54-5996;  Piled,  Aug.  5,  1954; 

8:50  a.  m.] 

TITLE  38— PENSIONS,  BONUSES, 
AND  VETERANS’  RELIEF 

Chapter  I — ^Veterans*  Administration 

Part  4 — Dependents  and  Beneficiaries 
Claims 

miscellaneous  amendments 

1.  In  §  4.0,  paragraphs  (a)  and  (b)  (3) 
are  amended  to  read  as  follows: 


§  4.0  Application  for  death  benefits^ 
(a)  General.  (1)  A  specific  claim  on 
the  form  prescribed  by  the  Administra¬ 
tor  of  Veterans’  Affairs  must  be  filed  by 
the  widow,  child  or  children,  and/or  de¬ 
pendent  mother  or  father  applying  for 
pension  or  compensation,  or  by  the 
claimant  for  accrued  benefits.  A  claim 
for  compensation  under  the  General  Law 
based  on  service  prior  to  April  21,  1898, 
must  be  executed  before  a  notary  public 
or  other  officer  authorized  to  administer 
oaths  for  general  purposes  or  before  an 
employee  of  the  Veterans’  Administra¬ 
tion  to  whom  authority  to  administer 
oaths  has  been  delegated  by  the  Ad¬ 
ministrator.  A  claim  for  pension  or 
compensation  filed  by  a  widow,  or  by  the 
next  friend  or  guardian  of  a  child,  or  by 
a  parent,  will  also  be  considered  as  a 
claim  for  any  accrued  amount  due. 

(2)  A  claim  filed  by  a  widow  in  which 
additional  pension  or  compensation  is 
claimed  on  account  of  a  child  or  children 
in  her  custody,  who  herself  does  not  have 
title,  will  be  accepted  as  a  valid  claim  on 
behalf  of  the  child  or  children.  In  such 
cases,  if  a  determination  of  the  widow’s 
entitlement  will  be  unduly  delayed,  and 
the  child  or  children  are  in  need  and 
their  entitlement  is  established,  death 
compensation  or  pension  shall  be  pay¬ 
able  to  the  child  or  children  at  the  rates 
provided  where  there  is  no  widow. 

(b)  Furnishing  of  claim  forms  by  Vet¬ 
erans*  Administration.  •  *  * 

(3)  Death  due  to  Veterans’  Admin¬ 
istration  hospital  treatment,  etc.  An 
application  for  benefits  under  section  31, 
Public  No.  141,  73d  Congress,  section  12, 
Public  No.  866,  76th  Congress,  or  section 
2  (Par.  4,  Part  VII),  Public  Law  16,  78th 
Congress,  will  not  be  initiated.  A  state¬ 
ment  on  VA  Form  8-534  or  8-535  show¬ 
ing  an  intent  to  file  a  claim  under  those 
specific  provisions  of  the  law  may  be 
accepted  as  a  claim;  otherwise  it  will  be 
necessary  for  the  claimant  to  complete 
and  file  VA  Form  8-577,  in  addition  to 
VA  Form  8-534  or  8-535. 

*  •  «  •  • 

2.  In  the  cross  references  immediately 
following  §  4.0,  the  last  one  is  changed 
to  read  as  follows:  "Written  testimony 
to  be  certified  and  oral  testimony  to  be 
under  oath;  administration  of  oaths  by 
employees.  See  §  3.30  of  this  chapter.” 

3.  A  new  §  4.57a  is  added  as  follows: 

§  4.57a  Foreign  residence;  "Iron  Cur¬ 
tain  Countries” — (a)  Scope.  Requests 
for  evidence  to  establish  either  basic  or 
continued  entitlement  will  not  be  made 
where  such  evidence  would  be  obtained 
from  foreign  countries  identified  as 
“Iron  Chirtain  Countries’’  by  the  Admin¬ 
istrator  on  the  basis  of  information 
supplied  by  the  Department  of  State. 

(b)  Commencement  or  recommence¬ 
ment  of  payment.  Where  a  claim  of  a 
national  of  any  such  country  has  been 
disallowed  or  payments  discontinued 
under  the  circumstances  contemplated 
by  paragraph  (a)  of  this  section,  any 
benefits  subsequently  determined  to  be 
payable  on  the  basis  of  a  claim  filed  at 
a  later  date  will  not  be  payable  for  any 
period  prior  to  the  date  of  filing  of  such 
claim. 

4.  Section  4.108  Is  revised  to  read  as 
follows: 
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§  4.108  Forfeiture  for  treasonable 
acts.  Any  person  shown  by  evidence 
satisfactory  to  the  Administrator  of  Vet¬ 
erans’  Affairs  to  be  guilty  of  mutiny, 
treason,  sabotage,  or  rendering  assist¬ 
ance  to  an  enemy  of  the  United  States 
or  of  its  allies,  shall  forfeit  all  accrued 
or  future  benefits  under  laws  adminis¬ 
tered  by  the  Veterans’  Administration 
pertaining  to  gratuities  for  veterans  and 
their  dependents:  Provided.  That  any 
part  of  such  benefits  may  be  apportioned 
and  paid  to  the  dependents  of  such  per¬ 
son,  not  exceeding  the  amount  to  which 
each  dependent  would  be  entitled  if  such 
person  were  dead  (Sec.  4,  Pub.  Law  144, 
78th  Cong.,  act  of  July  13,  1943).  The 
foregoing  is  not  applicable  as  to  a  child 
or  children,  regardless  of  age,  who  are 
in  the  widow’s  custody  and  included  in 
an  award  to  her.  Forfeiture  by  a  vet¬ 
eran  does  not  preclude  payment  of  death 
compensation  or  pension  which  may 
otherwise  be  payable  to  or  for  a  surviving 
dependent.  Any  claimant  who  in  time 
of  war  resided  in  territory  of  or  under 
the  military  control  of  an  enemy  of  the 
United  States  or  of  its  allies  will  be  re¬ 
quired  to  execute  VA  Form  8-508. 

(Sec.  4,  57  Stat.  555;  38  U.  S.  C.  728) 

5.  A  new  §  4.108a  is  added  as  follows: 

§  4.108a  Forfeiture  by  reason  of 
homicide.  Any  person  who  has  wrong¬ 
fully  and  intentionally  caused  the  death 
of  another  person  shall  not  be  entitled  to 
receive  compensation  or  pension  or  in¬ 
creased  compensation  or  pension  by  rea¬ 
son  of  such  death. 

6.  In  §  4.160,  paragraph  (b)  (2)  is 
amended  to  read  as  follows: 

§4.160  Under  section  12,  Public  Law 
144,  78th  Congress.  *  *  * 

(b)  Returned  and  canceled  checks. 

•  •  « 

(2)  Where  the  payee  died  on  or  after 
May  29,  1953,  the  provisions  of  para¬ 
graphs  (a)  and  (c)  of  this  section  are 
applicable  to  the  payment  of  the  pro¬ 
ceeds  of  any  check  received  by  a  payee 
in  payment  of  pension,  compensation,  or 
retirement  pay  where  the  payee  died  on 
or  after  the  last  day  of  the  period  cov¬ 
ered  by  such  check  and  the  check  is 
returned  and  canceled,  as  well  as  any 
amount  recovered  by  reason  of  improper 
negotiation  of  such  a  check:  Provided 
however.  That  payment  under  this  sub- 
paragraph  may  be  made  without  regard 
to  the  date  of  filing  claim,  or  retroactive 
period  covered  by  the  award,  or  the  date 
of  receipt  of  evidence  required  in  con¬ 
nection  with  the  claim  for  the  proceeds 
of  such  check,  or  the  fact  that  one  or 
more  dependents  having  a  higher  order 
of  preference  may  have  survived  the  vet¬ 
eran,  if  it  is  shown  that  at  the  time  a 
claim  is  adjudicated  such  persons  are 
deceased. 

*  •  •  •  « 

7.  In  §  4.194,  paragraph  (a)  (6)  is 
amended  and  a  new  paragraph  (c)  (3) 
is  added  as  follows: 

§  4.194  Veteran  of  any  war  and  Ko¬ 
rean  conflict;  definition  of — (a)  Per¬ 
sons  included.  *  •  * 

^6)  Philippine  Army  and  guerrilla 
service  (“recognized”  and  “unrecog¬ 
nized”).  Any  person  separated  from 


such  service  under  conditions  other  than 
dishonorable  who  served  on  or  after  De¬ 
cember  7,  1941,  in  the  organized  military 
forces  of  the  Commonwealth  of  the 
Philippines  while  such  forces  were  in  the 
service  of  the  Armed  Forces  of  the  United 
States  pursuant  to  the  military  order  of 
the  President  of  the  United  States,  dated 
July  26,  1941,  including  among  such 
miiltary  forces  those  who  served  in  a 
guerrilla  force  under  a  commissioned  of¬ 
ficer  of  the  United  States  Army,  Navy,  or 
Marine  Corps,  or  under  a  commissioned 
officer  of  the  Commonwealth  Army  rec¬ 
ognized  by  and  cooperating  with  the 
United  States  forces.  The  following  cer¬ 
tification  by  the  service  department  of 
“recognized”  and  “unrecognized”  guer¬ 
rilla  service  will  be  accepted  as  establish¬ 
ing  guerrilla  service:  (i)  Recognized 
guerrilla  service;  (ii)  unrecognized  guer¬ 
rilla  service  under  a  recognized  commis¬ 
sioned  officer  only  if  the  person  was  a 
former  member  of  the  United  States 
Armed  Forces  (including  the  Philippine 
Scouts)  or  the  Philippine  Army.  This 
excludes  civilians.  A  certification  of 
“Anti- Japanese  Activities”  will  not  be 
accepted  as  establishing  guerrilla  service. 
Separation  from  service  will  be  deemed 
to  have  occurred  on  the  date  of  release 
from  active  duty,  date  of  discharge,  or 
June  30,  1946,  whichever  is  the  earlier. 
The  provisions  of  §§  3.1  (c)  and  3.59  (c) 
of  this  chapter  are  for  application  in 
determining  the  date  of  release  from 
active  duty  (Pub.  Law  21,  82d  Cong.). 

«  •  *  •  * 

(c)  Persons  not  included.  •  *  * 

(3)  Temporary  members  of  the  Coast 
Guard  Reserve  are  not  entitled  to  burial 
allowance. 

8.  Section  4.203  is  revised  to  read  as 
follows: 

§  4.203  Transportation:  death  while 
properly  hospitalized  by  Veterans’  Ad¬ 
ministration  as  a  Veterans’  Administra¬ 
tion  beneficiary  or  while  traveling  under 
prior  authorization.  Items  enumerated 
in  this  section  will  be  considered  as  a 
part  of  the  transportation  expense  and 
allowed  in  addition  to  the  statutory 
burial  allowance,  when  the  death  of  a 
veteran  occurs  in  an  institution  to  which 
properly  admitted  for  hospital  or  domi¬ 
ciliary  care  under  authorization  of  the 
Veterans’  Administration  as  a  Veterans’ 
Administration  beneficiary,  or  when 
death  of  such  person  occurs  while  travel¬ 
ing  under  proper  prior  authorization  of 
the  Veterans’  Administration  to  or 
from  a  destination  as  contemplated  by 
§  4.196  (a). 

(a)  Items  allowable  as  part  of  trans¬ 
portation  where  shipment  is  by  common 
carrier.  (1)  Charge  for  the  original 
pick-up  of  remains  at  facility  or  place 
where  death  occurred  while  traveling 
under  prior  authorization  (§4.196  (a)). 
The  amount  to  be  allowed  for  this 
“pick-up”  will  not  exceed  the  usual  and 
customary  charge  made  to  the  general 
public  for  the  same  service. 

(2)  Procuring  permit  for  shipment. 

(3)  Shipping  case.  An  allowance  of 
not  to  exceed  $25  may  be  made  on  the 
cost  of  this  item  as  a  part  of  transporta¬ 
tion  expense,  in  addition  to  the  statu¬ 
tory  allowance  on  burial  and  funeral 


expenses.  The  balance,  if  any,  of  the 
cost  thereof,  or  the  total  cost  of  any 
other  substitute  container  used  for  in¬ 
terment  purposes  may  be  included  in  the 
statutory  allowance  on  burial  and  fun¬ 
eral  expenses. 

(4)  Sealing  outside  case  (tin  or  gal¬ 
vanized  iron).  Where  a  vault,  steel  or 
concrete,  is  used  as  a  shipping  case  and 
also  for  burial,  an  allowance  of  $25  may 
be  made  on  the  cost  of  the  vault  as  a 
part  of  transportation  expense,  in  addi¬ 
tion  to  the  statutory  burial  allowance  of 
$150  as  provided  in  §  4.196,  and  any  bal¬ 
ance  on  such  vault  may  be  included  in 
the  burial  allowance  of  $150. 

(5)  Hearse  to  common  carrier. 

(6)  Transportation  by  common  car¬ 
rier,  including  amounts  paid  as  Federal 
taxes. 

(7)  One  removal  by  hearse  direct  from 
common  carrier  plus  one  subsequent  re¬ 
moval  by  hearse  to  place  of  burial. 

(b)  Items  allowable  as  part  of  trans¬ 
portation  where  remains  are  transported 
overland  by  hearse.  (1)  Original  pick¬ 
up  of  remains  from  the  Veterans’  Ad¬ 
ministration  hospital,  domiciliary  activ¬ 
ity  of  a  center,  or  other  institution  to 
which  properly  admitted  under  authority 
of  the  Veterans’  Administration  for  hos¬ 
pital  or  domiciliary  care,  or  place  where 
death  occurred  while  traveling  under 
prior  authorization  (§  4.196  (a))  prior  to 
transfer  to  place  of  burial;  and 

(2)  Subsequent  charge  for  removal  of 
the  remains  from  the  place  to  which 
transported  on  original  pick-up  under 
subparagraph  (1)  of  this  paragraph  to 
place  of  burial.  Charges  against  the 
Veterans’  Administration  for  transporta¬ 
tion  accomplished  by  means  other  than 
by  common  carrier  shall  not  exceed  the 
charge  made  the  general  public  for  the 
same  service. 

(Vet.  Reg.  9  (a),  as  amended;  38  U.  S.  C. 
ch.  12) 

(Sec.  5,  43  Stat.  608,  as  amended,  sec.  2,  4S 
Stat.  1016,  sec.  7,  48  Stat.  9;  38  U.  S.  C.  Ha. 
426,  707) 

This  regulation  is  effective  August  6, 
1954. 

[seal]  J.  C.  Palmer, 

Acting  Deputy  Administrator. 

[P.  R.  Doc.  54-6002;  Filed,  Aug.  5,  1954; 

8:52  a.  m.] 


TITLE  7— AGRICULTURE 

Chapter  XI — Agricultural  Conserva¬ 
tion  Program  Service,  Department 
of  Agriculture 

[ACT— 1955,  Supp.  1] 

Part  1101 — National  Agricultural 
Conservation 

Subpart — 1955 
state  funds 

Pursuant  to  the  authority  vested  in 
the  Secretary  of  Agriculture  under  sec¬ 
tions  7-17  of  the  Soil  Conservation  and 
Domestic  Allotment  Act,  as  amended, 
and  the  Department  of  Agriculture  \p- 
propriation  Act,  1955,  the  1955  National 
Agricultural  Conservation  Program,  is¬ 
sued  July  1,  1954  (19  F.  R.  4138),  is 
hereby  amended  as  follows: 
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Section  1101.602  is  amended  to  read 
as  follows: 


Part  1104 — Agricultural  Conservation; 
Alaska 


§  1101.602  State  funds,  (a)  Funds 
available  for  conservation  practices  will 
be  distributed  among  States  on  the  basis 
of  conservation  needs,  but  the  proportion 
allocated  for  use  in  any  State  shall  not 
be  reduced  more  than  15  percent  from 
its  proportionate  1954  distribution  and 
the  allocation  for  any  State  shall  not  be 
less  than  its  allocation  for  1954.  The 
allocation  of  funds  among  the  States  is 
as  follows: 


Alabama _ 

Alaska _ 

Arizona  _ _ 

Arkansas  _ 

California  _ 

Colorado _ 

Connecticut _ 

Delaware  _ 

Florida  _ 

Georgia _ 

Hawaii  _ 

Idaho  _ 

Illinois  _ 

Indiana _ 

Iowa _ 

Kansas _ 

Kentucky  _ 

Louisiana _ 

Maine  _ 

Maryland _ 

Massachusetts  . 

Michigan  _ 

Minnesota  .... 
Mississippi  .... 

Missouri  _ _ 

Montana _ 

Nebraska  _ _ 

Nevada  _ 

New  Hampshire 
New  Jersey  ____ 

New  Mexico _ 

New  York  ____ 
North  Carolina 
North  Dakota 

Ohio _ 

Oklahoma _ 

Oregon  _ 

Pennsylvania  _ 

Puerto  Rico _ 

Rhode  Island  . 
Bouth  Carolina 
South  Dakota 
Tennessee  ____ 

Texas  _ _ 

Utah  _ 

Vermont _ 

Virgin  Islands 

Virginia  _ 

Washington _ 

West  Virginia  _ 
Wisconsin 
Wyoming  ____ 


$5, 987,  000 
27,000 
1.  486,  000 
4,661,000 
5. 340,  000 
3, 270, 000 
490, 000 
329, 000 
2, 470, 000 
6, 992, 000 
183,  000 
1,705,  000 
8,  230,  000 
5, 320, 000 
8, 972, 000 
6, 425, 000 

6.  396,  000 
4,  102,000 

929, 000 
1,287,000 
533,  000 
4,  759,  000 
5, 758,  000 
6, 305,  000 
8, 798, 000 

3,  601,  000 
6, 085, 000 

331,000 
498,000 
716, 000 
1,822,000 

4,  667,  000 
6, 191,000 

4.  491,  000 

5,  584,  000 

7,  257,  000 
2,  157,000 
4,  957,  000 

827, 000 
82, 000 
3, 352,  000 

4,  677,  000 

5,  202,  000 
18,  966,  000 

1,  293,  000 
1,  047,  000 
12,000 

4,  249,  000 
2, 340, 000 

1,  560,  000 

5,  275,  000 

2,  007,  000 


Total  _  200,000,000 

<b)  The  apportionment  shown  above 
does  not  include  the  amount  set  aside 
for  administrative  expenses,  the  amount 
required  for  increases  in  small  Federal 
cost-shares  in  §1101.630,  and  the  amount 
set  aside  for  the  Naval  Stores  Conserva¬ 
tion  Program. 

(Secs.  4,  49  Stat.  164;  16  U.  S.  C.  590d.  Inter¬ 
prets  or  applies  secs.  7-17,  49  Stat.  1148,  as 
amended.  Pub.  Law  437,  83d  Cong.;  16  U.  S.  C. 
690g-590q) 

Done  at  Washington,  D.  C.,  this  3d 
day  of  August  1954. 

[SEALl  J.  Earl  Coke, 

Assistant  Secretary  of  Agriculture. 

IP.  R.  Doc.  54-5979;  Piled.  Aug.  5.  1954; 
8;47  a.  m.] 


SUBPART — 1955 

For  1955  the  basic  principles  of  the 
Agricultural  Conservation  Program 
have  been  continued,  with  adjustments 
needed  to  meet  changing  conditions. 
The  program  takes  into  consideration 
the  recommendations  of  State  and 
county  Agricultural  Stabilization  and 
Conservation  committees ;  represent¬ 
atives  of  the  Extension  Service,  Forest 
Service,  and  Soil  Conservation  Service; 
and  officials  of  Soil  Conservation  Dis¬ 
tricts  and  other  agricultural  agencies. 
Through  it  the  work  of  research,  edu¬ 
cation,  and  technical  assistance  in  soil 
and  water  conservation  can  be  extended 
and  made  more  effective. 

The  primary  objective  of  the  pro¬ 
gram  is  the  protection  of  the  public’s 
interest  in  the  Nation’s  soil  and  water 
resources.  This  is  accomplished  by  shar¬ 
ing  with  individual  farmers  in  the  cost 
of  carrying  out  soil  and  water  conserving 
practices  which  they  otherwise  would  not 
carry  out  to  the  needed  extent. 

The  1955  program  has  one  purpose  and 
one  purpose  only.  It  is  to  advance  the 
overall  conservation  accomplishment  of 
the  Nation.  How  well  it  succeeds  will 
depend  almost  completely  on  how  well  it 
is  used  by  local  groups  and  individual 
farmers  to  meet  the  community  and  in¬ 
dividual  farm  conservation  problems  of 
soil  and  water  conservation  which  farm¬ 
ers  otherwise  would  not  solve  in  1955. 
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1104.420  Practices  substantially  completed 
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1104.421  Practices  requiring  more  than  one 

program  year  for  completion. 
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FEDERAL  COST- SHARES 
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1104.424  Conservation  services. 

1104.425  Practices  carried  out  with  State  or 

Federal  aid. 

1104.426  Division  of  Federal  cost-shares. 

1104.427  Increase  in  small  Federal  cost* 

shares. 

1104.428  Federal  cost-shares  limited  to 

$1,500. 

1104.429  Persons  eligible  to  file  application 

for  payment  of  Federal  cost* 
shares. 

1104.430  Time  and  manner  of  filing  applies. 

tlon  and  required  information. 

1104.431  Appeals. 

GENERAL  PROVISIONS  RELATING  TO  FEDERAL 
COST- SHARING 

1104.433  Compliance  with  regulatory  meas¬ 

ures. 

1104.434  Maintenance  of  practices. 

1104.435  Practices  defeating  purposes  of 

programs. 

1104.436  Depriving  others  of  Federal  cost- 

share. 

1104.437  Piling  of  false  claims. 

1104.438  Misuse  of  purchase  orders. 

1104.439  Federal  cost-shares  not  subject  to 

claims. 

1104.440  Assignments. 

1104.441  Excess  cotton  acreage. 

DEFINITIONS 

1104.443  Definitions. 

AUTHORITY,  AVAILABILITY  OP  FUNDS,  AND 
APPUCABILITY 

1104.445  Authority. 

1104.446  Availability  of  funds. 

1104.447  Applicability. 

CONSraVATION  PRACTICES  AND  MAXIMUM  RATES 
OF  COST-SHARING 

1104.451  Practice  1:  Diversion  ditches  to 

divert  excess  water  to  protected 
outlets. 

1104.452  Practice  2:  Establishing  permanent 

sod  waterways  to  dispose  of  ex¬ 
cess  water  without  causing  ero¬ 
sion. 

1104.453  Practice  3:  Establishing  a  perma¬ 

nent  vegetative  cover  on  steep 
slopes  for  control  of  erosion. 

1104.454  PracUce  4:  Initial  establishment  of 

Improvement  of  permanent 
grass  or  grass-legume  cover  for 
soil  or  watershed  protection. 

1104.455  Practice  6:  Clearing  land  to  per¬ 

mit  land-use  adjustment* 
needed  in  establishing  soil  con¬ 
serving  cropping  systems. 

1104.456  Practice  6:  Installation  of  facili¬ 

ties  for  sprinkler  irrigation  to 
provide  vegetative  cover  needed 
for  soil  protection  on  rolling 
land. 

1104.457  Practice  7;  Constructing  wells  for 

livestock  water  to  provide  soil 
protection  through  the  adop¬ 
tion  of  livestock  farming  sys¬ 
tems  and  increased  acreages  of 
permanent  vegetative  cover. 

1104.458  Practice  8:  Planting  or  lnte^ 

planting  forest  trees  or  shrub* 
on  farmland  for  forestry  pur¬ 
poses,  windbreaks,  shelterbelt*, 
or  erosion  control. 

1104.459  Practice  9:  Constructing  perma¬ 

nent  open  drainage  systems  to 
•  dispose  of  excess  water. 

1104.460  Practice  10:  Developing  springs 

seeps  for  livestock  water  to  en¬ 
courage  better  grassland  man¬ 
agement. 

1104.461  Practice  11:  Constructing  or  seal¬ 

ing  dams,  pits,  or  ponds  for 
livestock  water  to  encourage 
better  grassland  management. 

Authority  :  §§  1104.400  to  1104.461  issued 
under  sec.  4,  49  Stat.  164;  16  U.  S.  C.  59W* 
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Interpret  or  apply  secs.  7-17,  49  Stat.  1148, 
as  amended.  Pub.  Law  437,  83d  Cong.;  16 
U.  S.  C.  590g-590q. 

INTRODUCTION 

§  1104.400  Introduction,  (a)  Through 
the  1955  Agricultural  Conservation  Pro¬ 
gram  (referred  to  in  this  subpart  as  the 
“1955  program”  or  the  “State  program”) 
administered  by  the  Department  of  Agri¬ 
culture,  the  Federal  Government  will 
share  with  farmers  in  Alaska  the  cost  of 
carrying  out  approved  conservation 
practices  in  accordance  with  the  provi¬ 
sions  contained  in  this  subpart  and  such 
modifications  thereof  as  may  hereafter 
be  made. 

(b)  Information  with  respect  to  the 
several  practices  for  which  costs  will  be 
shared  when  carried  out  on  a  particular 
farm,  and  the  exact  specifications  and 
rates  of  cost-sharing  for  such  practices, 
may  be  obtained  from  the  county  com¬ 
mittee  for  the  county  in  which  the  farm 
is  located  or  from  the  State  Committee. 

GENERAL  PROGRAM  PRINCIPLES 

§  1104.401  General  program  princU 
pies.  The  1955  Agricultural  Conserva¬ 
tion  Program  for  Alaska  has  been  de¬ 
veloped  and  is  to  be  carried  out  on  the 
basis  of  the  following  general  principles: 

(a)  The  program  contains  broad 
authorities  to  help  meet  the  varied  con¬ 
servation  problems  of  Alaska.  County 
committees  and  participating  agencies 
shall  design  a  program  for  each  county. 
Such  programs  should  include  any  addi¬ 
tional  limitations  and  restrictions  neces¬ 
sary  for  the  maximum  conservation 
accomplishment  in  the  area.  The  pro¬ 
grams  should  be  confined  to  the  conser¬ 
vation  practices  on  which  Federal  cost¬ 
sharing  is  most  needed  in  order  to 
achieve  the  maximum  conservation 
benefit  in  the  county. 

(b)  The  county  programs  should  be 
designed  to  encourage  those  conserva¬ 
tion  practices  which  provide  the  most 
enduring  conservation  benefits  practi¬ 
cably  attainable  in  1955  on  the  lands 
where  they  are  to  be  applied. 

(c)  Costs  will  be  shared  with  a  farmer 
only  on  satisfactorily  performed  conser¬ 
vation  practices  for  which  Federal  cost¬ 
sharing  was  requested  by  the  farmer  be¬ 
fore  the  conservation  work  was  begun. 

(d)  Costs  should  be  shared  only  on 
practices  which  it  is  believed  farmers 
would  not  carry  out  to  the  needed  extent 
without  program  assistance.  Generally, 
practices  that  have  become  a  part  of 
regular  farming  operations  in  a  partic¬ 
ular  county  should  not  be  eligible  for 
cost-sharing.  Individual  farmers  should 
be  encouraged  to  utilize  cost-sharing  for 
only  those  practices  which  have  not  be¬ 
come  a  part  of  regular  farming  opera¬ 
tions  on  their  farms. 

(e)  The  rates  of  cost-sharing  in  a 
county  are  to  be  the  minimum  required 
to  result  in  substantially  increased  per¬ 
formance  of  needed  practices  within  the 
limits  prescribed  in  the  State  program. 

(f)  The  purpose  of  the  program  is  to 
help  achieve  additional  conservation  on 
the  land.  Such  of  the  available  funds 
that  cannot  be  wisely  utilized  for  this 
purpose  will  be  returned  to  the  public 
treasury. 


(g)  If  the  Federal  Government  shares 
the  cost  of  the  initial  application  of  con¬ 
servation  practices  which  farmers  other¬ 
wise  would  not  perform  but  which  are 
essential  to  the  national  interest,  the 
farmers  should  assume  responsibility  for 
the  upkeep  and  maintenance  of  those 
practices. 

DISTRIBUTION  OP  FUNDS 

§  1104.402  County  funds.  The  State 
Committee  will  allocate  the  funds  avail¬ 
able  for  conservation  practices  among 
the  counties  within  the  State,  taking 
into  consideration,  to  the  extent  practi¬ 
cable,  the  conservation  needs  in  the 
counties  within  the  State. 

COUNTY  AGRICULTURAL  CONSERVATION 
PROGRAMS 

§  1104.404  Agencies  to  participate  in 
development  of  county  programs,  (a)  A 
county  agricultural  conservation  pro¬ 
gram  (referred  to  in  this  subpart  as 
“county  program”)  shall  be  developed  in 
each  county  in  accordance  with  the  pro¬ 
visions  of  the  State  program  and  such 
modifications  thereof  as  may  be  made. 
The  county  committee,  the  designated 
representative  of  the  Soil  Conservation 
Service  in  the  county  with  the  governing 
body  of  the  Soil  Conservation  District, 
and  the  Federal  Forest  Service  official 
having  jurisdiction  of  farm  forestry  in 
the  county,  working  with  the  County 
Agricultural  Extension  Agent  for  the 
county  (if  he  is  not  included  in  the  fore¬ 
going  group  as  ex  officio  member  of  the 
county  committee) ,  shall  develop  recom¬ 
mendations  for  the  county  program. 

(b)  The  program  for  the  county  then 
shall  be  formulated  by  the  county  com¬ 
mittee,  the  local  Soil  Conservation  Serv¬ 
ice  technician,  and  the  Forest  Service 
official  having  jurisdiction  of  farm  for¬ 
estry  in  the  county,  in  consultation  with 
the  governing  body  of  the  Soil  Conser¬ 
vation  District  on  the  overall  conserva¬ 
tion  problems  in  the  county  and,  espe¬ 
cially,  on  the  work  plans  of  the  Soil  Con¬ 
servation  District  and  of  the  Federal 
agencies  involved  to  assure  the  most 
effective  use  of  the  available  technical 
assistance  and  funds  for  cost-sharing. 
The  program  as  formulated  shall  be  rec¬ 
ommended  to  the  State  Committee  for 
approval  by  the  State  Committee,  the 
State  Conservationist  of  the  Soil  Con¬ 
servation  Service,  and  the  Forest  Serv¬ 
ice  official  having  jurisdiction  of  farm 
forestry  in  the  State,  and  upon  such 
approval  shall  become  the  1955  program 
for  the  county. 

§  1104.405  Selection  of  practices. 
Piactices  to  be  included  in  the  county 
program  shall  be  only  those  practices 
for  which  cost-sharing  is  essential  to  per¬ 
mit  accomplishment  of  needed  conser¬ 
vation  work  which  would  not  otherwise 
be  carried  out  in  the  desired  volume. 

§  1104.406  Adaptation  of  practices. 
The  practices  included  in  the  county 
program  must  meet  all  conditions  and 
requirements  of  the  State  program.  Ad¬ 
ditional  conditions  and  requirements 
may  be  included  where  necessary  for 
effective  use  in  meeting  the  conservation 
problems  in  the  county. 

§  1104.407  Use  of  commercial  fer¬ 
tilizers.  For  practices  which  authorize 


Federal  cost-sharing  for  applications  of 
commercial  fertilizers,  the  minimum  ap¬ 
plication  on  which  cost-sharing  is 
authorized  shall,  in  each  case,  be  deter¬ 
mined  on  the  basis  of  a  current  soil  test 
or  Experiment  Station  recommenda¬ 
tions. 

§  1104.408  Responsibility  for  techni¬ 
cal  phases  of  practices,  (a)  The  Soil 
Conservation  Service  is  responsible  for 
the  technical  phases  of  the  practices 
contained  in  §§  1104.451,  1104.452, 

1104.455,  1104.456,  1104.459,  and  1104.- 
461.  This  responsibility  shall  include 
(Da  finding  that  the  practice  is  needed 
and  practicable  on  the  farm,  (2)  nec¬ 
essary  site  selection,  other  preliminary 
work,  and  layout  work  of  the  practice, 
(3)  necessary  supervision  of  the  instal¬ 
lation,  and  (4)  certification  of  perform¬ 
ance,  For  the  practices  contained  in 
§§  1104.453,  1104.457,  and  1104.460,  the 
Soil  Conservation  Service  is  responsible 
for  determining  that  the  practice  is 
needed  and  practicable  on  the  farm.  In 
addition,  upon  agreement  of  the  State 
Committee  and  the  State  Conservation¬ 
ist  of  the  Soil  Conservation  Service, 
responsibility  for  all  or  part  of  the  un¬ 
assigned  technical  phases  of  these  or 
other  practices  may  be  assigned  to  the 
Soil  Conservation  Service  for  all  coun¬ 
ties  in  the  State  or  for  specified  coun¬ 
ties,  The  State  Conservationist  of  the 
Soil  Conservation  Service  may  utilize 
assistance  from  private.  State,  or  Fed¬ 
eral  agencies  in  carrying  out  these 
assigned  responsibilities. 

(b)  The  Forest  Service  Is  responsible 
for  the  technical  phases  of  the  practice 
contained  in  §  1104.458.  This  responsi¬ 
bility  shall  include  (1)  providing  nec¬ 
essary  specialized  technical  assistance. 
(2)  development  of  specifications  for 
forestry  practices,  and  (3)  working 
through  State  and  county  committees, 
determining  performance  in  meeting 
these  specifications. 

§  1104.409  Handbooks,  bulletins,  in¬ 
structions,  and  forms.  The  Adminis¬ 
trator,  ACE*S,  is  authorized  to  make  de¬ 
terminations  and  to  prepare  and  issue 
handbooks,  bulletins,  instructions,  and 
forms  required  in  administering  the 
1955  program.  Copies  of  handbooks, 
bulletins,  instructions,  and  forms  con¬ 
taining  detailed  information  with  re¬ 
spect  to  the  1955  program  will  be  avail¬ 
able  in  the  office  of  the  State  Committee 
and  the  office  of  the  county  committee. 
Persons  wishing  to  participate  in  the 
pri^ram  should  obtain  from  the  State 
Committee  or  county  committee  all  in¬ 
formation  needed  in  order  to  comply 
with  all  provisions  of  the  program. 

APPROVAL  OF  CONSERVATION  PRACTICES  ON 
INDIVIDUAL  FARMS 

§  1104.411  Opportunity  for  request¬ 
ing  cost-sharing.  Each  farm  operator 
shall  be  given  an  opportunity  to  request 
that  the  Federal  Government  share  in 
the  cost  of  those  practices  on  which  ho 
considers  he  needs  such  assistance  in 
order  to  permit  their  performance  in 
adequate  volume  on  his  farm.  The 
county  committee,  taking  into  consider¬ 
ation  the  farmer’s  request  and  any  con¬ 
servation  plan  developed  by  the  farmer 
with  the  assistance  of  any  State  or  Fed- 
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eral  agency,  shall  direct  the  available 
funds  for  cost-sharing  to  those  farms 
and  to  those  practices  where  cost-shar¬ 
ing  is  considered  most  essential  to  the 
accomplishment  of  the  basic  conserva¬ 
tion  objective  of  the  Department — the 
use  of  each  acre  of  agricultural  land 
within  its  capabilities  and  the  treatment 
of  each  acre  in  accordance  with  its  needs 
for  protection  and  improvement. 

§  1104.412  Prior  request  for  cost~ 
sharing.  Costs  will  be  shared  only  for 
those  practices,  or  components  of  prac¬ 
tices,  for  which  cost-sharing  is  requested 
by  the  farm  operator  before  perform¬ 
ance  thereof  is  started.  For  practices 
for  which  (a)  approval  was  given  under 
the  1954  Agricultural  Conservation  Pro¬ 
gram,  (b)  performance  was  started  but 
not  completed  during  the  1954  program 
year,  and  (c)  the  county  committee  be¬ 
lieves  the  extension  of  the  approval  to 
the  1955  program  is  justified  under  the 
1955  program  regulations  and  provi¬ 
sions,  the  filing  of  the  request  for  cost¬ 
sharing  under  the  1954  program  may  be 
regarded  as  meeting  the  requirement  of 
the  1955  program  that  a  request  for  cost¬ 
sharing  be  filed  before  performance  of 
the  practice  is  started. 

§  1104.413  Method  and  extent  of  ap- 
proval.  The  county  committee,  in  ac¬ 
cordance  with  a  method  approved  by  the 
State  Committee,  will  determine  the  ex¬ 
tent  to  which  Federal  funds  will  be  made 
available  to  share  the  cost  of  each  ap¬ 
proved  practice  on  each  farm,  taking 
into  consideration  the  county  allocation, 
the  conservation  problems  in  the  county 
and  of  the  individual  farm,  and  the  con¬ 
servation  work  for  which  requested  Fed¬ 
eral  cost-sharing  is  considered  by  the 
county  committee  as  most  needed  in 
1955.  The  method  approved  shall  pro¬ 
vide  for  the  issuance  of  notices  of  ap¬ 
proval  showing  for  each  approved  prac¬ 
tice  the  number  of  units  of  the  practice 
for  which  the  Federal  Government  will 
share  in  the  cost  and  the  amount  of  the 
Federal  cost-share  for  the  performance 
of  that  number  of  units  of  the  practice. 
To  the  extent  practicable,  notices  of  ap¬ 
proved  practices  shall  be  issued  before 
performance  of  the  practice  is  started. 

§  1104.414  Initial  establishment,  im-^ 
provement,  or  installation  of  practices. 
<a)  Federal  cost-sharing  may  not  be  au¬ 
thorized  under  the  1955  program  for  the 
performance  of  the  practice  contained 
in  §§  1104.452,  1104.453,  or  1104.454  on 
land  on  which  cost-sharing  for  the  per¬ 
formance  fo  the  same  practice,  or  a 
practice  to  accomplish  the  same  con¬ 
servation  purpose,  was  allowed  under 
the  1954  program,  except  as  provided  in 
§§  1104.416  and  1104.422.  • 

<b)  Federal  cost-sharing  may  not  be 
authorized  under  the  1955  program  for 
any  mechanical  or  construction  type 
practice  to  be  installed  at  a  particular 
location  or  to  serve  a  particular  area  if 
cost-sharing  for  the  performance  of  the 
same  practice,  or  a  practice  to  serve  the 
same  conservation  purpose,  at  that  loca¬ 
tion  or  serving  that  area  was  allowed 
under  any  previous  program,  except  as 
provided  in  §  1104.416. 

<c)  It  is  contemplated  that  this  policy 
will  be  continued  for  subsequent 
programs. 


§  1104.415  Repair,  upkeep,  and  main-- 
tenance  of  practices.  Federal  cost-shar¬ 
ing  is  not  authorized  for  repairs  or  for 
upkeep  or  maintenance  of  any  practice. 

§  1104.416  Replacement,  enlar  g  e~ 
ment,  or  restoration  of  practices.  Fed¬ 
eral  cost-sharing  may  ^  approved  for 
replacement,  enlargement,  or  restoration 
of  practices  for  which  cost-sharing  was 
allowed  under  a  previous  program  but 
which  are  not  now  adequately  meeting 
the  conservation  problem,  if  all  of  the 
following  conditions  exist: 

<a)  Replacement,  enlargement,  or 
restoration  of  the  practice  is  needed  to 
meet  the  conservation  problem. 

(b)  The  failure  of  the  original  prac¬ 
tice  was  not  due  to  the  lack  of  proper 
maintenance  by  the  current  operator. 

(c)  The  practice  has  not  served  for 
the  length  of  time  for  which  it  normally 
could  be  expected  to  effectively  meet  the 
conservation  problem.  This  does  not 
apply  to  practices  listed  in  §  1104.414  (a) 
for  which  cost-sharing  was  allowed  prior 
to  the  1954  program. 

(d)  The  county  committee  believes 
that  the  replacement,  enlargement,  or 
restoration  of  the  practice  merits  con¬ 
sideration  under  the  program  to  an  equal 
extent  with  similar  practices  for  which 
cost-sharing  for  initial  establishment  is 
requested. 

§1104.417  Pooling  agreements. 
Farmers  in  any  local  area  may  agree  in 
writing,  with  the  approval  of  the  county 
committee,  to  perform  designated 
amounts  of  practices  which  will  conserve 
or  improve  the  agricultural  resources  of 
the  community.  For  purposes  of  eligi¬ 
bility  for  cost-sharing,  practices  carried 
out  under  such  an  approved  written 
agreement  will  be  regarded  as  having 
been  carried  out  on  the  farms  of  the  per¬ 
sons  who  performed  the  practices. 

PRACTICE  COMPLETION  REQUIREMENTS 

§  1104.419  Completion  of  practices. 
Federal  cost-sharing  for  the  practices 
contained  in  this  subpart  is  conditioned 
upon  the  performance  of  the  practices 
in  accordance  with  all  applicable  specifi¬ 
cations  and  program  provisions.  Ex¬ 
cept  as  provided  in  §§  1104.420-1104.422, 
practices  must  be  completed  during  the 
program  year  in  order  to  be  eligible  for 
cost-sharing. 

§  1104.420  Practices  substantially 
completed  during  program  year.  Ap¬ 
proved  practices  may  be  deemed,  for 
purposes  of  payment  of  cost-shares,  to 
have  been  carried  out  during  the  1955 
program  year,  if  the  county  committee 
determines  that  they  are  substantially 
completed  by  the  end  of  the  program 
year.  However,  no  cost-shares  for  such 
practices  shall  be  paid  until  they  have 
been  completed  in  accordance  with  all 
applicable  specifications  and  program 
provisions. 

§  1104.421  Practices  requiring  more 
than  one  program  year  for  completion. 
(a)  Cost-sharing  may  be  approved  under 
the  1955  program  for  a  component  of  a 
practice  completed  during  the  program 
year  in  accordance  with  all  applicable 
specifications  and  program  provisions, 
provided: 


(1)  The  farmer  agrees  In  writing  to 
complete  all  remaining  components  of 
the  practice  in  accordance  with  all  ap¬ 
plicable  specifications  and  program  pro¬ 
visions  within  the  time  prescribed  by  the 
county  committee,  if  cost-sharing  is 
offered  to  him  therefor  under  a  subse¬ 
quent  program;  and 

(2)  The  county  committee  determines 
that  under  the  circumstances  prevailing 
on  the  farm  in  1955,  completion  of  that 
component  is  a  reasonable  attainment  in 
1955  toward  the  ultimate  completion  of 
all  components  of  the  practice. 

(b)  Any  advance  cost-share  so  paid 
shall  be  refunded  if  the  remaining  com¬ 
ponents  of  the  practice  are  not  completed 
in  accordance  with  all  specifications  and 
program  provisions  within  the  time  pre- 
scribed  by  the  county  committee,  pro¬ 
vided  the  farmer  is  offered  cost-sharing 
under  a  subsequent  program  for  com¬ 
pleting  such  components.  The  exten¬ 
sion  of  the  period  for  completion  of  the 
remaining  components  of  the  practice 
will  not  constitute  a  commitment  to 
approve  cost-sharing  therefor  under  a 
subsequent  program.  Approval  of  cost¬ 
sharing  for  other  practices  under  subse¬ 
quent  programs  may  be  denied  until  the 
remaining  components  are  completed. 

§  1104.422  Practices  involving  the  es¬ 
tablishment  or  improvement  of  vegeta¬ 
tive  cover.  Costs  for  the  practices 
contained  in  §§  1104.452-1104.454  and 
1104.457  may  be  shared  even  though  a 
good  stand  is  not  established,  if  the 
county  committee  determines,  in  accord¬ 
ance  with  standards  approved  by  the 
State  Committee,  that  the  practice  was 
carried  out  in  a  manner  which  would 
normally  result  in  the  establishment  of 
a  good  stand,  and  that  failure  to  estab¬ 
lish  a  good  stand  was  due  to  weather  or 
other  conditions  beyond  the  control  of 
the  farm  operator.  The  county  com¬ 
mittee  may  require  as  a  condition  of 
cost-sharing  in  such  cases  that  the  area 
be  reseeded  or  that  other  needed  pro¬ 
tective  measures  be  carried  out. 

FEDERAL  COST-SHARES 

§  1104.424  Conservation  services— (i) 
Availability.  Part  or  all  of  the  Federal 
cost-share  for  an  approved  practice  may 
be  in  the  form  of  conservation  services 
furnished  through  the  program  for  use 
in  carrying  out  the  practice.  Services 
may  not  be  furnished  to  persons  who  are 
indebted  to  the  Federal  Government,  as 
indicated  by  the  register  of  indebtedness 
maintained  in  the  oflBce  of  the  county 
committee,  except  in  those  cases  where 
the  agency  to  which  the  debt  is  owed 
waives  its  rights  to  setoff  in  order  to  per¬ 
mit  the  furnishing  of  services. 

(b)  Cost  to  farmer.  The  farmer  will 
pay  that  part  of  the  cost  of  the  service, 
as  established  under  instructions  issued 
by  the  Administrator,  ACPS,  which  is  in 
excess  of  the  Federal  cost-share  attrib¬ 
utable  to  the  use  of  the  service  or,  upon 
request  by  the  farmer  and  approval  by 
the  county  committee,  the  farmer  will 
pay  that  part  of  the  cost  of  the  service 
which  is  in  excess  of  the  farmer’s  Fed¬ 
eral  cost-share  for  all  components  of 
the  practice  which  will  likely  be  com* 
pleted  during  the  program  year. 
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(c)  Discharge  of  responsibility  for 
tervices.  The  person  to  whom  a  service 
is  furnished  under  the  1955  program  will 
be  relieved  of  responsibility  for  the  serv¬ 
ice  upon  determination  by  the  county 
committee  that  the  service  was  used  for 
the  purpose  for  which  it  was  furnished 
an-1  that  any  other  components  of  the 
practice,  on  which  the  amount  of  the 
ftderal  cost-share  advance  toward  the 
cost  of  the  service  was  determined,  have 
been  carried  out  in  accordance  with  all 
applicable  specifications  and  program 
provisions.  If  the  person  uses  any  serv¬ 
ice  for  any  purpose  other  than  that  for 
which  it  was  furnished,  he  shall  be  in¬ 
debted  to  the  Federal  Government  for 
that  part  of  the  cost  of  the  service  borne 
by  the  Federal  Government  and  shall 
pay  such  amount  to  the  Treasurer  of  the 
United  States  direct  or  by  withholdings 
from  Federal  cost-shares  otherwise  due 
him  under  the  program. 

§  1104.425  Practices  carried  out  with 
State  or  Federal  aid.  The  Federal  share 
of  the  cost  for  any  practice  shall  not  be 
reduced  because  it  is  carried  out  with 
services  furnished  through  the  program 
or  by  any  agency  of  a  State  to  another 
agency  of  the  same  State,  or  with  tech¬ 
nical  advisory  services  furnished  by  a 
State  or  Federal  agency.  In  other  cases 
of  State  or  Federal  aid,  the  total  Federal 
cost-share  computed  on  the  basis  of  the 
total  number  of  units  of  the  practice  per¬ 
formed  shall  be  reduced  by  the  value  of 
the  aid,  as  determined  by  the  county 
committee  in  computing  the  amount  of 
the  Federal  cost-share  to  be  paid  for 
performance  of  the  practice.  Conserva¬ 
tion  services  furnished  or  used  by  a 
State  or  Federal  agency  for  the  per¬ 
formance  of  practices  on  its  land  shall 
not  be  regarded  as  State  or  Federal  aid 
for  the  purposes  of  this  section. 

§  1104.426  Division  of  Federal  cost- 
shares — (a)  Federal  cost-shares.  The 
Federal  cost-share  attributable  to  the  use 
of  conservation  services  shall  be  credited 
to  the  person  to  whom  the  services  are 
furnished.  Other  Federal  cost-shares 
shall  be  credited  to  the  person  who  car¬ 
ried  out  the  practices  by  which  such 
other  Federal  cost-shares  are  earned.  If 
more  than  one  person  contributed  to  the 
carrying  out  of  such  practices,  the  Fed¬ 
eral  cost-share  shall  be  divided  among 
such  persons  in  the  proportion  that  the 
county  committee  determines  they  con¬ 
tributed  to  the  carrying  out  of  the  prac¬ 
tices.  In  making  this  determination, 
the  county  committee  shall  take  into 
consideration  the  value  of  the  labor, 
equipment,  or  material  contributed  by 
each  person  toward  the  carrying  out  of 
each  practice  on  a  particular  acreage, 
and  shall  assume  that  each  contributed 
equally  unless  it  is  established  to  the 
satisfaction  of  the  county  committee 
that  their  respective  contributions  there¬ 
to  were  not  in  equal  proportion.  The 
furnishing  of  land  or  the  right  to  use 
water  will  not  be  considered  as  a  contri¬ 
bution  to  the  carrying  out  of  any 
practice. 

(b)  Death,  incompetency,  or  disap¬ 
pearance.  In  case  of  death,  incompe¬ 
tency,  or  disappearance  of  any  person, 
any  Federal  share  of  the  cost  due  him 
shall  be  paid  to  his  successor,  determined 
in  accordance  with  the  provisions  of  the 


regulations  In  ACP-122,  as  amended 
(part  1108. of  this  chapter). 

§  1104.427  Increase  in  small  Federal 
cost-shares.  The  Federal  cost-share 
computed  for  any  person  with  respect  to 
any  farm  shall  be  increased  as  follows: 
Provided,  however.  That  in  the  event 
legislation  is  enacted  which  repeals  or 
amends  the  authority  for  making  such 
increases,  the  Secretary  may  in  such 
manner  and  at  such  time  as  is  consistent 
with  such  legislation  discontinue  such 
increases: 

(a)  Any  Federal  cost-share  amount¬ 
ing  to  $0.71  or  less  shall  be  increased  to 
$1. 

(b)  Any  Federal  cost-share  amount¬ 
ing  to  more  than  $0.71,  but  less  than  $1, 
shall  be  increased  by  40  percent. 

(c)  Any  Federal  cost-share  amounting 
to  $1  or  more  shall  be  increased  in  ac¬ 
cordance  with  the  following  schedule: 


Amount 

of  cost- 

Increase  in 

share  computed 

cost-share 

(1  to  $1.99, . . 

. .  $0.  40 

$2  to  $2.99 _ 

.  80 

$3  to  $3.99__ . . 

— . .  1.20 

$4  to  $4.99 . . . 

1.60 

$5  to  $5.99_„ . . 

. .  2. 00 

$6  to  $6.99 _ 

. .  2.  40 

$7  to  $7.99.__ . . 

-  2. 80 

$8  to  $8.99 _ _ 

. .  3.20 

$9  to  9 

i9.99 . _ 

. -  3.  60 

$10 

to 

$10.99 . 

. -  4.  00 

$11 

to 

$11.99___ . 

-  4.40 

$12 

to 

$12.99 . 

. —  4.  80 

$13 

to 

$13.99 . 

. .  6.  20 

$14 

to 

$14.99__ . . 

- .  5.  60 

$15 

to 

$15.99 . 

. -  6.  00 

$16 

to 

$16.99 . . 

_  6.40 

$17 

to 

$17.99_ . . 

. .  6.  80 

$18 

to 

$18.99 . 

7.  20 

$19 

to 

$19.99 . . . 

. -  7.  60 

$20 

to 

$20.99 _ 

. .  8.  00 

$21 

to 

$21.99 . 

_  8. 20 

$22 

to 

S22.99 

. .  8.  40 

$23 

to 

$23.99. . . . 

. .  8.60 

$24 

to 

$24.99 . . 

_  8. 80 

$25 

to 

$25.99 . 

. —  9.00 

$26 

to 

$26.99 . . 

. . .  9.20 

$27 

to 

$27.99 _ 

. . -  9.40 

$28 

to 

$28.99 . 

— . .  9.60 

$29 

to 

$29.99 . . . 

_  9.80 

$30 

to 

$30.99 . 

. .  10.00 

$31 

to 

$31.99 . . 

. .  10.  20 

$32 

to 

$32.99 . . 

. .  10. 40 

$33 

to 

$33.99.- . . 

_ _  10. 60 

$34 

to 

$34.99 _ 

. .  10.80 

$35 

to 

$35.99 _ 

. .  11.00 

$36 

to 

$36.99 . . 

_  11.20 

$37 

to 

$37.99 . 

_  11.40 

$38 

to 

$38.99 . . 

.  11.60 

$39 

to 

$39.99— . . 

. .  11.80 

$40 

to 

$40.99— . . 

. .  12.  00 

$41 

to 

$41.99.— . 

. .  12. 10 

$42 

to 

$42.99 _ _ 

_  12. 20 

$43 

to 

$43.99 _ 

— . . .  12.30 

$44 

to 

$44.99— . — 

_  12. 40 

$45 

to 

$45.99. . . 

. .  12.  50 

$46 

to 

$46.99 _ 

_  12.60 

$47 

to 

$47.99 . 

. .  12. 70 

$48 

to 

$48.99 _ 

.  12. 80 

$49 

to 

$49.99 . — 

_  12. 90 

$50 

to 

$50.99 . 

. -  13.00 

$51 

to 

$51.99 . . 

. .  13. 10 

$52 

to 

$52.99— _ _ 

_  13. 20 

$53 

to 

$53.99 _ 

_  13.30 

$54 

to 

$54.99 . 

.  13. 40 

$55 

to 

$55.99 . . 

. .  13.  50 

$56 

to 

$56.99 . 

_  13.60 

$57 

to 

$57.99 . 

. .  13.70 

$58 

to 

$58.99 . . 

_  13. 80 

$59 

to 

$59.99 _ 

13.90 

$60 

to 

$185.99 _ 

_ _  14.  00 

$186  to  $199.99 _ 

-  (‘) 

$200  and  over _ 

-  (») 

1 

Increase  to  $200. 

a 

No 

increase. 

§  1104.428  Federal  cost-shares  lim¬ 
ited  to  $1,500.  (a)  The  total  of  all  Fed¬ 
eral  cost-shares  under  the  1955  program 
to  any  person  with  respect  to  farms, 
ranching  units,  and  turpentine  places  in 
the  United  States  (including  Alaska, 
Hawaii,  Puerto  Rico,  and  the  Virgin 
Islands)  shall  not  exceed  the  sum  of 
$1,500. 

(b)  All  or  any  part  of  any  Federal 
cost-share  which  otherwise  would  be 
due  any  person  under  the  1955  program 
may  be  withheld,  or  required  to  be  re¬ 
funded,  if  he  has  adopted,  or  partici¬ 
pated  in  adopting,  any  scheme  or  device, 
including  the  dissolution,  reorganization, 
revival,  formation,  or  use  of  any  corpo¬ 
ration,  partnership,  estate,  trust,  or  any 
other  means,  designed  to  evade,  or 
which  has  the  effect  of  evading  the  pro¬ 
visions  of  this  section. 

§  1104.429  Persons  eligible  to  file  ap¬ 
plication  for  payment  of  Federal  cost- 
shares.  Any  person  who,  as  landlord, 
tenant,  or  sharecropper  on  a  farm,  bore 
a  part  of  the  cost  of  an  approved  con¬ 
servation  practice  is  eligible  to  file  an 
application  for  payment  of  the  Federal 
cost-share  due  him. 

§  1104.430  Time  and  manner  of  filing 
application  and  required  information. 
Payment  of  Federal  cost-shares  will  be 
made  only  upon  application  submitted 
on  the  prescribed  form  to  the  county 
oflBce.  Payment  may  be  withheld  from 
any  person  who  fails  to  file  any  form  or 
furnish  any  information  required  with 
respect  to  any  farm  which  such  person 
is  operating  or  renting  to  another.  Any 
application  for  payment  may  be  rejected 
if  any  form  or  information  required  of 
the  applicant  is  not  submitted  to  the 
county  office  within  the  time  fixed  by  the 
Administrator,  ACPS,  which  time  shall 
be  not  later  than  December  31,  1956. 
At  least  2  weeks’  notice  to  the  public 
shall  be  given  of  the  expiration  of  a 
time  limit  for  filing  prescribed  forms  or 
required  information,  and  any  time 
limit  fixed  shall  affoM  a  full  and  fair 
opportunity  to  those  eligible  to  file  the 
form  or  information  within  the  period 
prescribed.  Such  notice  shall  be  given 
by  mailing  notice  to  the  office  of  each 
county  committee  and  making  copies 
available  to  the  press. 

§  1104.431  Appeals.  Any  person  may, 
within  15  days  after  notice  thereof  is 
forwarded  to  or  made  available  to  him, 
request  the  county  committee  in  writing 
to  reconsider  its  recommendation  or  de¬ 
termination  in  any  matter  affecting  the 
right  to  or  the  amount  of  his  Federal 
cost-shares  with  respect  to  the  farm. 
The  county  committee  shall  notify  him 
of  its  decision  in  writing  within  15  days 
after  receipt  of  written  request  for  re¬ 
consideration.  If  the  person  is  dissatis¬ 
fied  with  the  decision  of  the  county  com¬ 
mittee,  he  may,  within  15  days  after  the 
decision  is  forwarded  to  or  made  avail¬ 
able  to  him.  appeal  in  writing  to  the 
State  Committee.  The  State  Committee 
shall  notify  him  of  its  decision  in  writing 
within  30  days  after  the  submission  of 
the  appeal.  If  he  is  dissatisfied  with  the 
decision  of  the  State  Committee,  he  may, 
within  15  days  after  its  decision  is  for¬ 
warded  to  or  made  available  to  him, 
request  the  Administrator,  A(3PS,  to  re- 
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view  the  decision  of  the  State  Commit¬ 
tee.  The  decision  of  the  Administrator, 
ACPS,  shall  be  final.  Written  notice  of 
any  decision  rendered  under  this  section 
by  the  county  or  State  Conunittee  shall 
also  be  issued  to  each  other  landlord, 
tenant,  or  sharecropper  on  the  farm  who 
may  be  adversely  affected  by  the 
decision. 

9ENESAL  PROVTSIONS  RELATING  TO  FEDERAL 
COST-SHARING 

§  1104.433  Compliance  with  regula~ 
tory  measures.  Persons  who  carry  out 
conservation  practices  under  the  1955 
program  shall  be  responsible  for  obtain¬ 
ing  the  authorities,  rights,  easements,  or 
other  approvals  necessary  to  the  per¬ 
formance  and  maintenance  of  the  prac¬ 
tices  in  keeping  with  applicable  laws  and 
regulations.  The  person  with  whom  the 
cost  of  the  practice  is  shared  shall  be 
responsible  to  the  Federal  Government 
for  any  losses  it  may  sustain  because  he 
infringes  on  the  rights  of  others  or  fails 
to  comply  with  applicable  laws  and 
regulations. 

§  1104.434  Maintenance  of  practices. 
The  sharing  of  costs,  by  the  Federal 
Government,  for  the  performance  of  ap¬ 
proved  conservation  practices  on  any 
farm  under  the  1955  program  will  be 
subject  to  the  condition  that  the  person 
with  whom  the  costs  are  shared  will 
maintain  such  practices  in  accordance 
with  good  farming  practices  as  long  as 
the  land  on  which  they  are  carried  out 
is  under  his  control. 

§  1104.435  Practices  defeating  pur¬ 
poses  of  program.  If  the  State  Com¬ 
mittee  finds  that  any  person  has  adopted 
or  participated  in  any  practice  which 
tends  to  defeat  the  purposes  of  the  1955 
or  any  previous  program,  including,  but 
not  limited  to,  failure  to  maintain,  in 
accordance  with  good  farming  practices, 
practices  carried  out  under  a  previous 
program,  it  may  withhold,  or  require  to 
be  refunded,  all  or  any  part  of  the  Fed¬ 
eral  cost-share  which  otherwise  would 
be  due  him  under  the  1955  program, 

'  §  1104.436  Depriving  others  of  Fed¬ 
eral  cost-share.  If  the  State  Committee 
finds  that  any  person  has  employed  any 
scheme  or  device  (including  coercion, 
fraud,  or  misrepresentation),  the  effect 
of  which  would  be  or  has  been  to  deprive 
any  other  person  of  the  Federal  cost- 
share  due  that  person  under  the  pro¬ 
gram, it  may  withhold,  in  whole  or  in 
part,  from  the  person  participating  in 
or  employing  such  a  scheme  or  device, 
or  require  him  to  refund  in  whole  or  in 
part,  the  Federal  cost-share  which 
otherwise  would  be  due  him  under  the 
1955  program. 

§  1104.437  Filing  of  false  claims.  If 
the  State  Committee  finds  that  any  per¬ 
son  has  knowingly  filed  claim  for  pay¬ 
ment  of  the  Federal  cost-share  under 
the  program  for  practices  not  carried 
out,  or  for  practices  carried  out  in  such 
a  manner  that  they  do  not  meet  the  re¬ 
quired  specifications  therefor,  such  per¬ 
son  shall  not  be  eligible  for  any  Federal 
cost-sharing  under  the  program  and 
shall  refund  all  amounts  that  may  have 
been  paid  to  him  under  the  program. 
The  withholding  or  refunding  of  Federal 


cost-shares  will  be  In  addition  to  and 
not  in  substitution  of  any  other  penalty 
or  liability  which  might  otherwise  be 
imposed. 

§  1104.438  Misuse  of  purchase  orders. 
If  the  State  Committee  finds  that  any 
person  has  knowingly  used  a  purchase 
order  issued  to  him  for  conservation 
services  for  a  purpose  other  than  that 
for  which  it  was  issued,  and  that  such 
misuse  of  the  purchase  order  tends  to 
defeat  the  purpose  for  which  it  was  is¬ 
sued,  such  person  shall  not  be  eligible 
for  any  Federal  cost-sharing  under  the 
program  and  shall  refund  all  amounts 
that  may  have  been  paid  to  him  under 
the  program.  The  withholding  or  re¬ 
funding  of  Federal  cost-shares  will  be 
in  addition  to  and  not  in  substitution  of 
any  other  penalty  or  liability  which 
might  otherwise  be  imposed. 

§  1104.439  Federal  cost-shares  not 
subject  to  claims.  Any  Federal  cost- 
share,  or  portion  thereof,  due  any  per¬ 
son  shall  be  determined  and  allowed 
without  regard  to  questions  of  title  un¬ 
der  State  law;  without  deduction  of 
claims  for  advances  (except  as  provided 
in  §  1104.440,  and  except  for  indebted¬ 
ness  to  the  United  States  subject  to  set¬ 
off  under  orders  issued  by  the  Secretary 
(Part  1109  of  this  chapter) ) ;  and  with¬ 
out  regard  to  any  claim  or  lien  against 
any  crop,  or  proceeds  thereof,  in  favor 
of  the  owner  or  any  other  creditor. 

§  1104.440  Assignments.  Any  person 
W'ho  may  be  entitled  to  any  Federal  cost- 
share  under  the  1955  program  may  as¬ 
sign  his  right  thereto,  in  whole  or  in 
part,  as  security  for  cash  loaned  or  ad¬ 
vances  made  for  the  purpose  of  financ¬ 
ing  the  making  of  a  crop  in  1955.  No 
assignment  will  be  recognized  unless  it 
is  made  in  writing  on  Form  ACP-69  and 
in  accordance  with  the  instiuctions  in 
ACP-70 — Insular  Region. 

§  1104.441  Excess  cotton  acreage. 

(a)  Any  person  who  makes  application 
for  payment  of  cost-shares  with  respect 
to  any  farm  located  in  a  county  in  which 
any  kind  of  cotton  is  planted  in  1955 
shall  file  with  such  application  a  state¬ 
ment  that  he  has  not  knowingly  planted 
any  kind  of  cotton  or  caused  any  kind 
of  cotton  to  be  planted  during  1955,  on 
any  farm  in  which  he  has  an  interest, 
in  excess  of  the  1955  acreage  allotment 
established  for  the  farm  for  such  kind 
of  cotton  under  the  Agricultural  Adjust¬ 
ment  Act  of  1938,  as  amended. 

(b)  Any  person  who  knowingly  plants 
any  kind  of  cotton  or  causes  any  kind  of 
cotton  to  be  planted  on  his  farm  in  1955 
in  excess  of  the  1955  acreage  allotment 
for  the  farm  for  such  kind  of  cotton 
under  the  Agricultural  Adjustment  Act 
of  1938,  as  amended,  shall  not  be  eligible 
for  any  payment  of  cost-shares  whatso¬ 
ever  on  that  farm  or  on  any  other  farm 
under  1955  programs  authorized  by  sec¬ 
tions  7  to  17,  inclusive,  of  the  Soil  Con¬ 
servation  and  Domestic  Allotment  Act, 
as  amended.  Cotton  of  any  kind  shall 
not  be  deemed  to  have  been  planted  on 
any  farm  in  excess  of  the  farm  acreage 
allotment  for  such  kind  of  cotton  if, 
after  the  acreage  originally  planted  to 
such  kind  of  cotton  has  been  determined 
and  notice  thereof  sent  to  the  operator 


of  the  farm,  the  acreage  planted  to  such 
kind  of  cotton  is  adjusted  to  the  farm 
acreage  allotment  for  such  kind  of  cotton 
in  the  period  allowed  under  the  notice. 
If  the  operator  is  notified  that  the  acre^ 
age  allotment  for  any  kind  of  cotton  has 
been  exceeded  and  the  acreage  planted 
to  such  kind  of  cotton  is  not  adjusted  to 
such  acreage  allotment  in  the  period 
allowed  under  the  notice,  the  acreage 
allotment  for  such  kind  of  cotton  shall 
be  deemed  to  have  been  knowingly  ex- 
ceeded  by  all  producers  having  an  inter- 
est  in  such  kind  of  cotton  on  the  farm. 
Notice  of  overplanting  to  the  operator 
of  the  farm  shall  be  deemed  to  be  notice 
to  all  persons  sharing  in  the  production 
of  any  kind  of  cotton  on  the  farm. 

(c)  For  the  purposes  of  this  section, 
“kind  of  cotton”  shall  be  upland  cotton 
or  extra  long  staple  cotton. 

•  DEFINITIONS 

§  1104.443  Definitions.  For  the  pur¬ 
poses  of  the  1955  program: 

(a)  “Secretary”  means  the  Secretary 
of  Agriculture  of  the  United  States  or 
any  ofllcer  or  employee  of  the  Depart¬ 
ment  to  whom  authority  has  been  dele¬ 
gated,  or  to  whom  authority  may  here¬ 
after  be  delegated,  to  act  in  his  stead. 

(b)  “Administrator,  ACPS,”  means 
the  Administrator  of  the  Agricultural 
Conservation  Program  Service. 

(c)  “State”  means  Alaska. 

(d)  “State  Committee”  means  the 
persons  designated  by  the  Secretary  as 
the  Agricultural  Stabilization  and  Con¬ 
servation  State  Committee. 

<e)  “County  committee”  means  the 
persons  elected  within  a  county  as  the 
county  committee  pursuant  to  regula¬ 
tions  governing  the  selection  and  func¬ 
tions  of  Agricultural  Stabilization  and 
Conservation  county  and  community 
committees. 

(f)  “Person’*  means  an  Individual, 
partnership,  association,  corporation, 
estate,  or  trust,  or  other  business  enter¬ 
prise,  or  other  legal  entity  (and,  where- 
ever  applicable,  a  State,  a  political 
subdivision  of  a  State,  or  any  agency 
thereof)  that,  as  landlord,  tenant,  or 
sharecropper,  participates  in  the  opera¬ 
tion  of  a  farm. 

(g)  “Farm”  means  all  adjacent  or 
nearby  farm  or  range  land  under  the 
same  ownership  which  is  operated  by 
one  person,  including  also: 

(1)  Any  other  adjacent  or  nearby 
farm  or  range  land  which  the  county 
committee,  in  accordance  with  instruc¬ 
tions  issued  by  the  Administrator, 
ACPS,  determines  is  operated  by  the 
same  person  as  part  of  the  same  unit  in 
producing  range  livestock  or  with  re¬ 
spect  to  the  rotation  of  crops,  and  with 
work  stock,  machinery,  and  labor  sub¬ 
stantially  separate  from  that  for  any 
other  land;  and  (2)  any  field-rented 
tract  (whether  operated  by  the  same  (F 
another  person)  which,  together  with 
any  other  land  included  in  the  farm, 
constitutes  a  unit  with  respect  to  the 
rotation  of  crops.  ' 

(h)  “Cropland”  means  farmland 
which  in  1954  was  tilled  or  was  in  regu¬ 
lar  crop  rotation,  excluding  (1)  bearing 
orchards  and  vineyards  (except  the 
acreage  of  cropland  therein),  (2)  plo^' 
able  noncrop  open  pasture,  and  (3)  any 
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land  which  constitutes,  or  will  constitute 
if  tillage  is  continued,  a  wind  erosion 
hazard  to  the  community. 

(i)  “Pastureland”  means  farmland, 
other  than  rangeland,  on  which  the  pre¬ 
dominant  growth  is  forage  suitable  for 
grazing  and  on  which  the  spacing  of  any 
trees  or  shrubs  is  such  that  the  land 
could  not  fairly  be  considered  as  wood¬ 
land. 

(j)  “Rangeland”  means  any  land 
which  produces  or  can  produce  forage 
suitable  for  grazing  by  range  livestock 
without  cultivation  or  general  irrigation. 

(k)  “Program  year”  means  the  period 
September  1, 1954,  through  December  31, 
1955. 

authority,  availability  of  funds,  and 

APPLICABILITY 

§  1104.445  Authority.  The  program 
contained  in  this  subpart  is  approved 
pursuant  to  the  authority  vested  in  the 
Secretary  of  Agriculture  under  sections 
7-17  of  the  Soil  Conservation  and  Domes¬ 
tic  Allotment  Act,  as  amended  (49  Stat. 
1148, 16  U.  S.  C.  590g-590q) ,  and  the  De¬ 
partment  of  Agriculture  Appropriation 
Act,  1955,  and  is  contingent  upon  legisla¬ 
tive  authority  to  the  Secretary  to  exer¬ 
cise  after  December  31,  1954,  the  powers 
now  conferred  on  him  by  section  8  of 
the  act. 

S  1104.446  Availability  of  funds,  (a) 
The  provisions  of  the  1955  program  are 
necessarily  subject  to  such  legislation  as 
the  Congress  of  the  United  States  may 
hereafter  enact;  the  paying  of  the  Fed¬ 
eral  cost-shares  provided  in  this  subpart 
is  contingent  upon  such  appropriation  as 
the  Congress  may  hereafter  provide  for 
such  purpose;  and  the  amounts  of  such 
I  Federal  cost-shares  will  necessarily  be 
within  the  limits  finally  determined  by 
such  appropriation. 

(b)  The  funds  provided  for  the  1955 
program  will  not  be  available  for  paying 
Federal  cost-shares  for  which  applica¬ 
tions  are  filed  in  the  county  oflBce  after 
December  31,  1956. 

§  1104.447  Applicability,  (a)  The 
provisions  of  the  1955  program  containea 
in  this  subpart  are  not  applicable  to  ( 1 ) 
any  department  or  bureau  of  the  United 
States  (jovernment  or  any  corporation 
wholly  owned  by  the  United  States;  (2) 

,  grazing  lands  owned  by  the  United 
States  which  were  acquired  or  reserved 
for  conservation  purposes,  or  which  are 
to  be  retained  permanently  under  Gov¬ 
ernment  ownership,  including,  but  not 
limited  to,  grazing  lands  administered 
by  the  Forest  Service  of  the  United  States 
Department  of  Agriculture,  or  by  the 
Bureau  of  Land  Management  (including 
lands  administered  under  the  Taylor 
Grazing  Act)  or  the  Fish  and  Wildlife 
Service  of  the  United  States  Department 
of  the  Interior;  and  (3)  non-private 
persons  for  performance  on  any  land 
owned  by  the  United  States  or  a  corpo¬ 
ration  wholly  owned  by  it. 

<b)  The  program  is  applicable  to  (1) 
privately  owned  lands;  (2)  lands  owned 
by  Alaska  or  a  political  subdivision  or 
*€ency  thereof;  (3)  lands  owned  by  cor¬ 
porations  which  are  partly  owned  by  the 
United  States,  such  as  production  credit 
associations;  (4)  lands  temporarily 
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owned  by  the  United  States  or  a  corpora¬ 
tion  wholly  owned  by  it  which  were  not 
acquired  or  reserved  for  conservation 
purposes,  including  lands  administered 
by  the  Farmers  Home  Administration, 
the  Federal  Farm  Mortgage  Corporation, 
the  United  States  Department  of  De¬ 
fense,  or  by  any  other  Government 
agency  designated  by  the  Administrator, 
ACPS;  and  (5)  any  cropland  farmed  by 
private  persons  which  is  owned  by  the 
United  States  or  a  corporation  wholly 
owned  by  it. 

CONSERVATION  PRACTICES  AND  MAXIMUM 
RATES  OF  COST-SHARING 

§  1 104.451  Practice  1:  Diversion 
ditches  to  divert  excess  water  to  pro~ 
tected  outlets.  These  ditches  are  for 
the  purpose  of  removing  excess  water 
from  snow  melting  in  the  spring.  They 
should  be  constructed  on  a  grade  rang¬ 
ing  from  0  at  the  upper  end  to  not  in 
excess  of  1  percent  at  the  lower  end. 
Grades  should  be  either  uniform  or 
gradually  increasing  from  the  upper  end. 
In  all  cases  the  ditches  must  be  staked 
by  a  qualified  technician.  Diversion 
ditches  must  be  provided  with  an  outlet 
channel. 

Maximum  Federal  cost-share.  50  percent 
of  the  cost. 

§  1104.452  Practice  2:  Establishing 
permanent  sod  waterways  to  dispose  of 
excess  water  without  causing  erosion. 
This  practice  is  essential  to  adequate 
water  disposal.  The  w'aterway  may  be 
either  an  excavated  ditch  or  a  natural 
drainageway.  In  either  case  more  than 
natural  runoff  is  carried  in  the  outlet 
channel;  therefore,  protection  is  needed 
to  avoid  channel  erosion  and  the  forma¬ 
tion  of  gullies.  They  must  be  planted 
long  enough  in  advance  to  develop  a 
protective  cover  in  the  channel.  This 
will  take  one  to  two  years  before  water  is 
diverted  into  them.  In  all  cases  the  out¬ 
let  channels  will  be  selected  by  a  qualified 
technician.  New  channels  must  be 
staked,  constructed  according  to  lines 
and  grades,  and  sod  established.  Seed- 
ings  in  established  permanent  sod  water¬ 
ways  shall  be  at  a  rate  of  at  least  15 
pounds  per  acre  and  shall  contain  not 
less  than  50  percent  of  adapted  sod¬ 
forming  perennial  grasses  with  the  bal¬ 
ance  in  other  grasses  or  adapted  legumes. 

Maximum  Federal  cost-share.  (1)  50  per¬ 
cent  of  the  cost  of  seed  and  the  minimum 
required  application  of  commercial  fertilizer, 
including  nitrogen. 

(2)  50  percent  of  the  cost  of  earth  moved 
with  dirt-moving  equipment  in  shaping  and 
filling. 

§  1104.453  Practice  3:  Establishing  a 
permanent  vegetative  cover  on  steep 
slopes  for  control  of  erosion.  Costs  will 
be  shared  for  establishing  on  steep 
slopes,  a  permanent  cover  of  adapted 
perennial  grasses  or  a  mixture  of  peren¬ 
nial  grasses  and  perennial  or  biennial 
legumes.  The  seed  of  these  crops  must 
be  distributed  over  the  area  sown  to  in¬ 
sure  a  good  stand  at  maturity.  The  min¬ 
imum  seeding  rate  shail  not  be  less  than 
12  pounds  of  seed  per  acre. 

Maximum  Federal  cost-share.  50  percent 
of  the  cost  of  seed  and  the  minimum'  re¬ 
quired  application  of  conunercial  fertilizer, 
including  nitrogen. 


§  1104.454  Practice  4:  Initial  estab¬ 
lishment  or  improvement  of  permanent 
grass  or  grass-legume  cover  for  soil  or 
watershed  protection.  Costs  will  be 
shared  for  the  initial  establishment  or 
the  initial  improvement  of  a  protective 
vegetative  cover  by  seeding  adapted  var¬ 
ieties  of  perennial  grasses  or  legumes  on 
areas  which  will  remain  in  such  cover. 
The  seed  must  be  adapted  to  local  con¬ 
ditions,  and  must  be  properly  distrib¬ 
uted  over  the  area  sown,  a  sufficient 
amount  being  used  to  insure  a  good 
stand  at  maturity.  Each  county  com¬ 
mittee  will  establish  seeding  rates,  mix¬ 
tures,  and  varieties. 

Maximum  Federal  cost-share.  50  percent 
of  the  cost  of  seed  and  the  minimum  re¬ 
quired  application  of  commercial  fertilizer, 
including  nitrogen. 

§  1104  455  Practice  5:  Clearing  land 
to  permit  land-use  adjustments  needed 
in  establishing  soil  conserving  cropping 
systems.  The  conservation  value  of  this 
practice  is  in  getting  sufBcient  cleared 
land  on  the  farm  so  that  good  land  man¬ 
agement  practices  can  be  carried  out  on 
all  parts  of  the  farm.  Clearing  areas 
which  will  result  in  increased  erosion  will 
not  qualify  for  cost-sharing.  Methods  of 
clearing  which  result  in  destruction  of 
needed  organic  material  are  considered 
to  be  disqualifying  practices.  Removal 
of  mineral  soil  will  be  considered  evi¬ 
dence  of  excessive  removal  of  organic 
material.  Needed  conservation  practices 
must  be  applied  to  land  cleared  under 
previous  programs  in  order  to  qualify  an 
applicant  for  cost-sharing  for  additional 
land  development  under  this  program. 
Clearing  and  developing  land  for  culti¬ 
vation  involves  several  distinctly  differ¬ 
ent  types  of  operations.  Clearing 
includes  those  operations  which  require 
the  use  of  special  equipment  not  nor¬ 
mally  required  in  farming  operations  for 
crop  and  livestock  production.  Breaking 
includes  burning,  removing  roots,  and 
preparing  land  for  tillage. 

Maximum  Federal  cost-share.  (1)  When 
all  operations,  clearing  and  breaking,  are 
accomplished  during  one  program  year — 
50  percent  of  the  cost  but  not  in  excess  of 
♦40  p)er  acre,  or 

(2)  When  the  clearing  and  breaking  are 
not  all  accomplished  within  one  program 
year  but  spread  over  a  period  of  years  to  take 
advantage  of  methods  of  progressive  clear¬ 
ing,  grubbing,  and  burning — 50  percent  of 
the  cost  of  each  completed  operation  but  not 
in  excess  of  a  total  cost  of  $40  per  acre  for 
all  operations. 

§  1104.456  Practice  6:  Installation  of 
facilities  for  sprinkler  irrigation  to  pro¬ 
vide  vegetative  cover  needed  for  soil 
protection  on  rolling  land.  This  practice 
is  applicable  where  primary  use  is  for 
permanent  pasture  on  excessively  sloping 
or  rolling  iand.  The  installation  must 
be  in  accordance  with  written  plans  ap¬ 
proved  by  the  Soil  Conservation  Service 
technician  and  the  county  committee. 
The  practice  is  not  applicable  on  land 
for  which  water  is  not  available.  The 
power  unit  must  be  of  capacity  adequate 
to  supply  uniform  distribution.  Nozzle 
openings  shall  be  of  a  size  to  hold  appli¬ 
cation  rate  within  intake  capacity  of 
soils  to  be  irrigated. 
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Maximum  Federal  cost-share.  (1)  50  per¬ 
cent  of  the  average  cost  of  permanently 
Installed  pipe  and  fittings. 

(2)  60  percent  of  the  average  cost  of  port¬ 
able  pipe  and  fittings. 

§  1104.457  Practice  7:  Constructing 
wells  for  livestock  water  to  provide  soil 
protection  through  the  adoption  of  live¬ 
stock  farming  systems  and  increased 
acreages  of  permanent  vegetative  cover. 
In  order  to  qualify  for  cost-sharing,  the 
farmer  must  show  that  the  well  is  neces¬ 
sary  for  establishing  livestock  on  the 
farm.  Even  though  the  well  may  be  con¬ 
structed  at  the  headquarters  to  prevent 
freezing  during  the  winter  months,  it  is 
not  to  be  used  primarily  for  household 
utility.  The  well  and  pumping  equip¬ 
ment  must  be  large  enough  to  .provide 
the  minimum  amount  of  water  for  the 
particular  livestock  enterprise.  Ade¬ 
quate  storage  facilities  must  be  provided. 
Pumping  equipment  must  be  installed, 
except  for  artesian  wells. 

Maximum  Federal  cost-share.  60  percent 
of  the  cost  of  drilling  and  casing,  including 
Installation  of  the  casing. 

§  1104.458  Practice  8:  Planting  or  in¬ 
terplanting  forest  trees  or  shrubs  on 
farmland  for  forestry  purposes,  wind¬ 
breaks,  shelterbelts,  or  erosion  control. 
Plantings  must  be  protected  from  fire 
and  grazing.  If  shrubs  are  used,  those 
that  benefit  wildlife  should  be  given 
preference  wherever  practicable. 

Maximum  Federal  cost-share.  50  percent 
of  the  average  cost  of  trees  and  planting,  in¬ 
cluding  land  preparation. 

§  1104.459  Practice  9:  Constructing 
permanent  open  drainage  systems  to  dis¬ 
pose  of  excess  water.  Cost-sharing  will 
be  limited  to  construction  or  enlarge¬ 
ment  of  permanent  ditches  and  struc¬ 
tural  work  necessary  to  the  proper  func¬ 
tioning  of  the  ditches.  Cost-sharing 
may  be  authorized  for  clearing  the  neces¬ 
sary  minimum  width  right-of-way  and, 
where  necessary  for  the  effective  utili- 
Eation  of  the  drainage  system,  for  the 
spreading  of  spoil  banks.  No  cost-shar¬ 
ing  will  be  allowed  for  cleaning  or  main¬ 
taining  a  ditch  or  for  structures  installed 
for  crossings  or  the  convenience  of  the 
operator.  Due  consideration  shall  be 
given  to  the  maintenance  of  wildlife.  In 
all  cases  the  system  must  be  staked  by 
a  qualified  technician. 

Maximum  Federal  cost-share.  (1)  50  per¬ 
cent  of  the  average  cost  of  earth  moving. 

(2)  50  percent  of  the  average  cost  of  mate¬ 
rials  used  In  the  permanent  structixre,  ex¬ 
cluding  forms. 

(3)  50  percent  of  the  average  cost  of  nec¬ 
essary  land  clearing. 

5  1104.460  Practice  10:  Developing 
springs  or  seeps  for  livestock  water  to 
encourage  better  grassland  manage¬ 
ment.  Plans  must  be  approved  by  the 
Soil  Conservation  Service.  Appreciable 
use  of  this  water  for  other  than  live¬ 
stock  shall  be  considered  as  defeating 
the  purpose  of  this  practice. 

Maximum  Federal  cost-share.  (1)  50  per¬ 
cent  of  the  cost  of  excavaUng  earth,  rock, 
and  gravel. 

(2)  60  percent  of  the  cost  of  materials  used 
In  the  permanent  structure,  excluding 
forms. 


§  1104.461  Practice  11:  Constructing 
or  sealing  dams,  pits,  or  ponds  for  live¬ 
stock  water  to  encourage  better  gross- 
land  management.  Design  and  con¬ 
struction  must  conform  to  Soil  Conserva¬ 
tion  Service  specifications.  Necessary 
fencing  and  seeding  or  sodding  to  pro¬ 
tect  the  dam  and  pond  must  be  accom¬ 
plished.  Appreciable  use  of  this  water 
source  for  other  than  livestock  shall  be 
considered  as  defeating  the  purpose  of 
this  practice. 

Maximum  Federal  cost-share.  60  percent 
of  the  average  cost  of  earth  moving. 

Done  at  Washington,  D.  C.,  this  3d 
day  of  August  1954. 

[seal]  J.  Earl  Coke, 

Assistant  Secretary  of  Agriculture. 

[P.  R.  Doc.  54-5978;  Piled,  Aug.  5,  1954; 

8:47  a.  m.] 


(ACP-1954-Hawail,  Supp.  2] 

Part  1105 — Agricultural  Conservation; 
Hawaii 

Subpart — 1954 

PRIOR  NOTICE  TO  STATE  OFFICE 

Pursuant  to  the  authority  vested  in 
the  Secretary  of  Agriculture  under  sec¬ 
tions  7-17  of  the  Soil  Conservation  and 
Domestic  Allotment  Act,  as  amended, 
and  the  Department  of  Agricultm-e  Ap¬ 
propriation  Act,  1954,  the  1954  Agricul¬ 
tural  Conservation  Program;  Hawaii, 
approved  December  11,  1953  (18  F.  R. 
8265),  as  amended  January  29,  1954  (19 
P.  R.  644),  is  further  amended  as  fol¬ 
lows: 

Section  1105.308  is  amended  by  chang¬ 
ing  the  comma  following  the  word 
“checkers”  in  the  third  sentence  to  a 
period  and  deleting  the  wording  “but 
must  be  submitted  before  April  1,  1954.” 

(Sec.  4,  49  Stat.  164;  16  U.  S.  C.  690d.  Inter¬ 
prets  or  applies  secs.  7-17,  49  Stat.  1148,  as 
amended,  67  Stat.  205;  16  U.  S.  C.  590g-590q) 

Done  at  Washington,  D.  C.,  this  3d 
day  of  August  1954. 

[SEAL]  J.  Earl  Coke, 

Assistant  Secretary  of  Agriculture. 

[F.  R.  Doc.  54-5980;  Piled,  Aug.  6,  1954; 
8:47  a.  m.] 


TITLE  32A— NATIONAL  DEFENSE, 
APPENDIX 

Chapter  XVlil — National  Shipping 
Authority,  Maritime  Administration, 
Department  of  Commerce 

[N.  S.  A.  Order  No.  66  (OPR  6)] 

OPR  6 — Authority  and  Responsibility 
OF  General  Agents  To  Undertake  To 
Decobcmission  Tankers  and  Place  in  a 
Reserve  Fleet 

August  3,  1954. 

Sec. 

1.  What  this  order  does. 

2.  General  Agents’  responsibilities. 

3.  General  Agents’  duties. 

4.  General  provisions. 

Authoritt:  Sections  1  to  4  issued  under 
sec.  204,  49  Stat.  1987  as  amended;  46  U.  S.  C. 
1114. 


Sec’Tion  1.  What  this  order  does.  This 
order  outlines  General  Agents’  responsi¬ 
bilities  in  connection  with  the  work  re- 
quired  for  the  proper  stripping  and  lay¬ 
up  of  tankers  assigned  to  reserve  fleets, 
whenever  advice  is  received  that  a  tanker 
is  to  be  withdrawn  from  operation.  Gen¬ 
erally,  this  order  also  defines  the  nature 
and  extent  of  the  work  required  to  prop- 
erly  prepare  a  tanker  for  layup. 

Sec.  2.  General  Agents’  responsibili¬ 
ties.  It  shall  be  the  responsibility  of  the 
general  agent  to  reduce  the  tanker’s  per¬ 
sonnel  to  only  those  necessary  to  perform 
or  supervise  the  work  involved,  as  soon 
as  practicable  after  receipt  of  instruc¬ 
tions  to  prepare  the  tanker  for  layup, 
and  to  remove  supplies  and  materials 
from  the  tanker,  to  segregate  and  hold, 
deliver  or  otherwise  dispose  of  supplies 
and  materials  as  directed. 

Sec.  3.  General  Agents’  duties.  Gen¬ 
eral  Agent  for  the  accoimt  of  the  Mari¬ 
time  Administration  shall  have  the  fol¬ 
lowing  items  of  work  performed  prior  to 
delivering  the  tanker  to  the  reserve  fleet: 

(a)  Cargo  tanks  and  appurtenances 
thereto,  ventilators  and  galley  smoke 
stack.  (1)  All  cargo  tanks,  cargo  pipe 
lines,  pumps,  pump  rooms  etc.  shall  be 
stripped,  cleaned  and  gas  freed.  All 
cofferdams  and  cargo  pipe  lines  therein 
shall  be  drained,  cleaned  and  gas  freed. 
Any  loose  scale  shall  be  removed  and 
tanks  or  other  compartanents  and  ap¬ 
purtenances  thereto  as  applicable  left 
clean  and  dry.  All  dogs  and  hinges  on 
tank  covers  and  ullage  openings  shall  be 
freed  and  grease  applied  to  the  threads. 
Dry  cargo  holds  to  be  thoroughly 
cleaned,  and  secured,  dogs  and  hinges 
to  be  freed  and  greased. 

(2)  All  rose  boxes  and  strainers  shall 
be  scaled,  cleaned  and  dried.  Heating 
coils  on  caigo  tanks  shall  be  drained  and 
scaled  as  required,  all  deck  scuppers  to 
be  proven  clear. 

(3)  Internal  tank  valves  and  reach 
rods  shall  be  freed  up,  greased  and  left 
in  operable  condition.  Valves  shall  be 
opened,  then  backed  off  one  turn. 

(4)  After  the  pertinent  spaces  and 
equipment'  have  been  cleaned  and  gas 
freed,  a  gas  free  certificate  shall  be  ob¬ 
tained.  It  shall  be  the  responsibility  of 
the  general  agent  to  notify  the  local 
Maritime  Administration  oflBce  that  the 
Master  has  a  gas  free  certificate  in  force 
prior  to  the  departure  of  the  ship  for  the 
reserve  fleet.  Gas  free  certificate  is  to  be 
turned  over  by  the  master  to  the  fleet 
superintendent  or  his  representative  on 
arrival  of  the  ship  at  the  fleet. 

(5)  All  ventilator  cowls  shall  be  un¬ 
shipped,  stowed  and  secured  in  shelter 
deck  midships  or  in  dry  cargo  hold,  at 
least  12"  off  the  deck  and  2'  from  skin 
of  the  ship.  Ventilator  stubs  shall  be 
thoroughly  greased.  Ventilator  trunks 
shall  be  plugged  with  wood  and  canvas  or 
tarpaper  covers.  , 

(6)  Galley  smoke  stack,  if  present, 
shall  be  removed  and  stowed  in  a  shel¬ 
tered  space.  Stack  stub  shall  be  prop¬ 
erly  closed  with  a  suitable  cover. 

(b)  lAfeboats  and  rafts.  Lifeboats 
shall  be  stripped  of  all  gear.  Masts, 
oars,  rudders,  tiller,  lifeboat  fall  blocks, 
ridge  poles,  spreader  and  covers  shall  be 
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removed  and  stowed  In  the  midship 
bridge  deck  space  on  a  platform  at  least 
two  feet  from  the  skin  of  the  ship  and 
with  a  twelve -inch  air  space  from  the 
deck.  Lifeboats  may  be  stowed  in  order 
of  preference  as  follows :  ( 1 )  In  the  dry 
cargo  holds  18  inches  off  the  deck  and 
two  feet  from  the  skin  of  the  ship.  (2) 
removed  and  warehoused  or  (3)  under¬ 
neath  their  respective  davits  on  solid 
wooden  blocks  at  least  18  inches  off  the 
deck,  bottom  side  up  and  properly 
secured.  Contact  the  local  Maritime  Ad¬ 
ministration  office  concerning  which  al¬ 
ternative  is  to  be  followed.  Wire  boat 
falls  on  gravity  davits  and  boat  winches 
shall  be  removed,  tagged,  greased  and 
stowed  in  sheltered  area.  Worm  gears 
on  lifeboat  davits  shall  be  thoroughly 
greased.  When  an  unstripped  lifeboat  is 
required  to  be  left  aboard  in  davits  for 
the  use  of  the  riding  crew  accompanying 
the  ship  to  the  reserve  fleet,  the  port  or 
starboard  bridge  deck  boat  shall  be  used, 
life  rafts  shall  be  removed  from  the 
ship. 

(c)  Accommodation  ladders  and 
brow  gangways.  Accommodation 
ladders  and  brow  gangways  shall  be  un¬ 
shipped  from  present  location  with  all 
gear  including  stanchions,  platforms, 
davits,  tackle,  etc.,  and  stowed  in  the 
midship  bridge  deck  space  at  least  two 
feet  from  the  skin  of  the  ship  and  with 
a  twelve-inch  air  space  from  the  deck. 

(d)  Booms,  topmasts  and  signal  mast. 
All  booms  shall  be  stripped  without 
burning  shackles  or  fittings  and  all  gear 
coiled,  tagged  and  stowed  on  a  platform 
in  the  midship  bridge  deck  space  on  a 
platform  at  least  two  feet  from  the  skin 
of  the  ship  and  twelve  inches  off  the 
deck.  All  booms  shall  be  lowered  intO' 
their  cradles  and  properly  wedged  to 
prevent  them  from  resting  on  the  metal 
of  the  cradle  and  properly  wedged  under 
the  goosenecks  to  prevent  them  from 
freezing  in  the  sockets  and  goosenecks 
to  be  coated  with  a  suitable  preservative. 
Telescopic  top  mast  and  signal  mast 
shall  be  lowered  and  secured. 

(e)  Radio  antenna.  Radio  antenna 
and  insulators  shall  be  rigged  down, 
coiled  and  stowed  in  radio  room. 

(f)  Mooring  wires  and  rope  hawsers. 
A  total  of  eight  lengths  of  at  least 

wire  with  a  four-foot  eye  shall  be  neatly 
coiled  and  left  on  deck.  Four  shall  be 
left  forward  and  four  aft.  Insurance 
wires  shall  remain  in  place  but  ready  for 
use  fore  and  aft.  All  other  wires  shall 
be  neatly  coiled  and  stowed  in  the  tween 
deck.  Rope  hawsers  and  all  other 
manila  rope  shall  be  removed  from  the 
ship,  except  in  those  ports  where  the 
ship  is  required  to  furnish  the  towing 
hawser;  then  only  the  necessary  towing 
hawsers  shall  remain  aboard. 

(g)  Anchor  windlass.  Anchor  wind¬ 
less  must  be  in  good  operating  condition. 
Steam  and  exhaust  lines  shall  be  broken 
at  the  windlass  and  connections  made  on 
the  steam  line  for  1*4  inch  pipe  and  for 
2*4  inch  temporary  exhaust  lines  run  to 
the  side  of  the  ship.  When  directed  by 
Coast  Director,  optional  method  may  be 
used  to  break  steam  line  at  windlass 
stop  valve  and  short  section  of  pipe  re¬ 
moved  and  secured  adjacent.  Exhaust 
bonnet  to  be  removed  and  secured  adja¬ 
cent. 
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(h)  Sanitary  bowls,  sinks  and  wash 
basins.  All  Sanitary  traps,  toilet  bowls, 
sinks  and  wash  basins  shall  be  dried  out 
and  trap  plugs  opened  if  so  equipped. 
All  head  and  washroom  doors  shall  be 
locked  after  inspection  of  the  vessel 
prior  to  departure  for  the  fleet.  The 
master  shall  deliver  the  keys  to  the 
Fleet  Superintendent  when  the  ship  ar¬ 
rives  at  the  fleet. 

(i)  Lifeboat  motors.  Lifeboat  motors 
are  to  be  removed  from  the  boat.  Re¬ 
move  spark  plugs  and  pour  approxi¬ 
mately  one  pint  of  cylinder  oil  into  each 
cylinder,  jack  engine  over  several  times 
and  then  replace  spark  plugs.  Engine 
then  to  be  stowed  in  a  welded  compart¬ 
ment.  Gas  tanks  are  to  remain  in  boat, 
flushed  and  partially  filled  with  two 
quarts  of  carlx)n  tetrachloride  which  can 
be  obtained  from  Are  extinguishers  on 
board. 

(j)  Narcotics.  All  narcotics  shall  be 
removed  and  turned  over  to  the  Nar¬ 
cotics  Division  of  the  United  States 
Treasury.  This  includes  narcotics  in 
abandon  ship  kits  (morphine  syrettes). 
Paregoric  shall  also  be  removed. 

(k)  Subsistence  stores.  All  subsist¬ 
ence  stores,  including  canned  lifeboat 
rations  and  water,  shall  be  removed 
from  the  ship  and  disposed  of  as  directed 
by  the  local  Maritime  Administration 
representative. 

(l)  Stripping.  All  items  constructed 
of  wood,  metal,  glass,  crockery  and  plas¬ 
tic  shall  remain  aboard,  with  the  excep¬ 
tion  of  valuable  equipment  such  as 
barometers,  clinometers,  domestic  refrig¬ 
erators,  washing  machines,  electric 
toasters,  coffee  percolators,  clocks,  binoc¬ 
ulars,  chronometers,  sextants,  tachom¬ 
eters,  typewriters,  adding  machines, 
micrometers,  firearms,  silverware,  etc., 
which  valuable  items  shall  be  removed 
from  the  ship,  properly  tagged,  and  dis¬ 
posed  of  as  directed  by  a  Maritime  Ad¬ 
ministration  representative.  The  duty 
must  be  paid  on  all  foreign-purchased 
Instruments  removed.  Additionally,  the 
following  items  shall  be  removed,  prop¬ 
erly  tagged,  and  disposed  of  as  directed 
by  local  U.  S.  Maritime  Administration 
representative: 

( 1 )  Remove  all  slop  chest  items,  med¬ 
icines,  surgical  instruments,  signal  flags, 
bunting,  canvas,  and  if  canvas  windsails 
are  new,  they  shall  be  removed  from  ship 
as  directed  by  local  Maritime  Adminis¬ 
tration  officer. 

(2)  Remove  lead-acid  batteries  only, 
and  dispose  of  as  directed  by  a  Maritime 
Administration  representative.  When 
directed  into  warehouse  storage,  the  bat¬ 
teries  shall  be  charged  to  capacity  prior 
to  removal.  Alkaline  type  batteries  shall 
remain  aboard  and  be  prepared  for  stor¬ 
age  as  follows: 

(i)  Fill  each  cell  with  distilled  water 
to  proper  level. 

(ii)  Charge  batteries  to  1.75  volts  per 
cell.  When  this  voltage  is  reached  con¬ 
tinue  charge  for  six  hours. 

(iii)  Check  specific  gravity  of  each  cell 
and  ascertain  that  specific  gravity  is  be¬ 
tween  1.190  and  1.200.  If  not,  correct  to 
obtain  reading  within  the  aforemen¬ 
tioned  range.  Electrolyte  level,  if  low, 
should  be  restored  to  %  inch  above 
plates. 


(iv)  Insure  that  battery  trays  are 
clean  and  dry. 

(v)  Disconnect  batteries  and  tag  bat¬ 
tery  leads. 

(vi)  Remove  inter-connectors  to  in¬ 
terrupt  any  stray  current  circuits. 
Place  connectors  and  bolts  in  envelope 
and  store  with  batteries. 

(vii)  Cell  tops  are  to  be  cleaned  and 
coated  with  petroleum  jelly. 

(viii)  Check  steel  cases  of  cells  to  in¬ 
sure  they  have  complete  coating  of  (a) 
Nicadvar  bitumastic  maintenance  coat¬ 
ing  or  (b)  Gaco  neoprene  maintenance 
coating  #N-700-l. 

(ix)  Insure  all  battery  vent-caps  are 
closed. 

(3)  All  entertainment  radios  and 
speakers  and  lifeboat  radios  and  trans¬ 
mitters. 

(4)  All  electric  and  pneumatic  hand 
tools. 

(5)  All  cordage  and  scrap  rope. 

(6)  All  coal  and  forge  coke. 

(7)  All  inflammables  and  oil  in  con¬ 
tainers.  Pyrotechnics  such  as  Lyle  gun¬ 
powder  bags,  rockets,  flares,  primers, 
pilot  signals,  etc.,  shall  be  placed  in  the 
pyrotechnic  locker  for  disposal  by  the 
fleet  superintendent,  who  shall  be  so  no¬ 
tified  by  the  Master  on  delivery  of  ship 
to  fleet,  except  in  cases  where  military 
facilities  (Army  or  Navy)  are  used,  in 
which  cases  the  appropriate  authority 
shall  be  notified  to  remove  the  pyrotech¬ 
nics.  Under  no  circumstances  are  pyro¬ 
technics  to  be  included  in  shipments  to 
warehouses.  Small  arms  and  ammuni¬ 
tion  shall  be  removed  and  disposed  of 
as  directed. 

(8)  After  charging  the  freon  refrig¬ 
eration  systems  per  section  3  (v)  (20) ,  all 
freon  cylinders  except  those  containing 
fifty  or  more  pounds,  and  all  oxygen, 
hydrogen,  and  acetylene  gas  cylinders, 
and  all  empty  or  partially  empty  drums 
and  carboys  shall  be  removed  and  re¬ 
turned  to  the  suppliers  for  credit.  All 
COi  cylinders  shall  remain  aboard.  All 
freon  cylinders  containing  fifty  or  more 
pounds  shall  be  removed  and  placed  in  a 
U.  S.  Maritime  Administration  ware¬ 
house.  Butterworth  equipment,  if 
rented,  shall  be  returned  to  proprietor. 
If  Butterworth  equipment  is  owned  by 
ship,  it  shall  be  cleaned,  greased  and 
stored  on  board  as  directed  by  local 
Maritime  Administration  office. 

(9)  All  deck,  engine  and  steward's 
consumable  stores,  except  pipe,  pipe  fit¬ 
tings  and  plumbing  supplies,  electrical 
fittings  and  supplies,  firebrick  and  re¬ 
fractory  materials,  hardware,  metals, 
hand  tools  and  packing. 

( 10 )  All  mattresses,  pillows  and  linens, 
including  spreads,  curtains  and  loose 
rugs.  Life  jackets  and  ring  buoys  must 
also  be  removed. 

(11)  All  paint  and  oils  shall  be 
removed. 

(12)  Miscellaneous  blocks  and  other 
deck  equipment  shall  be  neatly  stowed 
in  deck  department  storerooms  with  a 
twelve  inch  air  space  off  the  deck  and 
away  from  the  skin  of  the  ship.  All  gear 
or  equipment  shall  be  removed  from  mast 
lockers.  Loose  equipment  shall  not  be 
left  laying  about  the  decks  but  shall  be 
stowed  in  proper  storerooms. 

(m)  Sealing  up  rooms.  All  items  re¬ 
maining  aboard  of  a  pilferable,  fragile  or 
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delicate  nature,  such  as  tools,  crockery, 
sounding  machines,  searchlights,  flood¬ 
lights  and  cargo  lights  where  practicable, 
shall  be  placed  in  a  storeroom  behind 
a  solid  metal  door.  The  door  shall  then 
be  closed  and  a  piece  of  2"  x  %"  steel 
bar  placed  against  the  door  and  welded 
to  the  angle  clips  to  the  satisfaction  of 
the  Maritime  Administration  represent¬ 
ative.  The  door  shall  have  two  3"  x  3" 
angle  iron  clips  welded  to  the  outside, 
midway  spaced  between  the  top  and 
bottom.  Expanded  metal  lockers  shall 
not  be  used  for  the  stowage  of  pilferable 
material.  No  room  shall  be  used  as  a 
welded-up  storeroom  that  contains 
valves  or  fittings  that  need  servicing  or 
preservation  by  fleet  personnel. 

(n)  Books  and  log  books.  Merchant 
Marine  Library  books  shall  be  delivered 
to  the  Merchant  Marine  Library  Asso¬ 
ciation.  All  logs  and  bell  books  perti¬ 
nent  to  that  vessel’s  activities  shall  be 
listed  in  a  covering  letter  by  the  general 
agent  and  forwarded  to  the  District 
Property  and  Supply  Officer,  Maritime 
Administration,  45  Broadway,  New  York 
4,  New  York.  A  copy  of  the  list  shall,  in 
each  case,  be  sent  to  the  cognizant  Coast 
Director,  who  shall  check  for  complete¬ 
ness  of  submissions,  and  to  the  Chief, 
Division  of  Office  Services,  Office  of 
Property  and  Supply,  Maritime  Admin¬ 
istration,  Washin^n  25,  D.  C. 

<o)  Rented  equipment.  Owners  of  all 
rented  equipment  shall  be  requested  to 
remove  all  such  equipment  before  the 
ship  departs  for  the  fleet. 

(p)  Main  radio  installation.  Main 
radio  installation,  both  RCA  and  Mackay 
t3T?e,  to  be  serviced  and  prepared  for 
layup  as  follows  under  supervision  of  the 
respective  manufacturer: 

(1)  Open  all  switches,  interior  of  radio 
room,  exterior  on  radio  room  feeders, 
antennae  lead-ins. 

(2)  Remove  all  fuses  and  put  in  spare 
parts  locker. 

(3)  Remove  all  verdigris  from,  and 
thoroughly  clean  dust,  dirt  and  oxides 
from  inside  and  outside  of  the  rsidio 
equipment  and  components  thereto  such 
as  switches,  bus  bars,  converters,  panels, 
etc. 

(4)  Grease  all  switches  and  name 
plates  lightly  with  cosmoline. 

(5)  Disconnect  all  storage  batteries. 

(6)  Grease  with  vaseline  and  tag  all 
battery  terminal  leads  and  grease  with 
vaseline  all  terminal  lugs. 

(q)  Bunker  fuel  oil.  With  the  excep¬ 
tion  of  diesel  oil  which  may  remain 
aboard  in  any  quantity,  bunker  fuel  oil 
must  not  be  on  board  in  excess  of  500  to 
1000  bbls.,  unless  otherwise  directed  by 
local  Maritime  Administration  represen¬ 
tative,  and  duty  must  be  paid  on  all  oil 
of  foreign  origin  if  removed,  but  not  if 
transferred  to  another  ship.  Whenever 
possible,  remaining  fuel  oil  shall  be 
pumped  back  to  the  settling  tanks. 

(r)  Peloruses  and  Gyrocompass  re¬ 
peaters  and  compasses.  Peloruses  and 
Gyrocompass  repeaters  shall  be  properly 
disconnected  (not  cut),  tagged,  and 
stored  in  welded  storeroom.  Compasses 
(Magnetic  and  Gyro  repeater)  shall  be 
removed  from  binnacles  and  stowed  up¬ 
side  down  on  a  piece  of  cardboard  or 
heavy  paper  in  a  welded  storeroom. 
Radar,  loran,  direction  finder,  fathom¬ 


eter,  and  master  Gjoo  shall  be  serviced 
and  preserved  as  directed  by  and  imder 
supervision  of  the  respective  manufac¬ 
turer. 

(s)  Garbage  and  trash.  All  garbage 
and  trash  shall  be  removed  and  the  deck 
swept  clean. 

(t)  Keys  and  ship’s  documents.  All 
master  keys,  including  head  and  wash¬ 
room  keys,  shall  be  tagged  and  turned 
over  to  the  fleet  representative  by  the 
master  upon  arrival  of  the  ship  at  the 
fleet.  All  other  keys  shall  be  tagged  and 
locked  in  the  Master’s  safe.  All  the 
ship’s  documents  and  papers,  including 
gas-free  certificate,  shall  also  be  deliv¬ 
ered  by  the  master  to  the  fleet  represent¬ 
ative,  together  with  a  list  of  these  docu¬ 
ments  and  papers  in  triplicate.  'The 
fleet  superintendent  will  give  the  master 
a  signed  receipt  in  the  form  shown  in 
attachment  “C”  for  all  papers  and  keys. 
The  combination  of  the  ship’s  safe  shall 
be  left  among  the  ship’s  papers,  and  one 
copy  also  turned  over  to  the  fleet  rep¬ 
resentative. 

(u)  Securing  the  engine  room  and 
machinery  components.  (1)  'The  pro¬ 
pulsion  shaft  or  shafts  on  all  ships  shall 
be  secured  or  locked  by  using  a  keeper 
plate  on  tailshaft  or  line  shaft  coupling. 
Plate  to  be  drilled  for  three  coupling 
bolts  and  fitted  to  the  coupling  flange  on 
topside,  using  original  coupling  bolts. 
Keeper  plate  to  be  %"  steel  plate  prop¬ 
erly  secured  to  steel  frames  by  four  1" 
diameter  bolts,  two  on  each  side.  In  no 
case  shall  a  jacking  gear  be  left  engaged 
to  act  as  a  shaft  brake.  In  no  case  shall 
the  keeper  plate  be  welded  to  frames. 

(2)  Stem  glands  shall  be  tightened  to 
prevent  leakage,  and  if  required  addi¬ 
tional  turns  of  packing  to  be  installed. 

(3)  For  ships  going  to  fleets  south  of 
Astoria,  Oregon,  and  James  River,  Vir¬ 
ginia,  all  sea  valves  to  be  tightly  closed 
and  valve  wheels  securely  wired  to  the 
valve  body  in  a  closed  position,  to  pre¬ 
vent  accidental  opening,  except  that 
where  blank  flanges  are  installed  against 
the  skin  valve,  valve  wheels  need  not  be 
wired.  Leaking  sea  suction  or  over¬ 
board  discharge  valves  below  the  light 
water  line  must  be  repaired  or  blanked 
off  at  the  skin  valve.  In  all  cases  where 
any  piping  or  machinery  is  disconnected 
or  opened  and  the  possibility  exists  that 
a  leaky  valve  or  the  opening  of  a  valve 
would  permit  ingress  of  sea  water,  all 
sea  valves  below  the  light  waterline  are 
to  be  properly  blanked  off.  For  ships 
going  to  fleets  north  of  Suisun  Bay,  Cali¬ 
fornia  and  north  of  Wilmington,  North 
Carolina,  break  flanges,  furnish  and  in¬ 
stall  blank  flanges  in  way  of  all  sea  suc¬ 
tion  and  all  overboard  discharge  valves 
below  light  loadline.  A  extra  heavy 
nipple  is  to  be  fitted  and  welded  in  cen¬ 
ter  of  blank  flanges,  with  a  %"  gate 
valve  fitted.  'These  blank  flanges  should 
be  tested  tight.  Extreme  care  is  to  be 
taken  in  draining  the  systems  so  that 
all  piping,  fittings,  etc.,  are  fully  drained. 

(4)  Specifications  and  uniform  cold 
weather  draining  instructions  have  been 
prepared  for  all  ships  entering  Pacific 
Northwest  fleets  and  fleets  north  of  Hat- 
teras  on  the  East  coast,  which  will  be 
supplied  by  local  Maritime  Administra¬ 
tion  representatives.  Strict  compliance 
is  required. 


(5)  Engine  room  bilges:  Tank  tops  in 
engine  room,  fire  room,  shaft  alley,  shall 
be  thoroughly  cleaned,  all  debris  re¬ 
moved  and  washed  down  with  hot  fresh 
water,  and  all  bilges  pumped  dry.  Bilge 
strainer  plates  shall  be  removed  and 
stowed  alongside  of  bilge  wall. 

(6)  Open  all  circuit  breakers  and 
switches  on  the  main  switch  board. 
Switches  energizing  circuits  in  bad  con¬ 
dition  shall  be  tagged  accordingly. 

(7)  Close  all  skylights,  doors  and 
hatches  to  the  engine  room  and  fidley. 
W’hen  so  directed  by  Maritime  Adminis¬ 
tration  representative,  furnish  and  in¬ 
stall  cover  for  stack.  Same  to  be  con¬ 
structed  of  one  inch  T&G  boards  or  equal 
with  proper  strengthening  on  underside 
to  fit  into  stack  and  covered  on  weather 
side  with  substantial  waterproof  ma¬ 
terial  made  watertight,  secure  cover  by 
means  of  sufficient  wire  lashings  at¬ 
tached  to  the  stack  stays.  'This  item  to 
be  completed  immediately  after  the 
boilens  are  cleaned. 

(8)  To  prevent  shifting  under  tow, 
the  rudder  shall  be  secured  in  a  midship 
position  by  running  turns  of  winch  run¬ 
ner  from  quadrant  or  tiller  to  padeyes 
on  the  shell  and  securing  with  wire 
clamps. 

(V)  Servicing  propulsion  machinery 
for  reciprocating  turbine,  turbo  electric 
and  diesel  engines — (1)  Reciprocating 
main  engine  cylinders  and  valve  chests. 
The  main  engine  cylinders  and  valve 
chests  and  steam  passages  are  to  be 
drained  free  of  all  water. 

(2)  Main  engine  piston  rod  valve  stem 
and  pricking.  The  metallic  packing  as¬ 
sembly  on  each  piston  rod  and  valve 
stem  is  to  be  dropped,  all  boxes,  seg¬ 
ments,  rings  and  springs  are  to  be 
cleaned  of  all  carbon  or  other  foreign 
matter.  At  completion  of  cleaning,  all 
boxes,  packing  segnicots,  rings  and 
springs  are  to  be  coated  with  vaseline  or 
petroleum  jelly.  The  packing  assembly 
parts  of  each  rod  and  valve  stem  are  to 
be  bundled  in  burlap,  securely  wired 
closed  and  attached  to  each  respective 
rod  or  valve  stem  from  which  it  was 
removed.  The  piston  ipds  and  stems  in 
way  of  wearing  surfaces  are  to  be  thor¬ 
oughly  wiped  down  with  kerosene  and 
afterwards  coated  with  oil.  The  packing 
box  securing  studs  and  nuts  are  to  be 
coated  with  cylinder  oil  and  all  packing 
boxes  replaced  with  securing  nuts  at  hall 
thread  position. 

(3)  lAne  shaft  bearings,  guides  and 
thrust.  Water  service  lines  are  to  be 
disconnected  and  drained.  Connections 
to  be  released  at  lowest  point  to  assure 
proper  drainage. 

(4)  Main  thrust.  'The  main  thrust 
bearing  is  to  be  drained  imtil  all  signs 
of  water  or  Emulsified  oil  has  been  re¬ 
moved,  and  new  oil  supplied  by  general 
agent  to  be  placed  in  thrust  bearing  to 
highest  level. 

(b)  Generators  (.steam  end) .  The  pis¬ 
ton  rod  and  valve  stem  packings  are  to 
be  removed.  All  metallic  packing  is  to 
be  properly  cleaned  and  wrapped  and 
the  packing  attached  adjacent  to  the 
respective  rods,  clean  and  grease  all  ex¬ 
posed  finished  working  surfaces. 

(6)  Propulsion  units  and  auxiliary 
generators  (electrical) .  Main  generator 
and  propulsion  motor  air  coolers  are  to 
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be  thoroughly  drained  and  slip  ring  as¬ 
semblies  are  to  be  thoroughly  cleaned  of 
all  grease  and  carbon  dust  and  prop- 
I  erly  freed  of  any  moisture;  then  the  slip 
I  ring  brush  surface  lightly  coated  with 
vaseline,  the  brush  springs  released, 
brushes  removed  from  holders  and  left 
suspended  by  their  pigtails  off  the  com¬ 
mutator.  All  propulsion  motor  and  gen¬ 
erator  inspection  plates  are  to  be  prop¬ 
erly  secured  in  place.  Ship  service  and 
auxiliary  generator  and  propulsion  aux¬ 
iliaries  such  as  amplydines,  boosters  and 
exciters  are  to  be  thoroughly  cleaned  of 
all  grease,  carbon  dust  and  properly 
freed  of  any  moisture.  The  brush 
springs  are  to  be  released,  brushes  re¬ 
moved  from  holder  and  left  suspended 
by  pigtail  only  in  their  respective  loca¬ 
tion  off  the  commutator;  then  a  light 
coat  of  vaseline  applied  to  the  brush  sur¬ 
face  of  the  slip  rings  and  commutator. 

(7)  Auxiliary  machinery.  All  steam 
cylinders  and  steam  valve  chest  and 
water  ends  on  all  pumps  throughout  the 
ship,  steam  cylinders  and  valve  chests  of 
steering  engine,  jacking  engine,  revers¬ 
ing  engine,  fan  engines,  main  circula¬ 
tor,  deck  winches  and  warping  winch 
are  to  be  drained  after  the  steam  and 
exhaust  lines  leading  thereto  have  been 
dealt  with  as  required  elsewhere  in  the 
specification,  special  attention  being 
paid  to  that  portion  of  these  lines  be¬ 
tween  machinery  and  throttle  valves  or 
riser  pipes  in  the  immediate  vicinity. 
All  exposed  working  parts  are  to  be  thor¬ 
oughly  greased. 

(8)  Main  boilers.  Water  sides  of 
both  boilers  are  to  be  flushed  from  drums 
to  lower  headers,  after  which  the  boilers 
are  to  be  completely  emptied  of  water 
and  drained  out  dry.  One  manhole  plate 
Ml  steam  drums  and  one  handhole  plate 
in  each  end  of  each  boiler  removed. 
Handhole  plates  are  to  be  secured  by 
wire  to  a  stud  adjacent  to  its  respective 
locations.  Both  boilers  to  be  thoroughly 
cleaned  on  fire  sides,  including  fire  sides 
of  generating  tubes  air-heaters,  stack, 
uptakes,  superheaters,  wind  boxes  find 
economizers,  etc.  and  the  debris  re¬ 
moved  ashore.  Remove  metal  baffle  and 
baffle  tile  where  existent.  Tile  to  be 
stacked  in  fire  boxes.  Casing  doors  are 
to  be  left  in  an  open  position  with  all 
securing  nuts,  bolts  and  dogs  attached 
in  their  various  respective  locations  and 
boiler  room  area  swept  and  left  in  an 
orderly  condition.  Remove  all  burners 
from  boiler  and  burner  tips  from  burner, 
clean  and  store  in  welded  storeroom. 
Drain  all  fuel  lines  and  secure  all  fuel 
valves  to  burners. 

(9)  Main  air  pump  and  attached 
pump.  The  main  air  pump  and  at¬ 
tached  ram  pumps  are  to  be  drained  of 
all  water  by  slacking  back  on  inspection 
Plate  openings  and  removal  of  drain 
plugs  where  necessary.  At  the  comple¬ 
tion  of  draining  inspection  plates  to  be 
replaced  and  drain  plugs  shall  be  wired 
adjacent  to  opening. 

(10)  Main  C07idenser,  auxiliary  con¬ 
denser,  freon  condenser  and  distiller. 
All  condensers  and  distillers  are  to  be 
<irained  on  the  steam,  liquid  and  salt 
a’ater  side  by  the  removal  of  drain  plugs 
w  breaking  of  joints  where  drain  plugs 
are  nonexistent.  "Nyhatever  method  of 
(Irainage  is  employed,  the  contractor  is 


to  replace  all  disturbed  parts  as  before 
with  no  outlets  from  the  condensers  left 
open. 

(11)  Steam,  exhaust  and  water  lines. 
The  contractor  is  to  open  up  all  steam, 
exhaust  and  w'ater  lines  throughout  ves¬ 
sel,  including  fuel  oil  tank  heating  coils 
at  the  lowest  points  and  extremities,  by 
the  removal  of  drain  plugs,  removal  of 
valve  bonnets  or  other  suitable  means 
and  blow  out  by  compressed  air  all  water 
or  condensation  from  such  lines.  At  the 
completion  of  this  operation  and  after 
it  is  ascertained  that  all  water  and  con¬ 
densation  has  been  removed,  all  open¬ 
ings  made  for  'such  purpose  are  to  be 
permanently  closed  as  before.  Any 
pipeline.s  drilled  for  drainage  purposes 
are  to  be  tapped  for  pipe  plug  of  not  less 
than  V2"  diameter  and  the  plug  attached 
by  wire  adjacent  to  the  point  of  drain¬ 
age.  Each  drainage  opening  is  to  be 
prominently  painted  with  suitable  con¬ 
trasting  color  paint  for  each  location. 

(12)  Evaporator. '  The  evaporator  is 
to  be  opened  up,  scaled,  cleaned  and 
drained.  The  cover  studs  and  nuts  are 
to  be  coated  with  oil  and  the  cover  re¬ 
placed  slightly  ajar  to  insure  circulation 
of  air  into  the  shell.  All  nuts  are  to  be 
replaced  hand  tight  on  the  studs. 

(13)  Feed  water  heater  and  deaerat¬ 
ing  heater.  The  feed  water  heater  and 
deaerating  heater  is  to  be  opened  up, 
cleaned  and  drained.  The  cover  studs 
and  nuts  are  to  be  coated  with  cylinder 
oil,  cover  replaced  slightly  ajar  and  nuts 
placed  on  studs  hand  tight.  Drain  plug 
to  be  removed  and  wired  adjacent. 

(14)  Filter  box  and  inspection  tank. 
The  filter  box  and  inspection  tank  to  be 
drained  and  cleaned,  after  which  all 
drain  plugs  left  open  and  wired  adjacent. 

(15)  Steam  traps  and  manifolds.  All 
steam  traps  and  manifolds  are  to  be 
drained  and  the  adjacent  lines  are  also 
to  be  drained.  At  completion  of  drain¬ 
ing,  all  removals  or  disturbed  parts  are 
to  be  replaced  as  before  except  drain 
plugs  which  shall  be  left  open  and  wired 
adjacent. 

(16)  Grease  extractors.  All  grease  ex¬ 
tractors  shall  be  cleaned  and  drained  and 
loofa  sponges  and  similar  purpose 
material  removed  and  disposed  of  off  the 
ship. 

(17)  Steam,  exhaust  and  liquid  valves. 
All  manifold  and  other  valves  through¬ 
out  the  vessel,  including  boiler  valves 
and  machinery  operating  valves,  which 
do  not  affect  seaworthiness  are  to  be  left 
with  the  valve  disc  raised  off  the  seat, 
except  tank  and  bilge  valves  which 
should  be  closed. 

(18)  Reducing  valves.  All  reducing 
-valves  are  to  be  drained  and  afterwards 

all  removals  for  the  purpose  of  draining 
are  to  be  replaced  except  drain  plugs 
which  shall  be  left  open  and  wired  ad¬ 
jacent. 

(19)  Main  throttle  valve.  The 'main 
throttle  valve  is  to  be  thoroughly  drained 
and  valve  spindles  cleaned  and  coated 
with  grease. 

(20)  Freon  refrigeration  system.  The 
contractor  is  to  furnish  material  and 
charge  the  freon  refrigeration  system  to 
full  capacity  of  gas,  after  which  the 
system  is  to  be  blanked  off  with  blank 
flanges  in  such  manner  as  to  insure  that 
full  charge  is  maintained.  The  con¬ 


denser  to  be  thoroughly  drained.  Addi¬ 
tional  freon  will  be  supplied  from  ware¬ 
house  stock  if  available  by  Maritime  Ad¬ 
ministration  upon  requisition  by  general 
agent. 

(21)  Tools.  All  tools  of  every  descrip¬ 
tion  except  those  otherwise  specified  for 
removal  by  MA  representatives  are  to  be 
cleaned  off,  coated  with  oil  or  preserva¬ 
tive  compound  and  replaced  within  the 
storerooms.  The  doors  leading  to  each 
storeroom  to  be  closed.  A  short  section 
of  flat  bar  is  to  be  tackwelded  across  the 
storeroom  door  jam  to  prevent  opening. 
Storerooms  to  be  assigned  by  USMA 
surveyor. 

(22)  Main  and  all  auxiliary  turbine 
units.  Thoroughly  drain  all  main  and 
auxiliary  turbine  units  and  their  connec¬ 
tions  of  all  water  and  moisture  by  the 
removal  of  drain  plugs,  removal  of  drain 
valve  bonnets,  or  breaking  of  joints.  At 
the  conclusion  of  draining,  all  openings 
made  for  the  purpose  of  draining  are  to 
be  permanently  closed  as  before.  Open 
up  the  packing  assembly  of  all  main  and 
auxiliary  turbine  shafting,  remove  all 
carbon  rings,  clean,  grease,  clean  and 
grease  shafting  with  a  non-oxidizing 
nautical  compound,  securely  package 
each  set  of  rings,  properly  tag  each  set 
and  place  all  packaged  rings  in  the  en¬ 
gineers’  storeroom  which  is  to  be  se¬ 
curely  locked  as  designated  elsewhere  in 
the  specification.  After  the  removal  of 
the  carbon  packing  segments,  the  bal¬ 
ance  of  the  packing  assembly  units  are  to 
be  replaced  back  in  their  respective  posi¬ 
tions,  secured  hand  tight. 

(23)  Main  and  auxiliary  turbines. 
Lubricating  oil  systems  and  sumps. 
Transfer  all  lubricating  oil  from  each 
sump  tank,  both  main  sump  and  all 
auxiliary  sumps  to  a  reserve  tank,  after 
which  open  up  and  thoroughly  clean  all 
sumps  and  close  up  as  before.  Drop 
sufficient  new  clean  lubricating  oil  to 
each  sump  tank,  after  which  circulate 
new  clean  oil  through  each  respective 
lubricating  oil  system.  While  the  lubri¬ 
cating  oil  is  being  circulated,  each  tur¬ 
bine  unit,  both  main  and  auxiliary  is  to 
be  jacked  over  five  (5)  complete  revolu¬ 
tions  to  insure  that  clean  oil  has  circu¬ 
lated  through  each  bearing  and  gear  of 
the  respective  units.  At  completion  of 
jacking  and  oil  circulating,  the  new  oil 
in  the  various  sump  tanks  is  to  be 
pumped  back  to  the  reserve  tank  and  all 
sumps  left  empty, 

(24)  Turbine  driven  feed  pump.  Drain 
all  liquid  from  the  lubricating  oil  sump 
tank,  open  up  and  thoroughly  clean, 
after  which  close  up  as  before.  By  use 
of  a  hand  pump  flush  all  bearings  with 
new  clean  lubricating  oil. 

(25)  Motors:  all  motors  except  wind¬ 
lass.  The  commutator  brush  springs  are 
to  be  released,  brushes  removed  and  the 
complete  electrical  end  to  be  thoroughly 
cleaned.  The  carbon  brushes  are  to  be 
left  suspended  by  pigtails  only  in  their 
respective  locations  off  the  commuta¬ 
tors.  All  cable  terminal  connections  are 
to  be  wiped  dry. 

(26)  Deck  winch  and  capstan  control¬ 
ler  boxes  and  master  switches.  Remove 
the  covers  from  each  controller  box  and 
master  switch  box  of  each  deck  winch 
and  capstan,  dry  out  any  moisture  and 
close  up  in  watertight  condition.  Any 
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and  all  defective  gaskets  are  to  be  re¬ 
newed  to  insure  that  each  box  is  water¬ 
tight. 

(27)  Diesel  auxiliary  generator. 
Thoroughly  drain  all  liquids  from  the 
water  packet,  heat  exchangers,  lubricat¬ 
ing  oil  system  and  sump.  Thoroughly 
clean  the  sump  tank  and  close  up  as 
before.  By  use  of  hand  pump,  flush  the 
entire  lubricating  oil  system  with  new 
clean  lubricating  oil  and,  during  the 
flushing  operation  jack  the  engine  over 
five  (5)  revolutions  to  insure  that  all 
bearings  are  well  coated.  At  the  con¬ 
clusion  of  this  operation,  remove  the  oil 
from  the  sump  and  leave  the  system 
closed  up  and  intact. 

(28)  Steam  boilers  (heating).  Flush 
down  the  water  sides  with  fresh  water, 
after  which  thoroughly  drain  off  all 
water.  Remove  one  (1)  manhole  plate 
and  one  (1)  handhole  plate  if  such 
exists  and  secure  the  removed  plates 
adjacent  to  their  respective  locations 
with  wire.  Thoroughly  clean  the  fire 
sides  including  the  uptakes  and  stack 
and  remove  all  debris  ashore. 

(29)  Heat  exchangers,  oil  coolers  and 
distiller.  All  heat  exchangers  including 
oil  coolers  and  the  distiller  are  to  be 
drained  on  the  steam,  liquid  and  salt 
water  sides  by  the  removal  of  drain  plugs 
or  breaking  of  joints  where  plugs  are 
non-existent.  Whatever  method  of 
drainage  is  employed,  all  openings  made 
for  the  purpose  of  draining  are  to  be 
permanently  closed  and  replaced  as  be¬ 
fore  except  drain  plugs  w'hich  shall  be 
left  open  and  wired  adjacent, 

(30)  Diesel  main  engine  and  genera¬ 
tors.  Remove  all  oil  from  the  crank¬ 
cases  and  sumps  of  main  engine  and 
generators  by  pumping  such  oil  into  the 
settling  tank.  Thoroughly  clean  the 
sump  tanks  and  all  crankcases  and  close 
up  as  before.  Pill  each  sump  tank  with 
sufficient  new  clean  lubricatir^  oil  to 
circulate  the  lubricating  systems  of  each 
engine.  Circulate  the  clean  lubricating 
oil  through  each  system  under  pressure 
and,  while  the  oil  is  being  circulated, 
each  engine  is  to  be  jacked  over  five  (5) 
complete  revolutions.  At  the  conclu¬ 
sion  of  this  operation  the  clean  oil  left 
in  the  sump  tanks  is  to  be  pumped  back 
to  the  reserve  tanks.  The  daily  service 
fuel  oil  tank  is  to  be  pumped  out  dry, 
tank  thoroughly  cleaned  and  closed  up 
as  before.  The  water  jackets  of  main 
engine  and  for  auxiliaries  are  to  be  thor¬ 
oughly  drained  and  all  openings  made 
for  draining  are  to  be  closed  up  as  be¬ 
fore.  Open  up  and  clean  the  exhaust 
manifolds  and  exhaust  stack  including 
silencer,  after  which  close  up  as  before 
and  remove  all  debris  ashore. 

(31)  Lubricating  oil  and  fuel  oil  cen¬ 
trifuges.  Open  up  and  thoroughly  clean 
the  centrifuges  of  the  lubricating  oil  and 
fuel  oil  systems,  after  which,  close  up  as 
before. 

(w)  Steering  engine  gears  and  steer¬ 
ing  engine  room.  (1)  All  finished  and 
exposed  surfaces  of  the  steering  engine 
are  to  be  coated  with  grease  and  steering 
engine  room  is  to  be  broom  cleaned  and 
left  in  an  orderly  condition.  Any  and 
all  resultant  debris  to  be  removed 
ashore.  Rudder  to  be  secured  in  mid- 
sliip  position,  using  available  cable  on 


board  ship.  Any  piece  of  equipment  not 
specifically  mentioned  shall  be  treated 
in  the  same  manner  as  indicated  for 
similar  items,  or  as  directed  by  the  Mari¬ 
time  Administration  surveyor  in  attend¬ 
ance. 

(2)  Electro-hydraulic  steering  gear. 
Rudder  on  vessels  with  hydraulic  steer¬ 
ing  gear  need  not  be  secured  in  midship 
position  by  lashing.  The  hydraulic 
system  shall  be  pumped  up,  purged  of  all 
air,  rudder  placed  in  midship  position 
and  all  valves  closed  tight  and  wired 
shut.  Under  no  circumstances,  shall  the 
hydraulic  system  or  telemotor  be 
drained. 

(X)  Inventory.  Inventory  shall  be  ef¬ 
fected  in  accordance  with  instructions 
issued  by  the  local  Maritime  Adminis¬ 
tration  office. 

(y)  Certificates  of  Inspection.  Ship’s 
Certificate  of  Inspection  shall  be  turned 
in  to  the  Bureau  of  Marine  Inspection, 
United  States  Coast  Guard  and  the  ship’s 
Radio  License  shall  be  sent  to  the 
Federal  Communications  Commission, 
Washington  25,  D.  C.  If  necessary,  a 
request  for  a  permit  to  proceed  under 
tow  shall  be  submitted  to  the  Bureau  of 
Marine  Inspection.  The  general  agent 
shall  deposit  the  Certificate  of  Registry 
or  Enrollment  in  office  of  Collector  of 
Chistoms  of  district  in  the  area  where 
the  ship  is  to  be  laid  up. 

(z)  Property  transfer  notices. 
'Material  removed  to  another  Maritime 

Administration  activity  shall  be  covered 
by  Property  ’Transfer  Notice,  in  accord¬ 
ance  with  Comptroller’s  letter  of  August 
5,  1953,  bearing  the  title  “Transfer  of 
Property  to  and  from  Ships  Operated  by 
General  Agents  of  the  National  Shipping 
Authority”.  Property  Transfer  Notices 
must  accompany  all  material  to  a  U.  S. 
Maritime  Administration  warehouse. 
All  other  material  removed  for  disposi¬ 
tion  must  be  covered  by  listing,  as 
directed  by  local  Maritime  Administra¬ 
tion  office. 

(aa)  Drydocking.  All  ships  shall  be 
drydcxjked  in  accordance  with  instruc¬ 
tions  set  forth  hereinafter  prior  to  going 
to  reserve  fleets,  unless  otherwise 
directed,  and  repairs  effected  as  required. 

(l)  Dry  docking,  cleaning  and  paint¬ 
ing.  Wash  down  underwater  surfaces 
from  keel  to  light  loadline  with  high 
pressure  hose,  clean  all  surfaces  of  all 
loose  rust,  scale,  blisters  and  marine 
growth  with  long  handle  scrappers,  ex¬ 
cept  in  cases  where  sandblasting  has 
been  authorized.  When  thoroughly  dry, 
furnish  and  apply  one  touch-up  coat  of 
anti-corrosive  to  all  bare  spots  and  one 
full  coat  of  anti-corrosive  and  one  full 
coat  of  anti-fouling  from  keel  to  light 
loadline,  hull  in  way  of  stem  frame  and 
afterpeak  to  10  feet  forward  on  port  and 
starboard  sides  to  be  coated  with  one 
(1)  coat  of  Galvex  or  equal.  Paint  in 
draft  figures  forward  and  aft  and  plim- 
soll  marks  port  and  starboard. 

(2)  Sea  strainers.  Sea  strainers  to  be 
removed,  cleaned  and  coated  with  one 
coat  of  anti-fouling  and  one  coat  of  anti¬ 
corrosive  paint.  Renew  any  defective 
and/or  missing  studs,  nuts,  etc.,  as 
necessary. 

(3)  Sea  valves.  All  sea  suction  and 
overboard  discharge  valves  to  be  opened 


up  for  examination  by  ABS  and  I^ia 
surveyors,  and  USCG  inspector,  together 
with  steaming-out  valves.  Valves  to  be 
ground  in,  valve  bodies  and  sea  chests 
cleaned  as  necessary,  and  coated  with 
one  (1)  coat  each  anti- corrosive  and 
anti-fouling  paint,  valves  to  be  replaced 
and  closed  in  good  order,  renewing  gas¬ 
kets,  packing,  studs,  nuts  and/or  bolts 
as  necessary.  Steaming  out  lines,  nip. 
pies  and  connections  to  be  renewed  if 
defective. 

(4)  Peak  tanks  and  void  tanks.  While 
vessel  is  on  drydock,  remove  bleeder 
plugs  and  drain  the  fore  peak,  after 
peak  and  void  tank  of  all  water  and 
replace  plugs  as  before, 

(5)  Anchor  chains.  While  vessel  is  on 
drydock,  range  both  chains  and  wash  off 
clean,  drain  and  clean  chain  locker  and 
hand  pump  system.  At  completion  re¬ 
stow  chains  in  lockers. 

(6)  Stern  gland.  'The  stern  gland  is  to 
be  completely  repacked  with  approved 
packing,  if  required  while  vessel  is  on 
drydock.  Water  service  line  to  be  dis¬ 
connected  and  stem  tube  pun^ped  with 
heavy  gi-ease. 

(bb)  Condition  surveys.  A  condition 
survey  shall  be  prepared  reflecting  the 
condition  of  all  parts  of  the  vessel,  its 
equipment  and  appurtenances,  such  sur¬ 
vey  to  be  effected  jointly  by  representa¬ 
tives  of  the  Division  of  Ship  Repair  and 
Maintenance,  Division  of  Operations  and 
the  general  agent.  In  preparing  condi¬ 
tion  survey,  items  requiring  corrective 
action  contained  in  repair  lists,  Ameri¬ 
can  Bureau  of  Shipping  reports,  notes  of 
protest,  or  U.  S.  Coast  Guard  citations, 
are  to  be  included  and  specifically  re¬ 
ferred  to.  Whenever  possible,  estimated 
costs  and  time  for  corrective  repairs  are 
to  be  shown.  Special  structural  infor¬ 
mation  should  also  be  included  in  sur¬ 
vey  report,  involving  type,  volume  and 
location  of  ballast,  booms,  gyro  com¬ 
passes,  radar,  and  other  specific  installa¬ 
tions  that  would  provide  valuable  infor¬ 
mation  in  determining  condition  of 
vessel  for  withdrawal  preference.  Copies 
of  condition  survey  are  to  be  distributed 
in  accordance  with  existing  procedures, 
similar  to  redehvery  surveys  effected  on 
vessels  from  Bareboat  charter  operation. 

(cc)  Liquid  ballast  not  essential  for 
stability  purposes  shall  be  removed  unless 
otherwise  directed. 

(dd)  Blueprints  and  navigation  books. 
Blueprints,  instruction  books,  navigation 
books,  charts,  ship’s  plans  and  ship’s  cor¬ 
respondence,  shall  be  properly  sorted, 
neatly  packaged  and  stor^  in  welded 
store  room. 

(ee)  Electrical  receptacles.  All 
weather-exposed  electrical  receptacles 
are  to  be  closed  and  sealed  to  prevent 
leakage.  This  is  to  be  done  by  sealing 
tape  or  approved  compound  where  caps 
of  receptacles  are  missing. 

(ff)  Fore  peak  tank,  after  peak  tank 
and  void  tanks.  'These  tanks  are  to  be 
opened  up  and  all  loose  scale  and  cement 
removed  ashore,  after  which  all  covers 
are  to  be  replaced  and  secured.  Tanks 
shall  not  be  cement  w'ashed. 

(gg)  Domestic  fresh  water  tanks,  serv¬ 
ice  water  tanks  and  double  bottom  feed 
water  tanks.  Domestic  tanks  and  all  hot 
and  cold  w’ater  service  tanks  through- 
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out  the  vessel  are  to  be  drained  by  re¬ 
moving  drain  plugs,  removing  valve 
bonnets,  or  breaking  joints.  At  the  com¬ 
pletion  of  draining,  all  removed  or  dis¬ 
turbed  parts  are  to  be  replaced  as  before. 
Double  bottom  feed  water  tanks  to  be 
pumped  dry. 

(hh)  Cleanliness  of  quarters.  Draw¬ 
ers  and  lockers  shall  be  thoroughly 
cleaned  and  no  equipment  shall  be  left 
there  unless  otherwise  specified  in  these 
instructions.  Rooms  shall  be  stripped  of 
all  linen,  wearing  apparel  or  other 
articles.  Rooms  shall  be  swept  clean  and 
doors  left  unlocked.  All  staterooms,  gal¬ 
leys,  me.ssrooms,  refrigerated  spaces, 
shall  be  stripped  and  cleaned.  All  other 
enclosed  areas  throughout  the  ship  shall 
be  thoroughly  cleaned  and  left  shipshape. 
Portholes  shall  be  dogged  and  chart  room 
windows  securely  closed.  Food  shall  not 
be  left  in  refrigerators,  messroonns  or 
store  rooms,  and  these  spaces  shall  be 
thoroughly  cleaned.  Reefer  spaces  shall 
be  thoroughly  cleaned  and  the  gratings 
stowed  on  end  and  the  doors  secured  in 
an  open  position.  No  food  shall  be  left 
on  board  by  riding  crew.  Galley  stoves 
and  canopies  thereover  are  to  be 
thoroughly  cleaned  of  all  greases,  ash, 
carbon,  etc.,  and  made  ready  for 
preservation. 

(ii)  COi  controls.  Master  COt  controls 
shall  be  disconnected,  all  CO,  bottle  stop 
valves  tightly  closed,  and  CO,  rooms  shall 
be  locked.  These  requirements  must  be 
strictly  observed. 

(jj)  Fire  fighting  equipment.  All 
portable  fire  extinguishers  shall  be  re¬ 
moved  except  CO,  extinguishers,  which 
shall  be  left  in  place  aboard  ship.  All 
fire  hoses,  nozzles  shall  be  removed  from 
racks  and  placed  in  storeroom. 

(kk)  Riding  crews.  (1)  Unvented  oil 
stoves  for  heating  quarters  shall  not  be 
furnished  riding  crews  for  ships  under 
tow. 

(2)  The  riding  master  shall  at  all 
times  maintain  full  control  over  the  rid¬ 
ing  crew.  Upon  the  arrival  of  the  ship 
at  the  reserve  fleet,  fleet  officers  will  in¬ 
spect  the  ship  along  with  the  riding 
master  to  determine  that  satisfactory 
conditions  exist  relative  to  sanitation, 
security  and  safety. 

(3)  The  riding  master  shall  receive 
from  the  fleet  representative  a  receipt 
upon  delivery  of  the  keys  and  ship  docu¬ 
ments  after  the  joint  inspection.  A  copy 
of  this  receipt  is  attached. 

(11)  Limiting  drafts.  It  shall  be  the 
responsibility  of  the  agent  delivering  to 
reduce  the  draft  of  the  ship  to  the  mini¬ 
mum  practical  for  the  type.  In  any 
case,  the  draft  shall  not  be  in  excess  of 
the  draft  limit  allowable  for  the  fleet  site 
to  which  the  ship  has  been  ordered.  The 
draft  limits  for  the  various  reserve  fleet 


sites  are  as  follows: 

Feet 

Hudson  River _ 25 

James  River _ 24 

Wilmington.  N.  C _ 16 

Mobile,  Ala _ 15Vi 

Beaumont,  Tex _ 16 

Sulsun  Bay,  Calif _ 20 

Astoria,  Oreg _ 18 

Olympia,  Wash... . 25 


The  foregoing  are  maximum  drafts  and 
not  mean  drafts.  If  a  ship’s  draft  when 
ready  for  delivery  to  a  fleet  site  exceeds 
the  maximum  draft  listed  for  that  site, 
the  master  shall  immediately  contact 
the  local  Maritime  Administration  office 
for  further  instructions. 

Sec.  4.  General  provisions,  (a)  A 
completion  report  shall  be  filled  out  and 
signed  by  a  responsible  member  of  the 
agent’s  operating  department,  prefer¬ 
ably  the  master  of  the  ship,  and  given  to 
the  fleet  representative  of  the  fleet  to  . 
which  the  ship  is  delivered.  A  copy  of  ' 
this  report  shall  be  forwarded  to  the 
local  Maritime  Administration  office, 
where  the  ship  was  prepared  for  layup. 
The  report  shall  contain  information 
shown  in  attachment  “A.” 

(b)  A  “Cost  of  Preparing  for  Layup 
and  Stripping”  report  shall  be  filled  out 
in  triplicate  and  two  copies  forwarded 
to  the  Deputy  Director  for  Ship  Opera¬ 
tions,  National  Shipping  Authority  and 
Government  Aid,  Maritime  Administra¬ 
tion,  Washington  25,  D.  C.,  and  one  copy 
forwarded  to  the  pertinent  Coast  Di¬ 
rector,  as  soon  as  possible  after  delivery 
of  the  ship  to  the  fleet  site.  The  report 


shall  contain  information  shown  in  at¬ 
tachment  “B.” 

(c)  Detailed  instructions  will  be  issued 
by  the  local  Maritime  Administration 
representative  wherever  mentioned  in 
the  foregoing,  or  as  additionally 
required. 

(d)  Copies  of  all  layup  specifications 
are  to  be  made  available  to  the  local 
Maritime  Administration  office  for 
screening  and  approvals  before  submit¬ 
ting  to  contractors.  Before  awards  are 
made,  the  local  Maritime  Administration 
representative  must  review  and  approve 
the  award.  General  Agents  will  make 
the  award  designed  by  the  Maritime  Ad¬ 
ministration  office.  Copies  of  all  bid 
tenders  to  be  made  available  to  the  local 
Maritime  Administration  office. 

The  reporting  requirements  contained 
herein  have  been  approved  by  the  Bureau 
of  the  Budget  in  accordance  with  the 
Federal  Reports  Act  of  1942. 

Approved:  June  30,  1954. 

iSEALl  C.  H.  McGmRE, 

Director,  Office  of  National 
Shipping  Authority  and  Gov¬ 
ernment  Aid. 


General  Agent's  Completion  Report 

Date _ _ _ _ 

S.  3.  or  M.  S. - -  General  Agent _ _ 

Prepared  for  layup  at _ _  Delivered  to  Reserve  Fleet  at _ _ 

Date  of  Delivery _ _ 

The  above  ship  was  prepared  for  layup  In  full  accordance  with  U.  S.  M.  A.,  N.  S.  A. 
Order  No. _ (OPR- _ ). 

Signed  _ _ 

Title _ _ _ _ _ 


Cost  of  Prkpairinc  for  Layup  and  Stripping 


Attachment  “B” 


Name  of  Ship _ _  Operator  _ _ _ 

Taken  over  on  GAA-Date _ _  Time _ Port _ _ 

Date  ordered  to  prepare  for  Layup _ _ _ _ 

Date  and  place  commenced  preparations  for  Layup _ Finished _ _ 

Date  departed  for  R.  F. _ _  Date  entered  R.  F. _ _ 

Was  preparation  done  by  contractor  or  crew? _ _ 

Name  of  contractor _ _ 

Expenses  incurred  frcrni  time  delivered  under  GAA  for  Layup  to  time  delivered  to  Reserve 
Fleet: 


Ship  expenses  (itemixe) 

Cost  of  other  preparation  work— stripping,  trucking, 
etc.  (itemixe) 

Waees  of  Crew  (exclusive  of  Ruling 

Crew) . . . $ . 

. $ . . 

Ruhsistenoe _  _ 

ledgings . .  . . . 

Consumable  stores _  _ 

Fuel  consumed _ _ _ _  _ _ 

W'harfage . .  . . 

Pilotage . .  . . 

Night  watchman  (guards) _  _ _ _ 

OAA  fees . .  . . 

Other  miscellaneous  exiienses . .  . . . . 

Duty  on  foreign-purchased  eguipment.  _ _ 

Cost  of  harbor  tugs — shifting  ship  (itemize) _ $. 

Cost  of  local  towage  to  fleet _ _  . 

Cost  of  deep  sea  towage _  . 


Total _ $- 


Handling  lines _ $. 

Riding  crew  expenses: 

Wages  _  . 

Subsistence  _ -  . 

Return  transportation  _ _  . 


Total  _ _ _ $- 
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Summary  of  Expenses 

Ship  expenses _ $- 

Contractor’s  costs  for  preparing  vessel  for  layup _ . 

Cost  Incidental  to  cleaning  ship,  packaging  and  removai  of  ship  material - -  _ 

Cost  of  tugs _ -  . 

Handling  lines -  - 

Riding  crew  expenses -  - 

Grand  Total _ $- 


Note:  Name  of  ship  and  operator  must  appear  on  each  sheet. 

Attachment  “C” 

Ship  Condition  Receipt 

Date  _ 

To:  _ _  General  Agent  of  the  SS _ - 

This  will  certify  that  the  subject  ship  arrived  at - -  - - - 

(time)  (date) 

at  the _ Fleet  and  was  found  to  conform  with  the  acceptance 

requirements,  except  as  noted  below. 

1.  Stability  and  watertight  integrity  4.  Inventory  of  ship’s  documents 

2.  Cleanliness  and  sanitation  5.  Keys 

3.  Storerooms  6.  Remarks: 


(Fleet  Superintendent) 

cc:  Local  Maritime  Administration  office  where  ship  prepared  for  layup.  Coast  Director. 
(F.  R.  Doc.  54-6056;  Filed,  Aug.  5.  1954;  8:59  a.  m.] 


TITLE  33— NAVIGATION  AND 
NAVIGABLE  WATERS 

Chapter  I — Coast  Guard,  Department 
of  the  Treasury 

Part  19 — ^Waivers  of  Navigation  and 
Vessel  Inspection  Laws  and  Regula¬ 
tions 

VESSELS  OPERATED  BY  PACIFIC  MICRDNESIAN 
LINES,  INC. 

Cross  Reference;  For  promulgation 
of  a  waiver  order  affecting  §  19.35  De- 
partment  of  the  Interior  vessels  operated 
hy  the  Pacific  Micronesian  Lines,  Inc., 
see  Title  46,  Cliapter  I,  Part  154,  infra. 


procedure  governing  the  formulation  of 
marketing  agreements  and  orders  (7 
CPR  Part  900),  notice  is  hereby  given 
that  the  time  for  filing  briefs  on  the 
record  of  the  Chicago  hearing  held  June 
1-15,  on  issues  not  included  in  the 
recommended  decision  with  respect  to 
the  order,  as  amended,  regulating  the 
handling  of  milk  in  the  Chicago,  Illinois, 
marketing  area  which  was  issued  July 
28,  1954  (19  P.  R  4730)  is  hereby  ex¬ 
tended  from  August  2  to  August  20,  1954. 

Dated:  August  3, 1954,  at  Washington, 
D.  C. 

[SEAL]  Roy  W.  Lennartson, 

Deputy  Administrator. 

[F.  R.  Doc.  54-6004;  Filed,  Aug.  5,  1954; 

8:53  a.  m.] 


PROPOSED 
RULE  MAKING 

DEPARTMENT  OF  AGRICULTURE 

Agricultural  Marketing  Service , 

[  7  CFR  Part  941  1 

Handling  or  Milk  in  the  Chicago, 
Illinois,  Marketing  Area 

notice  of  extension  of  time  for  filing 
briefs  to  a  hearing  record  with  re¬ 
spect  TO  THE  marketing  AGREEMENT  AND 
ORDER 

Pursuant  to  the  provisions  of  the  Agri¬ 
cultural  Marketing  Agreement  Act  of 
1937,  as  amended  (7  U.  S.  C.  601  et  seq.), 
and  the  applicable  rules  of  practice  and 


[  7  CFR  Part  993  1 

Handling  of  Dried  Prunes  Produced  in 
California 

BUDGET  OF  EXPENSES  OF  THE  PRUNE  ADMIN¬ 
ISTRATIVE  COMMITTEE  FOR  THE  1954-55 
CROP  YEAR  AND  FIXING  A  RATE  OF  ASSESS¬ 
MENT  FOR  SUCH  YEAR 

Notice  is  hereby  given  that  the  Sec¬ 
retary  of  Agriculture  is  considering  a 
proposed  rule  to  approve  a  budget  of 
expenses  for  the  Prune  Administrative 
Committee  for  the  1954-55  crop  year,  and 
fix  a  rate  of  assessment  for  such  year,  as 
hereinafter  set  forth.  This  budget  and 
rate  of  assessment  were  recommended 
by  said  committee  in  accordance  with 
the  provisions  of  Marketing  Agreement 
No.  110,  as  further  amended,  and  Order 
No.  93,  as  further  amended  (19  F.  R. 


1301) ,  regulating  the  handling  of  dried 
prunes  produced  in  California,  effective 
under  the  Agricultural  Marketing  Agree¬ 
ment  Act  of  1937,  as  amended  (7  U.  S.  c. 
601  et  seq.). 

Consideration  will  be  given  to  any 
data,  views,  or  arguments  pertaining 
thereto  which  are  filed  in  triplicate  with 
the  Director,  Fruit  and  Vegetable  Divi¬ 
sion,  Agricultural  Marketing  Service, 
United  States  Department  of  Agricul¬ 
ture,  Washington  25,  D.  C.,  and  received 
not  later  than  the  close  of  business  on 
the  tenth  day  after  publication  of  this 
notice  in  the  Federal  Register,  except 
that,  if  said  tenth  day  after  publication 
should  fall  on  a  legal  holiday,  Saturday, 
or  Sunday,  such  submission  will  be  re¬ 
ceived  by  the  Director  not  later  than  the 
close  of  business  on  the  next  following 
business  day. 

The  proposed  rule  is  as  follows: 

§  993.305  Budget  of  expenses  of  the 
Prune  Administrative  Committee  and 
rate  of  assessment  for  the  1954-55  crop 
year — (a)  Budget  of  expenses.  Expenses 
in  the  amount  of  $89,284.80  are  reason¬ 
able  and  are  likely  to  be  incurred  by  the 
Prune  Administrative  Committee  for  its 
maintenance  and  functioning  for  the 
crop  year  beginning  August  1,  1954  and 
ending  July  31,  1955. 

(b)  Rate  of  assessment.  Each  handler 
shall  pay  to  the  Pnme  Administrative 
Committee  in  accordance  with  provisions  ' 
of  §  993.81  (&)  of  the  marketing  agree¬ 
ment,  as  further  amended,  and  order,  as 
further  amended,  an  assessment  of  60 
cents  for  each  ton  of  salable  tonnage 
primes  handled  by  him  as  the  first 
handler  thereof  and  on  each  ton  of 
prunes  sold  to  him  from  surplus  tonnage 
for  resale  to  other  than  Federal  govern¬ 
mental  agencies,  during  the  crop  year 
beginning  August  1,  1954,  and  ending 
July  31,  1955,  which  assessment  rate  is 
hereby  fixed  as  each  handler’s  pro  rata 
share  of  the  aforesaid  expenses. 

Issued  this  3d  day  of  August  1954. 

[SEAL]  S.  R.  Smith, 

Director, 

Fruit  and  Vegetable  Division. 

[P.  R.  Doc.  64-6003;  Piled,  Aug.  6,  1954; 

8:52  a.  m.] 


Commodity  Exchange  Authority 

[  17  CFR  Part  1  1 

Regulations  Under  Commodity 
Exchange  Act 

REPORTS  concerning  FOREIGN  ACCOUNTS 

Note;  The  subject  headnote  for  Fed¬ 
eral  Register  Document  54-5914,  ap¬ 
pearing  at  page  4879  of  the  issue  for 
Wednesday,  August  4,  1954,  should  read 
as  set  forth  above. 
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NOTICES 


department  of  agriculture 

Office  of  the  Secretary 


Iowa 

DESIGNATION  OF  AREA  FOR  PRODUCTION 
EMERGENCY  LOANS 


Colorado 


pesicnation  of  area  for  production 
emergency  loans  and  economic  emer¬ 
gency  LOANS 

For  the  purpose  of  making  loans  pur¬ 
suant  to  section  2  (a)  of  Public  Law  38, 
81st  Congress,  it  is  found  that  in  the  fol¬ 
lowing  named  counties  in  the  State  of 
Colorado  a  production  disaster  has 
caused  a  need  for  agricultural  credit  not 
readily  available  from  commercial  banks, 
cooperative  lending  agencies,  or  other 
responsible  sources. 

Adams.  Jefferson. 

Arapahoe.  Larimer. 

Boulder.  Morgan. 

Douglas.  Weld. 

Jackson. 


Pursuant  to  the  delegation  of  author¬ 
ity  from  the  Administrator,  Federal  Civil 
Defense  Administration  (18  P.  R.  4609, 
19  P.  R.  2148)  and  for  the  purpose  of 
making  loans  pursuant  to  section  2  (b) 
of  Public  Law  38,  81st  Congress,  as 
Amended  by  Public  Law  115,  83d  Con¬ 
gress,  it  is  determined  that  the  above 
named  counties  are  v/ithin  the  area  af¬ 
fected  by  the  major  disaster  occasioned 
by  drought  determined  by  the  President 
on  July  1,  1953,  pursuant  to  Public  Law 
875, 81st  Congress.  It  is  also  determined 
I  that  an  economic  disaster  exists  in  said 
counties  that  has  caused  a  need  for  agri¬ 
cultural  credit  that  cannot  be  met  for  a 
temporary  period  from  commercial 
banks,  cooperative  lending  agenciei?,  the 
Farmers  Home  Administration  under  its 
regular  loan  programs,  or  other  respon¬ 
sible  sources. 

After  December  31,  1955,  loans  under 
section  2  (a)  or  2  (b)  of  Public  Law  38, 
81st  Congress,  as  amended,  will  not  be 
made  in  the  above  named  counties  ex¬ 
cept  to  borrowers  who  previously  re¬ 
ceived  such  ELSsistance. 

The  period  for  making  initial  produc¬ 
tion  emergency  loans  and  initial  eco¬ 
nomic  emergency  loans  authorized  on 
February  11, 1954,  in  the  following  named 
counties  in  the  State  of  Colorado  (19  F.  R. 
913)  is  hereby  extended  to  December  31, 
1  1955. 


Baca. 

Bent. 

Cheyenne. 

Crowley. 

Custer. 

tbert. 

EPaso. 

Bremont. 


Huerfano. 

Kiowa. 

Kit  (Tarson. 

Las  Animas. 

Lincoln. 

Otero. 

Prowers. 

Pueblo. 


■  Done  at  Washington,  D.  C.,  this  3d  day 
Cl  August  1954. 


For  the  purpose  of  making  loans  pur¬ 
suant  to  section  2  (a)  of  Public  Law  38, 
81st  Congress,  12  U.  S.  C.  1148-2  (a),  it 
is  found  that  in  Warren  County,  Iowa,  a 
production  disaster  has  caused  a  need 
for  agricultural  credit  not  readily  avail¬ 
able  from  commercial  banks,  coopera¬ 
tive  lending  agencies,  or  other  respon¬ 
sible  sources. 

After  December  31,  1955,  such  loans 
will  not  be  made  in  the  above  named 
county  except  to  borrowers  who  previ¬ 
ously  received  such  assistance. 

Done  at  Washington,  D.  C.,  this  3d 
day  of  August  1954. 

[SEAL]  True  D.  Morse, 

Acting  Secretary. 

[P.  R.  Doc.  54-6005;  Piled,  Aug.  5,  1954; 

8:53  a.  m.] 


Rural  Electrification  Administration 

[Administrative  Order  4603] 

New  Mexico 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Gbvernment  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

New  Mexico  25M  Luna.. $50, 000 


[seal]  J.  K.  O’Shaughnessy, 

Acting  Administrator. 

[P.  R.  Doc.  54-6007;  Filed.  Aug.  5,  1954; 
8:53  a.  m.] 


[Administrative  Order  4604] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 
Administration: 

Loan  designation:  Amount 

Nebraska  49  O  Howard  District 
Public  - . $39,000 


tsEAL]  True  D.  Morse, 

Acting  Secretary. 
IF  R.  Doc.  54-6006;  Piled,  Aug.  5,  1954; 
8:53  a.  m.] 


[SEAL]  J.  K.  O’Shaughnessy, 

Acting  Administrator. 

[P.  R.  Doc.  54-6008;  Piled,  Aug,  5,  1954; 
8:53  a.  m.] 


[Administrative  Order  4605] 
Allocation  of  Funds  for  Loans 
June  2,  1954. 

I  hereby  amend  Administrative  Order 
No.  4369,  dated  September  25,  1953,  by 
allotting,  pursuant  to  section  3  (c)  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  the  sum  of  $86,500,000,  being 
fifty  per  centum  of  the  total  sums  made 
available  for  the  purposes  of  said  Rural 
Electrification  Act  of  1936,  as  amended,* 
for  the  fiscal  year  ending  June  30,  1954 
(including  additional  amounts  certified 
to  date  by  the  Secretary  of  Agriculture 
as  being  required,  during  the  fiscal  year 
1954,  for  the  expeditious  and  orderly  de¬ 
velopment  of  the  program) ,  for  loans  in 
the  several  States  as  hereinafter  set 
forth : 

Allotment  for 
loans  during  the 
fiscal  year  ending 
June  30, 1954 


United  States _ $86,  500, 000 


Alabama  _ 6,371,448 

Arizona  _ _  167,  332 

Arkansas _ 5,  481, 133 

California _ 1,  400.  859 

Colorado _ 791,  805 

Connecticut _ 153,  840 

Delaware  _ _  100,  575 

Florida  _ 1,  820.  328 

Georgia _ 3,488.217 

Idaho _  226,030 

Illinois  _  1,811,567 

Indiana _ _  194,  666 

Iowa _ _  560,  869 

Kansas  _ 1,652,295 

Kentucky  _ 4,941,115 

Louisiana  _ 2,  265,  904 

Maine _ _  638,  315 

Maryland  _ 371,985 

Massachusetts _  304,  702 

Michigan  _ 14,  893 

Minnesota  _  1.639,854 

Mississippi  _  12,  461,  422 

Missouri  _ 4,  064,  680 

Montana _ : _ _  923,  218 

Nebraska _ _  1, 012,  053 

Nevada  _ 180,  824 

New  Hampshire _ _ _ 41,  877 

New  Jersey _ 121,601 

New  Mexico _  1. 137,  508 

New  York . 1,094,930 

North  Carolina _ _  2",  987, 973 

North  Dakota _ _  1. 694,  522 

Ohio  _ 901,315 

Oklahoma _ -  4,  610,  831 

Oregon  _ 172,  764 

Pennsylvania _ _  1,  532, 096 

Rhode  Island _ 26,  107 

South  Carolina _ _  3, 019,  862 

South  Dakota _ 1,450,795 

Tennessee _  3, 363, 463 

Texas  _ -  7,  332,  650 

Utah  _ —  203,602 

Vermont  _ -  212,  012 

Virginia _ _ _  1. 178,  859 

Washington  _ -  114,241 

West  Virginia  . . 1,826,986 

Wisconsin  - _ _  1, 209,  522 

Wyoming  _ _ 226,  556 

[SEAL]  J.  K.  O’Shaughnessy, 


Acting  Administrator. 

[P.  R.  Doc.  54-6009;  Filed,  Aug,  5,  1954; 
8:53  a.  m.] 
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[Administrative  Order  4606] 
Pennsylvania 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 
Administration: 


Loan  designation:  Amount 

Pennsylvania  20AA  Blair _ _  (300,  000 


[SEAL]  J.  K.  O’Shaughnessy, 

Acting  Administrator. 

[P.  R.  Doc.  64-6010;  Piled,  Aug.  6,  1954; 
8:53  a.  m.] 


[Administrative  Order  4607] 
Wyoming 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 
Administration: 


Loan  designation:  Amount 

Wyoming  13E  Washakie . . $73,000 


[SEAL]  J.  K.  O’Shaughnessy, 

Acting  Administrator. 

[P.  R.  Doc.  54-6011;  Piled.  Aug.  6,  1954; 
8:53  a.  m.] 


[Administrative  Order  4608] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Nebra.ska  54N  Cuming  District 

Public _ _ _ $315,000 


[seal]  j.  K.  O’Shaughnessy, 
Acting  Administrator. 

[P.  R.  Doc.  64-6012;  Piled,  Aug.  6,  1954; 
8:54  a.  m.] 


[Administrative  Order  4609] 
Illinois 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rui'al  Elec¬ 
trification  Administration: 


Loan  designation:  Amount 

Illinois  45L  Clinton _ $250,000 


[seal]  j.  K.  O’Shaughnessy, 

Acting  Administrator. 

[P.  R.  Doc.  54-6013;  Piled,  Aug.  5,  1954; 
8:54  a.  m.] 


[Administrative  Order  4610] 

North  Carolina 

LOAN  ANNOUNCEMENT 

June  2,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

North  Carolina  47M  Wake _ $540, 000 


[SEAL]  J.  K.  O’Shaughnessy, 

Acting  Administrator. 

[P.  R.  Doc.  64-6014;  Piled,  Aug.  5,  1954; 
8:54  a.  m.] 


[Administrative  Order  4611] 
Wisconsin 

LbAN  ANNOUNCEMENT 

June  3,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Wisconsin  57U  Rusk _ $255, 000 


[SEAL]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.  64-6015;  Piled.  Aug.  6.  1954; 
8:54  a.  m.] 


[Administrative  Order  4612] 
Nebraska 

LOAN  announcement 

June  3,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation:  Amount 

Nebraska  51 Y  Burt  District  Pub¬ 
lic  . $275,000 

[seal]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.  54-6016;  Piled,  Aug,  6,  1954; 
8:54  a.  m.] 


[Administrative  Order  4613] 

Indiana 

loan  announcement 

June  3,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 


amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  actini 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Indiana  81M  Sullivan - - - $160,  oeo 


[SEAL]  Fred  H.  Strong. 

Acting  Administrator. 

[P.  R.  Doc.  54-6017;  Piled,  Aug.  5,  1954; 
8:54  a.  m.] 


[Administrative  Order  4614] 

Ohio 

LOAN  ANNOUNCEMENT 

June  4,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Ohio  93S  Washington _ _  $33,000 


[seal]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.  64-6018;  Piled,  Aug.  5,  1954; 
8:54  a.  m.] 


[Administrative  Order  4615] 
South  Carolina 

LOAN  ANNOUNCEMENT 

June  7,  1951 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad. 
ministrator  of  the  Rural  Electrification 
Administration: 

Loan  designation :  Amount 

South  Carolina  40L  Hampton _ $80,000 

[seal]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.  64-6019;  Piled,  Aug.  5,  1954; 
8:54  a.  m.] 


[Administrative  Order  4616] 
Nebraska 

loan  ANNOUNCEMENT 

June  7,  1951 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Nebraska  77AL  Norris  District 

Public  . $1,997,000 


[seal]  Fred  H.  Strong, 

,  Acting  Administrator. 

[P.  R.  Doc.  64-6020;  Piled.  Aug.  5,  1951 
8:55  a.  m.] 
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[Administrative  Order  4617] 

Ohio 

LOAN  ANNOUNCEMENT 

June  7,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
'following  designation  has  been  signed  on 
I  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

■  Loan  designation:  Amount 

Ohio  68L  Pulton _ $190,  000 

;  [seal]  Fred  H.  Strong, 

Acting  Administrator. 

jip.  R.  Doc.  54-6021;  Filed,  Aug.  5,  1954; 
8:55  a.  m.] 


[Administrative  Order  4618] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  7,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation:  Amount 

Nebraska  97D  Brown  District 
Public _ _ $390,000 

[SEAL]  Fred  H.  Strong, 

Acting  Administrator. 

[F.  R.  Doc.  54-6022;  Piled.  Aug.  5,  1954; 
8:55  a.  m.] 


[Administrative  Order  4619] 
Mississippi 

LOAN  announcement 

June  7,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

loan  designation;  Amount 

Mississippi  29X  Oktibbeha . $810,000 

[seal]  Fred  H.  Strong, 

Acting  Administrator. 

\ 

1^-  R.  Doc.  54-6023;  Piled,  Aug.  5.  1954; 
8:55  a.  m.] 


[Administrative  Order  4620] 
Kentucky 

LOAN  ANNOUNCEMENT 

June  8,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
^  loan  contract  bearing  the  following 
Oteignation  has  been  signed  on  behalf  of 
we  Government  acting  through  the  Ad¬ 


ministrator  of  the  Rural  Electrification 
Administration: 

Loan  designation:  Amount 

Kentucky  54Y  Wayne _ _  $410, 000 

[SEAL]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.  54-6024;  Piled,  Aug,  5,  1954; 
8:55  a.  m.] 


[Administrative  Order  4621] 

Arizona 

LOAN  ANNOUNCEMENT 

June  8,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation:  Amount 

Arizona  20L  Pima _ $37,000 

[seal]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.'  54-6025;  Filed.  Aug.  6,  1954; 
8:55  a.  m.] 


[Administrative  Order  4622] 
Allocation  op  Funds  for  Loans 
June  10, 1954. 

I  hereby  amend: 

(a)  Administrative  Order  No.  450, 
dated  April  22,  1940,  as  amended  by  Ad¬ 
ministrative  Order  No.  456,  dated  May  6, 
1940,  by  reducing  the  allocation  of  $5,000 
therein  made  for  “Michigan  O-R9045W9 
Cass”  by  $3,666.70  so  that  the  reduced  al¬ 
location  shall  be  $1,333.30;  and 

(b)  Administrative  Order  No.  538, 
dated  November  5, 1940,  by  rescinding  the 
allocation  of  $15,000  therein  made  for 
“Michigan  1045W10  Cass”. 

[seal]  Ancher  Nelson, 

Administrator. 

[P.  R.  Doc.  54-6026;  Piled,  Aug.  5,  1954; 

8:55  a.  m.] 


[Administrative  Order  4623] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  10.  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf 
of  the  Government  acting  through  the 
Administrator  of  the  Rural  Electrifica¬ 
tion  Administration: 

Loan  designation:  Amount 

Nebraska  56X  Cedar-Knox  Dis¬ 
trict  Public . $145.  000 

[SEAL]  Ancher  Nelsen, 

Administrator. 

[F.  R.  Doc.  54-6027;  Filed.  Aug.  5,  1954; 
8:55  a.  m-l 


[Administrative  Order  4624] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  10,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended,  a 
loan  contract  bearing  the  following  des¬ 
ignation  has  been  signed  on  behalf  of  the 
Government  acting  through  the  Admin¬ 
istrator  of  the  Rural  Electrification  Ad¬ 
ministration: 


Loan  designation:  Amount 

Nebraska  44Y  Eastern  Ne¬ 
braska  District  Public _ $1,860,000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6028;  Piled,  Aug.  5,  1954; 
8:56  a.  m.] 


[Administrative  Order  4625] 
Tennessee 
LOAN  ANNOUNCEMENT 

June  11,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended,  a 
loan  contract  bearing  the  following  des¬ 
ignation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 
Administration: 


Loan  designation:  Amount 

Tennessee  35G  Marlon _ $191,000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6029;  Piled,  Aug.  5.  1954; 
8:56  a.  m.] 

\  ■" 

[Administrative  Order  4626] 

South  Dakota 

LOAN  ANNOUNCEMENT 

June  11,  1954.  - 
Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation:  Amount 

South  Dakota  IIN  Pennington..  $274,000 

[SEAL]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6030;  Plied,  Aug.  5.  1954; 
8:56  a.  m.] 


[Administrative  Order  4627] 

South  Dakota 

LOAN  ANNOUNCEMENT 

June  11,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf 
of  the  Government  acting  through  the 
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Administrator  of  the  Rural  Electrifica* 
tion  Administration: 


Loan  designation:  Amount 

South  Dakota  38E  Dewey... $390, 000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6031;  Filed,  Aug.  6,  1954; 
8:56  a.  m.J 


[Administrative  Order  4628] 
Georgia 

LOAN  ANNOUNCEMENT 

June  12,  1954. 

,  Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Electri¬ 
fication  Administration: 


Loan  designation:  Amount 

Georgia  8L  Wilkes _ $555, 000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6032;  Piled,  Aug.  5,  1954; 
8:56  a.  m.] 


[Administrative  Order  4629] 

North  Carolina 

LOAN  announcement 

June  14,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the  fol¬ 
lowing  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Electrifi¬ 
cation  Administration: 


Loan  designation:  Amount 

North  Carolina  58H  Lee _ $370,  000 


[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  64-6033;  Piled,  Aug.  6,  1954; 
8:56  a.  m.] 


[Administrative  Order  4630] 
Michigan 

LOAN  announcement 

June  14,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Michigan  29H  Ontonagon $65, 000 


[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[F.  R.  Doc.  54-6034;  Filed,  Aug.  6,  1954; 
8:56  a.  m.] 


[Administrative  Order  4631] 
Michigan 

loan  announcement 

June  14,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Michigan  26  AD  Ingham _ $75,  000 


[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  54-6035;  Piled.  Aug.  5,  1954; 
8:56  a.  m.] 


[Administrative  Order  4632] 

Oregon 

LOAN  ANNOUNCEMENT 

June  14,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended,  a 
loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 
Administration: 


Loan  designation :  Amount 

Oregon  39D  Klamath.. _ _  $995,000 


[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  64-6036;  Piled.  Aug.  5,  1954; 
8:56  a.  m.J 


[Administrative  Order  4633] 
Tennessee 

LOAN  ANNOUNCEMENT 

June  16,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation;  Amount 

Tennessee  19W  Rutherford...  $1, 785, 000 

[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  64-6037;  Piled,  Aug.  6,  1954; 
8:56  a.  m.] 


[Administrative  Order  4634] 
Minnesota 
loan  announcement 

June  17,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act;  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
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through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Minnesota  lOP  Carlton _ $925,  ooo 


[SEAL]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  54-6038;  Filed,  Aug.  5,  1954; 
8:57  a.  m.J 


[Administrative  Order  4635] 
Minnesota 

LOAN  ANNOUNCEMENT 

June  17,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 
Administration : 


Loan  designation:  Amount 

Minnesota  81M  Aitkin _ $644,000 


[seal]  Wade  M.  Edmunds, 

Acting  Administrator, 

[P.  R.  Doc.  54-6039;  Piled,  Aug.  6,  1954; 
8:57  a.  m.] 


[Administrative  Order  4636] 
Minnesota 
loan  announcement 

June  17,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation:  Amount 

Minnesota  92N  South  Itasca _ $852,000 

[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  64-6040;  Piled.  Aug.  6,  1954; 
8:57  a.  m.] 


[Administrative  Order  4637] 
Minnesota 

LOAN  ANNOUNCEMENT 

June  17,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  « 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  actinS  | 
through  the  Administrator  of  the  Rural  j 
Electrification  Administration:  | 

Loan  designation; 

Minnesota  89P  Pine . $137,  OWi 

[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

[F.  R.  Doc.  64-6041;  Piled,  Aug.  6,  19^ 
8:57  a.  m.] 
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friday,  August  6,  1954 

[Administrative  Order  4638] 
Minnesota 

LOAN  ANNOUNCEMENT 

June  17,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Electrifi¬ 
cation  Administration: 


Loan  designation:  *  Amount 

Minnesota  96P  Beltrami _ _  $483,000 


[seal]  Wade  M.  Edmunds, 

Acting  Administrator. 

IP.  R.  Doc.  54-6042;  Piled,  ‘  Aug.  5,  1954; 
8:57  a.  m.] 


(Administrative  Order  4639] 
Minnesota 

LOAN  ANNOUNCEMENT 

June  17,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 

I  amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
I  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
I  Qectrification  Administration: 


Loan  designation:  Amount 

Minnesota  94L  North  Itasca _ $615, 000 


[SEAL]  Wade  M.  Edmunds, 

Acting  Administrator. 

[P.  R.  Doc.  54^^043;  PUed,  Aug,  6,  1954; 
8:57  a.  m.] 


[Administrative  Order  4640] 

North  Carolina 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Elec¬ 
trification  Administration: 


to»n  designation:  Amount 

North  Carolina  66P  Chowan.— _ $420, 000 


[seal]  Ancher  Nelsen, 

Administrator. 

!?■  R  Doc.  54-6044;  Piled,  Aug.  5,  1954; 
8:57  a.  m.] 


[Administrative  Order  4641] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Hectriflcation  Act  of  1936,  as  amended, 
^  loan  contract  bearing  the  following 
o^ignation  has  been  signed  on  behalf 
Of  the  Government  acting  through  the 


Administrator  of  the  Rural  Electrifica¬ 
tion  Administration: 

Loan  designation:  Amount 

Nebraska  80E  Boyd _ $290, 000 

[SEAL]  Ancher  Nelsen, 

Administrator. 

[P.  R,  Doc.  54-6045;  Piled.  Aug.  5,  1954; 
8:58  a.  m.] 


[Administrative  Order  4642] 
Illinois 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 

Loan  designation :  Amount 

Illinois  18AM  Pike _ $360,  000 

[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6046;  Piled,  Aug.  5,  1954; 
8:58  a.  m.] 


[Administrative  Order  4643] 
Illinois 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Illinois  41R  JeffOTSon _ _ _ $390,000 

[seal]  Ancher  Nelsen, 


Administrator. 

(P.  R.  Doc.  54-6047;  Filed,  Aug.  5,  1954; 
8:58  a.  m.] 


[Administrative  Order  4644] 
Colorado 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Electri¬ 
fication  Administration: 

Loan  designation:  Amount 

Colorado  7T  Mesa— - - $185,000 

[SEAL]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doe.  54-6048;  FUed.  Aug.  5.  1954; 
8:58  a.  m.] 


[Administrative  Order  4645] 

North  Carolina 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad¬ 
ministrator  of  the  Rural  Electrification 


Administration: 

Loan  designation:  Amount 

North  Carolina  46X  Madison _ _  $50, 000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6049;  Piled,  Aug.  5.  1954; 
8:58  a.  m.] 


[Administrative  Order  4646] 
Michigan 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Electri¬ 
fication  Administration: 


Loan  designation:  Amount 

Michigan*  42F  Mason _ $217,000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6050;  Piled,  Aug.  5,  1954; 
8:58  a.  m.] 


[Administrative  Order  4647] 
Nebraska 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed  on 
behalf  of  the  Government  acting  through 
the  Administrator  of  the  Rural  Elec¬ 
trification  Administration: 


Loan  designation:  Amount 

Nebraska  71  K  Madison  District 

Public . $193,000 


[seal]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6051;  Piled.  Aug.  5,  1954; 
8:58  a.  m.] 


[Administrative  Order  4648] 
Arkansas 

LOAN  announcement 

June  22,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended, 
a  loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf  of 
the  Government  acting  through  the  Ad- 
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ministrator  of  the  Rural  Electrification 
Administration : 


Loan  designation :  Amount 

Arkansas  lOX  Pulaski _ $50, 000 


[seal]  An  CHER  Nelsen, 

Administrator. 

[F.  R.  Doc.  54-6052;  Piled,  Aug.  5,  1954; 
8:59  a.  m.] 


[Administrative  Order  4649] 
Wisconsin 

LOAN  ANNOUNCEMENT 

June  22,  1954. 

Pursuant  to  the  provisions  of  the  Rural 
Electrification  Act  of  1936,  as  amended,  a 
loan  contract  bearing  the  following 
designation  has  been  signed  on  behalf 
of  the  Government  acting  through  the 
Administrator  of  the  Rural  Electrifica¬ 
tion  Administration: 


Loan  designation:  Amount 

Wisconsin  16T  Douglas _ _  $10, 000 


[SEAL]  Ancher  Nelsen, 

Administrator. 

[P.  R.  Doc.  54-6053;  Filed,  Aug.  5,  1954; 
8:59  a.  m.] 


[Administrative  Order  4650] 
Virginia 

LOAN  announcement 

June  25,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation;  Amount 

Virginia  49F  Tangier _ $73,  000 


[SEAL]  Fred  H.  Strong, 

Acting  Administrator. 

(P.  R.  Doc.  64-6054;  Piled.  Aug.  5,  1954; 
8:59  a.  m.] 


[Administrative  Order  4651] 
Tennessee 

LOAN  ANNOUNCEMENT 

June  25,  1954. 

Pursuant  to  the  provisions  of  the 
Rural  Electrification  Act  of  1936,  as 
amended,  a  loan  contract  bearing  the 
following  designation  has  been  signed 
on  behalf  of  the  Government  acting 
through  the  Administrator  of  the  Rural 
Electrification  Administration: 


Loan  designation:  Amount 

Tennessee  16R  Madison _ $1,435,000 


[seal]  Fred  H.  Strong, 

Acting  Administrator. 

[P.  R.  Doc.  54-6055;  Piled,  Aug.  5,  1954; 
8:59  a.  m.] 


DEPARTMENT  OF  COMMERCE 

Bureau  of  Foreign  Commerce 

[Case  No.  185] 

Pacific  States  Laboratories,  Inc.,  et  al. 

ORDER  revoking  EXPORT  LICENSES  AND 
DENYING  EXPORT  PRIVILEGES 

In  the  matter  of :  Pacific  States  Labo¬ 
ratories,  Inc.,  921-931  Clay  Street,  San 
Pi'ancisco  8,  California,  Lewis  C.  On, 
3611  Sacramento  Street,  San  Francisco, 
California,  William  C.  Chang,  3611  Sac¬ 
ramento  Street,  San  Francisco,  Cali¬ 
fornia,  Respondents;  Case  No.  185. 

In  this  proceeding,  commenced  by  the 
Director,  Investigation  Staff,  Bureau  of 
Foreign  Commerce,  Department  of  Com¬ 
merce,  Pacific  States  Laboratories,  Inc., 
Lewis  C.  On  and  William  C.  Chang  were 
charged  with  having  violated  the  Export 
Control  Act  of  1949,  as  amended,  and 
regulations  promulgated  thereunder, 
and  said  respondents  duly  appeared 
herein  and  filed  their  answers  and  sup¬ 
plemental  affidavits.  They  did  not  de¬ 
mand  an  oral  hearing  and  the  facts, 
together  with  the  answers  and  supple¬ 
mental  affidavits  were  considered  by  the 
Compliance  Commissioner  as  provided  in 
§  382.5,  Title  15,  Chapter  III  of  the  Code 
of  Federal  Regulations.  The  Compli¬ 
ance  Commissioner  has  submitted  his 
report  and  recommendation  to  the  im- 
dersigned  Director,  Office  of  Export 
Supply,  who  has  carefully  considered  the 
whole  record,  the  report  and  the  recom¬ 
mendation  and,  After  such  consideration 
and  upon  the  whole  record,  the  under¬ 
signed  hereby  makes  the  following: 

Findings  of  fact.  1.  At  all  times  here¬ 
inafter  mentioned,  respondent  Pacific 
States  Laboratories,  Inc.  was  and  now 
is  a  corporation  engaged  in  the  export 
business  in  San  Francisco,  California. 

2.  That  prior  to  November  5, 1952,  and 
at  the  times  when  the  violations  herein¬ 
after  found  were  committed,  respondents 
Lewis  On  and  William  Chang  were  offi¬ 
cers  of  Pacific  States  Laboratories,  Inc., 
and  the  acts  hereinafter  found  to  have 
been  performed  by  them  were  performed 
by  them  on  behalf  of  said  corporation 
during  and  in  the  course  of  its  business. 

3.  That  no  person  financially  inter¬ 
ested  in  Pacific  States  Laboratories,  Inc., 
at  the  time  when  the  said  violations  were 
committed  was  financially  interested 
therein  subsequent  to  December  1953  and 
the  present  owners  of  all  of  its  outstand¬ 
ing  stock  and  its  present  officers  and 
directors  were  not  associated  with  it  in 
any  manner  at  the  times  when  the  said 
violations  were  committed. 

4.  That  said  present  stockholders,  offi¬ 
cers  and  directors  had  acquired  an 
interest  in  said  corporation  wuthout  no¬ 
tice  of  the  fact  that  the  corporation  was 
being  investigated  for  possible  violations 
of  the  Export  Control  Law  of  1949,  as 
amended,  but  they  purchased  the  bal¬ 
ance  of  their  interest  after  having  re¬ 
ceived  notice  thereof. 

5a.  By  three  applications  dated 
December  14,  1950,  respondents  other 
than  Chang  applied  to  the  Office  of  In¬ 
ternational  Trade  (now  the  Bureau  of 
Foreign  Commerce)  for  licenses  to  ex¬ 
port  quantities  of  sulfathiazole  and 


dihydrostreptomycin  to  a  drug  corpora, 
tion  in  Manila,  Philippine  Islands,  statea 
therein  to  be  the  ultimate  consignee  a&l 
purchaser,  and  as  part  of  the  said  appii^ 
cations,  said  respondents  certified  th4 
Pacific  States  Laboratories,  Inc.  held  ac. 
cepted  orders  for  the  transaction 
therein  described  and  that  the  end  use 
of  the  said  commodities  was  for  resak 
to  laboratories,  pharmacists  and  hospi! 
tals  in  the  Philippines  for  consumpti* 
in  the  Philippines.  ; 

5b.  That  upon  the  basis  of  the  state¬ 
ments  so  made  by  said  respondents,  the 
Office  of  International  Trade  issu^to 
the  corporate  respondent  the  three  ei- 
port  licenses  requested  on  its  behalf.  | 
5c.  That  the  representations  that  the 
corporate  respondent  had  accepted  or¬ 
ders  for  the  transactions  in  the  said 
applications  involved  and  that  the  com¬ 
modities  were  to  be  used  as  thereii 
stated  were  false  in  that  the  corporate 
respondent  did  not  have  accepted  orders 
and  the  said  respondents  made  the  said 
statements  only  for  the  purpose  of  ob¬ 
taining  the  licenses  in  the  hope  that  the 
business  might  thereafter  develop.  No 
shipments  were  made  under  the  said 
licenses  and  they  have  been  returned  t» 
the  files  of  the  Office  of  Internaticmal 
Tiade. 

6a.  That  for  the  purpose  of  filling  an 
order  for  $546.63  worth  of  chloromycetiB 
and  an  additional  order  of  $700  worth  (tf 
the  same  commodity  to  be  shipped  to  s 
drug  company  in  Bangkok.  Thailand, 
and  with  knowledge  that  a  validated 
export  license  was  necessary  for  such 
exportation  of  Chloromycetin  of  a  value 
in  excess  of  $100,  respondents  entered 
upon  a  scheme  or  plan  whereby  they 
shipped  in  the  months  of  January  to 
May,  1951,  inclusive,  quantities  of  Chloro¬ 
mycetin  for  the  purpose  of  filling  said 
orders  in  packages  valued  at  less  than 
$100  to  various  addresses  in  Bangkok 
6b.  That  shipments  for  the  purposed 
filling  an  order  for  goods  of  a  value  less 
than  $100  were  permitted  to  be  made 
without  a  validated  export  license  and 
under  general  license  designated  GLV. 

6c.  For  the  purpose  of  making  the 
shipments  to  fill  the  said  orders,  r^ 
spondents  executed  or  caused  to  be 
executed  and  filed  with  the  Collector  of 
Customs  at  San  Francisco,  California, 
ten  shipper’s  export  declarations  in 
which  they  falsely  certified  that  each 
such  shipment  was  a  GLV  shipment  and 
also  certified  various  persons  or  names 
as  the  ultimate  consignees  when  in  fact, 
as  they  well  knew,  the  persons  or  names 
so  certified  by  them,  other  than  the 
drug  company  which  had  given  the  cop 
porate  respondent  the  orders,  were  n» 
the  true  consignees  but  were  in  fact  only 
the  nominees  of  said  drug  company,  the 
true  consignee. 

7a.  That  having  an  order  for  a  quan¬ 
tity  of  penicillin  to  be  shipped  to  a 
dispensary  in  Bangkok,  Thailand,  re¬ 
spondents  applied  to  the  Office  of 
temational  Trade,  by  application  dated 
January  18,  1951,  for  the  necessary 
export  license,  which  was,  thereafter,  “ 
due  course,  granted  to  them. 

7b.  That  subsequent  to  the  grantii^  w 
said  license,  the  corporate  respondew 
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tain,  or  use  any  license,  shipper’s  export 
declaration,  bill  of  lading,  or  other  export 
control  document  relating  to  any  expor¬ 
tation  of  commodities  from  the  United 
States,  or  (b)  order,  receive,  buy,  use, 
dispose  of,  finance,  transport,  forward, 
or  otherwise  service  or  participate  in,  any 
exportation  from  the  United  States,  or 
in  a  reexportation  of  any  commodity 
exported  from  the  United  States;  with 
resr)ect  to  which  any  porson  or  company 
within  the  scope  of  Parts  II  and  III  here¬ 
of  may  have  any  interest  of  any  kind  or 
nature,  direct  or  indirect. 

VII.  Pacific  States  Laboratories,  Inc. 
be  and  it  hereby  is  severely  censured  for 
the  acts  and  conduct  herein  found  to 
have  been  performed  for  it  and  it  is 
warned  that,  in  the  event  there  be  in  the 
future  a  violation  on  its  behalf  of  any 
expxjrt  control  regulation,  the  fact  that 
no  action  other  than  public  censure  has 
been  taken  against  it  in  this  case  will  be 
a  factor  in  determining  what  action  shall 
be  taken  by  reason  of  such  future 
violation. 

Dated;  August  2,  1954. 

John  C.  Borton, 

Director, 

Office  of  Export  Supply. 

(P.  R.  Doc.  54-5976;  Piled,  Aug.  5,  1954; 

8:46  a.  m.] 


Office  of  the  Secretary 

[Department  Order  No.  90  (Amended) 
Arndt.  1] 

National  Bureau  of  Standards 

ORGANIZATION  AND  FUNCTIONS 

Department  Order  No.  90  (Amended) 
of  December  2,  1953  (19  F.  R.  234),  is 
hereby  amended  to  include  the  Boulder 
Laboratories  in  the  organization  and 
functions  of  the  National  Bureau  of 
Standards.  Accordingly,  sections  2,  5, 
and  6  are  changed  as  follows: 

1.  In  item  2  of  section  2.02  delete 
•*(14)  Central  Radio  Propagation  Lab¬ 
oratory.”. 

2.  In  section  2.02  item  3  is  changed 
to  read  as  follows: 

3.  The  field  operations  which  include 

(1)  Boulder  Laboratories, 

(2)  Domestic  field  stations,  and 

(3)  Foreign  field  stations. 

3.  In  section  5.02  delete  sub.section  14 
“Central  Radio  Propagation  Laboratory” 
in  its  entirety. 

4.  Section  6  is  changed  to  read  as  fol¬ 
lows: 

Sec.  6.  Field  operations.  .01  The 
Boulder  Laboratories,  located  at  Boul¬ 
der,  Colorado,  is  the  major  field  activity 
of  the  Bureau.  It  shall  be  headed  by  a 
Director  who  shall  report  and  be  respxin- 
sible  to  the  Director  of  the  National 
Bureau  of  Standards.  Its  principal  com- 
p>onents  are  the  Cryogenic  Engineering 
Division  and  the  Central  Radio  Propaga¬ 
tion  Laboratory,  including  the  Radio 
Propagation  Physics  Division,  the  Radio 
Propagation  Engineering  Division,  and 
the  Radio  Standards  Division.  Its  ac¬ 
tivities  include  production  of  liquefied 
gases;  investigation  of  methods  of  trans- 
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f  er,  storage  and  transport  of  low  temper¬ 
ature  liquids;  low  temperature  prop¬ 
erties  of  structural  materials;  collection, 
correlation,  and  analysis  of  data  on 
radio  propagation;  radio  propagation 
predictions;  research  on  radio  propaga¬ 
tion,  measurement  methods  and  stand¬ 
ards;  maintenance  and  improvement  of 
radio  standards;  maintenance  of  liaison 
with  other  agencies  concerned  in  these 
fields;  and  dissemination  of  informa¬ 
tion  on  radio  propagation,  measure¬ 
ment  methods  and  standards. 

.02  The  other  domestic  field  stations 
of  the  Bureau  include  the  following : 

Master  Railway  Track  Scale  Depot,  Clear¬ 
ing.  Ill. — Division  6. 

Lamp  Inspector,  Brookline  46,  Mass.— 
Division  2. 

Materials  Testing  Laboratory,  Allentown, 
Pa. — Division  9. 

Materials  Testing  Laboratory,  Denver, 
Colo. — Division  9. 

Materials  Testing  Laboratory,  San  Fran¬ 
cisco,  Calif. — Division  9. 

Materials  Testing  Laboratory,  Seattle, 
Wash. — Division  9. 

Standard  Frequency  Transmitter  WWV, 
Beltsville,  Md. — Boulder  Laboratories. 

Radio  Propagation  Field  Station,  Sterling, 
Va. — Boulder  Laboratories. 

Cheyenne  Mt.  Field  Station,  Colorado 
Springs,  Colo. — Boulder  Laboratories. 

Radio  Field  Station,  Ft.  Belvoir,  Va. — 
Boulder  Laboratories. 

“Temporary  or  associated  field  facilities 
are  organized  from  time  to  time  to  facilitate 
the  conduct  of  NBS  operations.” 

.03  The  field  stations  outside  the  con¬ 
tinental  United  States,  all  of  which  are 
operated  by  Boulder  Laboratories,  in¬ 
clude  the  following : 

Radio  Propagation  Field  Station,  Anchor¬ 
age,  Alaska. 

Radio  Propagation  Field  Station,  Panama, 
C.  z. 

Radio  Propagation  Field  Station,  Guam. 

Radio  Propagation  Field  Station,  Narsars- 
6uak,  Greenland. 

Radio  Propagation  Field  Station,  Point 
Barrow,  Alaska. 

Radio  Propagation  Field  Station,  Puerto 
Rico. 

Radio  Propagation  Field  Station,  Puuene, 
Maui,  T.  H. 

Effective  date:  July  1,  1954. 

[seal]  Sinclair  Weeks, 

Secretary  of  Commerce. 

[F.  R.  Doc.  54-6000;  Filed,  Aug.  5,  1954; 
8:52  a.  m.] 


FEDERAL  POWER  COMMISSION 

[Docket  No.  E-6553] 

ClA  DE  Luz  Y  Fuerza  de  Cd.  Camargo, 
Tamps.  S.  A.  and  Central  Power  and 
Light  Co. 

NOTICE  OP  ORDER  AUTHORIZING  TRANSMIS¬ 
SION  OF  ELECTRIC  ENERGY 

August  2,  1954. 

Notice  is  hereby  given  that  on  July  23, 
1954,  the  Federal  Power  Commission  is¬ 
sued  its  order  adopted  July  22,  1954, 
authorizing  transmission  of  electric 
energy  from  the  United  States  to  Mexico 
in  the  above-entitled  matters. 

[SEAL]  Leon  M.  Fuqua y. 

Secretary. 

[F.  R.  Doc.  54-5991;  Filed,  Aug.  5,  1954; 
8:49  a.  m.J 


[Docket  No.  E-6565]  ■ 

Pacific  Power  &  Light  Co.  I 

NOTICE  of  order  AUTHORIZING  ISSUAHaB 
OF  FIRST  MORTGAGE  BONDS  ■ 

August  2,  1954.  ■ 
Notice  Is  hereby  given  that  on  July  27, 1 
1954,  the  Federal  Power  Commission  is^  I 
sued  its  order  adopted  July  27,  1954,n 
authorizing  issuance  of  first  mortgage* 
bonds  in  the  above-entitled  matter.  S 

[seal]  Leon  M.  Fuquay,  ■ 

Secretary.  ■ 

[F.  R.  Doc.  54-6992;  Filed,  Aug.  5,  1954;  ■ 
8:50  a.  m.]  ■ 


[Docket  Noe.  G-2392,  G-24251 

Kansas-Nebraska  Natural  Gas  Co.,  Inc, 
AND  North  (Central  Gas  Co. 

notice  of  FINDINGS  AND  ORDERS 
August  2,  1954. 

In  the  matters  of  Kansas-Nebraska 
Natural  Gas  Company,  Inc.,  Docket  No. 
G-2392;  North  Central  Gas  Company, 
Docket  No.  G-2425. 

Notice  is  hereby  given  that  on  July  23, 
1954,  the  Federal  Power  Commission  is* 
sued  its  order  adopted  July  21,  1954,  is¬ 
suing  certificates  of  public  convenience 
and  necessity  in  the  -above-entitled 
matters. 

[SEAL]  Leon  M.  Fuquay, 

Secretary. 

[F.  R.  Doc.  54-5993;  Filed,  Aug.  B.  1954; 
8:50  a.  m.] 


[Docket  Noe.  G-2411— G-24131 

Kansas-Nebraska  Natural  Gas  Co.  am 
Hope  Natural  Gas  Co. 

NOTICE  OF  FINDINGS  AND  ORDERS 

August  2,  1954. 

In  the  matters  of  Kansas-Nebraska 
Natural  Gas  Company,  Inc.,  Docket  Na 
G-2411;  Hope  Natural  Gas  Company, 
Docket  No.  GK-2412;  Hope  Natural  Gas 
Company,  Docket  No.  G-2413. 

Notice  is  hereby  given  that  on  July  22, 
1954,  the  Federal  Power  Commission  is¬ 
sued  its  findings  and  orders  adopted 
July  21,  1954,  issuing  certificates  of  pub¬ 
lic  convenience  and  necessity  in  the 
above-entitled  matters. 

[seal]  Leon  M.  Fuquay, 

Secretary. 

[F.  R.  Doc.  54-5994;  Filed,  Aug.  5,  1954; 
8:50  a.  m.] 


[Docket  No.  G-2439]  j 

Transcontinental  (jas  Pipe  Line  Corp.| 
order  fixing  date  of  HEARING  | 

By  order  issued  on  May  27,  1954,  thej 
Commission,  pursuant  to  authority  con-j 
tained  in  section  4  of  the  Nature  w**-: 
Act,  ordered  that  a  public  hearing  i 
held  upon  a  date  to  be  fixed  by 
order  of  the  Commission  concerning  1^1 
lawfulness  of  the  rates,  charges,  ciassi^** 
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friday,  August  6,  1954 


cations,  and  services  contained  in  First 
Revised  Volume  No.  1  of  Transconti¬ 
nental  Gas  Pipe  Line  Corporation’s 
(Transcontinental)  FPC  Gas  Tariff  filed 
on  April  30,  1954.  The  revised  sched¬ 
ules  would  provide  increased  charges 
under  Transcontinental’s  “CD”  rate 
schedules,  “G”  rate  schedules,  and 
■  LTP”  rate  schedule  in  a  total  amount 
of  $5,657,662,  or  9  percent,  based  on  ad¬ 
justed  sales  for  the  year  ended  March 
31,  1954.  In  addition  to  the  proposed 
increase  in  rates  and  charges  Trans¬ 
continental  proposes  numerous  other 
revisions  in  its  tariff,  including  revisions 
concerning  unauthorized  overrun  penal¬ 
ties  in  the  “CD”  and  “G”  rate  schedules. 
Consolidated  Edison  Company  of  New 
I  York,  Inc.,  Public  Service  Electric  and 
j  Gas  Company,  Long  Island  Lighting 
company,  Elizabethtown  Consolidated 
Gas  Company,  Philadelphia  Gas  Works 
Division  of  The  United  Gas  Improve¬ 
ment  Company,  Philadelphia  Electric 
Company,  'The  Brooklyn  Union  Gas 
Company  and  Brooklyn  Borough  Gas 
Company,  customers  of  Transcontinen¬ 
tal,  have  stated  by  letters  filed  on  July 
8, 9. 12.  13,  14,  16,  and  19,  1954,  respec- 
I  lively,  that  the  proposed  unauthorized 
overrun  penalties  will  not  act  as  a  deter¬ 
rent  against  such  overruns  and  that  im¬ 
mediate  relief  therefrom  is  needed  for 
the  winter  of  1954-1955. 

The  Commission  finds:  It  Ls  in  the 
public  interest,  and  it  is  necessary  and 
appropriate  to  carry  out  the  provisions 
of  the  Natural  Gas  Act,  that  'Transcon- 
tinental’s  proposals  with  respect  to  the 
unauthorized  overrun  penalties  be  de¬ 
termined  prior  to  the  winter  heating 
season  of  1954-1955. 

The  Commission  orders: 

(A)  Pursuant  to  the  authority  con- 
I  tained  in  and  subject  to  the  jurisdiction 
wnferred  upon  the  Federal  Power  Com¬ 
mission  by  sections  4,  15  and  16,  of  the 
Natural  Gas  Act,  and  the  Commission’s 
general  rules  and  regulations  including 
rules  of  practice  and  procedure  (18  CFR 
Chapter  I),  a  public  hearing  be  held 
commencing  on  September  8,  1954  at 
10:00  a.  m.,  e.  d.  s.  t.,  in  a  hearing  room 
of  the  Federal  Power  Commission,  441  G 
Street,  NW.,  Washington,  D.  C.,  con¬ 
cerning  the  lawfulness  of  the  rates, 
charges,  classifications  and  services  con¬ 
tained  in  the  above-described  revised 
volume. 

tB)  At  the  hearing.  Transcontinental 
•'hall  first  present  and  complete  its  case¬ 
in-chief  before  cross-examination  is 
undertaken.  Upon  completion  of  Trans¬ 
continental’s  case-in-chief,  other  par¬ 
ties  to  the  proceeding,  including  the 
staff,  may  proceed  with  such  cross-ex¬ 
amination  as  they  are  then  prepvared  to 
conduct. 

(C)  Following  the  presentation  of 
Transcontinental’s  case  and  cross-ex¬ 
amination,  as  provided  in  paragraph 
|B),  interveners  shall  present  their  tes¬ 
timony  and  evidence  with  respect  to  pen¬ 
alties  for  unauthorized  overruns  and 
proposed  tariff  changes  other  than  rate 
level. 

tD)  Upon  completion  of  such  cross- 
ttamination  and  testimony  by  interven¬ 
ers  as  provided  in  paragrai^  (B),  upon 
request  of  any  party  to  the  proceeding. 
No.  152 - 8 


including  the  staff,  the  hearing  shall  be 
recessed  by  the  Presiding  Examiner,  sub¬ 
ject  to  further  order  of  the  Commission. 

(E)  Interested  State  commissions  may 
participate  as  provided  by  §§  1.8  and  1.37 
(f)  of  the  Commission’s  rules  of  practice 
and  procedure  (18  CFR  1.8  and  1.37  (f) ). 

Adopted:  July  28,  1954. 

Issued:  August  2,  1954. 

By  the  Commission. 

[seal]  Leon  M.  Fuqua y. 

Secretary. 

[P.  R.  Doc.  54-5995;  Filed.  Aug.  5,  1954; 
8:50  a.  m.  j 


GENERAL  SERVICES  ADMIN¬ 
ISTRATION 

Secretary  of  Defense 

DELEGATION  OF  AUTHORITY  WITH  RESPECT 

TO  ALABAMA  CAS  CORPORATION  INCREASED 

RATES 

1.  Pursuant  to  the  provisions  of  sec¬ 
tions  201  (a)  (4)  and  205  (d)  and  (e) 
of  the  Federal  Property  and  Adminis¬ 
trative  Services  Act  of  1949,  63  Stat.  377, 
as  amended,  authority  to  represent  the 
interests  of  the  executive  agencies  of 
the  Federal  Government  in  the  matter 
of  Alabama  Gas  Corporation,  Increased 
Rates,  Docket  No.  13643,  before  the  Ala¬ 
bama  Public  Service  Commission,  is 
hereby  delegated  to  the  Secretary  of 
Defense. 

2.  The  Secretary  of  Defense  is  hereby 
authorized  to  redelegate  any  of  the  au¬ 
thority  contained  herein  to  any  ofiffcer, 
official  or  employee  of  the  Department 
of  Defense. 

3.  The  authority  conferred  herein 
shall  be  exercised  in  accordance  with 
the  policies,  procedures  and  controls 
prescribed  by  the  General  Services  Ad¬ 
ministration,  and  shall  further  be  exer¬ 
cised  in  cooperation  with  the  responsible 
officers,  officials  and  employees  of  such 
Administration. 

4.  This  delegation  of  authority  shall 
be  effective  June  15,  1954. 

Dated:  August  3,  1954. 

Edmund  F.  Mansure, 

Administrator. 

[P.  R.  Doc.  54-6107;  Filed.  Aug.  5,  1954; 

10:59  a.  m.| 


SECURITIES  AND  EXCHANGE 
COMMISSION 

[Pile  No.  24D-1129] 

Gerald  V.  Eisenhower 

ORDER  suspending  EXEMPTION  AND  NOTICE 
OF  OPPORTUNITY  FOR  HEARING 

August  2.  1954. 

Gerald  V.  Eisenhower,  1307  Eighth 
Street,  Greeley.  Colorado,  having  filed 
with  the  Commission  on  April  27,  1953,  a 
notification  on  Form  1-A  relating  to  a 
proposed  public  offering  of  thirty  1  per¬ 
cent  interests  at  $1,200  each  in  a  limited 
partnership  known  as  Eisenhower  Oil  Ex¬ 
ploration  Company,  for  the  purpose  of 
obtaining  an  exemption  from  the  regis¬ 
tration  requirements  of  the  Securities 


Act  of  1933,  as  amended,  pursuant  to  the 
provisions  of  section  3  (b)  thereof  and 
Regulation  A  promulgated  thereunder; 
and 

'The  Commission  having  reasonable 
cause  to  believe  (1)  that  the  terms  and 
conditions  of  said  Regulation  A  have  not 
been  complied  with  in  that  the  issuer  has 
failed  to  file  on  Form  2-A  reports  of  sales 
as  required  by  Rule  224  of  Regulation  A 
and  has  ignored  requests  by  the  Com¬ 
mission’s  staff  for  such  reports;  and  (2) 
that  Gerald  V.  Eisenhower,  the  issuer, 
has  been  convicted  of  a  crime  or  offense 
involving  the  purchase  or  sale  of  a 
security,  in  that  he  pleaded  guilty  on 
May  6, 1954,  to  one  conspiracy  count  and 
one  count  charging  a  violation  of  the 
Corporate  Securities  Law  of  the  State  of 
California  and,  based  on  such  plea,  was 
sentenced  on  June  6,  1954,  to  thirty  days 
in  jail  and  placed  on  probation  for  three 
years: 

It  is  ordered.  Pursuant  to  Rule  223  (a) 
of  the  general  rules  and  regulations  un¬ 
der  the  Securities  Act  of  1933  that  the 
exemption  under  Regulation  A  be,  and 
it  hereby  is,  suspended. 

Notice  is  hereby  given  that  any  person 
having  any  interest  in  the  matter  may 
file  with  the  Secretary  of  the  Commis¬ 
sion  a  written  request  for  a  hearing; 
that,  within  20  days  after  receipt  of  such 
request,  the  Commission  will,  or  at  any 
time  upon  its  own  motion  may,  set  the 
matter  down  for  hearing  at  a  place  to 
be  designated  by  the  Commission  for  the 
purpose  of  determining  whether  this  or¬ 
der  of  suspension  should  be  vacated  or 
made  permanent,  without  prejudice, 
however,  to  the  consideration  and  pres¬ 
entation  of  additional  matters  at  the 
hearing ;  and  that  notice  of  the  time  and 
place  for  said  hearing  will  be  promptly 
given  by  the  Commission. 

It  is  further  ordered.  That  this  order 
and  notice  shall  be  served  upon  Gerald 
V.  Eisenhower  personally  or  by  regis¬ 
tered  mail  or  by  confirmed  telegraphic 
notice,  and  shall  be  published  in  the 
Federal  Register. 

By  the  Commission. 

[seal]  Nell  ye  A.  Thorsen, 

Assistant  Secretary. 

[P.  R.  Doc.  54-5970;  Filed,  Aug.  5,  1954; 

8:45  a.  tn.] 


[Pile  No.  70-3274] 

General  Public  Utilities  Corp. 

ORDER  PERMITTING  DECLARATION  TO  BECOME 
EFFECTIVE  REGARDING  CAPITAL  CONTRIBU¬ 
TION 

August  2, 1954._ 

General  Public  Utilities  Corporation 
(“GPU”) ,  a  registered  holding  company, 
has  filed  a  declaration  with  this  Com¬ 
mission  pursuant  to  section  12  of  the 
Public  Utility  Holding  Company  Act  of 
1935  (“act”)  and  Rule  U-45  promulgated 
thereunder  regarding  the  following  pro¬ 
posed  transaction: 

GPU  proposes  to  make  cash  capital 
contributions  to  New  Jersey  Power  St 
Light  Company  (“NJP&L”),  its  public- 
utility  subsidiary,  in  the  aggregate 
amount  of  $1,300,000.  Such  capital  con¬ 
tributions  may  be  made  in  one  or  more 
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Installments,  but  will  be  completed  not 
later  than  August  15,  1954.  NJP&L  will 
credit  such  capital  contributions  to  its 
capital  surplus  account  upon  receipt 
thereof,  and  will  thereafter  promptly 
transfer  an  equal  amount  from  its  capi¬ 
tal  surplus  account  to  the  stated  value 
of  its  common  stock.  NJP&L  will  use 
such  capital  contributions  to  finance,  in 
part,  its  1954  construction  program. 

It  is  stated  that  no  State  or  Federal 
regulatory  agency,  other  than  this  Com¬ 
mission,  has  juri^iction  over  the  pro¬ 
posed  transaction.  GPU  estimates  that 
the  expenses  to  be  incurred  in  connec¬ 
tion  with  the  proposed  transaction  will 
not  exceed  $300.  GPU  requests  that  the 
Commission’s  order  become  effective 
upon  issuance. 

Due  notice  having  been  given  of  the 
filing  of  said  declaration  and  a  hearing 
not  having  been  requested  of  or  ordered 
by  the  Commission;  and  the  Commis¬ 
sion  finding  that  the  applicable  provi¬ 
sions  of  the  act  and  the  rules  promul¬ 
gated  thereunder  are  satisfied,  and  it 
appearing  to  the  Commission  that  the 
estimated  fees  and  expenses  are  not  un¬ 
reasonable,  and  that  the  declaration 
should  be  permitted  to  become  effective: 

It  is  hereby  ordered.  Pursuant  to  Rule 
U-23  and  the  applicable  provisions  of  the 
act,  that  said  declaration  be,  and  the 
same  hereby  is,  permitted  to  become  ef¬ 
fective  forthwith,  subject  to  the  terms 
and  conditions  prescribed  in  Rule  U-24. 

By  the  Commission. 

[seal]  Nell  ye  A.  Thorsen, 

Assistant  Secretary. 

[P.  R.  Doc.  64^5972;  Rled,  Aug.  5,  1954; 

8:45  a.  m.] 


I  Pile  No.  70-3280] 

United  Gas  Corp.  and  Union  Producing 
Co. 

NOTICE  REGARDING  ISSUE  AND  SALE  OP 
OF  COMMON  STOCK  AND  ACQUISITION 
THEREOF  BY  PARENT 

August  2,  1954. 

Notice  is  hereby  given  that  United  Gas 
Corporation  (“United”),  a  public- 
utility  subsidiary  company  of  Electric 
Bond  and  Share  Company,  a  registered 
holding  company,  and  Union  Producing 
Company  (“Union”),,  a  nonutility  sub¬ 
sidiary  company  of  United,  which  owns 
all  of  Union’s  presently  outstanding 
common  stock,  have  filed  an  application- 
declaration  and  have  designated  sec¬ 
tions  6,  7,  9,  10,  and  12  of  the  Public 
Utility  Holding  Company  Act  of  1935 
(“act”) ,  and  Rule  U-43  (a)  promulgated 
thereunder  as  applicable  to  the  proposed 
transactions,  which  are  summarized  as 
follows : 

Union  proposes  to  issue  and  sell,  and 
United  proposes  to  acquire,  not  to  exceed 
12,500  shares  of  Union’s  no  par  value 
common  stock  during  a  period  of  12 
months  following  the  entry  of  the  Com¬ 
mission’s  order  herein,  and  for  a  consid¬ 
eration  of  not  to  exceed  an  aggregate 
amount  of  $12,500,000.  The  proceeds 
from  the  sale  of  Union’s  common  stock 
to  United  will  be  used  by  Union,  with 
funds  from  other  sources,  in  connection 


with  its  leasing,  developing  and  drilling 
program  and  for  other  general  corporate 
purposes.  The  Union  stock  so  acquired 
by  United  will  be  pledged  under  United’s 
Mortgage  and  De^  of  Trust,  dated  as  of 
October  1,  1944,  in  favor  of  Guaranty 
Trust  Company  of  New  York  and  Henry. 
A.  Theis  (Herbert  E.  Twy effort,  successor 
trustee) ,  Trustees,  as  supplemented. 

It  is  stated  that  no  State  or  Federal 
Commission,  with  the  exception  of  this 
Commission,  has  jurisdiction  over  the 
proposed  transactions. 

Notice  is  further  given  that  any  inter¬ 
ested  person  may,  not  later  than  August 
17,  1954,  at  5:30  p.  m.,  e.  d.  s.  t.,  request 
the  Commission  in  writing  that  a  hear¬ 
ing  be  held  on  such  matters,  stating  the 
nature  of  his  interest,  the  reasons  for 
such  request,  and  the  issues  of  fact  or 
law  raised  by  said  application-declara¬ 
tion  which  he  desires  to  controvert,  or 
may  request  that  he  be  notified  if  the 
Commission  orders  a  hearing  thereon. 
Any  such  request  should  be  addressed: 
Secretary,  Securities  and  Exchange  Com¬ 
mission.  Washington  25,  D.  C.  At  any 
time  after  that  date  said  application- 
declaration,  as  filed  or  as  amended,  may 
be  granted  and  permitted  to  become  ef¬ 
fective,  as  provided  in  Rule  U-23  of  the 
rules  and  regulations  promulgated  under 
the  act,  or  the  C^^mmission  may  exempt 
such  transactions  as  provided  in  Rule 
U-20  (a)  and  Rule  U-100  thereof. 

By  the  Commission. 

[seal]  Nellye  a.  Thorsen, 

Assistant  Secretary. 

(P.  R.  Doc.  54-5971;  Piled.  Aug.  6,  1954; 

8:45  a.  m.] 


M.  L.  Schultz  Co. 

order  for  proceedings  and  notice  of 

HEARING 

In  the  matter  of  Mortimer  L.  Schultz, 
doing  business  as  M.  L.  Schultz  Com¬ 
pany,  240  West  Front  Street,  Plainfield, 
New  Jersey. 

At  a  regular  session  of  the  Securities 
and  Exchange  Commission  held  at  its 
ofiSce  in  the  city  of  Washington,  D.  C., 
on  the  2d  day  of  August  1954. 

I.  The  Commission’s  public  oflacial 
files  disclose  that  Mortimer  L.  Schultz, 
doing  business  as  M.  L.  Schultz  Company, 
a  sole  proprietor,  hereinafter  referred 
to  as  registrant,  is  registered  as  a  broker- 
dealer  pursuant  to  section  15  (b)  of  the 
Securities  Exchange  Act  of  1934. 

II.  The  Records  Officer  of  the  Com¬ 
mission  has  filed  with  the  Commission 
a  statement,  a  copy  of  which  is  attached 
hereto  and  made  a  part  hereof,  stating 
that  registrant  did  not  file  with  the  Com¬ 
mission  reports  of  his  financial  condition 
during  the  calendar  year  1953,  as  re¬ 
quired  by  section  17  (a)  of  the  Securities 
Exchange  Act  of  1934  and  Rule  X-17A-5 
adopted  thereunder. 

•  III.  The  information  reported  to  the 
Commission  by  its  Records  OfiBcer  as  set 
forth  in  paragraph  n  hereof  tends,  if 
true,  to  show  that  registrant  violated 
section  17  (a)  of  the  Securities  Exchange 
Act  of  1934  and  Rule  X-17A-5  adopted 
under  said  section. 


rv.  The  Commission,  having  consid. 
ered  the  aforesaid  information,  deems 
it  necessary  and  appropriate  in  the  pub. 
lie  interest  and  for  the  protection  of 
investors  that  proceedings  be  instituted 
to  determine: 

(a)  Whether  the  statement  referred 
to  in  Paragraph  II  hereof  is  true; 

(b)  Whether  registrant  has  wilfully 
violated  section  17  (a)  of  the  Securities 
Exchange  Act  of  1934  and  Rule  X-17A-5 
adopted  under  said  section; 

(c)  Whether,*  pursuant  to  section  15 
(b)  of  the  Securities  Exchange  Act  of 
1934,  it  is  in  the  public  interest  to  revoke 
registration  of  registrant;  and 

(d)  Whether,  pursuant  to  section  15 
(b)  of  the  Securities  Exchange  Act  of 
1934,  pending  final  determination,  it  is 
necessary  or  appropriate  in  the  public 
interest  or  for  the  protection  of  investors 
to  suspend  the  registration  of  registrant 

V.  It  is  ordered,  'That  registrant  be 
given  an  opportunity  for  hearing  as  set 
forth  in  Paragraph  TV  hereof  on  the 
3d  day  of  September  1954  at  the  main  of* 
fice  of  the  Securities  and  Exchange  Com¬ 
mission.  located  at  425  Second  Street 
NW.,  Washington  25,  D.  C.,  before  a 
Hearing  Examiner  to  be  designated  by 
the  Commission.  On  such  date  the 
Hearing  Room  Clerk  in  Room  193,  North 
Building,  will  advise  the  parties  and  the 
Hearing  Examiner  as  to  the  room  In 
which  such  hearing  will  be  held.  The 
bommission  will  consider  any  motion 
with  respect  to  a  change  of  place  of  said 
hearing  if  said  motion  is  filed  with  the 
Secretary  of  the  Commission  on  or  be¬ 
fore  August  20, 1954.  Upon  completion  of 
any  such  hearing  in  this  matter  the 
Hearing  Examiner  shall  prepare  a  rec¬ 
ommended  decision  pursuant  to  Rule 
IX  of  the  rules  of  practice  unless  such 
decision  is  waived. 

It  is  further  ordered.  'That  in  the  event 
registrant  does  not  appear  personally  or 
through  a  representative  at  the  time  and 
place  herein  set  or  as  otherwise  orderd, 
the  Hearing  Room  Clerk  shall  file  with 
the  Records  OfiBcer  of  the  Commission  a 
written  statement  to  that  effect  and 
thereupon  the  Commission  will  take  the 
record  under  advisement  for  decision. 

This  order  and  notice  shall  be  served 
on  registrant  personally  or  by  registered 
mail  forthwith,  and  published  in  the 
Federal  Register  not  later  than  fifteen 
(15)  days  prior  to  September  3,  1954. 

In  the  absence  of  an  appropriate 
waiver,  no  ofiBcer  or  employee  of  the 
Commission  engaged  in  the  performance 
of  investigative  or  prosecuting  function 
in  this  or  any  factually  related  proceed¬ 
ing  will  be  permitted  to  participate  or 
advise  in  the  decision  upon  the 
except  as  witness  or  counsel  in  proceed-  \ 
ings  held  pursuant  to  notice.  Since  this  | 
proceeding  is  not  “rule  making”  withm  ; 
the  meaning  of  section  4  (c)  of  the  Ad-  i 
ministrative  Procedure  Act,  it  is  not  i 
deemed  to  be  subject  to  the  provisions  of  | 
the  section  delaying  the  effective  date  of  j 
any  final  Commission  action.  < 

By  the  Commission. 

[seal]  Nellye  A.  Thorsen, 

Assistant  Secretary. 

[P.  R.  Doc.  64-5973;  Piled.  Aug.  5.  19^; 

8:46  a.  m.] 
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Friday,  August  6,  1954 

Paul  B.  Lee  Co. 

for  proceedings  and  notice  of 

HEARING 

in  the  matter  of  Philip  Levy,  doing 
usiness  as  The  Paul  B,  Lee  Company, 
2-45  109  th  Street,  Richmond  Hill, 
=^jeens,  New  York. 

At  a  regular  session  of  the  Securities 
nd  Exchange  Commission  held  at  its 
^-Sce  in  the  city  of  Washington,  D.  C.,  on 
the  2d  day  of  August  1954. 

I.  The  Commission’s  public  official 
ties  disclose  that  Philip  Levy,  doing 
business  as  The  Paul  B.  Lee  Company,  a 
sole  proprietor,  hereinafter  referred  to 
las  registrant,  is  registered  as  a  broker- 
iiieaier  pursuant  to  section  15  (b)  of  the 
ISecurities  Exchange  Act  of  1934. 

I  H  The  Records  Officer  of  the  Com- 
;  mission  has  filed  with  the  Commission  a 
!  statement,  a  copy  of  which  is  attached 
)  hereto  and  made  a  part  hereof,  stating 
;  that  registrant  did  not  file  with  the  Com¬ 
mission  reports  of  his  financial  condition 
during  the  calendar  year  1953,  as  re¬ 
quired  by  section  17  (a)  of  the  Securi¬ 
ties  Exchange  Act  of  1934  and  Rule 
X-17A-5  adopted  thereunder, 
in.  The  information  reported  to  the 
Commission  by  its  Records  Officer  as  set 
forth  in  Paragraph  II  hereof  tends,  if 
true,  to  show  that  registrant  violated 
[section  17  (a)  of  the  Securities  Exchange 
j  Act  of  1934  and  Rule  X-17A-5  adopted 
^  under  said  section. 

1  IV.  The  Commission,  having  consid- 
lered  the  aforesaid  information,  deems 
[it necessary  and  appropriate  in  the  pub¬ 
lic  Interest  and  for  the  protection  of  in- 
I  Testers  that  proceedings  be  instituted  to 
t  determine : 

(a)  Whether  the  statement  referred 
to  in  Paragraph  II  hereof  is  true ; 

(b)  Whether  registrant  has  wilfully 
Tiolated  section  17  (a)  of  the  Securities 

[  Exchange  Act  of  1934  and  Rule  X-17A-5 
I  adopted  under  said  section; 

(c)  Whether,  pursuant  to  section  15 
ft)  of  the  Securities  Ehcchange  Act  of 
1934,  it  is  in  the  public  interest  to  revoke 
registration  of  registrant;  and 

(d)  Whether,  pursuant  to  section  15 
I  ft)  of  the  Securities  Exchange  Act  of 

1934,  pending  final  determination,  ‘  it  is 
I  Kcessary  or  appropriate  in  the  public 
interest  or  for  the  protection  of  investors 
to  suspend  the  registration  of  registrant. 
V.  7f  is  ordered.  That  registrant  be 
I  tiven  an  opportunity  for  hearing  as  set 
lorth  in  paragraph  IV  hereof  on  the  3d 
•lay  of  September  1954  at  the  main  office 
j  of  the  Securities  and  Exchange  Commis- 
I  ®on,  located  at  425  Second  Street  NW., 

I  Washington  25,  D.  C.,  before  a  Hearing 
I  Examiner  to  be  designated  by  the  Com- 
■  ^ion.  On  such  date  the  Hearing 
j  jftom  Clerk  in  Room  193,  North  Build- 
i  will  advise  the  parties  and  the  Hear- 
!  “8  Examiner  as  to  the  room  in  which 
^ch  hearing  will  be  held.  The  Com- 
^ion  will  consider  any  motion  with 
f^Pect  to  a  change  of  place  of  said 
^ring  if  said  motion  is  filed  with  the 
^retary  of  the  Commission  on  or  be- 
ore  August  20,  1954.  Upon  completion 
‘  any  such  hearing  in  this  matter  the 
ftm  Examiner  shall  prepare  a  rec- 
1  decision  pursuant  to  Rule  IX 

the  rules  of  practice  unless  such  deci- 
“on  is  waived. 


It  is  further  ordered.  That  in  the 
event  registrant  does  not  appear  per¬ 
sonally  or  through  a  representative  at 
the  time  and  place  herein  set  or  as 
otherwise  ordered,  the  Hearing  Room 
Clerk  shall  file  with  the  Records  Officer 
of  the  Commission  a  written  statement 
to  that  effect  and  thereupon  the  Com¬ 
mission  will  take  the  record  under  ad¬ 
visement  for  decision. 

This  order  and  notice  shall  be  served 
on  registrant  personally  or  by  registered 
mail  forthwith,  and  published  in  the 
Federal  Register  not  later  than  fifteen 
(15)  days  prior  to  September  3,  1954. 

In  the  absence  of  an  appropriate 
waiver,  no  officer  or  employee  of  the 
Commission  engaged  in  the  performance 
of  investigative  or  prosecuting  functions 
in  this  or  any  factually  related  proceed¬ 
ing  will  be  permitted  to  participate  or 
advise  in  the  decision  upon  the  matter 
except  as  witness  or  counsel  in  proceed¬ 
ings  held  pursuant  to  notice.  Since  this 
proceeding  is  not  “rule  making”  within 
the  meaning  of  section  4  (c)  of  the  Ad¬ 
ministrative  Procedure  Act,  it  is  not 
deemed  to  be  subject  to  the  provisions 
of  the  section  delaying  the  effective  date 
of  any  final  Commission  action. 

By  the  Commission. 

[seal]  Nellye  a.  Thorsen, 

Assistant  Secretary. 

[P.  R.  Doc.  54-5974;  Filed,  Aug.  5.  1954; 

8:46  a.  m.] 


SMALL  BUSINESS  ADMINISTRA¬ 
TION 

[Declaration  of  Disaster  Area  27) 

Arizona 


DECLARATION  OF  DISASTER  AREA' 

Whereas,  it  has  been  reported  that 
beginning  on  or  about  July  30,  1954,  be¬ 
cause  of  the  disastrous  effects  of  floods, 
damage  resulted  to  residences  and  busi¬ 
ness  property  located  in  a  certain  area 
in  the  State  of  Arizona;  and 

Whereas,  the  Small  Business  Adminis¬ 
tration  has  investigated  and  has  re¬ 
ceived  other  reports  of  investigations  of 
conditions  in  the  area  affected;  and 
Whereas,  after  reading  and  evaluating 
reports  of  such  conditions,  I  find  that 
the  conditions  in  such  area  constitute  a 
catastrophe  within  the  purview  of  the 
Small  Business  Act  of  1953; 

Now,  therefore,  as  Administrator  of 
the  Small  Business  Administration,  I 
hereby  determine  that: 

1.  Applications  for  disaster  loans  un¬ 
der  the  provisions  of  section  207  (b)  of 
the  Small  Business  Act  of  1953  may  be 
received  and  considered  by  either  of  the 
offices  below  indicated  from  persons  or 
firms  whose  property  situated  in  the 
following  county  (hereinafter  referred 
to  as  “the  disaster  area”)  suffered  dam¬ 
age  or  other  destruction  as  a  result  of 
the  catastrophe  above  referred  to: 


County  of:  Gila;  Small  Business  Admin¬ 
istration  Regional  Office,  Western  Pacific 
Building,  1031  South  Broadway — Room  412, 
Los  Angeles  15,  Calif.;  Small  Business  Ad¬ 
ministration  Branch  Office,  Ellis  Building — • 
Room  209,  137  North  Second  Avenue, 

Phoenix,  Ariz. 


2.  Special  field  offices  to  receive  such 
applications  will  not  be  established  at 
this  time. 

3.  Applications  for  disaster  loans  un¬ 
der  the  authority  of  this  order  will  not 
be  accepted  subsequent  to  February  28, 
1955. 

Dated:  August  2,  1954. 

Wendell  B.  Barnes, 

Administrator. 

[F.  R.  Doc.  54-5975:  Piled.  Aug.  6.  1954; 
8:46  a.  m.] 


INTERSTATE  COMMERCE 
COMMISSION 

[4th  Sec.  Application  29535] 

PULPBOARD  OR  FiBREBOARD  FROM  SOUTH¬ 
ERN  Territory  to  Points  in  Illinois 

AND  Indiana 

APPLICATION  FOR  RELIEF 

August  3,  1954. 

The  Commission  is  in  receipt  of  the 
above-entitled  and  numbered  applica¬ 
tion  for  relief  from  the  long-and-short- 
haul  provision  of  section  4  (1)  of  the 
Interstate  Commerce  Act. 

Filed  by:  F.  C.  Kratzmeir,  Agent,  for 
carriers  parties  to  Agent  C.  A.  Span- 
ingec’s  tariff  I.  C.  C.  No.  1349,  pursuant 
to  fourth-section  order  No.  16101. 

Commodities  involved:  Pulpboard  or 
fibreboard,  carloads. 

From:  Points  in  southern  territory. 

To:  Points  in  Illinois  and  Indiana. 

Grounds  for  relief:  Rail  competition, 
circuity,  and  operation  through  higher¬ 
rated  territory. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commission 
in  writing  so  to  do  within  15  days  from 
the  date  of  this  notice.  As  provided  by 
the  general  rules  of  practice  of  the  Com¬ 
mission,  Rule  73,  persons  other  than  ap¬ 
plicants  should  fairly  disclose  their  in¬ 
terest,  and  the  position  they  intend  to 
take  at  the  hearing  with  respect  to  the 
application.  Otherwise  the  Commission, 
in  its  discretion,  may  proceed  to  investi¬ 
gate  and  determine  the  matters  involved 
in  such  application  without  further  or 
formal  hearing.  If  because  of  an  emer¬ 
gency  a  grant  of  temporary  relief  is 
found  to  be  necessary  before  the  expira¬ 
tion  of  the  15-day  period,  a  hearing,  upon 
a  request  filed  within  that  period,  may 
be  held  subsequently. 

By  the  Commission. 

(seal!  George  W.  Laird, 

Secretary. 

[F.  R.  Doc.  54-5981;  Filed,  Aug.  5,  1954; 

8:47  a.  m.] 


[4th  Sec.  Application  29536] 

Glass  Brick  or  Blocks  in  Official 
Territory 

APPLICATION  FOR  RELIEF 

August  3, 1954. 

The  Commission  is  in  receipt  of  the 
above-entitled-and  numbered  application 
for  relief  from  the  long-and-short-haul 
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NOTICES 


provision  of  section  4  (1)  of  the  Inter¬ 
state  Commerce  Act. 

Filed  by:  H.  R.  Hinsch,  Agent,  for 
carriers  parties  to  schedule  listed  below. 

Commodities  involved:  Brick,  glass, 
glass  faced  concrete  or  glass  blocks,  car¬ 
loads. 

Territory:  Between  points  in  oflBcial 
territory  and  between  points  in  official 
territory,  on  the  one  hand,  and  points 
in  Illinois  territory,  on  the  other. 

Grounds  for  relief:  Rail  competition, 
circuity,  competition  with  motor  car¬ 
riers,  grouping,  and  rates  constructed  on 
the  basis  of  the  short  line  distance 
formula. 

Schedules  filed  containing  proposed 
rates:  H.  R.  Hinsch,  Agent,  I.  C.  C.  No. 
4607,  supp.  2. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commission 
in  writing  so  to  do  within  15  days  from 
the  date  of  this  notice.  As  provided  by 
the  general  rules  of  practice  of  the  Com¬ 
mission,  Rule  73,  persons  qther  than  ap¬ 
plicants  should  fairly  disclose  their  in¬ 
terest,  and  the  position  they  intend  to 
take  at  the  hearing  with  respect  to  the 
application.  Otherwise  the  Commis¬ 
sion,  in  its  discretion,  may  proceed  to 
investigate  and  determine  the  matters 
involved  in  such  application  without  fur¬ 
ther  or  formal  hearing.  If  because  of  an 
emergency  a  grant  of  temporary  relief  is 
foimd  to  be  necessary  before  the  ex¬ 
piration  of  the  15-day  period,  a  hearing, 
upon  a  request  filed  within  that  period, 
may  be  held  subsequently. 

By  the  Commission. 

[SEAL]  George  W.  Laird, 

Secretary. 

(P.  R.  Doc.  54-5982;  Piled,  Aug.  5,  1954; 

8:48  a.  m.] 


[4th  Sec.  Application  29537] 

Petroleum  Products  From  Points  in 

Texas  and  Louisiana  to  Viola,  Texas 

APPLICATION  FOR  RELIEF 

August  3,  1954. 

The  Commission  is  in  receipt  of  the 
above-entitled  and  numbered  applica¬ 
tion  for  relief  from  the  long-and-short- 
haul  provision  of  section  4  (1)  of  the 
Interstate  Commerce  Act. 

Piled  by:  J.  F.  Brown,  Agent,  for  car¬ 
riers  parties  to  schedule  listed  below. 

Commodities  involved:  Petroleum  and 
petroleum  products,  carloads. 

Prom:  Points  in  Texas  and  Louisiana. 

To:  Viola,  Texas  (applicable  on  export 
and  coastwise  trafllc). 

Grounds  for  relief:  Rail  competition, 
circuity,  to  maintain  grouping,  and  to 
maintain  port  rate  relation. 

Schedules  filed  containing  proposed 
rates:  J.  P.  Brown,  Agent,  I.  C.  C.  No. 
845,  supp.  16. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commis¬ 
sion  in  writing  so  to  do  within  15  days 
from  the  date  of  this  notice.  As  pro¬ 


vided  by  the  general  rules  of  practice  of 
the  Commission,  Rule  73,  persons  other 
than  applicants  should  fairly  disclose 
their  interest,  and  the  position  they  in¬ 
tend  to  take  at  the  hearing  with  respect 
to  the  application.  Otherwise  the  Com¬ 
mission,  in  its  discretion,  may  proceed 
to  investigate  and  determine  the  matters 
involved  in  such  application  without  fur¬ 
ther  or  formal  hearing.  If  because  of  an 
emergency  a  grant  of  temporary  relief 
is  found  to  be  necessary  before  the  ex¬ 
piration  of  the  15-day  period,  a  hearing 
upon  a  request  filed  within  that  period, 
may  be  held  subsequently. 

By  the  Commission. 

[seal]  George  W.  Laird, 

Secretary. 

[F.  R.  Doc.  54-5983;  Piled,  Aug.  5,  1954; 

8:48  a.  m.] 


[4th  Sec.  Application  29538] 

Various  Commodities  From  or  to  Points 

IN  Southwestern  Territory  and  Be¬ 
tween  Western  Trunk-Line  '  and 

Illinois  Territories 

application  for  relief 

August  3,  1954. 

The  Commission  is  in  receipt  of  the 
above-entitled  and  numbered  applica¬ 
tion  for  relief  from  the  long-and-short- 
haul  provision  of  section  4  (1)  of  the 
Interstate  Commerce  Act. 

Filed  by:  F.  C.  Kratzmeir,  Agent,  for 
carriers  parties  to  schedules  shown  in 
exhibit  A  of  the  application,  pursuant  to 
fourth-section  order  No.  17220. 

Commodities  involved:  Various  com¬ 
modities,  carloads. 

Between:  Points  in  southwestern  ter¬ 
ritory,  and  between  points  in  that  ter¬ 
ritory,  on  the  one  hand,  and  points  in 
Western  trunk-line  and  Illinois  terri¬ 
tories,  on  the  other. 

Grounds  for  relief:  Competition  with 
rail  carriers,  and  circuitous  routes. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commission 
in  writing  so  to  do  within  15  days  from 
the  date  of  this  notice.  As  provided  by 
the  general  rules  of  practice  of  the  Com¬ 
mission,  Rule  73,  persons  other  than  ap¬ 
plicants  should  fairly  disclose  their  in¬ 
terest,  and  the  position  they  intend  to 
take  at  the  hearing  with  respect  to  the 
application.  Otherwise  the  Commission, 
in  its  discretion,  may  proceed  to  investi¬ 
gate  and  determine  the  matters  involved 
in  such  application  without  further  or 
formal  hearing.  If  because  of  an  emer¬ 
gency  a  grant  of  temporary  relief  is 
foimd  to  be  necessary  before  the  ex¬ 
piration  of  the  15-day  period,  a  hearing, 
upon  a  request  filed  within  that  period, 
may  be  held  subsequently. 

By  the  Commission. 

[seal]  George  W.  Laird, 

Secretary. 

[F.  R.  Doc.  54-5984;  Filed,  Aug.  5.  1954; 

8:48  a.  xu.] 


[4th  Sec.  Application  29539] 

Alcohol  and  Related  Articles  Proe 

Louisiana  to  Allentown  and  Red  Lior 

Pa. 

APPLICATION  FOR  RELIEF 

August  3,  1951 

The  Commission  is  in  receipt  of  the 
above-entitled  and  numbered  application 
for  relief  from  the  long-and-short-haul 
provision  of  section  4  (1)  of  the  Inter¬ 
state  Commerce  Act. 

Filed  by :  F.  C.  Kratzmeir,  Agent,  for 
carriers  parties  to  Agent  W.  P.  Emerson, 
Jr.’s  tariff  I.  C.  C.  No.  400,  pursuant  to 
fourth-section  order  No.  16101. 

Commodities  involved:  Alcohol  and 
related  articles,  carloads. 

From:  Baton  Rouge,  North  Baton 
Rouge,  Chalmette  and  New  Orleans,  La,, 
and  points  taking  same  rates. 

To:  Allentown  and  Red  Lion,  Pa. 

*  Grounds  for  relief :  Rail  competition, 
and  circuitous  routes. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commission 
in  writing  so  to  do  within  15  days  from 
the  date  of  this  notice.  As  provided  by 
the  general  rules  of  practice  of  the  Com¬ 
mission,  Rule  73,  persons  other  than 
applicants  should  fairly  disclose  their 
interest,  and  the  position  they  intend 
to  take  at  the  hearing  with  respect  to 
the  application.  Otherwise  the  Com¬ 
mission,  in  its  discretion,  may  proceed 
to  investigate  and  determine  the  matters 
involved  in  such  application  without 
further  or  formal  hearing.  If  because 
of  an  emergency  a  grant  of  temporary 
relief  is  found  to  be  necessary  before  the 
expiration  of  the  15-day  period,  a  hear¬ 
ing,  upon  a  request  filed  within  that 
period,  may  be  held  subsequently. 

By  the  Commission. 

[seal]  George  W.  Laird, 

Secretary, 

[P.  R.  Doc.  54-5985;  Plied,  Aug.  6,  1954; 

8:48  a.  m.] 


[4th  Sec.  Application  29540] 

Sand  From  Marion,  Ky.,  to  Indiana, 
Ohio  and  West  Vircunia 

APPLICATION  for  RELIEF 

August  3,  1954. 

The  Commission  Is  in  receipt  of  the 
above-entitled  and  numbered  applica¬ 
tion  for  relief  from  the  long-and-short- 
haul  provision  of  section  4  (1)  of  the 
Interstate  Commerce  Act. 

Filed  by:  R.  E.  Boyle,  Jr.,  Agent,  for 
carriers  parties  to  schedule  listed  below. 

Commodities  involved:  Sand,  carloads. 

From:  Marion,  Ky. 

To:  Specified  points  in  Indiana  and 
Ohio,  and  Dunbar,  W.  Va. 

'  Grounds  for  relief :  Rail  competition, 
circuity,  rates  constructed  on  the  basis 
of  the  i^ort  line  distance  formula,  and 
additional  destinations.  . 

Schedules  filed  containing  prop^ 
rates:  C.  A.  Spaninger,  Agent,  I.  C.  u* 
No.  1315,  supp.  72. 


FEDERAL  REGISTER 


4979 


fridaij,  August  6,  1954 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commis¬ 
sion  in  writing  so  to  do  within  15  days 
from  the  date  of  this  notice.  As  pro¬ 
vided  by  the  general  rules  of  practice  of 
the  Commission,  Rule  73,  persons  other 
than  applicants  should  fairly  disclose 
their  interest,  and  the  position  they  in¬ 
tend  to  take  at  the  hearing  with  respect 
to  the  application.  Otherwise  the  Com¬ 
mission,  in  its  discretion,  'may  proceed 
to  investigate  and  determine  the  matters 
involved  in  such  application  without 
further  or  formal  hearing.  If  because 
of  an  emergency  a  grant  of  temporary 
relief  is  found  to  be  necessary  before 
the  expiration  of  the  15-day  period,  a 
hearing,  upon  a  request  filed  within  that 
period,  may  be  held  subsequently. 

By  the  Commission. 

[SEAL]  George  W.  Laird, 

Secretary. 

[P.  R.  Doc.  54-5986;  Filed,  Aug.  5,  1954; 

8:48  a.  m.] 


[4th  Sec.  Application  29541] 

Cement  and  Related  Articles  From 
Points  in  Maryland,  Ohio  and  Vir¬ 
ginia  TO  Official  Territory 

appucation  for  relief 

August  3,  1954. 

The  Commission  Is  in  receipt  of  the 
above-entitled  and  numbered  application 
for  relief  from  the  long-and-short-haul 
provision  of  section  4  (1)  of  the  Inter¬ 
state  Commerce  Act. 

Piled  by:  H.  R.  Hinsch,  Agent,  for  car¬ 
riers  parties  to  schedules  shown  below. 

Commodities  involved:  Cement  and 
related  articles,  also  cement  clinker, 
carload. 

Prom:  Hagerstown  (Security),  Md., 
Pordwick,  Newport  News,  Norfolk  and 
Lone  Star,  Va.,  and  Ironton,  Ohio. 

To:  Points  in  official  territory  in  Vir¬ 
ginia,  Kentucky,  North  Carolii^,  Mary¬ 
land,  and  West  Virginia,  and  Cincinnati, 
Ohio. 

Grounds  for  relief:  Rail  competition, 
circuity,  market  competition,  and  rates 
constructed  on  the  basis  of  the  short 
line  distance  formula. 

Schedules  filed  containing  proposed 
rates:  H.  R.  Hinsch,  Agent,  I.  C.  C.  No. 
3826.  supp.  No.  69;  C.  &  O.  Ry.,  I.  C.  C., 
No,  13024,  supp.  No.  36;  N.  &  W.  Ry., 
I.C.  C.  No.  9440,  supp.  No.  20;  N.  &  W. 
Ny..  I.  C.  C.  No.  9538;  Vgn.  Ry.,  I.  C.  C. 
No.  2375,  supp.  No.  13;  Vgn.  Ry.,  I.  C.  C. 
No.  2398,  supp.  NO.  4;  Vgn.  Ry.,  I.  C.  C. 
No.  2048,  supp.  No.  31;  Agent  L^rande, 
*  C.  C.  No.  253,  supp.  No.  100. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commis¬ 
sion  in  writing  so  to  do  within  15  days 
from  the  date  of  this  notice.  As  pro¬ 
vided  by  the  general  rules  of  practice  of 
«e  Commission,  Rule  73,  persons  other 
wran  applicants  should  fairly  disclose 
wcij  interest,  and  the  position  they  in¬ 
tend  to  take  at  the  hearing  with  respect 
w  the  application.  Otherwise  the  Com- 
“^ion,  in  its  discretion,  may  proceed  to 
“ivestigate  and  determine  the  matters 


involved  in  such  application  without  fur¬ 
ther  or  formal  hearing.  If  because  of 
an  emergency  a  grant  of  temporary  re¬ 
lief  is  found  to  be  necessary  before  the 
expiration  of  the  15-day  period,  a  hear¬ 
ing,  upon  a  request  filed  within  that 
period,  may  be  held  subsequently. 

By  the  Commission. 

[SEAL]  George  W.  Laird, 

Secretary. 

[P.  R.  Doc.  54-5987;  Piled.  Aug.  5.  1954; 

8:48  a.  m.] 


[4th  Sec.  Application  29542] 

Wheat,  Corn,  and  Related  Articles 

From  New  Orleans  to  Shreveport, 

La. 

application  for  relief 

August  3,  1954. 

The  Commi.ssion  is  in  receipt  of  the 
above-entitled  and  numbered  applica¬ 
tion  for  relief  from  the  long-and-short- 
haul  provision  of  section  4  (1)  of  the 
Interstate  Commerce  Act. 

Piled  by:  J.  F.  Brown,  Agent,  for  the 
Texas  and  New  Orleans  Railroad  Com¬ 
pany. 

Commodities  involved:  Wheat,  corn, 
and  related  articles,  carload. 

Prom:  New  Orleans,  La.  (import 
traffic). 

To:  Shreveport,  La. 

Grounds  for  relief:  Competition  with 
rail  carriers  and  circuitous  routes. 

Schedules  filed  containing  proposed 
rates:  J.  P.  Browm,  Agent,  I.  C.  C.  No. 
774,  supp.  7. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commis¬ 
sion  in  writing  so  to  do  within  15  days 
from  the  date  of  this  notice.  As  pro¬ 
vided  by  the  general  rules  of  practice  of 
the  Commission,  Rule  73,  persons  other 
than  applicants  should  fairly  disclose 
their  interest,  and  the  position  they  in¬ 
tend  to  take  at  the  hearing  with  respect 
to  the  application.  Otherwise  the  Com¬ 
mission,  in  its  discretion,  may  proceed 
to  investigate  and  determine  the  mat¬ 
ters  involved  in  such  application  without 
further  or  formal  hearing.  If  because  of 
an  emergency  a  grant  of  temporary  re¬ 
lief  is  found  to  be  necessary  before  the 
expiration  of  the  15-day  period,  a  hear¬ 
ing,  upon  a  request  filed  within  that  pe¬ 
riod.  may  be  held  subsequently. 

By  the  Commission. 

[seal]  .  George  W.  Laird, 

Secretary. 

[F.  R.  Doc.  54-5988;  Filed.  Aug.  5,  1954; 

8:49  a.  m.] 


[4th  Sec.  Application  29543] 

Grain  From  Walsh  and  Bartlett,  Colo., 
Manter  and  Saunders,  Kans.,  to  Mis¬ 
souri  AND  Kansas 

application  for  relief 

August  3,  1954. 

The  Commission  is  in  receipt  of  the 
above-entitled  and  numbered  applica¬ 


tion  for  relief  from  the  long-and-short- 
haul  provision  of  section  4  (1)  of  the 
Interstate  Commerce  Act. 

Filed  by:  F.  C.  Kratzmeir,  Agent,  for 
carriers  parties  to  schedules  listed 
below. 

Commodities  involved:  Grain,  grain 
products,  and  related  articles,  carloads. 

From:  Walsh  and  Bartlett,  Colo.,  Man¬ 
ter  and  Saunders,  Kans. 

To:  Kansas  City  and  St.  Joseph,  Mo., 
and  Atchison  and  Leavenworth,  Kans., 
and  other  destinations. 

Grounds  for  relief:  Rail  competition, 
circuity,  grouping,  and  compliance  with 
docket  No.  31311. 

Schedules  filed  containing  proposed 
rates:  F.  C.  Kratzmeir,  Agent,  I.  C.  C. 
No.  3940,  supp.  38;  F.  C.  Kratzmeir, 
Agent,  I.  C.  C.  No.  3941,  supp.  86;  P.  C. 
Kratzmeir,  Agent,  I.  C.  C.  No.  3939,  supp. 
56;  W.  J.  Prueter,  Agent,  I.  C,  C.  No. 
3992,  supp.  9;  A.  T.  &  S.  F.  Ry.  Co.,  I.  C.  C. 
No.  14663,  supp.  34. 

Any  interested  person  desiring  the 
Commission  to  hold  a  hearing  upon  such 
application  shall  request  the  Commis¬ 
sion  in  writing  so  to  do  within  15  days 
from  the  date  of  this  notice.  As  provided 
by  the  general  rules  of  practice  of  the 
Commission,  Rule  73,  persons  other  than 
applicants  should  fairly  disclose  their  in¬ 
terest,  and  the  position  they  intend  to 
take  at  the  hearing  with  respect  to  the 
application.  Otherwise  the  Commission, 
in  its  discretion,  may  proceed  to  investi¬ 
gate  and  determine  the  matters  involved 
in  such  application  without  further  or 
formal  hearing.  If  because  of  an  emer¬ 
gency  a  grant  of  temporary  relief  is 
found  to  be  necessary  before  the  expira¬ 
tion  of  the  15-day  period,  a  hearing, 
upon  a  request  filed  within  that  period, 
may  be  held  subsequently. 

By  the  Commission. 

[seal]  George  W.  Laird, 

Secretary. 

[P.  R.  Doc.  54-5989;  Piled,  Aug.  5.  1954; 

8:49  a.  m.] 


[No.  31585] 

Montana  Intrastate  Express  Rates  and 
Charges 

NOTICE  OF  INVESTIGATION  AND  HEARING 

At  a  session  of  the  Interstate  Com¬ 
merce  Commission,  Division  1,  held  at 
its  office  in  Washington,  D.  C.,  on  the 
28th  day  of  July  A.  D.  1954. 

It  appearing,  that  a  petition,  dated 
June  25,  1954,  has  been  filed  by  the  Rail¬ 
way  Express  Agency,  Incorporated,  an 
express  company  transporting  express 
matter  as  a  common  carrier  in  interstate 
commerce,  principally  by  railroad,  oper¬ 
ating  to,  from,  and  between  points  in  the 
State  of  Montana,  averring  that  in  Ex 
Parte  No.  177,  Increased  Express  Rates 
and  Charges,  1951,  283  I.  C.  C.  431,  this 
Commission  authorized  certain  increases 
in  interstate  express  rates  and  charges, 
and  revision  in  classification  provisions, 
throughout  the  United  States,  that  in¬ 
creases  under  such  authorizations  have 
been  made,  and  that  the  Board  of  Railroad 
Commissioners  of  the  State  of  Montana 
by  order  dated  May  26,  1952,  authorized 
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and  permitted  petitioner  to  apply  to  the 
transportation  of  express  matter,  moving 
intrastate  by  railroad  in  the  State  of 
Montana  increases  in  rates  and  charges 
corresponding  to  those  approved  for  in¬ 
terstate  application  in  the  proceeding 
cited  above,  with  the  exception  of  the 
following: 

(a)  All  increases  in  the  minimum  rate 
on  class  and  commodity  traflBc  hnd  re¬ 
turned  empty  containers, 

(b)  Increases  in  commodity  rates,  ex¬ 
cept  on  food  and  drink  to  the  extent  that 
they  exceed  22.5  cents  per  shipment  or 
per  100  pounds  as  the  case  may  be, 

(c)  All  increases  on  nursery  stock. 
Including  floral  designs,  plants,  N.  O.  S. 
and  cut  flowprs. 

Respondents  further  aver  that  in  Ex 
Parte  No.  185,  Increased  Express  Rates 
and  Charges,  1953,  289  I.  C.  C.  249,  this 
Commission  authorized  general  increases 
in  interstate  express  rates  and  charges, 
and  revision  in  classification  provisions, 
throughout  the  United  States,  that  in* 
creases  under  such  authorizations  have 
been  made,  and  that  the  Board  of  Rail¬ 
road  Commissioners  of  the  State  of  Mon¬ 
tana  has  failed  to  authorize  or  permit 
said  petitioner  to  apply  to  the  transpor¬ 
tation  of  express  matter,  moving  intra¬ 
state  by  railroad  in  the  State  of  Mon¬ 
tana,  increases  in  rates  and  charges 
corresponding  to  those  approved  for  in¬ 
terstate  application  in  Ex  Parte  No.  185, 
supra,  such  refusals  being  in  the  manner 
and  to  the  extent  alleged  in  the  said 
petition  of  June  25,  1954; 

It  further  appearing,  that  the  peti¬ 
tioner  alleges  that  the  intrastate  express 
rates  and  charges  which  it  is  required 
to  maintain  for  the  transportation  of 


express  matter  moving  Intrastate  by 
railroad  in  Montana  as  a  result  of  such 
failure  of  the  Board  of  Railroad  Com¬ 
missioners  of  the  State  of  Montana, 
cause  undue  and  unreasonable  advan¬ 
tage,  preference,  and  prejudice  as  be¬ 
tween  persons  and  localities  in  intra¬ 
state  commerce  on  the  one  hand  and 
interstate  commerce  on  the  other  hand, 
and  undue,  unreasonable  and  unjust  dis¬ 
crimination  against  interstate  and  for¬ 
eign  commerce,  in  violation  of  section  13 
of  the  Interstate  Commerce  Act; 

It  further  appearing,  that  the  peti¬ 
tioner  brings  in  issue  express  rates  and 
charges  made  or  imposed  by  authority 
of  the  State  of  Montana; 

And  it  further  appearing,  that  the 
Board  of  Railroad  Commissioners  of  the 
State  of  Montana  has  filed  a  reply  to 
said  petition  in  opposition  thereto: 

It  is  ordered.  That  in  response  to  the 
said  petition  an  investigation  be,  and 
it  is  hereby,  instituted,  and  that  a  hear¬ 
ing  be  held  therein  for  the  purpose  of 
receiving  evidence  from  the  respondent 
hereinafter  designated  and  any  other 
persons  interested,  to  determine  whether 
the  express  rates  and  charges  of  the 
Railway  Express  Agency,  Incorporated, 
between  points  in  Montana,  made  or  im¬ 
posed  by  authority  of  the  State  of  Mon¬ 
tana,  cause,  or  will  cause,  by  reason  of 
the  failure  of  such  rates  and  charges  to 
include  increases  corresponding  to  those 
permitted  by  this  Commission  for  inter¬ 
state  express  traffic  in  said  Ex  Parte  No. 
.177,  Increased  Express  Rates  and 
Charges,  1951,  supra,  and  Ex  Parte  No. 
185,  Increased  Express  Rates  and 
Charges,  1953,  supra,  imdue  or  unrea¬ 
sonable  advantage,  preference,  or  prej¬ 
udice  between  persons  or  localities  in 


Intrastate  commerce  on  the  one  hand 
and  interstate  or  foreign  commerce  on 
the  other  hand,  or  any  undue,  unreason¬ 
able,  or  unjust  discrimination  against 
interstate  or  foreign  commerce,  and  to 
determine  what  express  rates  and 
charges,  or  what  maximum  or  minimum, 
or  maximum  and  minimum  express  rates 
and  charges,  shall  be  prescribed  to  r^ 
move  the  unlawful  advantage,  prefer- 
ence,  prejudice  or  discrimination,  if  any, 
that  may  be  found  to  exist; 

It  is  further  ordered.  That  the  Rail¬ 
way  Express  Agency,  Incorporated,  be, 
and  it  is  hereby,  made  respondent  to  this 
proceeding;  that  a  copy  of  this  order  be 
sei-ved  upon  said  respondent;  and  that 
the  State  of  Montana  be  notified  of  this 
proceeding  by  sending  copies  of  this 
order  and  of  said  petitions  by  registered 
mail  to  the  Governor  of  the  said  State 
and  to  the  Board  of  Railroad  Commis¬ 
sioners  of  the  State  of  Montana,  at 
Helena,  Mont.; 

It  is  further  ordered.  That  notice  of 
this  proceeding  be  given  to  the  public  by 
depositing  a  copy  of  this  order  in  the 
oflBce  of  the  Secretary  of  the  Commission 
at  Washington,  D.  C.,  for  public  inspec¬ 
tion,  and  by  filing  a  copy  with  the  Direc¬ 
tor,  Division  of  the  Federal  Register, 
Washington,  D.  C. 

And  it  is  further  ordered.  That  this 
proceeding  be  assigned  for  hearing  at 
such  time  and  place  as  the  Commission 
may  hereafter  designate. 

By  the  Commission,  Division  1. 

[seal]  George  W.  Laird, 

Secretary. 

[F.  R.  Doc.  54-5990;  Piled,  Aug.  5,  1954; 

8:49  a.  m.l 


